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Foreword

This history of the Flight Research Center (FRC) Simulation Laboratory (FSL) de-
scribes the development of experimental flight-test simulators and the rapid evolution
of the computers that made them run. (The FRC was a predecessor of NASA’s Dryden
Flight Research Center, Edwards, California.) Gene Waltman has provided a smooth
blend of anecdotal narrative and technical jargon that maintains reader interest whether
or not the reader is computer literate.

Lessthan ayear after the end of World War 1 (WWII), the National Advisory Commit-
tee for Aeronautics (NACA) moved asmall group of flight test personnel from the
Langley Memorial Aeronautical Laboratory (later, NASA’s Langley Research Center,
Hampton, Virginia) to the large dry lake at Murac, California, in the Mojave Desert to
perform flight testing and aeronautical research on the XS-1 high-speed experimental
aircraft. (The XS stood for eXperimental Sonic, later shortened to X-1.) Among the
first personnel to arrive and set up shop was a group of “computers’ under the direction
of Roxanah Yancey. These “computers’ were young women who read flight-test data
recorded on film, typed these datainto their mechanical calculators, and laboriously
plotted the results. Thiswas the burdensome forerunner of today’ s instantaneous
telemetered data displaying plotted information on ground-based multi-channel record-
ers, X-Y plotters, or cathode ray tubes. For many years Roxy and her complement of
“computers’ performed these computations with slide rule, planimeter, and calculators.
High-speed, large-memory computers were still adecade or two in the future; nerds,
geeks and hackers were still in gestation, and college degreesin Computer Science did
not exist.

Prior to the establishment of the FSL, in the mid-fifties, the Air Force Flight Test
Center (AFFTC) purchased an analog computer on the advice of the NACA. Thefirst
use of this computer was by NACA engineers Richard Banner and Al Kuhl who helped
assembl e the computer and then mechanized (programmed) the three degrees of lateral
freedom to analyze directional stability from flight data. This analog, the Goodyear
Electronic Differential Analyzer (GEDA), was used by the NACA for a series of flight
research programs such as X-2 flight planning and pilot training, the newly encoun-
tered inertial roll coupling, reaction control, and other studies. Walt Williams, the
director of the NACA High-Speed Flight Station (HSFS, as the FRC was then named),
seeing the results of such a powerful research tool, purchased the Station’ sfirst analog
computer in 1957.

Thiswas the start of the FSL series of simulators that ran the gamut of aircraft and
spacecraft of this period. Thiswas when the high key and steep approach for orbital
entries and landings were developed. Thiswas when Neil Armstrong polished his
talents on simulations of orbital launch, as well as simulations and flight tests of the
Lunar Landing Research Vehicle (LLRV) and the X-15 rocket-powered aircraft. The
LLRV simulator simulated the LLRV *“flying bedstead,” which in turn simulated the
actual Lunar Module; hence, the LLRV simulation was unique in that it was asimula-
tion of asimulator.

The history of calculation and computing is one of discovery, development, and
obsolescence with new technology replacing the old, much like the end of a geological
period with some species dying and new species evolving. As the author has indicated,
even in the brief time span of this history, the shelf life of various computers has been
brief with most of them now residing in landfills. Asan example, computers went
from analog to hybrid (combined analog and digital), to al-digital using paper tape,
punch cards, and various types of magnetic devices with short half-life operating spans.

vi



Also during this period, asis true today, the rapid demise of particular programming
formats hastened the turnover cycle.

In this evolutionary period, digital computer speed increased to the point where digital
technology replaced analog for real-time computation and piloted simulation. In
addition to accuracy, the Boolean-logic capabilities of the digital vastly increased the
realism and selectivity of simulators. Although the analog was subject to noise and
some inaccuracies, it would render atruer answer to arapid, continuous action and is
still being used for high-frequency phenomena. Another favorable aspect of the analog
for those working prior to the year 2000 was that analog computers were not Y 2K -
prone (i.e., subject to errors because digital programmers had used two digits to
indicate calendar years, and digital computers could not tell the difference between,
e.g., 1900 and 2000).

When digital computers started to perform administrative as well as technical functions
and bottlenecks began to form, priority number one was never disputed by administra-
tive or technical personnel. Payroll always camefirst.

Richard E. Day
NASA engineer, retired

Vi



Preface

This publication describes the devel opment of the Flight Research Center Simulation
Laboratory during the period from 1955 to 1975. These are the yearsin which analog
computers were used as a major component of every flight simulation that was mecha-
nized in support of the many different flight research projects at the High-Speed Flight
Station (HSFS—redesignated the Flight Research Center [FRC] in 1959 and the Dryden
Flight Research Center [DFRC] in 1976). Initially, analog computers were used along
with a ground-based cockpit for these smulators. This started in 1955. 1n 1964 a
small scientific digital computer was bought and added to the X-15 simulator. This
was the start of the hybrid (combined analog and digital) computer period of flight
simulators. Both of these periods are covered in this document.

The simulation laboratory has had a number of different names over theyears. | have
chosen to use a single designation—FRC Simulation Laboratory (FSL)—to avoid
confusing the reader with different names throughout this document.

This publication discusses how we devel oped the many different analog simulations.
However, it is aso important to mention the reasonswhy we did so. For this purpose |
have included in the appendices a copy of a paper by Dick Day, “ Training Consider-
ations During the X-15 Development,” which was presented to the Training Advisory
Committee of the National Security Industrial Association in November 1959. In this
paper, Dick talks about the early use of analog computers to study instabilities that
were occurring with the X-1, X-2, X-3, and some of the century series aircraft. Dick
Day was an active participant in the early use of analog computers at the NACA HSFS
to study the problems that were being encountered by the pilots during the testing of
these vehicles. His paper explains the reasons that analog computers were originally
bought and used for real-time flight simulators and why flight simulators are still being
developed and used at the Dryden Flight Research Center. This paper by Dick Day
plus the comments from Dick Banner (in the section on analog simulations and in his
personal account) provide a good introduction to the events that began it all, and why it
al happened.

This narrative has been written with the help of many of the simulation programmers
and technicians, research engineers, and pilots who devel oped, used, and flew the many
different analog simulators. A number of these people have contributed much in the
way of information and anecdotes about what we did and how we went about devel op-
ing and using those simulators. | am extremely grateful to each and every one who
contributed in any way. For most of these people, their stories are included as personal
accounts and are at the end of the narrative. These personal accounts (or PAs as they
are referred to throughout this publication) are brief biographical discussions of their
experiences with the analog simulators. Without these inputs, this would be a short and
dull accounting of the history of analog computers. We all see and experience events
and happenings in different ways. We aso have our own styles and when asked to talk
about our experiences, do so in our own ways. The PAs are avery important part of
thishistory. They are as unique and individual aswe all are and offer many personal
perspectives.

| worked for what istoday the DFRC from 1957 until 1993. For thefirst 17 years|
was a part of the FRC Simulation Laboratory and have first-hand knowledge of alot
that went on during those days. | also got stuck with buying many of the computer
systems that we used during that period. And as you will read, many of the events that
occurred were adirect result of the ever-changing computer systems that we bought
and used for our simulations. | also was involved with implementing several major
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flight ssimulators during that period. | feel fortunate to have had such a part in the on-
going evolution of the FRC Simulation Laboratory. This publication is something |
started thinking about doing after | retired from the DFRC in 1993. | have had alot of
fun callecting the information and talking to (and doing a lot of coaxing—even beg-
ging—of) the many people who contributed. In several cases, thiswasthefirst time |
had talked with several of them since they left or retired. It has taken several yearsto
get this al together and to write this account, and | have enjoyed every minute of it.

| am also grateful to the NASA DFRC for providing me the opportunity to publish this
history. NASA isdoing alot to record and archiveits history. | am happy to contribute
towards that goal.

This particular monograph is the first of several anticipated histories of the FRC
Simulation Laboratory. The second publication will cover the history of the FSL from
about 1975 to 1991. This period coversthefirst eraof the all-digital smulations,
during atime when the FSL was still in the same general area as the analog systems
used to be. 1n 1991 the FSL moved into a new building know then as the Integrated
Test Facility (ITF). Thereis some overlap in simulations during the transitions be-
tween these three periods (1957-75, 1975-91, 1991 to the present). Consequently there
will be some repetition of events and simulator history that will be included in the
different studies. That is unavoidable, but necessary. The same can be said about
many of the people who were key participants during these transitions. | will try to
point these people and their contributions out appropriately.

For those who may be using the present document for information-gathering purposes,
I have included an extensive bibliography listing amost every publication during the
period 1955-1975 that was written about a project at the HSFS/FRC in which analog or
analog-and-hybrid simulations were used. Most of the bibliography is taken from
Dave Fisher’s publication: Fifty Years of Flight Research: An Annotated Bibliography
of Technical Publications of NASA Dryden Flight Research Center, 1946-1996 (NASA
TP-1999-206568). | have also included many photographs. All of these photos arein
the DFRC Photo Archive, and someday they may be available on the DFRC Web site.

I wish to acknowledge and thank everyone who has helped in getting this bit of the
NASA Flight Research Center’s history into publication. They include: Dill Hunley of
the DFRC History Office for his encouragement and help in getting this publication
into print; Rob Binkley and Mike Ngjera of the Dryden Research Aircraft Integration
Facility (RAIF, which includes the present-day simulation facilities) for providing the
funds for this task and their support; Larry Schilling and Lee Duke for their support at
the upper management level: Dick Day, “the father of simulation,” (as research pilot
Bill Danalikesto call him) for his effortsin getting the pilots—in those early days—to
actually use the simulators for flight planning and training purposes as well asfor his
contributions to this publication, including the Foreword; and every one else who
contributed to this publication. Thelist includes Ed Videan, John P. Smith, and Dick
Musick of the very first Simulation Group. Also: John Perry, Don Bacon, and Larry
Caw, simulation programmers; Al Myers, simulation engineer; Art Supponaand Billy
Davis, ssimulation technicians, Charlie Wagner, simulation hardware engineer; Stan
Butchart, Bill Dana, and Tom McMurtry, DFRC pilots; and many research engineers,
including Dick Banner, Don Reisert, Ed Holleman, Dwain Deets, Bob Kempel, Nell
Matheny, Bruce Powers, Roy Bryant, Dave Hedgley, Tom Wolf, Wilt Lock, Bob James,
Jack Ehernberger, and Don Gatlin; Judy Duffield in the pilot’s office; Dennis Ragsdale
and Erin Gerenain the Dryden library; Jim Y oung from the AFFTC History Office (and
anyone else | may have talked with but have forgotten to mention). Larry Schilling,
Bruce Powers, Rob Binkey, and Bob Kempel were kind enough to read an early draft
and provide technical comments that have improved the book immensely. I've aso
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been able to go through the history files of Chester Wolowicz, FRC research engineer,
and found some important information about his analog computer usage. There are
others whom | have talked with while writing this monograph (including several who
had important roles) but who unfortunately chose not to be involved. That was their
choice, and | am sorry that | wasn't able to get their inputs. Several active participants
have died and their inputs have been collected from friends, co-workers, publications,
and archives. A few have |eft the area and their whereabouts are unknown. | also want
to thank Carla Thomas and Tony Landis aswell asthe rest of the staff of the Dryden
Photo Lab for their help in collecting and scanning the photos in the volume; Steve
Lighthill, NASA visual information specialist, for his creative work in laying out the
book; Darlene Lister for her skill at copy editing; and Camilla McArthur for seeing the
book through the publication process.

Although | have written this publication, | feel that itis“our” story, and not just mine.
| wanted to get everyone' s input, but that was just not possible. | feel that those who
areincluded do provide avery good cross section of the programmers, technicians,
engineers, and pilots who developed and used the analog simulators. Thisstory is
about us and our experiences with the analog flight ssmulations at the NASA Flight
Research Center.

Gene Waltman, simulation engineer



Fixed-Based
Simulator Dia-

gram (July 1960).

(NASA photo E-
5636)

Analog Simulations
Introduction

Thisisahistory of the many aircraft
simulations that were implemented during
the early days at what later became
Dryden Flight Research Center using the
early generations of analog and hybrid
computers. The period to be reviewed is
from 1955 to about 1975. Thisiswhen
analog computer systems were being used
at the Flight Research Center (and its
predecessor, the NACA HSFS) as mgjor
components of all the aircraft simulations
that were mechanized and used in support
of the various flight research programs.

In August of 1960, Euclid Holleman and
Melvin Sadoff presented their report
Smulation Requirements For The Devel-
opment Of Advanced Manned Military
Aircraft (Citation #269)! at the Institute
of Aeronautical Sciences, Inc. National
Meeting. The following is from the
beginning of that paper:

Paraleling the large increase in
performance capability of present
airplanes has been the increase in
the problems connected with the
design and operation of these

vehicles. Indications are that the
designer of advanced military
aircraft will be faced with the
present “crop” of problems as well
as additional problems as yet
unborn.

Many methods have been devised
to study these problems, but
perhaps no single method of
analysis has achieved the success
and universal acceptance accorded
the flight ssimulator as adesign and
research tool. This was made
possible by the tremendous ad-
vances in development of the
analog computer which has been
used to solve any problem that can
be represented by a differential
equation.

Some of the most useful simula-
tions have involved the pilot in the
control loop. A drawing illustrates
a pilot-operated simulator in the
control loop. [See photo E-5636.]
[llustrated is the flow of informa-
tion from the computer to the pilot
and back to the computer. The pilot
isthe key link closing the control
loop.

FIXED-BASE SIMULATOR

PRESENTATION

SIGNALS

CONTROL SIGNALS

1 The Citation Number is a reference number assigned to all publications; see the Bibliography.



NASA has had considerable The following paragraph is from the

experience with awide variety of Introduction to the paper by Smith,

piloted flight ssimulators, from Schilling and Wagner:

relatively simple, inexpensive,

fixed-chair types to complex and Simulation at Dryden has devel-

expensive human centrifuges and oped over the past 25 yearsinto an

variable-stability and control integral and essential part of the

airplanes. . .. flight research program. Today,

pilots as well as engineers demand

The report went on to discuss the different that simulation be included in the
forms of piloted simulators that had been flight program. When the manager
used by the research engineers at the FRC of onejoint NASA/DOD program
up to that point in time. The FRC Simula- first learned the cost of asimulator,

tion Laboratory (FSL) and its capabilities he asked, ‘What did you do before
play avery important part of the simulator simulators? The project pilot
history of this Center. replied. ‘We named alot of streets

after pilots!” [Meaning that they
In 1989, J. P. Smith, L. J. Schilling, and died in aircraft accidents.] This

C. A. Wagner wrote the paper: Smula- statement reflects the most impor-

tion at Dryden Flight Research Facility tant value of simulation asit is

from 1957 to 1982, NASA TM 101695 practiced at Dryden: flight safety.
(Citation No. 1689. ). That particular

paper reviews the history of the FRC It did not start out that way, but the role of
Simulation Laboratory, with emphasis simulation has certainly changed during
on the philosophy behind the develop- the years. Today’s simulators are much

ment and use of the simulation labora- more sophisticated and complex and play
tory (i.e., why we did simulations). This avery important role in the job that the
publication will talk about how we went NASA Dryden Flight Research Center
about the process of mechanizing does. The simulation facility has grown
analog and hybrid simulations. Theera  from asingle analog computer in one

of all-digital simulationswill be covered office in the main building into an impres-
in yet another publication. sive facility of its own known as the

Crowded Analog
Simulation
Laboratory
(October 1958).
(NASA photo E-
4287)




Research Aircraft '

Integration
Facility (1991).
(NASA photo
EC91-611-005)

Walter C. Williams Research Aircraft
Integration Facility (RAIF). (See photos
E-4287 and EC91-661-005 of the first
lab and the current RAIF.)

One of the Best

The FRC Simulation Laboratory was (and
till is) one of the premier facilities of its
type in the United States. At least that is
how we felt about it. The FSL got started
about the same time that analog comput-
erswere really beginning to be appreci-
ated as worthy tools for implementing
real-time aircraft simulations. Not only
were airplane manufacturers beginning to
use analog simulation to help design and
study the airplanes they built, but colleges
and universities were beginning to teach
classesin this technology. Analog com-
puters had been around for several years.
Both the Ames and Langley Research
Centers had analog computer facilities
before the HSFS simulation laboratory
bought itsfirst analog computer. The U.S.
Navy used analog computers during the
World War I1. However, the analog
computers of those days never really

caught on until the early '50s, when the
development had reached a point where
the operational amplifiers had both the
accuracy and stability that the users were
asking for. These qualities were necessary
for aircraft simulation due to the long
periods of time used by some of the
simulation runs.

Analog Computer Courses

| graduated from Michigan Technological
University in 1957 with aBSin Math-
ematics. Michigan Tech taught itsfirst
course in analog computation in my
senior year, which was 1956/7. This
course was taught by one of the Math-
ematics Department professors (he was a
U.S. Navy Reserve officer and had just
returned from temporary duty at one of
the Navy’ s facilities that had analog
computers). He and one of the professors
from the Physics Department had spent
most of the 1956 summer break building
two Heath Kit3 analog computers. These
were used for the classes on analog
computation.

2 The photo of the first sim lab was taken in late 1958 and does (more or less) represent the actual lab as it wasin those days. Bill
Danaisthe pilot sitting in the cockpit, and he started work the day that NASA was officially founded (1 October 1958). Normally,

only two or three people were needed in the lab to run asimulation. This particular photo was staged to give the impression of avery
crowded facility. The periphera equipment shown in this photo was jammed together, with extra people as aploy to finagle alarger
room for the FSL analog computers.

8 The Heath Company once manufactured electronic productsin kit form that anybody could successfully build, if he or she followed
theinstructions. The company no longer sells such kits.



Unfortunately, | did not take the class on
analog computation. At the time it did not
seem like something | would ever use.
Littledid I know then that | would spend
the next 17 years programming analog
and hybrid computer simulations.

While | was interviewing for jobs, during
my senior year, | talked to an engineer
from the NACA facility at Cleveland.
Thisis now the NASA Glenn Research
Center. | redly did not feel like working
in Ohio, and when he told me that the
NACA had aflight research facility at
Edwards Air Force Basein Cdlifornia, |
asked him to send my interview papers
and college transcript out there. After all,
| had been living in Southern California
since 1943 and | really preferred to work
in California. The NACA High-Speed
Flight Station at Edwards Air Force Base
offered me ajob. Thiswasn’t the best
offer | got, but it was one of the best from
any company in California. Most of my
other offers came from companiesin New
Y ork and Michigan. | had had enough of
the snow and cold weather while attend-
ing Michigan Tech (whichisway upin
the Keweenaw Peninsula of Michigan and
averages over 200 inches of snow each
winter). So | accepted the offer from the
NACA HSFS, and | went to work on 22
July 1957. Just over ayear later, NASA
was created, and the NACA HSFS
became the NASA Flight Research
Center.

Day 1—NACA HSFS

| had been living in Fontana, California,
while enrolled at Michigan Tech. The
Saturday before | actually started work for
the NACA, | droveto Edwards Air Force
Base and spent the day scouting the area,
and locating the NACA facilitiesand
housing. The following Monday morning

| drove to Edwards, early in the morning,
hoping to get there at 7:30, when work
began. | was driving one of my
granddad’s cars (I did not own one, then),
and the fuel gauge did not work. | ran out
of gas near the community now called
Pinon Hills, on highway 138. It was about

6:30 am. Luckily | was able to coast right
into the only gas station in that area. But it
didn’'t open until 8:00 am. So, | sat and
waited till it opened, got gas, and was late
to work. What a great way to start ajob!
Looking back on that day and what
happened to me on the way to work, | can
seethat it was just the first of many
strange events that were to happen to me
while | was a part of the FSL.

| actually thought that | was being hired to
program the digital computer that had
recently been installed at the NACA
HSFS. It wasan IBM CPC (Card Pro-
grammed Calculator). My boss, Ed
Videan, upon looking at my college
transcript and noting that | had taken quite
afew coursesin analytica mechanics and
differential equations, thought that | might
want to work in the brand-new simulation
facility. There really wasn't an opening in
the digital programming group, but there
was one in the simulation group. So |
agreed to try it out. | have always won-
dered just what | would be doing now if
circumstances had been different and |

had actually become a digital computer
programmer at that time. | never regretted
being an analog programmer. Thisjob
was alot of fun, and besides, several
years later, when we bought digital
computers to add to our all-analog
simulations, | did get to program digital
computers.

Asone of the original simulation pro-
grammers (and the only one who is still
working at Dryden), | feel that writing
down just what we did and how we went
about doing our jobsin those daysis an
important step in documenting a part of
the history of this simulation facility. A lot
of aviation history has occurred in the
Mojave Desert, and simulators have
contributed to thisin abig way. Looking
back on all this, | am quite proud of what
wedid. It was fun and it was exciting. We
were working with great people, challeng-
ing equipment, fantastic aircraft, and we
really looked forward to coming to work
every day—and alot of nights and
weekends, too. Unfortunately, we never
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really took the time to write things down
then. We were too busy growing and
doing the fun stuff, and as typical pro-
grammers, we hated to document. So,
now, let me take this time to reminisce,
and at the same time document an impor-
tant part of the NACA HSFS/NASA FRC
history.

The Beginnings of Simulations
at the FRC

A lot of what is covered in this study
comes from the people who worked at the
HSFS and in the FSL during this period,
including some of the engineers and pilots
whom we worked with while implement-
ing the various simulations. The entire
process of constructing a simulation has
undergone many, many changes over the
years. Thisis due to the ever-changing
technology in the computers, aircraft, and
other hardware that is being used. The
difficult part of collecting the information
for this paper comes about because we (in
the FSL) were not expected to write
technical papers on what and how we did
our jobs. Reports were not required to get
promotions, so we didn’t write. | have
been able to get inputs from many of the
people who were involved with the FSL
during those first years.

This history is not intended to be are-
hash of all the research studies that used
the different analog/hybrid computer
mechanizations (or their results). There
were many reports and papers written
covering that subject matter. A selected
few of these papers may be briefly
mentioned, when appropriate, throughout
this monograph. Following the appendi-
cesisabibliography of publications of
many different studies that used some
form of simulation during the time span
of this publication.

This history isintended to describe just

how we went about this job of program-
ming the analog and hybrid computers,
the various tasks involved in getting the
cockpits set up and running, and alot of
related tales that hopefully will illustrate
the myriad problems encountered along
the way. Looking back on these times, |
can say that programming anal og comput-
erswas interesting in spite of all the
inherent problems that analog computers
and analog simulators exhibited.

There were times when each of usfelt that
apart of what we did bordered on “black
magic.” The larger simulators, such asthe
X-15 simulator, seemed to have personali-
ties of their own. These personalities
were frequently described as cantanker-
ous, malicious, mulish, or other less
friendly terms. It seemed like each of
these simulations had its own “master.”
which was usually the original program-
mer. Generally they behaved themselves
when that programmer was operating the
simulation, but if anyone else had to fill-
in when the “master” was out, then the
‘Jekyll and Hyde' nature of the simulation
showed up and changed its personato the
evil side.

I’m sure that many a pilot or engineer
using one of our simulators felt that we
kept a couple of gremlins hidden away in
the back room and let them loose in the
analog computer |abs when no one was
around. There were too many unexplain-
able incidents that happened during those
years. A few of these incidents can
seemingly be considered serendipitous,
but there were many more that can only
be attributed to gremlinity.*

For anyone familiar with the aviation
history around Edwards, many of the
aircraft that were flown are well known.
But there were others, some of which
were only ideas or concepts and were
never built or flown but often simulated.

4 Gremlinity, as used here, is the opposite of serendipity. Webster’s New World Dictionary of the American Language, College
Edition, defines serendipity [a houn coined by Horace Walpole (c. 1754) after histale The Three Princes of Serendip (Ceylon), who
made such discoveries] as an apparent aptitude for making fortunate discoveries accidentally. The opposite of such an aptitudeis
creating unfortunate happenings on purpose. Thisiswhat gremlinsdo. So the word gremlinity, as used here, is an antonym for the
word serendipity.



We programmed many types of real-time
simulations. It was a constant learning
experience for us. Not only were the
equations different, from simulation to
simulation, but so too was the equipment
we were using. We were always buying
and using the newest stuff. And not just
the newest of computers. We were also
involved in devel oping the interfaces and
hardware being used in the cockpits of
those simulations. It really helped to be a
jack-of-all-trades in those days in order to
get anew simulation up and running. It
was very much a group effort, with
research engineers, simulation program-
mers, and simulation technicians working
together to implement each new simula-
tion.

The Very First Analog Simulations

The use of analog computers for flight
simulation had already begun when |
started work in 1957. The first such

simulations had been implemented using
GEDA (Goodyear Electronic Differential
Analyzer) computers that had been
bought by the Air Force. Thiswasin
1955. The first NACA HSFS simulation,
on the AFFTC analogs, was a study by
Dick Banner and Al Kuhl, and is dis-
cussed in an in-house memo entitled “ The
determination of the directional stability
parameter Cp, from flight data,” dated 11
March 1955. Thiswas an analog com-
puter investigation of the F-100, and was
implemented in early 1955. A copy of this
memo isincluded in the appendices. This
study was also reported in NACA RM
H55E17B, Flight Experience of Inertia
Coupling in Rolling Maneuvers. (Citation
No. 130), by J. Weil, O. B. Gates, R. D.
Banner, and A. E. Kuhl in July 1955.

The following paragraphs from Dick
Banner briefly describe this first-ever
analog simulation by anyone at the HSFS:

Dick Day at GEDA
Inertia Coupling
Simulation (July
1955). (NASA
photo E-1841)




Dick Day with the
GEDA analog
computers (Octo-
ber 1956). (NASA
photo E-2626)

| don’t remember the dates, but it
was not long after we moved from
the main base to the new facility [a
move that occurred in 1954]. De
Beeler, then Director of Research,
asked Al Kuhl and me to look at
the subject of Vertical Tail Loadsin
Rolling Pullout maneuvers. He
apparently had been in contact with
someone at the Air Force Flight
Test Center and had arranged for Al
and meto look at its hew analog
equipment in hopes of using it to
simulate flight conditions. When Al
and | saw the equipment it was just
being uncrated, and the Air Force
lieutenant who was assigned to
work with us didn’t seem to know
much about it. It was manufactured
by Goodyear and called GEDA
(Goodyear Electronic Differential
Analyzer). [See photos of this
equipment (E-1841 and E-2626).]

The Douglas X-3 airplane, before
being turned over to us at NACA,
had undergone the usual Air Force
acceptance testing, which included
rolling pullout maneuvers. | went
to Douglas and got the time history
data and the flight derivatives that
were available. Al and | “pro-

grammed” the GEDA analog
computer to simulate the flight
conditions and were struggling with
the high angle-of-attack simulation
when an F-100 crashed somewhere
between Lancaster and Rosamond.

We were asked if we could simulate
the F-100 on the GEDA. Wedid,
and as we did, we discovered that
the lateral-directional period
simulated with the derivatives
given us did not match the flight
data. Al took alook at the way that
the in-flight directional stability
parameter was obtained and
decided it was not correct. He went
on to derive anew set of equations,
which gave us a better method of
obtaining the in-flight directional
stability parameter, allowing usto
simulate the F-100 flight condi-
tions.

To the best of my knowledge, we
werethefirst at NACA, Edwards,
to simulate aircraft motions on a
computer.

Prior to these analog investigations,
Hubert Drake and Joseph Weil went to the
Langley Research Center to witnessa b




DOF® analog simulation for studying roll
coupling. This simulation did not have a
cockpit, but instead used controlled

inputs. Subsequently, the NACA urged the
AFFTC to buy the GEDA computers.

The Banner/Kuhl simulation was fol-
lowed shortly by severa studies by Dick
Day, Joe Weil, and Don Reisert. Day and
Weil were investigating roll coupling and
implemented a comprehensive analog
simulation for that study. These results are
reported in two different publications
written by them: NACA RM H56A06, An
Analog Sudy of the Relative Importance
of Various Factors Affecting Roll Cou-
pling, and NACA RM H56F08, Correla-
tion of Flight and Analog Investigations
of Roll Coupling. The GEDA analog
computers were also used for additional
studies, including X-2 studies, analysis,
pilot training, and X-1B reaction-control -
systems studies. It was some time before
the Air Force had its own engineers
programming its GEDA computers. The
cockpits used for these simulations were
very simple set-ups, using spring-loaded
control sticks, voltmeters for instruments,
and a CRT (cathode ray tube) for an out-
the-window display. (See photos E-1841
and E-2626.) The small control stick
shown in some of these photosisa
formation stick (asit was called) used in
some of the later U. S. bombers during
World War I1. Dick Day was a B-17 pilot
in the 386th Bomb Group, England,
during the war and states that he was the
first pilot to ever use one of those “forma-
tion sticks.” (See the second PA section
for the persona accounts of Don Reisert
and Dick Day.)®

The following paragraph, also from Dick
Banner, further describes the events of
those days.

The usefulness of aircraft motion
simulation was becoming obvious
to many of us at thetime Al [Kuhl]
and | were working on the GEDA,
but I had no sense of what it would
become. Langley had much more
capability at the time, and Joe Well
went there to work with Ordway
Gates on problems of other aircraft
similar to those of the F-100. Al
and | continued to support their
simulation studies, sending them
our GEDA results for the F-100.
The results were published in a
paper given at a conference at
Langley, with all four of usas
authors (Citation 158). After that,
Al and | were re-assigned to other
work, and Dick Day was assighed
to the GEDA. | worked alittle with
Ed Videan (some kind of a commit-
tee) to choose the first type of
simulation equipment we were to
use at our facility (REAC or
something like that, using £100
volts DC). | even attended classes
at Ames with Ed Videan, Dick
Musick, and Dick Day on program-
ming the equipment. My first
simulation (not documented) on the
new equipment was a simple heat
transfer problem. | did no more
documented aircraft motion simula-
tions after the GEDA experience,
but | remember that Chet Wolowicz
worked on aircraft motions simula-
tions on the REAC in those early
days, and we consulted occasion-
aly. My recollection isthat Dick
Day was working mostly on getting
the pilot into the simulation at that
time. | had at first thought that the
REAC equipment would be useful
in the coming heat transfer and
aerodynamic heating studies that |

5 A DOF (Degree Of Freedom) isamovement up or down, sideways, front or back, or around the pitch, roll, or yaw axis. Five
degrees of freedom are movementsiin five of these directions but not all six.

6 Sections at the end of the narrative contain PAs of a number of the people who worked with the early analog computers. These
accounts provide individual experiences about what these people did with the computers and are very much a part of this history. |
will identify, at the appropriate places throughout this paper, the personal accounts of interest to the subject being discussed. |
recommend that you take the time to read those accounts at that time.



had been assigned to, but asit turned
out, | worked mostly with Ray
Jackson on the IBM digital comput-
ers, setting up methods to predict
arcraft skin temperaturesin flight,
and backing out heat transfer data
from the measured skin temperatures.

The X-2 smulation wasthe first HSFS
implementation that was used for both
research and pilot training. Early-day
simulations were not completely accepted
by the pilots of those days as useful tools.
Since analog simulations were so hew, the
concept of practicing the actual maneuvers
on the ground before they actually flew the
real flight had not been accepted by many of
the pilots. It was severa years before most
of the NACA/NASA pilots really accepted
thisidea. The older pilots were dowest at
appreciating the value of ground-based
simulators. The new pilots not only ac-
cepted the idea but in some casesinsisted on
the development of such smulators. The X-
15 simulator was the first complete ground-
based smulation built by the FSL for pilot
training, mission planning, and research
purposes.

The First HSFS Analog Computer

In January of 1957, the FSL installed its

first analog, an EAI 16-31R analog
computer. It had 48 amplifiers, 20 of
which could be used for integration. It
also had a number of multipliers, resolv-
ers, potentiometers, and function genera-
tors. This computer was state-of-the-art
and included aremovable patch panel for
connecting the many components. Many
of the first generation of analog comput-
ers (such asthe GEDA and Heath Kits)
did not have removable patch panels.
Patch panels allowed for quick
changeover of the analog computers from
one simulation to another. The HSFS
bought a second analog computer and
installed it in late 1957. It was an EAI
131R and had about the same complement
of equipment asthe earlier EAl 31R. (See
photo E-4967.)

The FSL was located in the area now
occupied by the Center Director for his
office and conference room on the second
floor in the northeast corner of building
4800. At that time the hallway aong the
front row of offices on the second floor
ended at the door to the room shared by
the FSL and the woman computers.” The
hallway on the second floor wasin the
shape of the letter T, with one hall parallel
to the front of the building and one central
hall extending towards the back of the

Electronic Associ-
ates, Inc EAI 31R
(on the left) and
EAI 131R and
Black Box (F-104)
Cockpit (October
1959). (NASA
photo E-4967)

7 See Sheryll Goecke Powers Women in Flight Research at NASA Dryden Flight Research Center from 1946 to 1995 (Washington,
DC: NASA Monographsin Aerospace History #6, 1997) for what is meant by the term “women computers.” Dick Day also explains
this term in the Foreword of the present study.



building. The Center Director’s offices
were in the middle of the front hallway.
The pilots and other flight operations
personnel occupied the offices at the back
of the building on this floor.

The office | shared (with John P. Smith)
was a small inner officein thislarger
room at the east end of the front hall. My
desk faced the wall and the only window.
Thiswindow is currently hidden by a
bookcase in the Director’ s Conference
Room, and can till be seen from the
outside, right next to the front wall of the
Calibration Hangar (Building 4801). |
could look out this window and see the
Borax plant in Boron, and | could swivel
around in my chair and look down the
front hall to the other end, which hap-
pened to be the door into the Research
Library. Out the window, | could see
planes take off and land on the north base
runway, and | could watch airplanes, such
asthe X-1B, coming in to land on the dry
lakebed. Nowadays, the Data Analysis
Facility (DAF), the Research Aircraft
Integration Facility (RAIF), and the
Shuttle Facility block this view.

The simulation group consisted of Ed
Videan, John P. Smith, Dick Musick, and
myself. Ed was head of this group. John,
an Army Signal Corps lieutenant detailee,

was a simulation programmer, and Dick
was the electronics technician for the
group. Many of the other offices along the
front hall and the central hall were where
the research engineers were located. It
was avery convenient arrangement.
Everyone we worked with was only afew

steps away.

(For further details, see the persona
accounts of Ed Videan, Richard Musick,
and John Smith.)

The First Cockpit

The FSL had one “black-box” cockpit.
Thiswastruly a*“black box” sincethat is
the color the wooden cockpit had been
painted. (See photo E-3395A.) It was
constructed of plywood, with a movable
seat, removable instrument pand, a
hydraulic-powered control stick, and
bungee-loaded rudder pedals. Thisfirst
cockpit was built in-house in the model
shop and originaly did not have the
hydraulics. Richard Musick talks about
this cockpit in his PA. The hydraulics unit
was also built in-house and installed | ater
and can be seen in the photos. The pump
was quite loud and was moved to the
other side of thewall. Thisjust happened
to beinside the calibration hangar.
Because the pump was so loud when in

.-r-

g

Holleman in
Reaction Control
Cockpit (Black
Box—April 1957).
(NASA photo E-
3395A)
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operation, it tended to annoy the techni-
cians who were working there. A couple
of times, after several hours of use, they
would trudge upstairs as a group, and ask
us to please turn the d--- thing off.

If you were sitting in the cockpit, it was
important not to slouch down in the seat
when the hydraulics were on. On several
occasions, an electrical power fluctuation
caused the pilot’s control stick to lam
forward or back very quickly. Thiswould
also happen if the computer operator
turned the computer mode switch into
Pot-Set8 by mistake. There were physical
stops to prevent the control stick from
coming back too far, but if you were
slouched down too far, you could get a
very unpleasant kick in avery tender part
of the anatomy. I’ m surprised that no one
ever broke athumb when the hydraulics
hiccuped. Simulation was not as danger-
ous asflying, but it did have its perils.

There were several simulators during the
early yearsthat used hydraulic pumps to
provide power for the pilots' controls.
One essential member of those simulator
support crews was the building facilities
technician responsible for operating the
hydraulics stand. The simulation techni-
cians were not allowed to operate the
hydraulic equipment. We had to call and
get someone “qualified” in this equipment
to come handle this chore for us. Nowa-
days the simulations use an FSL-devel-
oped DC-torque-motor-powered control
stick and rudder pedals. It is much better
and quieter (and not so insidious!). The
DC-torque-motor-powered controls were
one of the FSL developments that greatly
advanced simulator technology. They are
described later in this paper.

Analog Computer Programming

Programming an analog computer was akin
to building something out of Tinkertoys.
Except that the pieces we used were
electrica components, which were built

using direct current vacuum tube circuitry
with a+100 volt range. These components
were quite accurate and linear throughout
their voltage range. The primary component
in an analog computer was the operationa
amplifier. Amplifiers could be used to add,
subtract, change sign, and to integrate or
differentiate with respect to time, and many
other things. Analog computers also had
many potentiometers (usualy just caled
“pots’) to scale variables or provide
constants, multipliersto multiply or divide
two variables, and function generatorsto
generate nonlinear functions. With these
components it was possible to build an
ana og computer modal of a set of nonlinear
differential equations, where time wasthe
independent variable.

The equations of an aircraft in flight
constitute such a set of equations. It
consists of the six-degree-of-freedom (6
DOF) equations describing a typical
aircraft’ s attitudes, accelerations, and
velocities that we programmed in imple-
menting a simulation. In the beginning
before we had sufficient equipment to
implement full 6 DOF simulations, we
simplified the equationsto 3 or 5 DOF.
The outputs of the amplifiers (summers or
integrators) were the calculated accelera-
tions, velocities, angles or other param-
eters or variables required in solving the
very complex nonlinear 6DOF equations
of an aircraft. These variables could be
recorded on a strip-chart recorder, plotted
on an X-Y plotter, or displayed in the
cockpit for the pilot to see. The cockpit’s
pilot controls were built to provide the
required inputs into the equations. Instru-
ments were designed and built to display
the calculated variables in a manner
similar (and usually identical) to what the
pilot would seein the real airplane. Visual
display units provided an out-the-window
view to add even more realism to the
simulators.

This was the state-of-the-art in analog
simulations at that time. Analog comput-

8 Pot-Set is one of the modes of the analog computer. When in Pot-Set, the operator could adjust the potentiometers used in the
simulation.
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erswere quite linear throughout their
voltage range (+ 100 volts) and had an
accuracy of about 1 part in 10,000. This
accuracy is certainly lower than what we
get from today’ s digital computers and
was one of the drawbacksin using analog
computers. However, the digital comput-
ers being built in those days were not fast
enough for usto usein real time. Every-
one doing real-time simulations of
airplanes, submarines, nuclear reactors, or
whatever, used analog computers. There
were several vendors that marketed
analog computers. The FSL eventually
bought anal ogs from three of these
vendors (Electronic Associates Inc.,
Applied Dynamics, Inc., and Comcor
Computer Company).

Parallel Computing

One of the advantages of an analog
computer was that all variables were
being calculated in parallel and in real
time. Y ou could see immediately, when
you went into the operate mode (asit was
called), exactly what was happening. It
was also possible to either speed the time
frame up or dow it down, depending on
just what you were simulating. | don’t
remember any simulations in which we
actually slowed the time frame for
something that happened so fast it
couldn’t be observed or studied in real
time. But we did on several occasions
speed the time frame up and run simula-
tions faster. For a number of derivative-
matching simulations, where either there
was no pilot or the pilot’s inputs had been
recorded and could also be speeded up,
we ran the simulation at up to 100 times
faster than normal. In fact, a number of
the analog computers that were being
marketed had this capability built right
into the mode control. This feature was
called “repetitive operation” and allowed
the outputs to be displayed on a multi-
channel oscilloscope rather than a stan-
dard strip-chart recorder. More on this
faster-than-real-time mode of simulation
in the following sections.

Generation of nonlinear functions was

difficult, but possible. Generating a
nonlinear function of one variable was
usually quite easy to do. Nonlinear
functions of two variables were alittle
more difficult but still possible. Functions
of three (or more) variables took alot of
equipment and were usually not imple-
mented. Many of the aerodynamic
coefficients in the equations of motion of
an aircraft were functions of at least two
variables. The X-15 simulation had over
100 function generators, which was an
order of magnitude greater than the
typical simulation of those days.

The 48-amplifier analog computer that
was there (when | started in 1957) had
enough components for afairly complete
three-degrees-of -freedom simulation with
some nonlinear coefficients or afive-
degrees-of-freedom with few, if any,
nonlinear functions. (In photo E-4967, the
EAIl 31-R isthe computer on the left.)
Consequently, most of my early smula-
tions were limited to studies using either
the lateral-directional equations or the
longitudinal equations. A second analog
computer was installed shortly after |
arrived. With this new computer we were
able to implement two separate smula-
tions, or we could combine the two
computers and implement afairly com-
plete 5 DOF simulation with nonlinear
coefficients and a constant velocity, or a
limited 6 DOF simulator with only afew
nonlinear coefficients. (In photo E-4967
the EAIl 131R is the computer on the
right.) It wasn’t until we bought athird
analog computer (an EAI 231R), which
had about 100 amplifiers and a corre-
sponding number of pots, multipliers, and
function generators, that we were able to
implement a complete 6 DOF simulation
with many nonlinear functions.

Cockpit Mechanizations

Y ou have to remember that the aircraft
being built and flown then were not as
complex as current airplanes, especially
with regard to the number and type of
control surfaces. Rudders, ailerons, and
elevators were the norm. Also, the highly
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complex digital control systemsin today’s
planes hadn’t been built. The analog
computer mechanization for simulating
control surfaces was not a difficult task,
although at times it could be frustrating
because of their unusua nonlinear charac-
teristics. Deadbands, hysteresis,® limits,
and other discontinuities were quite
common in this circuitry on an analog
computer simulation. To make matters
worse, the various pieces of hardware in
the simulator cockpits had their own
characteristics, and we had to occasion-
ally compensate for those characteristics
in trying to create the characteristics for
the airplane being simulated. Thisis
where the art of analog programming
bordered on “black magic.” Thistype of
analog computer programming was not
taught in the classroom. One learned it on
one' s own—nhy trial and error, usualy, or
by sharing circuits with the other analog
programmers.

Most of the difficultiesin building a new
simulator in those days came about in
designing and building the hardware and
instruments used in the simulator cock-
pits. The technology of analog simulation
was so hew that it was not possible to buy
off-the-shelf cockpit hardware. We had to
build or modify everything we used. The
cockpit instruments used in aircraft were
not designed to accept the £100-volt DC
analog computer signals asinputs. The
simulation technicians spent alot of time
developing the instrumentation we used in
our cockpits. The same thing was true for
the control stick (or yoke), rudders and
throttles, and other controls in the cockpit.
Everything we used had to be built in the
machine and instrument shops downstairs.
Fortunately, we had the best in the indus-
try. These were the same shops building
most of the special-purpose instrumenta-
tion that went into the planes we were
flying. The equipment they turned out for
us was always first rate and had alot to do
with why our simulation facility was one
of the best in the country. The simulation
technicians spent almost as much time

9 Deadbands and hysteresis were both types of delays or lags.
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working with the people in the machine
and instrumentation shops as they did
working in the simulation laboratory. (See
the PAs of Richard Musick, Art Suppona,
and Charlie Wagner for more on the
efforts that went into designing and
building the cockpits.)

X-1B Simulations

My first two simulations were of the X-
1B, which was still flying in 1957. | dso
did several X-1E simulations. The X-1E is
now mounted on a pedestal in front of
Building 4800 at Dryden. During thisfirst
couple of years | also did simulations of
some of the Century-series airplanes,
including the F-100, F-101, F-102, and F-
104. | can recall implementing at least
four different F-104 simulators for various
research studies. The F-104 airplanes that
the FRC had were used for both chase and
research flights for many years.

| had the task of implementing the first
complete 6 DOF simulation in the FSL.
The other two engineers who had been
programming analog simulations, when |
started, had both been promoted to
management and were no longer pro-
gramming simulations. So, | was the last
one of the very first official simulation
group and got to do many new things
first. For anumber of years, | wasthe
only one who got to program simulations
that used moving-base cockpits. Moving-
base simulators were never implemented
inthe FSL. The few that | did were
implemented at the Ames Research
Center, and the one big one that we did
used the Navy’s centrifuge at Johnsville,
Pennsylvania (see below). There were a
couple of simulations at Ames for which |
took our own patch panels. They had the
same anal og computers as we did, and by
wiring up the panels and taking them with
me, | was able to save aday or two of
temporary duty (TDY) at another loca-
tion. | also did several simulations of skin
temperature studies using partial differen-
tial equations.



Each simulation was assigned to asingle
simulation programmer and that person
usually “lived” with that simulation from
beginning to end. In the beginning, when
we only had one analog computer, we
took turns. These simulations usually
lasted for weeks. During that time other
programmers could get their simulations
programmed and ready to run. Simula-
tions were usually assigned on awho's-
next basis.

Simulator Cockpits

Since we only had one cockpit, getting the
cockpit changed over to the next airplane
configuration was frequently the real
“hurry-up” task in this on-going parade of
simulations. Fortunately the pilots and
engineers were willing (in the beginning)
to get by with a generic black-box cock-
pit. The airplanes that were being flown
had similar instrument panelsin the
cockpits. This meant that only minor

changes were necessary to change our
black-box cockpit to the next simulation.
This, of course, did not last.

Asthe airplanes got more sophisticated, so
too did their cockpit instrumentation. The
FSL kept up with this by expanding the
number of simulator cockpits being used
and by buying more analog computers. This
allowed usto have several smulations
operational at onetime. More technicians
were hired to help keep up with the task of
devel oping the cockpit hardware. The
“black-box” wooden cockpits gave way to
blue wooden boxes with metd instrument
panels. These were designed to be even
more flexible and to reduce the time needed
to change between simulations. The
instrument panels were also designed to be
even more quickly and easily changed. (See
photos E-4396, E-4550, E-10278, E-11778,
E-18728, E-18902, and E-26099 for several
cockpits with different instrument panels as
they evolved over the years.)
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F-104 Reaction
Control Simula-
tion—Black-Box
Cockpit (January
1959). (NASA
photo E-4396)



Boost Simulation
Instrument Panel
(January 1959).
(NASA photo E-
4550)

M2-F1 Simulator
Cockpit (August
1963). (NASA
photo E-10278)
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X-15-3 Instrument
Panel (August
1964). (NASA
photo E-11778)

In addition, the analog computer manu- computer changed over to another simula-
facturers were designing and selling tion.

computers that could be more easily

changed over from smulationto smula- ~ Patch-Panel Wiring Diagrams
tion. Servo set potentiometers coupled

with a paper-tape reader alowed a During the first several years of simula-
programmer to have all the pots (and there  tion programming at the FRC, we drew
could be hundreds of these) automatically  our patch-panel wiring diagrams on large
set. The process of setting all thepotsina  22-inch drafting paper. These diagrams
simulation was one of the more time- showed just how the many analog compo-
consuming tasks in getting an analog nents were to be connected. The diagrams

General Purpose
Transport Simula-
tor Cockpit
(March 1967).
(NASA photo
E-18728)
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HL-10 Simulator
and Display with
J. Manke (June
1968). (NASA
photo E-18902)

also had the component numbers and
other information used in wiring the patch
panel. We typically used several different
colored pencils to indicate different
attributes of the computer components. As
the simulations got bigger and bigger, the
single large wiring diagrams soon became
too cumbersome to use. At that point, we
changed to 11x17-inch drafting paper and
put these diagrams into binders. Each
page usually contained a diagram of one
of the main equations of the simulation.
These simulation binders also included
many other pages of data, such asthe
settings for the potentiometers, function
generators, initial conditions, and test
cases.

Sample Wiring Diagram

Thereisawiring diagram of atypica
analog mechanization in the appendicesto
this monograph (Appendix 4 by Robert E.
Andrews). This set of diagramsisitsaf
from an appendix to aLangley Aeronautical
L aboratory report!® (and is discussed in

10 Thisfacility is currently called the Langley Research Center (LaRC).
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more detail in Don Reisert’'sPA). | have not
been able to find agood example of such
patch-panel wiring diagrams prepared by
anyone who programmed the FSL analogs.
The Langley mechanization is very similar
to the oneswein the FSL prepared and is
included as an examplefor thisreason. It is
unfortunate that none of the early wiring
diagrams that we did were ever archived. In
addition, the many reports that were written
about the smulation studies and their
results never included any descriptions of
the analog mechanizations.

Ozalid Copy Process

These wiring diagrams were made using
black ink on standard drafting paper that
was trand ucent for copying purposes. The
only copier available in those days was
the ozalid (blue print) machinein the
reproduction shop. These diagrams
aways smelled of the ammoniathat was
used in the copy process. We had to make
the originals without any of the compo-
nent numbers, since we used several



different colored pencilsto indicate
different types of information on the
diagrams about the various components
(amplifiers, multipliers, etc.). The various
numbers and 1Ds were written on the
copies afterwards. In addition, the forms
we used to write down the pot settings
were usually typed, on translucent copy
paper using a special orange copy paper
that was turned so that the orange coating
was facing the back of the original. This
forced the orange coating to be deposited
on the back of the page being typed. This
page, with black type on the front and the
orange type on the back, would then be
copied with the ozalid machines. The
orange coating was awaxy crayon-like
substance and wore off after a number of
copies, but this process made for avery
good copy. That isthe way things were
back then.

A couple of whiffs of abinder full of new
ozalid copies was better (as a quick wake-
up) than a cup of coffee, but too much
exposure caused headaches. That ammo-
nia smell would linger for many weeks. In
addition, the ozalid copies faded with age.
Just another couple of nuisances of those
early days of ssimulation.

Diagramming Templates

For our wiring diagrams, we all used
plastic templates that were usually
provided free by the analog computer
manufacturers. The accompanying photo
(EC00-0088-1) shows several templates.
These templates evolved over the years as
the computers themselves changed. The
analog computer sales representatives
seemed to have an endless supply of these
templates. We all had our own favorite
template(s), and later on when hybrid/
digital components were added to the
computers, we usualy had to have
several—one for the analog components,
one for the hybrid components, and
frequently another for the special-purpose
basic electrical components (i.e., resistors,
capacitors, etc.). These templates were
always disappearing from our desks, for
they were also fancied by others around
the Center. We had to lock them up along
with our dlide rules.

In those early days of analog simulation,
all the research engineers and al the
analog programmers were still using slide
rules. The FSL even bought several of the
20-inch dide rules for use in the computer
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RPRYV Simulator
Cockpit (May
1973). (NASA
photo E-26099)



Drawing templates
used for analog
wiring diagrams.
(NASA photo
ECO00-0088-1)
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labs. Fortunately the typical engineer
would never buy one of theselong dlide
rules for personal use, so we never had
the problem of their disappearing from
the labs. They were too obvious and well
known. The calculations needed for the
pots (i.e., four-digit accuracy) were
possible with the longer slide rules,
although most of us usually just went with
what we got from our standard 10-inch
diderules.

Patch Panels and Patch Cords

All of the larger analog computers we
worked with used patch cords to intercon-
nect the many electronic components. A
typical simulation took hundreds of patch
cords to connect all the pieces. Fortu-
nately, the analog computers (and espe-
cially the 100-volt systems) used a patch
board system for this process. All of the
component inputs and outputs were
connected to the patch board in an
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ordered array. An amplifier used as a
summer or integrator had from four to
eight input holes (on the patch board) and
a corresponding number of output holes.
Each piece of equipment (for example,
amplifier, pot, multiplier, function genera-
tor) had an adequate number of input and
output holes. Each piece of equipment had
its own area on the patch panel. These
areas were silk-screened using different
colorsto designate the types of compo-
nent and the input and output holes.
Programming an analog computer in-
cluded the task of wiring the patch panel.

The patch cords came in an assortment of
lengths. These varied from as short as 6
inches (including the plug at each end) to
aslong as 30 inches. The lengths were
color-coded. There were jumper plugs of
several stylesto connect two adjacent
holesin either the vertical or horizontal
direction. The spacings between holesin
these two directions were not the same



and required different plugs. The amplifi-
ersthat could be used as a summer or an
integrator also had a specia jumper plug
that would make the necessary selection
of feedback components. When used as a
summer, the feedback component was a
precision resistor, and when used as an
integrator, the feedback component was a
precision capacitor. Special jJumper plugs
were used to select the appropriate
components.

The patch cables and jumper plugs were
quite expensive and used gold plating on
the contacts and shielded ends of the
plugs. This reduced the introduction or
propagation of noise. Signal noise was not
tolerated and analog computers were
designed to reduce signal noise as much
as possible. Extensive shielding was
required on all signals. Patch cords were
al shielded. The patch panel and patch-
panel bay were also designed to help
eliminate noise and the propagation of
noise. Shielding also reduced crosstalk of
signals from adjacent cables. The comput-
erswere also designed to separate the DC
and AC signals. The few AC wireswere
kept in separate bundles and kept away
from the DC parameter signalsto help
reduce any cross-talk pick-up.

For those simulations that required two or
more analog computers, the patch panels
had many (hundreds of) holes for the
purpose of interconnecting analog com-
puter components together. Cables of
these interconnections (called trunks)
linked the analog computers together. It
was also possible to slave the operational
control of one or more analog computers
to amaster computer. This allowed an
operator to run asimulation from asingle
master analog computer. There were
separate cables between the analog
computers just for this purpose of slaving
operational control. A separate and remote
control box was usually mounted in each
cockpit so that the pilots could start and
stop the simulations. There were other
trunks connecting the computer and the
cockpits and running to the various output
recorders (strip-chart recorders and X-Y

plotters).

The technicians spent many an hour
making cables for us, and on afew
occasions some of the programmers
would chip in and help. Generally our
soldering skills were not quite good
enough, but we could certainly measure
and cut the wires. Much of the wire and
many of the connectors had to be bought,
at least in the beginning, because the
warehouse did not stock the sort of stuff
we needed for the analog computers. This
was also true for all the precision resis-
tors, capacitors, and other such supplies
that we were using to interface the
instruments and control sticksin the
cockpitsto our simulations.

Bob Kempel, one of the FRC research
engineers (who also learned to program
analog computers while working for the
Air Force at Edwards) recalls the follow-
ing from his experiences:

The Midnight Patcher

Analog computer mechanizations
were very precarious, in that the
computer mechanization consisted
of amyriad of various length wires
on afront patch panel, which
linked the various analog compo-
nents. To the uninitiated, this panel
looked like multicolored spaghetti.
A complex simulation patch panel
was typically areal mess. Once a
simulation was mechanized and
thoroughly checked, the wiresin
the patch panel were not to be
touched by anyone but the smula-
tion engineer. Analog mechaniza-
tions were required to be statically
and dynamically checked quite
frequently (like daily) due to the
problem of occasional component
failure. If acomponent failed, the
simulation could be mildly or
grossly invalid depending on the
criticality of that particular compo-
nent.

It was always suspected that we
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had a“midnight patcher” dueto
some of the problems with patch
panels found by some simulation
engineers on their next shift. The
“midnight patcher” being areal or
mythical person who would either
pull or rearrange awire on a patch-
panel. These problems were
typically unusual and unexplained,
ones that could only be attributed to
the “midnight patcher.” [See Bab
Kempel’'sPA ]

One might also attribute these “ midnight
patcher” attacksto our gremlins!

Along the same line, there was one
research engineer (whose name is best |eft
unmentioned) who had the annoying habit
of changing the position of one of the
many switches on one of the analog
computersin the FSL. He usually
switched it back before he left the [ab. But
not always. | guess he thought he was
never seen doing this, but he was. So, in
an attempt to discourage this practice, one
of the unused switches (on the X-15
analogs) was wired up with abig battery,
aresistor, and afan. When the switch was
thrown, the resistor was connected to the
battery and burnt up. The fan came on and
blew the smoke out though the front of the
analog, where this engineer was standing.
Everyonein the FSL knew about the
switch, but no one else. It was several
days before the engineer actually threw
this particular switch. The smoke must
have really shaken him up, because it was
along time before he ever did this again.
Someone must have squealed, because he
eventually returned to his old habit of
randomly switching switches. We tried
never to leave him alonein the FSL lab.
Fortunately he left the FRC to work at one
of the other NASA centers. Thiswas
before smoke detectors or sprinklers were
installed throughout the building.

Patch panels allowed the patch cords to
extend behind the panel in order to make
contact with the connector pinslocated in
the panel bay. This made it possible for
these patch cords to be dislodged if the
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panel was accidentally set down on some
small item on atable, such as apencil. It
was also possible to dislodge a cord just
by moving one or more of them aside
when looking through the mass of wires
on a patch board. We eventually had
special panel holders built to hold the
panels when they were not mounted in the
patch bay of the analog computer. This
helped to eliminate (for the most part) any
problems caused by the “midnight
patcher.” However, a thorough check of
the backside of a patch panel was a
prudent thing to do before inserting the
panel in the patch panel bay of an analog
computer. For simulations such asthe X-
15, where the panels were only removed
for maintenance and trouble-shooting,
patch cords became dislodged by pawing
through the large number of cords on a
panel. There was always a shortage of the
longer cords, and many times the shorter
cords were stretched so tight that they
amost came loose by themselves. When
we were checking the backside of awired
pandl, it helped to keep a pair of needle-
nose pliers handy to pull the loose patch
cords back into place.

Room Temperature

Room temperature was also an important
factor for the analog computers. The 100-
volt vacuum-tube analog computers
generated alot of heat and required
specia air-conditioning (A/C). The
computers were mounted on top of A/C
plenums with cold air blown into the
bottom of the computer racks and the
warm air collected out the top and re-
turned to the A/C unit. Photo E-4967
shows the early A/C ducting, before we
had raised floors. Initially the A/C unit
was hung from the ceiling. When the X-
15 analogs were installed, the A/C unit
was mounted on the roof above the lab,
with large air ducts between the compres-
sors and the air plenums. The sim lab was
aways quite cold, especially on Monday
mornings. Monday morning was not a
good time to schedule any important
simulation runs. The computer racks took
several hoursto reach agood, stable



temperature after having been turned off
over the weekend. For the larger simula-
tions (such as the X-15 with over 400
amplifiers), it usually took all Monday
morning before the equipment rack
temperatures stabilized and the simulation
was ready for use. The integrators tended
to drift before they were “warmed up” and
had to be continually adjusted. Each
amplifier/integrator had a pot and meter
on the front of the unit just for this
purpose.

Fuses

The simulator facilities were quite sensi-
tive to power outages. Thunderstormsin
the area caused occasional power outages.
There were only afew high-power lines
coming into the lab, and they was no
filtering for power fluctuations. The X-15
simulator was very fragile in this respect.
The X-15 simulation had over 100
function generators, 80 of which were
specially built diode-function generators
(DFGs). This particular type of function
generator was used with a special type of
servo multiplier called a* pot-padder” to
generate functions of two variables. Each
of these pot-padders had five multiplier
“pots,” each pot having 15 equally spaced
taps (or junctions). Each tap also had a
fuse to protect the servo pot. The 80
DFGs were connected to taps on the pot-
padders. Each DFG also had 15 fuses.
There were several occasions, after a
particular hard hit (usually lightning) on
the incoming power lines, when hundreds
of these fuses would blow. Replacing the
blown fuses was a time-consuming job.
There were several occasions when the
simulation pilot would join in and help.

In hisPA, Bill Danatalks about doing
this. It wasn't always obvious when
looking at afuseif it was blown or not.
Each fuse had to be removed and checked
with an ohmmeter. 80 DFGs times 15
fuses each equalled 1,200 total fusesto be
checked! In addition, each of the 1,200
pots had to be set using ajeweler’s
screwdriver. The pots were that small.
This was state-of-the-art analog computer
equipment. Makes you wonder!

Amplifiers and Integrators

The different operations of an amplifier
were determined by the relationship of input
and feedback components (normally,
resistors or capacitors). For addition and
subtraction, both the input and feedback
components were resistors. When we
needed an integrator, the components used
were input resistors and feedback capaci-
tors. These resistors and capacitors were
quite expensive because of their construc-
tion to assure their accuracy. They were
kept in atemperature-controlled oven inside
the computer to help maintain their specifi-
cations. Differentiation (input capacitor and
feedback resistor) was ano-no on an analog
computer due to the tendency of the
amplifiersto magnify any low-level noisein
the amplifier, which tended to mask the
input signals. Integration had the effect of
reducing such noise.

The gain of an amplifier was determined by
theratio of the feedback component to the
input component. If both were resistors of
equal value, the gain was one. If thetwo
components were of different values, the
gain of the amplifier was determined by the
ratio: R/R, where R isthe vaue of the
feedback resistor and R isthe value of the
input resistor. Most of the amplifiers of that
era had input and feedback resistors that
provided 1 and 10 gains, respectively. Some
of the analog computers had 5-gain inputs.
It was a so possible to wire other compo-
nents for different gains. We did this so
often that the sim lab technicians were
always making specia patchable compo-
nents that we could use when we needed
some unusua gainsfor aparticular smula-
tion. These patchable components were just
high-quality resistors or capacitors with
patch cord connectors soldered and shielded
such that we could patch them in serieswith
the standard analog computer components.

Black Boxes

In addition to the patchable resistors and
capacitors, the technicians were frequently
called upon to build us ablack box. These
black boxes were standard electronic
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Consoles Eand F
of the X-15 Simu-
lator Analog
Computer (Sep-
tember 1960).
(NASA photo
E-5808)

Console D of the
X-15 Simulator
Analog Computer

(September 1960).

(NASA photo
E-5809)

equipment boxes, of various sizes, contain-
ing some special circuit or component that
was not standard equipment ontheanaog's
patch pandl. The multi-wafer stepping
switchesthat were used for the boost (four-
stage rocket) smulation that we did with the
Johnsville centrifuge (see below) isan
example of onetype of black box that was
built. These black boxes used very high-
quality resistors, capacitors, diodes, and
other components so asto maintain the
accuracy and precision of the analog
simulation. Most of these components were
ordered especialy for this purpose, since
the warehouse did not normally stock those
high-quality components. The Sim Lab,
over the years, always had awell-stocked
supply of those specia high-quality compo-
nents. They were essential to the operation
of the FSL.
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The early-generation analogs did not have
many componentsto use in generating
nonlinearities such aslimits or dead-bands.
Wewere frequently caled upon to mecha
nize these nonlinearities using some
unusua circuitry built into ablack box. The
box would then be patched into the patch
panel using standard analog computer patch
cords. Shielding and grounding were
alwaysimportant considerations, and the
black-box circuits were always built with
these factorsin mind. Many hours were
spent designing and building these black
boxes. There were several smulations that
would not have been completely imple-
mented if we hadn’t been able to use one
or more of our specia black boxes. The
photos of the X-15 analog computers (E-
5808 and E-5809) show several black
boxes patched into the patch panels.



Because of the way we took turns imple-
menting simulations, there was often an
idle analog computer that could be used to
develop and test these special black-box
circuits. | spent many an hour doing just
this. Thisiswhen we tuned and perfected
these unusual circuits. Most of these
circuits were used to simulate portions of
the mechanical and hydraulic controls and
surfaces in the airplanes of those days. We
also implemented a number of transfer
functions, which involved the use of the
S-plane technology ! The downside of all
thisis that many analog computer compo-
nents were devoted to the cockpits, and
consequently not available to be used in
the mechanization of the model. Thisdid
have an impact on the size of the model.
We were constantly taking analog compo-
nents from the equations-of-motion
mechani zation and using them in getting
the cockpits on-line. Many simulations
grew to almost twice the number of
analog components to order to get all
parts of the cockpits and visual displays
ready to use. Nowadays, the approach is
to simply add another digital computer.
Much better, in many ways.

Cockpit Instrumentation

Not only did we have to simulate unusual
aircraft controls, but we also frequently
had to simulate unusual cockpit instru-
mentation and displays. Airplane cockpits
were really beginning to evolve in those
days. We aso had to develop specia
circuitry to simulate this cockpit instru-
mentation and these displays. For several
years we did not have the luxury of being
able to use the actual instruments. We had
to develop “look-a-likes’ that simulated
the actual instruments. Many of the
instruments were driven directly from the
analog computer’ s amplifiers. Thiswas
before the days of the special interface
computers that were later developed in-

11 This term refers to the use of Fourier transforms to convert differential equations to algebraic expressions that are more easily

calculated.

12 An 8-ball isthe colloquial term for the attitude indicators used in the airplanes of those days. They provide the pilot an indication of

house, which conditioned the signals
going to the cockpit instruments. The
black-box circuits were really the begin-
ning of thisin-house development of
cockpit-instrumentation signal-condition-
ing computers. The Sim Lab technicians
and engineers were quite ingeniousin
devel oping the many special components
and interfaces we needed to implement
our simulations. The PAs of Richard
Musick and Charlie Wagner describe
some of these efforts.

Visual Displays

Almost every cockpit had some type of
visual display, in addition to the normal
instruments. During the early days, this
display was alarge CRT with one or more
lines drawn that represented the horizon
or the airplane or avisual representation
of one or more of the calculated param-
eters—such as angle of attack, sideslip
angle, or roll angle. Since we did not have
an actual 8-ball,}2 we many times tried to
represent the parameters (normally
displayed on an 8-ball) with lines on the
scope. These lines moved as the param-
eters changed. On many occasions the
display tried to represent atarget or the
horizon, depending on the particular study
that was mechanized. We spent many
hours working the equations to provide a
display that the research engineer wanted.
(See photos E-1841, E-10591, E-12942,
and E-8100 for several cockpits that have
CRT display units.) The out-the-window
displays were an attempt to provide
something more than just a set of instru-
ments for the pilotsto look at. Dick Day
isthe one who initially came up with this
idea and helped to develop the first CRT

display.

In some simulations the visua display was
an important part of the study. Dwain Dests,
inhisPA, talks about a CRT display of a

the airplane’ s pitch angle, roll angle, heading angle, and maybe even angles of attack and sideslip.
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Paul Loschke in a
Simulation
Cockpit (April
1965). (NASA
photo E-12942)

Milt Thompson in
the Paresev
Simulation Cock-
pit (May 1962).
(NASA photo
E-8100)

side-view of an airplane that showed a
canard control surface and itslocation as
determined by the simulation that was
mechanized using one of the FSL portable
analog computers.

For the X-15 simulator, one of the various
displays that were provided over the years
was an energy-management display. This
display provided a heart-shaped view on a
CRT that outlined the area where the X-15
could glide to at all times during the flight.
For the X-15-3, thisdigplay wasasmall scope

25

mounted in theingtrument pand (see photo E-
11778) rather than using alarge oscilloscope
abovetheingrument pand. A smdl specid-
purpose computer was devel oped under
contract to generaethe display. During the
development of the database used by this
specid-purpose computer, thelarger CRT was
usd for the display.

InhisPA, Charlie Wagner talks about severd
of the display unitsthat hewas persondly
involved with. | recommend you takethetime
to reed hisPA now, for he describes many of



the problems we had with the different
visua display unitsthat were used with the
analog simulators. Charlie spent many
hours fussing with this hardware, and his
recollections are a good accounting of the
troubles we had with this display hardware.

Thesevisud digolays got more sophidticated
(end expengve) asthe FSL grew. However,
there were many timeswhen they were not
enough. Many of the pilotsdways complained
about inadequate visud digplays. The out-the-
window cues are particularly important during
thelanding phase of aflight. However, every
visud display we had did not have sufficient
resolution to dlow usto adequatdly smulate
thispart of aflight smulator, especidly for
those smulationsthat were mechanized for the
entireflight regime of an arcraft. Only those
few specid landing smulaionsthat wedid (in
which thedtitude range waslimited to the
very lagt portions of an gpproach and landing)
had the resol ution necessary to provide a
reasonable visud presentation. Until digital
computers came dong, the and og sysemswe
built or bought werejust not good enough. The
goproach taken a the FRC wasto usean
arplanethat had smilar landing characteridtics
and havethe pilot fly thet vehicleto practice
landings. The F-104 was often used for landing
practicefor the X-15 and severd of thelifting
bodies, for example.

In 1964, Milt Thompson made a presenta-
tion to the Society of Experimenta Test
Pilots Symposium. This paper was entitled
“General Review of Filoting Problems
Encountered During Simulation and Flights
of the X-15" (Citation 412). Since so much
of this paper isdirectly related, it isincluded
initsentirety in the appendices. It provides
avery good presentation of some of the
problems the X-15 pilots had because of the
deficiencies of the X-15 smulator—and not
just thelack of good visua cues, but in
other areas of the smulation. | recommend
that you take the time, now, to read that

paper.
Repetitive Operation Simulations

Repetitive operation (or Rep Op, asit was
usually caled) was one of the features

available on the analog computersin the
FSL. It was quite useful for acertain dass of
problems, especialy thosethat did not havea
human in theloop. The andog solution was
speeded up by afactor of 100. Thiswas
accomplished by usng a0.01 Microfarad
feedback cgpacitor in theintegratorsinstead of
the usud 1.0 Microfarad capacitor. The output
resultswere digolayed (usudly) on an oscillo-
scope. The computer was cyded between
OPERATE and RESET modes 100 times
fagter than normd. If asolution normaly took
ten secondsin red time, in Rep Opiit would
take 0.1 seconds. Therewas specid circuitry in
the andlog computersthat caused the computer
to repetitively switch back and forth from
RESET to OPERATE modes Therepeitive
recal culaion of the solution allowed the user
to seeimmediately (on the oscilloscope) the
effects of parameter changes. A solution could
be attained very quickly. The srip-chart
recorders of those days could not be used
during thefast Rep Op runs, asthey could not
keep up with the data. However, oncea
solution hed been reached, the time congtant
would be returned to one and the data plotted
on gtrip-chart recordersinred time. The
different cgpacitors used in the feedback
circuitry of theintegratorswere built into the
andog computer’ sintegrators. Wedid not
haveto use externd capacitorsfor this
purpose.

Rep Op was used inthe FSL for derivative
matching—away of analyzing post-flight
data of specific in-flight maneuversto
determine the aircraft’ s derivatives. Neil
Matheny, aresearch engineer, suggested the
use of Rep Op for derivative matching a
the FRC in 1966. He received an award for
this suggestion. Neil was an active user of
the portable analog computers for a number
of small smulationsthat he programmed in
his office. He was involved with the early
derivative-matching activities at the FRC
and recommended using the analog com-
puter Rep Op capability to help inthe
determination of aircraft derivatives. Larry
Caw wasthe FSL programmer who was
assigned to work with Matheny to imple-
ment hisfirst Rep-Op derivative-matching
programs. Initialy this was implemented
using one of the TR-48 portable analog
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computers. Later on, derivative matching
was done using one of the EAI 231-RV
analog computers. Theron Manning, John
Perry, Larry Caw, and other FSL analog
programmers a so got involved in these
Rep-Op derivative-matching smulations.

Neil Matheny had been involved with a
similar real-time analog simulation in which
atape recording was used to provide the
pilot’ sinputs. This short time history,
recorded from an actua flight, was origi-
nally copied onto the (magnetic) tape many
times. The tape was read and used asinput
to an anal og implementation of the

airplane s equations of motion, over and
over, but in rea time. The derivatives used
in the simulation were changed between
runs until the output of the smulation
matched those recorded in real time during
flights. The magnetic tape was subsequently
changed to a continuous loop, with only one
time-history set of inputs. This process
eliminated having to rewind the original
tape and speeded up the process of trying to
match the derivatives. The use of Rep Op
was an outgrowth of the original process
that Neil was using. Since there were no
pilotsin the loop, the transition to Rep Op
wasfairly easy. Derivative matching was a
perfect example of the type of smulations
that Rep Op was designed for.

For derivative matching, the equations of
motion—frequently only 5 DOF—were
implemented. The pilot’ sinputs were

smulated with pulses or time-varying
inputs using function generators. These
were input after the program was put into
OPERATE mode and the equations were
solved, but with time being 100 times faster
than normal. The coefficients, for a particu-
lar flight condition, could be varied until the
high-speed solution matched actual flight
recordings of the same variables using the
sameinputs. In thisway the actua vehicle
derivatives could be determined. The
desired solution was plotted on atranspar-
ent overlay that was attached to the front of
the oscilloscope. The appropriate param-
eters being calculated were then displayed
with the proper scaling, and the two solu-
tions were compared (by looking at the two
traces). Differences between the desired
solution and the cal culated solution were
easy to see and correct. Many of the
derivatives used in the airplane smulations
were obtained from wind-tunnel studies.
Thewind-tunndl data had its limitations,
due to the inherent inaccuracies of such
research facilities. Rep Op was away of
fine-tuning the wind-tunnel datato get it to
agree with theredl aircraft’ sdata. These
derivative matching smulations were
eventualy phased out when parameter
estimation agorithms were developed for a
digital computer.13

Rep Op simulations did not require a
cockpit and could be run by one person.
Chester Wolowicz and Roxanne Y ancey
were two more of the FRC folk who spent

13 The following two paragraphs about parameter estimation (also known as parameter identification) are from Lane E. Wallace,
Flights of Discovery: 50 Years at the NASA Dryden Flight Research Center (Washington, DC: NASA SP-4309, 1996), pp. 56-57:

Once the X-15 flew, researchers at Dryden used the data collected during flight to understand better the relationship of
theory, wind-tunnel data, and the realities of actual flight. During the early years of the X-15 program, comparisons of flight
data with those from wind tunnels had to be done by traditional methods that were time-consuming and not fully consistent.

Moreover, the methods in use at that time were unable to provide values for many dynamic aircraft responsesin flight. In
1966 Dryden researchers Lawrence W. Taylor, Jr., and Kenneth W. 11iff began developing a more automated technique for
obtaining numerical values for aircraft behavior. Thisinvolved theoretical contributions resulting in computer programs
(later improved by Richard E. Maine) for manipulating multiple differential equations to obtain the unknown values of the
parameters that define aircraft behavior. Called parameter identification, this technique allowed researchers to determine
precisely the differences between values predicted from wind tunnel data and those actually encountered in flight. Such
precision is essential for understanding and fixing undesirable or dangerous flight characteristics. This significant flight test
and flight research technique has been used on over 50 other aircraft at Dryden, including al of the lifting bodies, the XB-
70, the SR-71, the Space Shuttles, and the X-29. This technique has spread to virtually all flight test organizations through-
out the world and has been used to enhance the safety, flight procedures, and control system designs of most current
supersonic aircraft aswell as to improve flight simulators, submarines, economic models, and even biomedical models.
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many an hour sitting in front of one of
the FSL EAI 231R analog computers
and running derivative-matching cases.
This type of simulation was used for
many different airplanes over the years.
The notes | have (copies of some of the
files of Chester Wolowicz) contain Rep
Op simulation mechanizations for the
X-15 and XB-70. These were just two
of the many vehicles for which Rep Op
was used. The report NASA TN D-4578
(Preliminary Flight Evaluation of the
Sability and Control Derivatives and
Dynamic Characteristics of the
Unaugmented XB-70-1 Airplane Includ-
ing Comparisons with Predictions by
Chester H. Wolowicz, Larry W. Struts,
Glenn B. Gilyard, and Neil W. Matheny,
May 1968, [Citation No. 528]) de-
scribes the results of the use of Rep Op
for derivative matching purposes for the
XB-70. This report references another
report by John M. Rampy and Donald
T. Berry of the AFFTC: FTC-TDR-64-8
(Determination of Stability Derivatives
From Flight Test Data By Means Of
High Speed Repetitive Operation
Analog Matching, 1964). ThisAFFTC
report provides an excellent overview
of the Rep Op process involved.

The portable analog computers that
were loaned out for the engineers to use
in their own offices had Rep Op capa-
bility. The TR-48s were used for such
studies, with the outputs being dis-
played on asmall CRT. These were
fairly simple simulations with few or no
nonlinear functions. It sometimes took
longer to get the simulation pro-
grammed than it took to run through all
the cases under study.

Not all the research engineers were
willing to do their own programming.
For those engineers, the FSL would do
whatever was needed to get their
simulations operational, including
programming and helping to run the
various cases. However, the nature of
the analog computers provided an
interactive awareness with the problem
being solved that was not available with

the digital computers of that time. A
number of the research engineers
appreciated the interactive and anal o-
gous relation between the electronic
analog model and the real-world sys-
tem, and they preferred to implement
and run their own simulation studies. To
see the results being calculated in
parallel and in real time was something
most of them had never experienced
before. They could see the effects of
any changes they made and could do so
immediately. They could also determine
if the equations they had programmed
were in fact correct and accurately
represented the real physical system.

Testing

Each anal og implementation had to be
tested before it was turned over to the
engineers for their studies. We used
both static and dynamic tests to check
out the simulation. Thereafter we
usually used the dynamic test(s) for
daily checkouts.

Static testing consisted of calculating
the results of the equations, at one point
in time, with known input values. This
was done using just a pencil, paper, and
acalculator (or slide rule). These test
cases were then used with the analog
computer set-up. Each integrator on the
analog computers had the capability of
having a known initial value applied
(known as an Initial Condition or IC).
This value allowed for establishment of
preset conditions at the start of each
run. These were usually needed for
variables such as altitude, velocity, X/Y
coordinates, and other parameters that
were not zero at the start of arun. We
could also use the IC pots to provide
known inputs for many of the param-
eters as a part of the static test cases.
For those parameters that were usually
provided by the pilots' controls, etc., we
just used pots to provide an equivalent
input. With these known inputs, we
would then calculate the expected
accelerations (i.e., roll, pitch, and yaw
accelerations, alpha and beta accelera-
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tions, 1 etc.). We would then read out the
corresponding values as calculated by the
implemented equations. If we were
getting the correct results, we probably
had the patch board patched correctly and
the pots set right. Sometimes it took
several different static test casesto really
verify the correctness of the implementa-
tion. Since the test cases were not actually
run, we could use parameter values of any
magnitude. The values selected were
really to check out the circuits and did not
have to be realistic flight values. It was
common to set most of the parametersto
the maximum, which usually resulted in a
better test of the components and the
circuits. Analog computer components
seemed to have the most problems when
calculated values were near either zero or
the maximums. These conditions tended
to show up any scaling deficiencies.

Scaling

The process of converting the actual
calculated parameters’ units of measure-
ments to the analog computers £100
voltage range was called scaling. The
maximum expected values of each of the
variables used in an analog simulation
had to be estimated and then converted to
the £100 voltage range. Thiswas just one
of the steps in getting a simulation set up.
Some variables were frequently scaled at
amaximum (or minimum) value that was
much greater (or much less) than would
actually be calculated. These types of
parameters could easily overload the
amplifiers used for calculation. Dynamic
pressure was one such parameter that we
always had trouble with since the maxi-
mum dynamic pressure (usually) calcu-
lated was often 50 to 100 times less than
possible. To get a voltage reading that
was usable and could be displayed on
recorders or some other display, the
analog circuit calculating dynamic
pressure usually had again of 100 or
more. High gains like this were avoided if

possible, as they tended to increase the
noise level correspondingly. They were
usually the first onesto overload when
any analog component malfunctioned.

Each of the amplifiersin an analog
computer had an alarm that went off
when the component was overloaded (i.e.,
loaded over 100 volts). These alarms
were annoying and really got your
attention. They were there to warn of
equipment failure but could also be
triggered when maximum values (and
corresponding voltages) were exceeded.
The use of maximum values during static
testing was a good way to ferret out such
possible problemsin scaling.

Dynamic testing was used to further test
the correctness of the implementation.

It was frequently used to determine the
condition of the analog computer.
Because of the structure of the analog
computer, there were no diagnostics (as
there were with a digital computer) to
determine if all the components were
working correctly. It was impractical to
test every piece of equipment in an
analog computer every day. Generally if
a particular piece of equipment failed,
the dynamic check case would not be
correct. The amplifiers had to be
balanced almost daily (remember these
were vacuum tube devices) in the
mornings (after having been turned off
all night), and sometimes they had to be
balanced several times before they
would stabilize enough that we could
use the simulator. The integrators were
the worst culprits, since the slightest
offset in just one integrator could result
in incorrect dynamic tests.

The early analog computers required the
programmer to make the appropriate
changes to the implementation to run such
static and dynamic tests. The later-
generation computers, with the paper tape
set-up, allowed for these test cases to be

14« Alpha’ is engineering shorthand for angle of attack. “Beta’ means sideslip. Accelerations in alpha are increases in the change of
the angle of the relative wind with respect to the line of the aircraft’ s fuselage or airfoils. Those in beta are increases in the rate of the
aircraft’s sideward motion.
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set up and run by the computer itself. The
programmer still had to establish the test
case(s) initially and then program the
computer to repeat the tests on aregular
basis. Thisreally speeded up the process
of getting an analog computer changed
over between simulations.

Analog Programmers—No More

L ooking back on those simulations and
comparing them to today’s, | can see that
there are differences that are not obvious
to those who were not a part of both eras.
In the early days, those of us doing the
programming were just analog program-
mers. Since at many times we did not
have enough equipment to mechanize a
complete 6 DOF model, we were forced
to implement something less. The equa
tions changed from simulation to simula-
tion. The chore of mechanizing afairly
complete simulation was the full-time job
of the analog programmer and not the
research engineer. After the FSL got its
own analog computer and hired program-
mers, the research engineers quit doing
their own programming. They were quite
willing to have us to do that job.

Early on, the analog programmers were
not usually responsible for the model (i.e.,
the equations of motion being imple-
mented). The research engineers doing the
study knew which set of equations they
wanted to use and were responsible for
the correctness of the model. The analog
programmer was responsible for program-
ming the equations correctly. The same
thing istrue of al digital computer
programs. One hasto prove that what has
been programmed is both doing the right
job and doing the job right—the purposes,
respectively, of verification and validation
testing. Back then, the research engineer
was responsible for the compl eteness and
correctness of the model, while the analog
programmer was responsible for the
completeness and correctness of the
implementation of the model.

Many of these early simulations were
really research studies investigating some

particular feature or characteristic of a
particular airplane. Not all the simulators
were for pilot training or flight planning.
And in afew cases our research pilots
were never even asked to fly the smula-
tions. In addition, many of the research
engineers we worked with were pilots and
were quite adept at flying the simulations
themselves. We in the simulation branch
had the task of implementing the models
correctly. Thisis one of the reasons that
we did not need to have degreesin
aerodynamics. Having knowledge in
aerodynamics certainly helped, though. It
also helped to have an understanding of
basic electrica circuits. For some of us,
these were learned on the job. Program-
ming the analog computer was a full-time
job, and we took great pride in doing this
job.

This changed when simulation became
al-digital. By then, after the Cyber 73
(the FRC s digital mainframe computer)
was operational, the need for a quick
change-over from simulator to simulator
was a requirement, and the digital com-
puter provided this capability quite well.
Also, the Cyber was large enough that a
single complete set of the equations of
motion could be implemented and used
for nearly every model. Once this model
was proven to be correct, it was then used
for al simulations. Many of the earlier
sets of equations used small-angle ap-
proximations and aflat earth. The new
model changed that and was necessary for
the newer aircraft being flown at the FRC.
The major difference between airplane
simulators was the set of derivatives and
the physical characteristics unique to each
plane. This factor — along with the
increasing sophistication of the aircraft
and especially their onboard systems,
including their control systems — led to
the desirability of the simulator program-
mers having a greater understanding of
aerodynamics and control-system design.
The era of the analog programmer was
over, replaced by the simulation engineer.
Analog computers were demoted to
cockpit interface, and this too eventually
phased out as this method of interface was
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transferred to the in-house-built interface
units.

By thistime, most of the first analog
programmers had either left or had
become hybrid computer programmers.
Computer maintenance and cockpit set-up
activities were being performed by
contractors. The need to quickly switch
from one simulator to another and the
automation that had been developed to
make this happen had also brought about
achange in the entire development
process of anew simulation. Just like the
differences between the early automobile
and today’ s high-tech vehicles, the hands-
on ease of fixing and maintaining
yesterday’ s hardware has been replaced
with highly sophisticated automation
equipment and methods.

The same thing that happened to analog
programming also happened to the
simulator cockpits. Early on, almost
everything that went into simulator
cockpits was built in-house. The techni-
cians' job evolved in much the same way
as the analog programmers changed. The
technicians and the analog programmers
spent many hours devel oping, testing, and
programming the instruments, pilots
controls, and anything else that went into
the simulator cockpits. | have many
memories working with all the techni-
cians during these early days. The esprit
de corps was great. Nowadays, in the
RAIF, there are as many as six different
full-time simulations in operational status
at any onetime. | suspect that there are
times when the people working on any
one simulator hardly know the folksin the
next lab. Thereisalot of demand for
simulators for the many aircraft projects
being flown at the Dryden Flight Re-
search Center. There has been tremendous
progressin the state-of-the-art in simula-
tion development. There has been a
corresponding increase in the size of the
staff to build, maintain, and operate all
these simulators. It is extremely difficult,
if not impossible, to be proficient in all
aspects of today’ s aircraft simulator
development and operations.
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Simulation’s Firsts—Christmas
Buffet

Asall of thiswould suggest, analog
simulation development was a group effort
involving all of the Sim Lab folk. There
was alot of cooperation, team spirit, and
willingness to help out among those of us
in that group. And not just at work, but
also after work. Initially, many of us were
bachelors, with similar outside interests.
Softball, golf, fishing and backpacking in
the High Sierras, basketball, tennis, and
bowling are some of the many activities
that we engaged in. The Sim Lab has the
distinction of starting a number of Dryden
firsts. For example, it wasthe Sim Lab
that started an annual Christmas buffet.
We were thefirst office at Dryden that had
asit-down potluck Christmas buffet to
which spouses and children were invited
to participate. Thiswas avery special
event and later duplicated by other offices
within Dryden.

Bi-Weekly Poker Game

The guysin the FSL started a bi-weekly
poker game that was very popular
amongst not just usin the FSL but others
around the Center. | am sure there were
other similar poker games involving
specific groups of workers from the
Center, but | don’t recall any of them
being open to anyone who wanted to
participate. Those other games were, for
the most part, closed to outsiders. Our
games were originally on Thursday nights,
which was when we got paid. These bi-
weekly poker nights began in 1959 at the
large apartment that one of the FSL
technicians (Serge Kostrakopf) and |
shared in Lancaster. After work, Serge and
| would go to one of the local liquor shops
and buy a pony keg of beer and drag this
and alarge washtub and lots of ice up the
back stairsto our apartment. Later, just
before the local pizzajoint closed, we
would call and order severa large pizzas
(with everything) to go with our beer.
There werereally only two placesin those
daysto buy pizzain Lancaster. Barones,
on West Avenue |, wasthebest in



Lancaster and that is where we got ours.
The poker games later moved to Friday
nights and were hosted by other FSL folk.
The games eventually stopped when the
fellow that had been hosting the games for
thelast couple of yearsleft and went to
work in Los Angeles. By then, amost al of
us were married with children and had other
interests that interfered with playing poker.
The stakes were not high (penny, nickel,
and dime chips) and rarely did anyone win
or lose more than acouple of bucks. I'm
sure thisfactor was abig reason for the
popularity of the games. But, it wasfun
whileit lasted.

Deep Sea Fishing Trips

It was also the Sim Lab folk who started the
annua Dryden deep-seafishing trips. Dick
Musick did most of the organizing and
scheduling. Thefirst severa ocean fishing
trips were out of San Diego, south into the
waters offshore from Mexico, and were
primarily for tuna. Later on, these fishing
trips went out of Oceanside, San Pedro, and
then Oxnard. There was one particular boat
and captain that we redly liked. He kept
moving his base of operation from one port
to another. So we did, too. Hereally worked
hard to find us schools of fish. In addition,
his boat and crew were the nicest of all
those we rented, and his wife and daughter
ran an excellent gdley. We went with this
particular boat for severa years, until he
sold his boat and retired. That was when the
fishing trips changed from looking for tuna
to bottom fishing around the Channel
Idands. Fishing for tunawas exciting if we
got into some good-sized schools. But we
never really had very good luck finding
those larger schools of tuna. The bottom
fishing trips were more productive—and
became quite popular. We had no trouble
getting the 45 people needed to reserve a
nice-sized al-day boat. These fishing trips
were later organized and scheduled by the
Dryden Activities Committee and are ill
scheduled about once ayear.

Moving-base Simulators

The FSL never had any moving-base

smulators. We did investigate this technol-
ogy, though. One such investigation (if you
can cal it that) involved severd of the FRC
engineers and a couple of the FSL folk (Jim
Samuels and Dick Musick). They actually
scheduled atrip to the Disneyland Park in
Anaheim to investigate aride that was there
(in those days); it had a number of flying-
saucer-type ground-effects vehicles for
peopl e to ride—much like bumper cars or
boats. If the person ditting in the seet |eaned
in one direction, the saucer would movein
that direction. There was a skirt around the
saucer that held pressurized air, which kept
the saucer off the ground—Ilike ground-
effect boats. Leaning caused someair to
leak from under the skirt and propelled the
saucer in the opposite direction. Thisair
cushion was provided from alarge air
chamber under the surface of the saucer.
The surface had alarge number of air ducts
that would open when the saucer was
directly overhead. The ducts were small
enough and close enough together that the
saucer was aways over enough of them,
thereby providing an adequate amount of
pressurized air to support the saucer. This
technology was actually considered as
something viable for moving-base smula-
tors! | remember thinking at the time that
thistrip was just aboondoggle. The group
that went got avery extensive tour includ-
ing alot of behind-the-sceneslooks at a
number of the rides and attractions at
Disneyland.

Another (unfulfilled) venture into moving-
base smulators was the acquisition of a6
DOF cockpit that had been surplused an
airline companies smulation fecilities. This
was atypical two-seat passenger transport
cockpit. It included the hydraulic actuators
and everything needed (except the compuit-
ers) to mechanize a6 DOF moving-base
simulator. It wasingdled in the hangar
lean-to that later housed the F-8 Digita fly-
By-Wire (DFBW) iron-bird smulator.
However, this piece of equipment was
never used. For some reason, the decision to
actualy do something with this cockpit was
never made. We rarely mechanized smula-
tions of airplanes with that type of cockpit
(two-seat transports) in those days. The
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cockpit was eventualy surplused and sat in
the AFFTC surpluslot for many years
before someone bought it for its scrap
metd.

Portable Analog Computers

The FSL had several analog computers
that were portable and were meant to be
loaned out for research engineersto usein
their own offices or labs. The ones we had
were from EAl (TR-10s, TR-20s, TR-48s
and TR-58s). These were al £10-volt
transistorized systems. The first oneswe
bought were the EAI TR-10s, and they
originally did not have removable patch
panels. The components were built with
patch cord holes right on the front face of
each component. These components
plugged into the cabinet in arack similar
to a standard instrument rack. The stan-
dard components included amplifiers,
pots, multipliers, and diode function
generators. The TR-10 and TR-20 cabi-
nets held about three dozen components
each. These components were inter-
changeable, so it was possible to change
the configuration to meet the needs of the
user. Each TR-20 had aremovable patch
panel, which was al so reconfigurable, just
like the components behind it. The TR-
48s had patch panelsthat could not be
reconfigured. The numbersin the model
number indicated the approximate number
of amplifiers available in the analog
computer. We a so bought small portable
strip-chart recorders and flat-bed plotters
to be used with these portable anal ogs.
Research engineers used these portables
for small studies and generally did all
their own programming. Wein the FSL
taught courses on how to program the
portable analogs. These portable analogs
became quite popular and were constantly
on loan.

Generally the more amplifiers one had to
use, the bigger or more sophisticated the
simulation became. On several occasions
we used these portable computers to add
to the larger £100-volt analogs for those
few simulations when we needed just a
few more amplifiers or such. For a couple
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of simulators, such as the Lunar Landing
Research Vehicle (LLRV), several of the
portabl e analogs were needed because all
the larger analogs werein use. The TR-
10/20 analogs did not have trunk connec-
tions on their patch panels. Connecting
them to some other analog(s) was done
with alot of very long patch cords, which
were usually made up just for that reason.
The portable analogs used a different
patch cord than the larger analogs, so the
cords between the two different comput-
ers had to have different ends. Cords of
this style could not be bought and had to
be made in-house by the FSL technicians.
These particular simulations had the
appearance of abig ball of spaghetti. It'sa
wonder they ever worked. The simulation
programmer usually spent alot of time
each morning in check-out to make sure
there were no loose connections.

Larry Caw’s personal account contains a
description of the LLRV simulation. This
simulator used several of the portable 10-
volt analog computers with one or more
of the 100-volt EAI analogs.

The function generators in the TR-10/20
analog computers required a special shelf-
like attachment to be used when setting
the pots for the nonlinear function. The
DFG wasfirst removed from the rack and
the shelf installed. The DFG unit was then
mounted in the shelf. This exposed the
pots (mounted on the side of the unit and
normally hidden from view) that were
used to generate the nonlinear function.
These pots were set using a screwdriver.
After all the pots were set, the DFG unit
was removed from the shelf, the shelf
removed from the computer, and the DFG
unit re-installed in the computer. How's
that for convenience?



Four-Stage Boost-
Vehicle Simulation
(1958-1959)

Of al the smulationsthat | worked on, the
four-stage boost-vehicle smulation was
eadily the most interesting. It wasn't the
biggest or even the longest-running smula
tion, and it wasn't even an airplane. Maybe
that iswhy | remember it sowell. | actually
implemented this simulation four different
times over a period of about two years. The
third time was on one of the first analog
computers ever built. This computer, as|
remember, was built for the U.S. Navy
during World War 11. | got to useit in the
spring of 1959. It was connected to alarge
centrifuge that provided motion with
appropriate velocities and accel erations.
Thisfacility was at the Navy Aviation
Medical Laboratory (apart of the Nava Air
Development Center) in Johnsville, Penn-
gylvania Thisisonly afew miles north of
Philadel phia. The centrifuge was capable of
providing accelerationsin excess of what
the human pilot could endure. Our launch
profiles normally went to just over seven Gs
(seven timestheforce of gravity at sea
level) and simulated the acceleration forces
experienced by afour-stage rocket-powered
launch vehicle during lift-off and entry into
an orbit around the earth. During the latter
days of our smulation, this accel eration was
doubled (to over 14 Gs) and flown at this
level of acceleration by most of the pilots.
Thiswas the same centrifuge used by

NASA for the X-15 Program for pilot
training, and by the Dyna-Soar pilotsfor
verification studies of piloted control during
launch.

The purpose of this particular smulation
wasto determine if a human could manu-
ally control alaunch vehicle and put it into
an Earth orbit while being subjected to the
high G forces that occurred during such a
launch. The alternative method was to use
computers to control the vehicle during the
launch and injection into orbit.

The equations of motion that we imple-
mented were the 6 degrees of freedom
(DOF) equations of afour-stage rocket
launch vehicle, such asthe Apollo launch
vehicle. Thelongitudinal equations were
mechanized completely, since the piloting
task was concerned primarily with the
longitudinal modes. The lateral-directional
equations were simplified with constant
aerodynamic characteristics. We also
implemented a two-stage version, which
wasflown by al the pilots. Thefirst two
mechani zations were done using the EAI
31R and EAI 131R analog computers (the
ones shown in photo E-4967). Thelast
mechani zation used the newer EAI-231R
analog computer (which was later used as
one of the X-15 analog computers; see
photo E-5810).

The pilot’s cockpit was actualy a couch on
which the pilot lay, with the instrument
panel overhead. (See photo E-4548.) This
positioning was intended to provide the

Components of
the X-15 Simula-
tor Analog Com-
puter (September
1960). The EAI-
23IR has the chair
in front of it.
(NASA photo
E-5810)



Boost Simulation
Couch, Panel,
Controls (in
FSL—April 1959).
(NASA photo
E-4548)

Boost Simulation

Side-Arm Control-

ler (July 1959).
(NASA photo
E-4725)

actud orientation that would be experienced
inthered vehicle. The Mercury, Gemini,
Apollo, and Shuttle vehicles al had this
orientation for the pilots during launch. The
pilotslay on their backs with the G forces
amost perpendicular into their chests. Our
simulator was built to provide this same
configuration. Thiswas quite different from
all other smulations we had ever built in
the FSL. In addition, because of the accel-
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erations that would be experienced during
an actua launch, the pilots used aside-arm
controller. The right-hand controller pro-
vided 3 DOF (roll, pitch, and yaw). The
launch vehicle was configured with
gimbaled rocket enginesto provide the
control inputs needed by the pilotsto steer
the vehicle along a predetermined path that,
if followed accurately, would put the vehicle
into the correct orhit.




Three-Axis Side-Arm Controller

The simulator cockpit had athree-axis side-
arm controller that was designed and built
in-house at the FRC. This controller was
definitely one-of-a-kind. Photo E-4725
shows this unit. It was mostly auminum
and had been made in the machine shop
downgtairs. Again, these guysin the shop
did an outstanding job in building this
controller. Dick Musick spent many hours

working with them to get it initsfinal form.

There were seven different pilots who

participated in this centrifuge smulation.
From the FRC, there were Neil Armstrong,
Stan Butchart, and Navy pilot Forrest
Peterson. The other pilots were Bob Innis
from the NASA Ames Research Center
(ARC) in Mountain View, California, Bill
Alford from the NASA Langley Research
Center in Hampton, Virginia, and Captains
Walter Daniels and Robert Rushworth from
the Air Force Hlight Test Center (AFFTC) at
Edwards Air Force Base, Cdlifornia. Each
pilot made a series of runsin the centrifuge
and had his own form-fitting foam insert.
Each insert had to beingtalled in the seat

Centrifuge Seat
Insert with Ed
Holleman, Randy
Chambers, and
Forrest Petersen
(July 1959).
(NASA photo
E-4661)

Centrifuge Gon-
dola (July 1959).
(NASA photo
E-4662)
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Boost Program
photo (September
1959). (NASA
photo E-4870)

Boost Program
Centrifuge Seat
(October 1959).
(NASA photo
E-4990)

inthe centrifuge' s gondola beforethepilot  evenings before dl the pilots finished their
could “fly.” This seat-exchange process dlotment of runs. (See photos E-4661, E-
took awhile. We worked many days and 4662, E-4870, E-4990, and E-5040.)
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The first two fixed-based simulations at
the FRC were in preparation before we
went to Johnsville, Pennsylvania. Thisis
where we got everything ready, including
fine tuning the equations, the instrument
panel and related switches and controls,
the pre-programmed flight paths (for both
the four- and two-stage versions), and
building the three-axis side-arm controller
to be used in the centrifuge.

The simulation lab at Johnsville was over
half a mile from the centrifuge building.
Since | had to be in the computer lab
during the actual runs, | never redly had a
front-row seat during any of our smula-

/ a'ir:r- I. w‘_’".’

tion runs. We did have intercom, but this
just wasn't the same as being there when
the centrifuge was in motion. | did get to
see the centrifuge in action, though. Our
scheduled time period for using the
centrifuge followed a study by the Ames
Research Center. That study took longer
than planned, because bad weather
prevented the Ames group from flying. Its
investigation involved comparison
between actual flight and simulated flight
and required the pilots to make arun or
series of runsin the centrifuge and to then
fly those same pre-planned flightsin an
actual airplane. | did get to watch several
of those ARC “flights” in the centrifuge.
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Neil Armstrong in
the Boost Pro-
gram Restraint
Straps (December
1959). (NASA
photo E-5040)



Compared to our study, their centrifuge
runs were boring.

Anomalies/Aborts

There were times that | was glad that |
wasn't in the centrifuge building. During
each simulation run, | had to do the actual
staging. Thiswas done using two multi-
wafer switches that changed the many
parameters needing to be atered for each
of the four stages. | would stand in front
of the computer console and watch a
timer. At the appropriate staging times |
would switch to the next stage. In addi-
tion, | had aso to input random flight
anomalies. These anomalies were wind-
shear, time-delays for rocket ignition, or
other related inputs. Many of these
happened during the first-stage burn or at
staging between first and second stages.
These were designed to see how the pilots
could cope with such anomalies while
under the stress of piloting the vehicle

On several occasions, the pilots lost
control and the vehicle would deviate off
course. When this happened, the gondola
would hit one of the physical or electrical
stops that were built in to prevent dam-
age. The centrifuge would immediately
shut down, the gondola would “snap
back” to its home position, slow down,
and then stop. This“home” position was
with the pilot sitting up rather than with
the pilot lying on his back. Thisimmedi-
ate rotation of the pilot seat to an upright
position was quite ajolt to the pilots.
Fortunately they were well restrained in
the seat with wide web belts over their
legs and torso, and their helmets were
restrained to prevent sudden movement.
All this restraint was necessary because of
the high accel erations during the typical
run in the centrifuge. Nevertheless, | was
the one they blamed when they lost
control.

Patch-Panel Update

The old analog computer that we used did
not originally have a patch panel. All
components were originally connected
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using patch cords that varied in length
from about 2 feet up to 50 feet. Each
amplifier was built on ametal plate
measuring about 8 inches by 19 inches.
These amplifiers and al the other compo-
nents were mounted in standard-equip-
ment 19-inch racks (of that era), which
were about 12 feet high. A ladder was a
necessary piece of equipment during the
process of wiring up asimulation. There
were actually two of these computers. |
believe the one we used was named
Typhoon. The other one was named
Cyclone, and the two computers had
originally had been identical in configura-
tion. The Typhoon had just recently been
modernized and a patch panel had been
added. Now, al the components could be
connected using a patch panel and patch
cords very similar to the EAl analog
computers we had in the FSL. The patch
panels were not silk-screened to help
identify the location of the components,
which made patching an interesting
chore—kind of like putting ajigsaw
puzzle together that has nothing printed
on the pieces. Several of the programmers
from the facility had been assigned to help
us, and they did all of the patching. It was
our simulation, but it was their computer
and we were not really allowed to touch
the hardware, which was probably a good
thing.

Everything else in the Typhoon computer
was as originally built, with the exception
of acouple of recently added high-
precision resolvers. (A resolver was a
multiplier where one input was an angle
and the output product was the sine [or
cosine] of that angle multiplied by a
second input.) A ladder was still needed to
set the many pots used in the simulations.
Actually, there were two compl ete sets of
pots, which could be switched (all at
once) to alow two different sets of
parameters. This feature made for a quick
switchover to a second set of coefficients.
We never used this feature for our smula-
tion.

The amplifiers were £100-volt units, but
were capable of over +150 volts. Each



amplifier had asmall red light that
came on when the output voltage
exceeded about 120 volts. On almost
every run, a number of these lights
would come on. In spite of this, the
computer seemed to be working OK. |
don’t remember ever re-scaling any of
the parameters to eliminate these
overloads. We just worked with the
scal e factors we had used during the
earlier fixed-base simulations. The
local programmers seemed to take this
in stride as an everyday experience.
Apparently they only re-scaled if the
outputs exceeded 150 volts most of the
time. The circuitry that was needed to
do the coordinate transformation for the
centrifuge motions and forces was
mechanized by the local programmers
and was generally the same for each
simulation that used the centrifuge. |
suspect that a few of the red lights
(amplifier overloads) were from the
amplifiersin this circuitry. They
weren't worried, so we just accepted it
too.

Rocket Staging

Switching of equation parameters (for
each rocket stage) was accomplished
using two specially built manual
stepping switches. These switches were
ganged four-position rotary devices,
mounted inside a small metal box with
the appropriate number of plug holes
for the patch cords. During each simu-
lation run, | watched atimer and turned
by hand the two stepping switches by
one position at each of the correct
staging times. This changed the param-
eters (by switching pots) that needed to
be changed for the next stage. This
included such parameters as weight,
thrust, fuel flow, inertias, and stability
derivatives to correspond to the particu-
lar stage. There were about a dozen
individual wafers (switches) in each
box. | also had a number of other
switches to throw to introduce anoma-
lies such as windshear, ignition delays,
and thrust misalignments.

The fourth time we implemented this
simulation, back in the FSL, the step-
ping switches had been rebuilt and used
an electric stepping motor to switch
positions. Analog circuits to generate
and measure time and provide the
necessary switch-motor inputs replaced
the manual switching that | had previ-
ously done. But | still had to be there to
throw the other switches.

Most of my memories of this particular
simulation have to do with the long
hours | had to put in. There were seven
pilots, but only one of me. | had to be in
the simulation lab during all of their
runs. Videan, Musick, Bill Andrews,
and Ed Holleman were normally in the
sim lab with me, but they also got to go
watch the centrifuge runs. Towards the
end of our stay, those of usin the sim
lab were working 12- and 16-hour work
shifts. We got up, ate breakfast, went to
work, worked the morning shift, ate
lunch at the base cafeteria, worked the
afternoon shift, ate dinner (fortunately
we had to go out, since the base cafete-
riawas not open for dinner), came back
and worked another shift. Then we went
back to our motel rooms, slept, and
started it all over again—day after day
after day, including several Saturdays
and Sundays. The pilots came and went
according to their individual schedules.
They actually got bored between their
turnsin the simulator.

Ames Delay

The Johnsville facility had never previ-
ously scheduled two back-to-back analog
simulations that both required the centri-
fuge. We learned the hard way. The
change-over period between when the
Amesfolk left and the time we could
really get running was almost a week.
This time was spent in reprogramming
the analog computer and in re-configur-
ing the cockpit with a new seat and
instrument panel. We never knew from
day to day just when Ames was going to
be finished, so we spent amost two
weeks, day by day, waiting for our chance
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to get started. Once we got started, we
worked our tails off to make up for this
lost time. Getting the cockpit changed
over took alot more time than reprogram-
ming the analog. We had everything ready
in the analog computer lab. It only took a
couple of days to check out the simulation
and have it ready for when the cockpit
was ready. We had lots of help from the
folksin the simulation lab.

At the time, we were so busy getting
ready that | never really gave much
thought to the analog computers we were
using. They were at least 15 yearsold, at
the time, and still in use. The amplifiers
were chopper stabilized, and these chop-
pers were no longer being built. (The
chopper was a device that helped to keep
the amplifier stabilized. The vacuum tube
amplifiers of those days would “drift”
[deviate] due to the heat they gener-
ated.1®) The lab had two full-time techni-
cians who had the job of rebuilding these
choppers. That is essentially all they did.
They would disassemble and replace worn
out parts with new parts that they manu-
factured in their own shop! They couldn’t
even buy these parts. They had to make
whatever was needed. Amazing! We kept
the analog computers we bought for the
X-15 simulation for about 10 years, and
we thought those analogs were redlly old
and out of date when we finally surplused
that equipment.

TDY Pay

In addition to the seven pilots, there were
six more of us, al involved with the
simulation in some way, all on travel
status. Travel expensesin those days were
quite meager. We were allowed $12.00 a
day per diem (for both lodging and meals)
for the first two weeks, $11.00 aday for
the next two weeks, $10.00 a day for the
following two weeks, and $9.00 a day
thereafter. | guess the government ex-
pected those on TDY to rent an apartment

if they were going to be on travel for
extended periods. Since Ed Videan and |
were there for 7 weeks, we were getting
only $9.00 aday for that last week. The
motel room | was sharing with Ed
Holleman cost me $8.00 (plus tax) a
night. | essentialy lived on my own
saary. | actually had to move out of my
apartment in Lancaster so that | could
afford to make that trip. Dick Musick and
Ed Videan stayed at the BOQ at the
Navy’s Willow Grove Station, just down
the street from the Howard Johnson’s
Motel the rest of usroomed at. They only
paid about $3.00 a night for their quarters.
That was a Navy Reserve training facility.
| thought about doing this, but chose not
to. It was too much like my old college
dorm—small rooms, central bathroom
facilities, etc. Maybe if | had been mar-
ried and had kids (like Ed and DickK) |
might have been more inclined to stay
there. The motel room was satisfactory
with me.

Government travel in those days was not
something to look forward to. On top of
this, the finance officer (John Y oshida) at
the FRC would only send me one week’s
travel advance at atime. Getting these
checks (and my paychecks) cashed back
there was quite a chore. These were both
government checks. Yet, | have never had
so much trouble getting government
checks cashed as there, just north of
Philadel phia—the founding seat of our
nation’s government. Who would have
thought it? Fortunately, Forrest Peterson
had just recently gotten an American
Express (AE) travel credit card. (AE had
started its credit card service only the year
before.) We were able to use thisto get
checks cashed at the motel office. | was
so impressed with this, | sent away for my
very own AE credit card as soon as | got
home from this trip. Thiswasin 1959 and
credit cards such as Diners, AE, and Carte
Blanc were new and not yet accepted all
over. | used my AE card for both personal

15 For a complete technical definition of analog computer amplifier drift, see the book by Rajko Tomovic and Walter J. Karplus, High
Speed Analog Computers (New Y ork: John Wiley & Sons, Inc.,1962), or any of the other sources on analog computers that are

referenced in that book.

41



and government travel purposes for many
years—until | retired 34 years later.

The Fun Stuff—Before the Hard
Work

In spite of these long hours and meager
travel expenses, al of uswho were there
still talk about this simulation. It was
unique for the FRC. It was fun (at times).
While we were waiting for Ames to get
through, we did have some time to do
some sightseeing. We soon found all the
really great eating placesin the area,
including Bookbinders (famous for great
seafood) in Philadel phia. Otto’s, a Ger-
man-style beer Haus, with an outdoor
patio, for use when the wesather was nice,
was also very popular. Otto’s served large
steins of avariety of good German beers.
Great goulash and Wienerschnitzel, too.
Most of us stayed at a Howard Johnson’s
that had its own cafe. We ate breakfast
there almost every morning, and after
several weeks of this, the waitresses
aways had alarge table already set up
when we showed up for breakfast.

There was a par three pitch-and-putt golf
course that we were able to play in the
evenings during the first couple of weeks
we were there, before the extralong work
shifts began. We were back there over
the Memoria Day holiday, and because
the base was closed that day, Dick
Musick and | drove over to Valey Forge
and spent most of the day looking around
there. Interesting! Especialy since | later
found out that a number of my distant
forefathers (second generation Waltmans,
including the Waltman | am descended
from) were at Valley Forge with George
Washington during the Revolutionary
War. One Sunday, severa of us rode the
local commuter train into Philadelphia
and sat through a double-header at the
Phillies' baseball stadium.

Severa of the bosses, who happened to
be on travel in the area, stopped and
visited with us to see the centrifuge
simulation. | remember Deputy Center
Chief De Beeler stopping by on at least

two occasions. We also got to know and
become friends with many of the folks at
the lab. The doctor assigned to our
project, Randy Chambers, invited us all
over to his house one Sunday afternoon
for an outdoor barbecue dinner.

The Old Mill

There was one particular restaurant, in the
little community of Hatboro, only a
couple of miles south of the lab, that we
all got to know quite well. This restaurant
was named The Old Mill. That is exactly
what it had been. It was a converted grain
mill, with awater wheel, on asmall

creek. There was alarge glassed porch
overlooking the creek that was very
pleasant, especially for Sunday brunch.
The main dinning hall was on the ground
floor, which was where the large grinding
wheels had been located. The ceiling
beams were large and at just the right
height to hit your head, if you didn’t
duck. Thisrestaurant had just started a
Thursday evening all-you-can-eat buffet
dinner the first week we were back there.
We quickly made this buffet our favorite
place for Thursday’s dinner. The food was
both excellent and varied. Severa of the
folk from the lab joined us on more than
one occasion. So, too, did the FRC bosses
who happened to be on travel to Head-
guarters and stopped by to see the centri-
fuge runs. | remember De hitting his head
on the overhead beams at |east twice the
first time he went there with us.

We also had many other meals, and
drinks, at the Old Mill. In fact the bar-
tender, who also happened to be the
owner, was nice enough to drive over and
pick us up for one last dinner before we
left. We had the FRC C-47 with us and
had finished up our work on a Thursday.
We were intending to fly out on Friday
morning. We had aready turned in the
two GSA cars we were using and had no
other transportation. Dick Musick had
already left for New Jersey to pick up his
family for the drive home. There were
still eight of us left, sitting around our
motel rooms that Thursday evening,
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when Roger Barnicki got the ideato call
the owner and ask him if he would give
us aride to his Old Mill for one last
buffet. And, by golly, he did. But then we
had spent so much money there | guess
he felt he owed us this courtesy.

If you ask any one of uswho participated
in this particular simulation just what we
remember most about the area, I'm quite
sure that all will mention the Old Mill. It
was definitely one of the bright spotsin
our stay at Johnsville. | heard later that
our last dinner was also the last time the
buffet was served. It's hard to believe that
the 10-15 people in our Thursday night
dinner groups were that critical in thelife
of these dinners. We certainly enjoyed
them. So, in spite of the many long hours
in the sim lab, we did have afew pleasant
times. We still talk about thistrip, even
now, whenever we happen to see each
other.

The Simulation

The group from the FRC consisted of Ed
(Euclid) Holleman and Bill Andrews,
who were the research engineers conduct-
ing the study, Ed Videan, Dick Musick
and myself (Gene Waltman) from the
FRC Simulation Laboratory, Roger
Barnicki from the pilot’ s equipment
office, and Neil Armstrong, Stan Butchart
and Forrest Peterson, the FRC pilots.

Ed Videan and | flew out aweek early to
help get the simulation ready. Dick
Musick drove his own car with his family
and left them with relativesin New
Jersey. The others from the FRC flew out
inits C-47. They also used this plane to
go to the Langley Research Center and
pick up the foam inserts that the pilots
used in the gondola' s cockpit. These
inserts were of a Styrofoam-type plastic,
light but cumbersome because of their
size. They provided extra protection
during the high-G runs. | doubt, if we
were to do this simulation over, that these
foam inserts would be used today. Mod-
ern fighter-type airplanes subject pilots to
similar G forces, and they do not use
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individually fitted foam insertsin the
pilots seats.

Toward the end of the simulation runs, we
began to experiment with higher G-force
runs. We multiplied the signals that
determined the G force the pilot experi-
enced by two. This meant that the pilots
would be subjected to twice the G forces
of the normal launch. Their bodies were
not exactly prone, but with a 15-degree
heads-up tilt. At the higher G forces, the
blood drained out of their heads due to
this 15-degree angle, and their field of
view became quite narrow (like tunnel
vision). | remember Neil Armstrong
saying that at 14+ Gs, the only instrument
he could still see clearly was the one
meter that provided the error signal they
used to guide the vehicle. This meter was
in the center of the instrument panel. (See
photo E-4550.)

Error Signal Mechanization

We used a standard IL S (Instrument
Landing System) meter to display error
signalsin two directions. If the pilot flew
the correct (launch to orbit) path, the error
signals would be zero. The “ correct path”
had been determined during the early
simulation studies at the FSL. This path
was either the desired flight path, or the
desired pitch angle. We used a special
function generator to provide this signa
asinput during the simulation runs. This
function generator was actually an 11-
inch by 17-inch X-Y flatbed plotter. The
required trace was first plotted on paper
(desired flight path or desired pitch angle
versus velocity) and then this trace was
covered with aspecial “ink” that was
conductive. Thisink was asilver paint,
and the pen was replaced with an electri-
cal pickup that would sense an electrical
signa intheink. Thissignal was applied
to the metallic ink trace through connec-
tors attached with a metallic solder-like
adhesive. Vehicle velocity as computed
during the simulation runs was used to
drive the plotter arm (in the X direction),
and the pen would follow theink tracein
theY (or vertical) direction. This signal



was then used to generate the error signal
for the ILS instrument the pilots used
during each flight. What a kludge!

L ooking back on what we had to do to get
this specia function generator opera-
tional, along with the black-box switches
used for manual staging, and those really
old NADC analogs, | am reminded of
those old cartoons of the Rube Goldberg
contraptions. 16 It is amazing that there
was any repeatability in simulations of
this nature. Another simulation, of similar
Rube Goldberg construction, that comes
to mind isthe lunar lander simulation that
Larry Caw put together several years
later. The LLRV simulation was by far the
most Rube-Goldberg-like that | can
remember being mechanized at the FSL.
If Erector Sets and Tinkertoys were your
kind of toys when you were growing up,
then analog computers were the thing for
you. Thisiswhat made analog computers
fun to program. It helped to be some-
thing of a masochist, too. | feel sorry for
(digital) computer programmers who
have never had the chance to program an
analog computer. Since | did both while
at the FRC, | can easily say that program-
ming adigital computer is boring com-
pared to programming an analog com-
puter. They are as different as Tinkertoys
and Pick-Up Sticks.

Upside-Down Centrifuge Run

Not only did many of the pilots fly the
high-G runs, but so too did a representa-
tive from the company that had designed
and manufactured the restraint system
that was used to secure the pilotsin the
cockpit seat. These straps can be seenin
photo E-5040. This manufacturer’s
representative not only flew the simula-
tion in the normal manner, but he also had
the gondola re-positioned such that the G
force would be in the opposite direc-
tion—with his body being forced out
against the straps. He was that sure the
straps would support him at 14+ Gs. |

16 Rube Goldberg was a cartoonist known for his comical drawings of very complex machines that did very simple tasks. For more

believe we mechanized a simple autopilot
that flew the mission for him so that he
did not have to do that task. He went
along just for the ride. Gutsy! But he was
right. There were no problems. | would
have liked to have seen that run.

We had lots of problems with the weather.
There were several violent thunderstorms
that came through the area during our
centrifuge runs. There was quite alot of
lightning, and there were several power
outages. On these occasions, we had to
shut down rather than chance an outage
while the centrifuge was moving. The few
times we had a power outage during a
run, the centrifuge would just coast to a
stop, with the gondolain the rest position.
There were no back-up power generators.
We just had to wait till the storms moved
on. The gondola did not always return to
the staging dock after a power outage.
When this happened, the techniciansin
the centrifuge lab would have to bring out
aspecial platform to get the pilot out of
the cockpit.

There were severa reports or papers
written about this simulation. The paper
entitled “Utilization of the Pilot in the
Launch and Injection of a Multistage
Orbital Vehicle” (Citation 289) by Euclid
Holleman, Neil Armstrong, and William
Andrews, presented at the IAS 28th
Annual Meetingin New York City in
January 1960, is the most complete. One
of the photos (E-4870) was taken during
the centrifuge study. The photo (E-4548)
of the couch was taken in the FSL during
the last fixed-base simulation, which
followed the centrifuge study.

The couch used for the fixed-based
simulations was built of plywood in the
FRC model shop. Roger Barnicki had one
of the AFFTC’ s shops do the upholstery
for us—areally nifty tuck-and-roll royal
blue Naugahyde upholstery job that
would have made those who ever had
similar upholstery in their old ' 50s classic

information and examples of his artwork, see the web site: http://www.rube-goldberg.com/
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hot-rods drool with envy. We kept this
couch long after the boost simulations
were over. Some employees would
occasionally spend their lunch breaks
sacked out on it. Great on-the-job anti-
stress therapy. | wonder where it went. It
just disappeared one day.

The trip home from Johnsville was
another interesting experience in itself.
Two whole days, flying west, in the C-47.
Werefueled in Indianapolis, the first day,
and spent the night in El Paso. Apparently
it was customary for the FRC pilots who
were returning from duties back east and
who had to lay over somewhere to do so
in El Paso. El Paso was just across the
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river from Juarez, Mexico. Booze bought
there and brought back into the U.S. did
not have liquor taxes added to the total
price, providing you did not exceed a
limit of two bottles per person. Conse-
quently, we all were requested to help the
pilots carry back as much booze as we
were alowed to carry. | don't remember
which pilot paid for the whiskey, but all
eight of us marched across the footbridge
to asmall liquor shop in Juarez, bought
our quota, and trudged back to the hotel
with our duty-free booze. | think the toll
for the footbridge across the Rio Grande
was two cents per person. A fitting
conclusion to avery interesting simula-
tion experience.



The X-15 Simulator
(1960-1969)

The X-15 simulator was the largest analog
simulation ever mechanized in the FSL. It
a so became the first hybrid computer
simulation when we added a digita
computer to the simulator in 1964. The
simulator was in use from 1961 until after
the last X-15 flight on 24 October 1968.
This simulation was used for many
purposes, including pilot training, flight
planning, systems hardware design and
checkout, emergency procedures devel op-
ment and practice, and many different
research programs. From the program-
mers perspective it was, in many ways,
the most complicated and frustrating
mechani zation that we had to contend
with. For most of us who had to deal with
it on adaily basis, we were both glad and
sad to seeit go. The X-15 Project was
both exciting and rewarding, and the
simulator played a big part in the overall
accomplishments of the program. For that
reason we were glad to be a part of the X-
15 team. By the same token, we were sad
to see the X-15 simulator go, in spite of
all the grief it had inflicted over the years.
It was like losing a favorite pet, even
though that pet was part gremlin.

There were numerous different program-
mers involved with this simulation
throughout its lifetime. John P. Smith
began the process by working with the
project office to select the original set of
equations for implementation. He also
worked on the procurement of the new
analog computers. Much of this early
preparation work was done using the
North American Aviation (NAA) X-15
simulation as a guide. Shortly after John
began this process, he was promoted to
section chief. At that time he passed the
X-15 programming job along to me. The

computers had already been ordered by
then and were installed in the fall of 1960.
Thiswasright after | had finished the
fourth and last simulation of the four-
stage boost vehicle, which is described
above.

NAA X-15 Simulator

North American Aviation built the three
X-15 rocket-powered aircraft. NAA
implemented an analog simulation for use
in designing and developing the vehicles.
The simulator was used for some time and
included the iron-bird cockpit. The X-15
simulation at the NAA facility near Los
Angeles International Airport was used
for flight planning for the initial 20 flights
of the X-15. Dick Day spent a consider-
able amount of time there during 1959
and 1960 for this flight planning and for
pilot training purposes. During this
period, the original engineering analysis
was done that resulted in the removal of
the lower vertical stabilizer on the air-
craft.1’ Dick Day also recalls that upon
his proposing to have the ventral fin
removed, Bikle said “Dick, pilots have
always wanted more tail and now you
want to take it away.” Thefirst flight with
the lower ventral removed was the 42th
flight on 4 October 1961. The NAA
simulator was used for these and other
purposes for the first 31 flights. The initial
envel ope expansion flight planning was
also completed with the NAA X-15
simulator.

Computer Room False Floor

The computers used for the FRC’s X-15
simulation wereinstalled in the area
currently occupied by the Center
Director’ s office and conference room. A
false floor was built, in-house, of 2x4s,
plywood, angle iron, and metal rebar
(reinforcing metal bars). It was covered
with an ugly brown linoleum tile. Holes

17 The large, wedge-shaped vertical stabilizers on the X-15 were a solution to the difficulty of stabilizing an airplane at high angles of
attack. The lower half of the lower vertical stabilizer had to be jettisoned before landing because it extended below the landing gear,
and eventually the X-15 team (notably, Dick Day as discussed below) discovered that it was not really needed for stability and in fact
made the airplane |less controllable, so the program stopped using it.
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were cut where needed for the circulation of
cold air and for the many cables between
the computer racks. The design of thisfalse
floor made it quite difficult to string cables.
The under-the-floor support structure was a
lot like a cheap bridge and redly interfered
with getting our analogs connected. Y ears
later, the good store-bought fase flooring
materialswere installed, but not in the X-15
analog area. One of the photos (see E-5808)
showing the X-15 analog computers was
taken before the plywood flooring was
covered with linoleum. The linoleum was
standard GSA supply and obvioudy not
intended for fancy offices. It wasthin and
flexible and molded itself to the uneven
plywood floor. Y ou could even see the nail
headsin the plywood under thetiles. After
being used for severd years, it became quite
worn and always |ooked dirty, no matter
how often it was cleaned. Thislab was
where we did some serious work and was
not one of the fancy “glass-walled” com-
puter rooms that some companies had for
their big, fancy digital computers. That ugly
brown tile floor was somewhat symbolicin
that sense.

The analog computer air conditioning (A/C)
units were mounted on the roof directly
above the X-15 smulation lab. Large holes
were cut in the raised floor, ceiling, and roof
for theair ducts. The A/C units were located
in an auminum shack for weather protec-
tion. There were two large blowersin the
X-15 analog room to distribute the cold air.
These blowers were in sheet-metd boxes.
The fansin them were large and, when the
bearings wore out, got very noisy. The
blower boxes were about three feet tall and
were used as tables for many different
items. Because of the large amount of heat
generated by the analog computers, the air
temperature in this room would get quite
warm in the afternoons. In the mornings,
though, it was very chilly before we turned
the analogs on and all those vacuum tubes
Started to heat up.

Wiring Diagrams

It took the last three months of 1960 to do
al the tasks involved with the actual
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mechanization of the X-15 simulation.
Thisincluded drawing the wiring dia-
grams, wiring the three main patch panels,
setting al the pots, programming the
many function generators, and running
many types of tests for check-out. It was
the wiring diagrams for the X-15 simula-
tion that forced me to convert from large
drafting paper to 11x17-inch drawing
paper (see above). There was one page for
each of the main equations, and there
were many more for the auxiliary equa-
tions. The many function generators
required several pages of their own. Later
on, when we were simulating the two
different control systems, several more
pages were added for those equations. It
was quite a chore to keep this folder of
wiring diagrams up to date. It was too
easy to make temporary wiring changes
and forget to make the appropriate
changes to the wiring diagrams. This
happened quite frequently and caused
many problems.

The simulation was declared fully opera
tiona on thefirst working day of 1961
(which was Tuesday, 3 January 1961). The
first X-15 flight that occurred after this date
was number 32, which was on 1 February
1961 and was flown by Jack McKay.

When we went to two and three shifts of
operation, with adifferent analog pro-
grammer on each shift, the accuracy of
this folder of wiring diagrams became an
important issue that we all had to deal
with. This was especially true for the
second-shift programmers, since that was
the shift when the research engineers were
always trying new things. The day shift
was used almost exclusively for flight
planning and pilot training. Fortunately
the shifts overlapped one-half hour, which
allowed the oncoming crew to get a brief
update from the departing crew about any
changes that had been made.

In spite of all this coordination between
programmers and careful diligence to
keeping the wiring diagrams correct, there
were many instances of unlabeled, loose,
or missing patch cords. We were always



searching for one more missing patch
cord or the one that shouldn’t have been
there (according to the diagrams). Fortu-
nately these computers were not time-
shared with any other program. This
meant that the patch panels were not
removed from their patch bays very often.
This process of changing patch panels
was often the reason for loose or dis-
lodged patch cords. If the wired panel was
accidentally set down on a small object,
such as apencil, one or more of the patch
cords could be pushed loose from the
backside of the panel. And it wasn't
always obvious until something did not
work as expected.

Function Generator Set-up

A large portion of this three-month set-up
time was spent in programming the many
nonlinear diode-function generators
(DFGSs). The DFGs were used to generate
functions of angle-of-attack (AOA).
These were then connected to the taps on
the pot-padder multipliers that were
driven by Mach number. The resulting
outputs were functions of both AOA and
Mach number.

The DFGs used for this simulation were
not the store-bought version available
from EAI. These DFGs were designed
and built in-house and installed in stan-
dard 19-inch racks. They can be seenin
the photo E-5809 and were located
between the D and E consoles. There
were 15 pots for each DFG. The pots were
the 20-turn type, quite small, and were set
using asmall jeweler’s screwdriver
instead of aknob. It was quite a chore to
set all these pots. We aso had some of the
EAI DFGs and pot padders for other
nonlinear functions.

Nonlinear Functions Updates

During the first part of the X-15 program,
the data used for the nonlinear functions
came mostly from wind-tunnel tests and
theoretical studies. Asthe X-15 flew, and
the collected flight data were analyzed,
the coefficientsin the X-15 simulation

were modified to agree with true flight-
determined data. In thisway, the simula-
tor was kept up-to-date and became an
even more useful tool.

SAS & Adaptive Controllers

One of the most useful features of any
iron-bird simulator was the capability to
connect actual flight hardware and use it
just asit would be used in the real air-
craft. The fixed-gain Stability Augmenta-
tion System (SAS) and the variable-gain
Minneapolis Honeywell (M-H) Adaptive
Controller were the two different control
systemsthat were initially ssimulated asa
part of the X-15 simulation. Later, the
simulator used actual hardware just like
what wasinstalled in the real airplanes.
There were many reports written about
these various studies. The report Adaptive
Control and the X-15, written by
Lawrence W. Taylor and Elmer J. Adkins
in1965, describes the M-H Adaptive
Controller, its development, and the role
of the X-15 simulator. The authors
commented: “It should be emphasized
that all of the problems were encountered
and corrected before the flight article
existed, by virtue of the extensive and
realistic ssimulation possible with the X-
15 flight simulator,” indicating yet
another use of analog simulations. In this
case, the concept and design of the
adaptive-control and stability-augmenta-
tion-system capabilities were thoroughly
tested using the simulator before any
actual hardware was built and flown.
Both the SAS and the M-H Adaptive
Controller required many hours of
simulation time during the design and
testing phases of their development.

A lot of this ssimulator time occurred on
second shift with Jim Samuels (one of the
FSL programmers) working with the
research engineers to mechanize and test
the different X-15 stability-augmentation
systems. Jim was the only FSL analog
programmer, during those early years,
who had a college degree in aerodynam-
ics. He was the one we all turned to when
we had questions concerning the equa-
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Black Box (F-104)
Cockpit (October
1959), “flown” in
preparation for
the X-15. (NASA
photo E-4969)

tions of motion or matters relating to
aerodynamics. Jim was a happy-go-lucky
person who enjoyed regaling us with tall
(real tall!) tales of his (supposed) past
experiences. According to him, hewas a
combination of Indiana Jones, Sir Francis
Drake, and Kit Carson. Jim was very
imaginative and would creates his stories
on thefly. If you added up the time spans
of all these adventures, Jim would have
had to have been at least 150 years old to
have done al the things he told us.

Simulator Cockpits

Thefirst cockpit we had for this ssmulator
was the one used for the full-scale X-15
simulation on the Navy’ s computers and
centrifuge at the Johnsville, Pennsylvania,
facility. That smulation was operational
long before we had our computers. All of
the original X-15 pilotswere ableto fly the
simulator and experience the G loads
expected in thered flights. The hardware
we got at the FRC included the sest, the
instrument pand, and the pilots' controls.
Later on, we dso received the full-scale
iron-bird smulator from North American.
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Thisiron bird was areplica of the X-15,
including the complete cockpit, and had
simulated control surfaces (rudder, elevator,
and ailerons). The control surfaces were
simulated using weighted beams, but the
hydraulics and other components were the
real things. Thisdiminated having to
simulate those mechanical and hydraulic
components. (See photos E-4969, E-5808-
10, E-15330 & E-16219 of the computers,
cockpit, and the X-15 iron bird.)

Thefirst cockpit wasinstalled in the same
room as the analog computers. We used this
cockpit for many months until the iron bird
could be delivered and installed. Theiron
bird was located inside the calibration
hangar dong the east wall. A wall was built
around theiron bird to divide the hangar
and provide the security and protection
needed for this project. The windowsin the
hangar door had to be painted over to
eliminate the glare on the instrument-panel
meters. The cockpit faced avay from the
hangar door. The door faced southeast and
the morning sunlight caused alot of prob-
lemsfor the pilots until the windows were
painted.




Patch Cords and Trunks

We never kept a count of the total number
of patch cords used in this simulation, but
there were at least 500 on each of the three
main analog computers. With that many
patch cords, the panelsweighed alot. Later
on, other analog computers were added, as
needed, for specia purposes, such as
control-system development and interface
to the digitad computer. We had as many as
six analog computers connected together at

X-15 Simulator
(Iron Bird) with
Bill Dana (August
1966). (NASA
photo E-15530)

X-15 Simulator
(Iron Bird) with
Bill Dana (August
1966). (NASA
photo E-16219)

onetime. The main three computers were
used for the basic equations, two for
control-system simulations, and later on
another one was needed for the interface to
the SDS 930 digital computer (see below).
They were connected together with hun-
dreds of signal trunks. There were at least
two occas ons when—for some small short-
term experiment—one of the portable

anal og computers was aso connected to the
simulation. There were also many trunksto
connect to the cockpit.
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Cockpit Trunking

After theiron bird wasingtdled in the
hangar, we had to connect it to the comput-
ers. Therewere severa hundred trunks to/
from the cockpit. These trunks were routed
in cable trays originally hung on the outside
wall of the second floor of the mezzanine.
These went to the X-15 iron bird. The
trunks eventually were relocated to cable
traysthat hung above the false ceiling of the
mezzanine offices.

Thislength of trunks (over 200 feet) for that
many anadog signals aways caused difficul-
ties due to grounding problems. In fact,
grounding problems were areal headache
for anumber of yearsin our smulation lab.
The FSL technicians spent alot of time
working this particular problem. A separate
grounding buss of copper pipesand large
copper wireswas eventually installed to
help alleviate grounding problems. The
copper pipeswere under the false floors of
the smulation labs and were mounted on
specid standsthat provided signal isolation.
Large-core copper wires were then attached
to these pipes and to the computers and
equipment racks as needed. These large-
core copper wireswere aso strung to the
cockpit(s) in thelabs or in the hangar. The
pipe and wireswere al shielded with a
thick plastic covering.

X-15 Simulator Hydraulics

The hydraulics stand for the iron-bird
cockpit was origindly located next to the
mockup inside the hangar. The hydraulics
unit was later relocated into its own shed,
outside the Calibration Hangar. Aswith the
early black-box simulators, someone from
the facilities maintenance group had to start
and stop the hydraulics unit. On second and
third shift, we sometimes waited 30 minutes
or more after caling before he would show
up and power up the hydraulics. We also
had to allow time for him to shut down the
hydraulics before we l€eft at the end of the
night shift.

The X-15 smulator was used so much
during the day shift by the pilots and the
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flight-planners that we frequently had a
second shift for use by the research engi-
neers, and especially those developing the
different control systemsthat were being
investigated for usein the X-15s. Later,
after agenera-purpose digital computer
was added to the simulation, amost all of
the time needed for programming of this
digital computer was on third shift (mid-
night to 8:00 am.).

Earlier X-15 Simulations

The X-15 had been simulated using
analog computers at other facilities before
we started our simulation. Besides North
American’s complete 6 DOF analog
simulation described above, the Ames
Research Center had a simulator that used
a 3 DOF moving-base cockpit. The
Langley Research Center also imple-
mented afairly complete simulation but
without the iron-bird cockpit. The centri-
fuge at NADC was also used for X-15
simulations, as already discussed in part.
There were actually three different such
simulations at both the LaRC and NADC
during the years in which the X-15 was
being designed and built. There were
several conferences having to do with the
X-15 development beginning in the mid-
1950s. Some of this happened before |
started working at the NACA HSFSin
1957. Each simulation, as you might
expect, got better and better as the devel-
opment of the X-15 progressed. Our
simulation took alot from those earlier
efforts, and it too evolved over the years.

The digital computer added in 1964 was
used to generate the nonlinear coefficients
for the re-built No. 2 X-15. Thiswasthe
X-15 that was damaged during an emer-
gency landing on one of the back-up
landing sites. The airplane was rebuilt,
with external tanks and other modifica-
tions for the higher-speed flights. Because
of the modification to the No. 2 X-15, the
original set of equations was also modi-
fied to include the additional dynamics
due to the external tanks. John Perry was
the lead programmer at the time, and he
did thisupgrade. Thiswas after | had left



the X-15 simulation group and was
involved with other FSL projects.

Energy Management Computer

The SDS (Scientific Data Systems) 930 was
originally bought to smulate an airborne
computer that Minneapolis Honeywell was
building for installation in the X-15-3. The
M-H Energy Management Computer was
designed to calculate the landing area (or
footprint, asit was called) available to the
X-15in case of an early engine malfunc-
tion. Thisfootprint was essentially amap of
the surrounding ground areawith dry
lakebeds that the X-15 could land on. The
footprint gave the pilot a schematic, shown
on ascope in the cockpit, of the attainable
landing sites based on the speed, altitude,
weight, attitude, etc., of the X-15 at thetime
the engine shut down. If this engine shut-
down was premature, the X-15 did not
always have enough energy to make a
landing at Edwards Air Force Base (EAFB),
and the pilot (and control room personnel)
had to make aquick decision asto which
emergency landing site the pilot would head
for. There were dways several emergency
landing sites selected, and they had emer-
gency crews standing by in case of such an
event.

Before the actua airborne M-H computer
was built, there was an interim system built,
under contract, to be used in the mission
control room during flights. This Energy
Management Console (EMC) was an all-
analog unit. Unfortunately, the company
that built it did not stay in businessvery
long. The unit had lots of problems. Charles
Wagner, one of the FSL simulation engi-
neers, inherited the job of trying to makeit
work, right after he started working at the
FRCin 1964. In his PA, Wagner describes
his efforts with the unit. Wagner spent alot
of time getting the EMC unit to work, but
by then it wasn't really needed. The mission
control room personnel had enough experi-
ence from having used the smulator to
predict the best emergency landing site,
anyway.

The pilots spent alot of timein the smula-

tor practicing these emergency landings.
There were ten of these red-life emergency
landings that were required during the
actua flights. Without the extensive practice
in the smulator, there could easily have
been severa more-serious emergency
landings than really did occur. I'm sure that
each X-15 pilot who had to make an
emergency landing was quite thankful for
all the hours he spent in the smulator
practicing those very same maneuvers.
Thereis no doubt that thistype of emer-
gency-procedures practice is one of the big
reasons that real-time smulators are still
being built and used by all the major
airlines.

A malfunction panel was added to the
simulation after the iron bird was opera-
tiona. Thispanel contained about 3 dozen
switchesthat alowed the flight plannersto
turn off signas going to the X-15 cockpit
instruments or to many of the aircraft
systems, such asthe auxiliary power units,
SAS, M-H adaptive controller, reaction
control system, and the engine. The pilots
spent many hours practicing emergency
procedures that could occur during their
flights. A number of these emergenciesdid
in fact occur, but the pilots were dways able
to cope and either continue the flight or
make amore or less successful landing at
one of the back-up lakebeds. Before the
pandl wasingtalled next to theiron-bird
cockpit, someone in the computer room
initiated these “emergencies.” The malfunc-
tion panel just made thistask easier for the
flight planners who frequently were there
and sitting alongside the cockpit.

My tenure as lead X-15 sm programmer/
operator lasted only a couple of years.
Because of the multiple shifts needed to
provide an adequate number of hours each
week for the many users, several other FSL
programmers very quickly became full-time
X-15 sim operators and programmers. John
Perry, Larry Wells, im Samuels (and
others) were drafted to help operate and
program the X-15 analogs. Dick Musick,
Gerry Perry, Bill Sebagtian, Art Suppona,
Billy Davis (and others) werethe sm
technicians who supported the maintenance
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Larry Caw with X-
15 Simulation
Analog Computer
and Plotter
(August 1966).
(NASA photo
ECN-1456)

and development of the X-15 analogs and
iron bird.

When | got very involved in programming
the SDS 930, | was put on graveyard shift
and John Perry took over asthelead X-15
analog programmer. The graveyard shift
was the only time available for the SDS-
930 programming activity. Thefirst two
shiftswere used for pilot training and flight
planning (day shift) and control-system
studies (swing shift) and other such re-
search studies that the FRC research
engineerswere involved in doing. Any time
the second shift was not used for research
studies, | gladly used that time for the SDS
930 programming. | much preferred swing
shift to the later graveyard shift. | had a
hard time getting enough deep while
working graveyard. It took along timeto
adjust my internal clock to working a
graveyard shift. It wasdso hard to find a
car pool, to keep from having to drive the
hour-and-a-half round trip to the FRC every

day.
Monday Morning Blues

The daily operation of the X-15 smulator
was quite achore. We spent alot of time
each morning getting the simulator ready.
Monday mornings were aways the worst
because of thetime it took for the compuit-
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ersto warm up after aweekend of non-use.
The X-15 Project Office quickly learned not
to expect much “up-time” before noon on
Mondays. It usualy took usthat long to get
the analog computers warmed up and
stabilized. There were severa “ checkout
flights’ that we (the X-15 sim operators)
would fly to seeif the simulation was ready
to go. Weadll got quite proficient in flying
these check flights—both in the first cockpit
(the one we got from NADC) and later in
theiron bird. After weinstalled theiron
bird, daily checkout of the smulation
became a two-person operation because of
the distance between the cockpit and the
anaogs. Several of the technicians aso got
proficient in flying the checkout flights,
while the operators were upstairs observing
the andogs and various output displaysin
the sm lab. There was an intercom we used
to talk back and forth between the sm lab
and theiron bird.

Plotters and Strip-Chart Recorders

The analog computer output devices
included several 8-channd strip-chart
recordersand alarge X/Y flatbed plotter.
This X/Y plotter had two independent pens.
One pen plotted the X-15's position on a
map of the area. The second pen showed the
X-15'sdtitude along a north-south axis.
(See photo ECN-1456.) These two traces




were plotted on specid mapsthat were
made specifically for thisjob. These maps
were aso used on the mission control
room’s X/Y plotters during the actua
flights. There were different maps depend-
ing on the launch site chosen for a particular
flight. These maps showed the launch site
and the emergency-landing dry lakebeds
available for such landings and the dry lake
a Edwards Air Force Base, dong with the
more prominent landmarksin the vicinity of
these dry lakebeds. The plotter would take
maps up to 36 inchesin both directions. The
maps we used were that size. The flight
planners spent alot of time draped over the
edges of this plotter in our sm lab, looking
a the traces. There were thousands of Sm
runs flown during the life of this project.
The plotter had ink pens which caused
many problems, as they tended to clog up
when not used for sometime (like over the
weekend). The penswere a so quite messy
and got ink on everyone' s elbows or
shirtdeeves and ties. The plotter was just
the right height to rest your elbowson. A lot
of coffee got spilt there, too!

One of the jobs of the X-15 flight planners
wasto prepare for each flight, which
included selecting the launch site and
practicing emergency landings. Later in the
program, the M-H energy management
computer aided in the emergency-landing-
site selection. The flight planners had to do
thisjob asapart of each flight preparation.
Flight planning also included the job of
trying to integrate all the maneuversthe
many research engineers wanted the pilots
to perform during the flights. In addition,
the flight planners were trying to “expand
the envelope.” This envelope expansion
process was an important “ step-by-step”
investigation of the performance limits that
the FRC has used in mogt al of itsflight
programs. There were severa flight plan-
ners, over theyears. Dick Day, Warren
Wilson, Jack Kolf, and others from the
FRC, and Bob Hoey fromthe AFFTC.

SDS 930

The X-15 sim was used for many years
and underwent several major modifica-

tions. The first major mod was replace-
ment of theinitial cockpit with theiron
bird. The next was the addition of a SDS
930 genera -purpose digital computer.
This was a state-of-the-art small-scale
digital computer. It was originally in-
tended to be used to simulate a special
purpose airborne digital computer that M-
H was building for the X-15 aircraft. We
never programmed the SDS 930 for that
particular job. Later, a special purpose
computer was built to simulate the
airborne M-H computer.

Originally, M-H had planned to build
another of its airborne computers (just
like the ones planned to go in the X-15)
for use in the simulator. M-H was behind
schedule and the extra airborne computer
never got built. At about the same time,
we in the FSL were thinking about buying
ageneral-purpose digital computer to
provide the extra function generation
capability needed for the No. 2 X-15.
When we learned of the M-H problem
with its airborne computer, we offered to
buy the digital computer and connect it to
the X-15 simulator, provided that the Air
Force buy us another analog computer
and the interface equipment to connect the
two different computer systems. The Air
Force (AF; actualy, it was an AF contrac-
tor that was also involved in the X-15
Project—L.itton Data Systems as | recall)
bought the interface equipment and had it
delivered to usin the FSL. This simulator
was not only a strange collection of
hardware but also had an even stranger
collection of participants. Many different
companies around the U.S. were involved
in the X-15 Project throughout its many
years of existence.

| was sent to SDS programming class and
set about programming this new set of
non-linear functions for our real-time all-
analog X-15 simulation. Combined
analog/digital simulation techniques were
just then being devel oped within the
simulation community. This was awhole
new ball game—an environment that no
one at the FRC had any previous experi-
ence with. | had taken some introductory
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classes in hybrid (combined ana og-
digital) simulation at EAl and UCLA. So
asthe lead X-15 programmer, | had the
job of integrating this new technology
into our analog simulation. It took a
while, but | did get the job done. The
analog simulation was modified so that it
could be switched between the old set of
non-linear functions (using the analog
function generators) and the new set of
No. 2 X-15 digital functions. We now
had an X-15 simulation that could be used
for all three X-15s again.

SDS Fortran

The use of digital computersin hybrid
simulations was still new. The Fortran
programming language was aso quite
new, and very few computer vendors had
areal-time Fortran compiler and run-time
package available. Fortunately, many
SDS customers were buying their com-
puters for real-time applications. Conse-
guently, there was alot of pressure on
SDS to develop areal-time Fortran (RTF)
system. We acquired this system, which
we used for a number of applications.
This turned out to be quite a challenge,
due almost exclusively to the state-of-the-
art of real-time SDS software.

Real-time software packages (such as the
RTF from SDS) were designed to respond
to real-time interrupts from external
events. There were several of these
signals used in the simulation program on
the SDS 930. The RTF, being so new, had
many bugsin it. We found more than our
share and spent many hours programming
work-arounds until SDS fixed its soft-
ware.

SDS 930 Characteristics

Theorigina SDS 930 used 1.75-microsec-
ond silicon-logic circuitry. It had 8K of 24-
bit (word) memory. The memory was State-
of-the-art iron-ferrite magnetic core. The
CPU (central processing unit) had an
arithmetic register, an index register, and an
auxiliary arithmetic register. These three
registers were 24-bit and used octal (3-hit)
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arithmetic. The 930 wasthefirst small
pseudo-parallel computer of itstime.
Previous computers of that era, in thisclass,
were serial computers. In serial computers,
arithmetic and other operations were
performed one bit at atime, in seria. The
930 actualy used a combined serid, parale
processthat did its operations on octd
charactersin aserial manner. This structure
allowed the 930 to run about four times
faster then the previous (SDS 920) com-
puter, while using the same speed silicon
logic. Thiswas state-of-the-art in those
days. Today, you can buy school caculators
that are faster and have more memory than
the 930 we used in our X-15 smulator.

The operating system was not memory-
resident. It was |loaded into memory when-
ever it was needed. The system software
programs—Fortran, real-time Fortran,
Assembler, Utilities, and Libraries—were
all stored on magnetic tape. (Actudly, the
original system was delivered with al this
software on paper tape. Wasthat ever dow!)
We had one 8-track magnetic-tape unit, one
card reader, one paper-tape reader and
punch, and an IBM Sedlectric typewriter.
These were the only input/output (1/0) units
that came with the original SDS 930. No
printer or cardpunch or hard disk. We did
not add aline printer until sometime later.
The origina program was written in the
SDS Assembly language. All arithmetic
and function generation was done using
scaled fixed-point arithmetic. Becausethe
operating system was on mag tape, we
wrote the binaries of the programswe
developed onto paper tape. It took over an
hour to assemble and punch out (on paper
tape) the original X-15 digital smulation
program. It took severa hoursto list this
program on the typewriter. It was probably a
good thing that there was only one person
programming the SDS 930 at that time,
considering how long it took to get anything
done.

Analog Interface

There were numerous D to A (digital to
analog) and A to D (analog to digital)
converters for input and output of the



analog variables. There were priority
interrupts and real-time clocks (connected
to priority interrupts) that were used for
timing and other signals that required the
digital computer program to respond
instantaneously. We also had alarge
number of single-bit on/off-type functions
(which were called discretes) that could
be connected to devices such as switches,
lights, and relays. These discretes were
connected to both the cockpits and the
analog computers. This collection of
interface devices allowed the two differ-
ent types of computers to communicate
with each other. We acquired another
analog computer and added this to the X-
15 simulation. This additional analog
provided the connectionsto the digital
computer. There wasn’t any room on the
original analogs to handle the additional
circuitry and trunking required for the
SDS 930. Later on, when we started to
use the SDS 930 for other simulations, the
availability of thisinterface analog
computer made it quite easy to connect
those simulations to the SDS 930.

X-15 Simulator Sidelights

Dick Day, one of the flight planners for
the X-15 program, recalls the following:

| can think of several interesting
anecdotes that occurred while the
X-15 simulator was still at NAA
and we did our flight planning and
training in Los Angeles.

When [then-] Commander Pete
Peterson [joined] the X-15 pro-
gram, we had several training
sessions for him at the NAA, Los
Angeles, facility. There were
periods during the training when
Pete would become confused and
suddenly pull al the way back on
the side-arm controller, producing
excessive indicated g-levels and
halt the run. It was soon discovered
that, at that time, the needle on
angle-of-attack (alpha) indicators

of the Navy airplanes that Pete had
been flying read the reverse of the
AF indicators, and every time there
was alightly damped or unstable
alpha, Pete’ s correction was
immediate and violent. Retraining
Pete was unthinkable, so the
solution to the problem was to
reverse the polarity on the instru-
ment both in simulator for training
and on the actual X-15 for flight.
Thisworked perfectly, Pete never
PIO’ d'® again either in training or
in flight. Of course, the instrument
had to be reversed to the original
polarity before a different pilot
would fly. Thisis aprime example
(and there are many more) of the
early analog simulator’slargerole
in safety-of-flight.

The X-15 simulator was not programmed
to handle landings. The visual cues that
the pilots normally used for landing any
airplane (the out-the-window views) were
not readily available and were quite
expensive. In addition the precision
needed to calculate parameters such as
altitude and rate of climb/descent for
landing studies was not really possible
with the parameter scaling used for the
rest of the flight. Analog computers were
accurate to about one part in ten thousand.
For the X-15 simulation, with altitude
scaled such that 400,000 feet=100 volts,
onetenth of avolt was equal to 40 feet.
Any altitude less than this value would be
down in the noise level of the analog
components and barely detectable. It was
not possible to accurately calculate
atitudes for the landing phase of the X-15
within these scaling restrictions.

The pilots found that the F-104 could be
configured to provide similar characteris-
ticsto the X-15 during the final approach
and landing phases, and this became the
preferred simulation method for landing
practice. Larry Caw did, however, mecha-
nize asimple 4 DOF simulation of the X-
15 for studies of the X-15 landing gears.

18 e., created a pilot induced oscillation of the airplane.
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This simulation calculated the forces and
moments that occurred during touchdown
and rollout of the X-15.1° This simulation
was done at the request of Jim McKay.
Jim was aresearch engineer at the FRC
and, with Eldon Kordes, documents this
study in aNASA Technica Memorandum
(TMX-639, 1962, item 342 in the bibliog-
raphy). This TM discusses landing loads
and dynamics of the X-15 airplane. The
paper talks about loads measured during
actual landings of the X-15 and also
discusses the purpose and results of the
simulation. Early X-15 landings showed
that the pilots landed the vehiclein a
similar way on each flight. Because there
was o little difference, an analog simula-
tion study was conducted to study a wider
variation of factors. The forces that
occurred on the landing gear were quite
significant because of the locations of the
nose wheel and the rear skids. The
moments that were generated by the
locations of the nose wheel and rear skids
caused larger forces than the actual
touchdowns. After theinitial touchdown
on the rear skids, the nose would rotate
downward and then slam down quite hard
on the front wheel. The simulation was
conducted to see if relocation or redesign
of either part of the landing gear would
reduce these loads. Changes were made to
the landing gear over the years as the X-
15 evolved, mainly due to increased
weight.

X-15 Simulator Deficiencies

In 1964, Milt Thompson wrote a paper for
a SETP conference entitled “ Genera
Review of Piloting Problems Encountered
During Simulation and Flights of the X-
15” (item 412 in the bibliography). In this
paper, Milt talked about the differences
between the simulator and the real aircraft
and the problems that the pilots had to
deal with because of them. Many of the
differences were due to extra costs
associated with including particular
features or hardware and the decision(s)
made to not include these additional
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features simply because they cost too
much. For example, the cockpits did not
provide any motions at all. The cost of
adding six degrees of motion to the iron
bird was prohibitive. Most of the first
group of pilots did get to fly the simula-
tions that were implemented using the
centrifuge at the Johnsville, Pennsylvania,
facility. However, the pilots who entered
the program later did not fly the centri-
fuge simulation. Thislack of real motion
simulation caused some problems when
these pilots actually flew the X-15s. In his
paper, Milt said:

Prior to my first flight, my practice
had been donein arelaxed, head
forward position. The longitudinal
acceleration at engine light forced
my head back into the headrest and
prevented even helmet rotation. The
instrument-scan procedure, due to
this head position and a slight
tunnel vision effect, was quite
different than anticipated and
practiced. The acceleration buildup
during engine burn (4g max) is
uncomfortable enough to convince
you to shut the engine down as
planned. Thisisthefirst airplane
I’ve flown that | was happy to shut
down.

Engine shutdown does not always
relieve the situation, though, since,
in most cases, the deceleration
immediately after shutdown has
you hanging from the restraint
harness, and in a strange position
for controlling.

Milt went on to discuss other differences
between flight and simulator, and con-
cludes his report with the following

paragraphs:

Although relatively sophisticated
fixed-base simulation of the X-15
was generally satisfactory for
flight-mission studies and flight-
envel ope-controllability investiga-

19 Since the X-15 used rear landing skids rather than conventional landing gear, the “rollout” was really more of a slideout.



tions, it was unable to predict all of
the flight problems experienced,
particularly when differencesin
aerodynamics, control system, or
cockpit equipment existed between
simulator and airplane. A constant
updating of the simulator is there-
fore required. Absence of accelera
tion, motion, or visual cuesin the
simulator has limited the adequacy
of pilot training for specific flight
phases and sometimes resulted in
surprises or in-flight problems.

The actual flight environment must
gtill be investigated, since the
effects of apprehension and anxiety
on the pilot cannot yet be simu-
lated. It issimpleto evaluate a
flight condition on a simulator, rate
it subjectively, and reset when you
lose control. Until areset capabil-
ity is provided in the airplanes, the
success of amissionisstill upto
the pilot.

These words from Milt's paper point out
the love-hate relationship that frequently
existed between the pilots and the ssimula-
tors. They really appreciated the s mula-
tions for what they did but were the most
outspoken about what they didn’t do. And
heaven help usif there was something
implemented incorrectly 2° as happened
on many occasions. It was at theinsis-
tence of the pilots that we got the money
(directly or indirectly) to include those
capabilitiesthat originally were neither
budgeted nor even considered. This paper
by Milt isincluded in the appendices and
iswell worth reading in its entirety. | was
not able to interview Milt for hisinputsto
this paper. He died only one week after |
retired from NASA in 1993. | suspect that
if I had been able to interview him, many
of his comments would have been the
same or similar to what isin that particu-
lar publication. Milt wrote a number of
other publications during his career at the
FRC, several of which are included in the
bibliography.

20 While reviewing this part of the study, Bob Kempel made the following comment: “We found in the lifting-body program that it
was far better to give the pilots no impression . . . than [to give them)] the wrong impression.”
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Ken Szalai and
GPAS Computers
(1974). (NASA
photo ECN-1346)

General Purpose Air-
borne Simulator
(1960-1975)

In May 1960, the Center acquired a
Lockheed JetStar, asmall jet passenger
transport, and equipped it with an on-
board computer system to simulate the
flight characteristics of awide range of
aircraft. The JetStar was a so equipped
with an electronic variable-stability
flight-control system. It was called a
General Purpose Airborne Simulator
(GPAS), and the aircraft could duplicate
the flight characteristics of awide variety
of advanced aircraft. It was used for
supersonic transport and general aviation
research. Later on, it was used as a
training and support system for the Space
Shuttle Approach and Landing Tests at
Drydenin 1977.

No matter how sophisticated our ground-

based simulations were, they could not
provide the visual and motion cues that
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are apart of every flight. On many
occasions, the visual and motion cues do
influence the performance and judgment
of the pilot. The GPAS was developed to
provide these and other simulation
capabilities. Photos ECN-1346, ECN-
2399, and E-27824 show the GPAS and
its computer system. The left-hand seat in
the cockpit was modified to be the test
pilot’s seat with the modified controls and
displays. The right seat was for the safety
pilot and had the normal controls and

displays.

My only real involvement with this
simulator was to help buy the analog
computer that wasinstalled in the air-
plane. The GPAS was aflying simulator
that had an analog computer inside. This
computer was used to model the dynam-
ics of another airplane or to mechanize
another experimental flight-control
system. There were specia controls and
other equipment that essentially forced
the real airplane to follow the model
programmed on the analog computer. The
Cornell Aeronautical Laboratory (CAL),

a ':“'"-l I| NI
i ||"I||:|;'|:|II e

A




. ®
BRELELIITE
gL

L

Inc. of Buffalo, New Y ork, modified the
JetStar to be the GPAS. Severa reports
were written describing the design,
development, and validation of the GPAS.
There were many reports describing the
many studies that used the GPAS. The
bibliography contains referencesto a
sampling of these many reports.

This airborne ssimulator was flown at the
FRC in the mid-to-late 1960s. After

General Purpose
Airborne Simula-
tor. (NASA photo
ECN-2399)

JetStar (GPAS)
Simulator (Sep-
tember 1974).
(NASA photo E-
27824)

acceptance testing, the analog program-
ming task was handled mainly by the FSL
folk. Actually the FSL provided more
than just analog programmers. John J.
Perry of the FSL became the GPAS
project engineer. Larry Caw and Dick
Musick provided programming and

mai ntenance support for the analog
computers and flew on many missions.
The personal accounts of Stan Butchart,
Dwain Deets, Bob Kempel, John Perry,
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JetStar (GPAS)
Computers with
H. Rediess (in
back) and D.
Musick (Septem-
ber 1974). (NASA
photo E-27825)

Larry Caw, and Dick Musick all include
comments about their experiences with
the GPAS. There are some interesting
tales of events that happened with this
simulator.

Process-Control Analog Com-
puter

The analog computer that was finally
selected and ordered was built by EAI
using that firm’s process-control analog
computer (TR-5) components. Normally
these components were programmed very
much like the original EAl TR-10 por-
table analog computer. The TR-5s were
+10-volt, solid-state (transistor) analog
computers. The original TR-5s did not
have a patch panel. Each analog compo-
nent had patch cord holes directly on the
front of the component. These were
essentialy the same components used in
the early TR-10, but “ruggedized” for

61

harsh-environment use. These compo-
nents were located in the computer in
such away that one could connect them
using patch cords asiif there were a
removable patch panel. The photo ECN
1346 of theinside of the GPAS shows
these components in the cabinet on the
left and the holes for the patch cords can
be clearly seen.

For the GPAS, the computer system had
been modified so that all analog compo-
nents were connected to a patch-panel
bay, and a patch panel (visiblein photo
ECN 1346) was used when programming
this particular computer. The EAI process-
control analog components were designed
to be used for manufacturing processes in
which there were infrequent changes to
the program. These process-control
computers were usually installed inside a
cabinet that could be locked. Conse-
quently, there was no need for aremov-



able patch panel. The process-control
components were also designed to with-
stand the harsh environment found in a
typica factory. The GPAS needed a
computer that could withstand the forces
and vibrations that would be encountered
during flight and the temperaturesinside
the plane when it was in the hangar and
not being used (especially during the
summer months). The TR-5 process-
control analog computer was suited to this
environment.

The complement of analog components
and their patch-panel arrangement had
been determined by the engineersin the
Control Systems Branch of the Research
Division. These engineers (Dwain Deets
and Ken Szalai) were heavily involved in
the development and acceptance testing of
the GPAS and did all the early program-
ming of the on-board analog computer.

This computer was connected to the
JetStar systems for input and output. One
of the two pilot’s controls (stick, rudders,
throttles, etc) was modified to provide
inputs to the analog model. The calculated
outputs of the model were sent both to the
simulation pilot’s cockpit instrumentation
and to specia circuitry connected to the
JetStar’ s control systems. This special
circuitry forced the JetStar to follow the
signals calculated in the model and
thereby force the airplane to fly just like
the vehicle being simulated in the analog
computer. The other (safety) pilot’'s
controls were unchanged, and the safety
pilot was always ready to take over the
controlsif the GPAS got into some
situation that was dangerous. There were
several exciting situations that happened
during some of the more risky maneuvers.
They had those in the passenger compart-
ment looking for parachutes and barf bags
at the sametime.

The GPAS could ssimulate another air-
plane whose dynamics were the same as
or slower than the basic JetStar. It was not
practical to force the JetStar to be amore

dynamic airplane.?! The GPAS was better
suited to simulating larger, heavier
airplanes than smaller, more maneuver-
able ones.

Interesting GPAS Sidelights

When the EAl TR-5 analog computer
components were delivered, they wereto
be sent directly to CAL for installation in
the JetStar, which was there being modi-
fied. Severa of uswent to Buffalo to
discuss delivery and acceptance of the
computers prior to their installation in the
JetStar. Asit turned out, there was another
group from the FRC also there—for some
work on the airplane modification pro-
cess. Our flights back to Californiawere
the same morning after both groups had
finished their work at CAL. Since we had
the evening to ourselves, both groups
decided to go to Niagara Falls for alittle
sightseeing and for dinner. We also made
reservations for a concert by Kate Smith
who was performing locally. Kate was a
popular singer of that period with a
powerful soprano voice. This happened to
be during the winter, and the drive to
Niagara Falls was quite scary because of
theicy roads. The Falls were mostly ice,
and very little water was actually falling.

The Seagram Tower (which overlooks the
Falls) was still being built, but the restau-
rant at the top was open for business.
Although the elevator was operational at
the time, some of us (pseudo-macho
types) just had to climb the stairs (at least
10 stories, as | remember) to get there.
The dinner was quite good, but the
restaurant hadn’t received its liquor
license at the time, so we couldn’t have
drinks with our dinner. One of the group
ordered baked Alaska for dessert, and
sinceit could not be served with the
traditional flaming brandy, it was served
with a (4th of July-type) sparkler. Cute.

The concert, with Kate Smith, took place
on atheater-in-the-round type stage. It
was superb. Our seats were in the second

21| e, oscillate faster or respond more quickly to a pilot’s or control system’s inpu.
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row, and the music with Kate Smith
singing was fantastic. That was the first
time | had ever seen her in person, and we
al enjoyed every minute of the show.

Our flight home the next day was also
quiteinteresting. There was avery nasty
winter storm moving through the Mid-
west. We weren't sure when we | eft
Buffalo if we were going to get home that
day. We changed planesin Chicago. Both
groups from the FRC were on the same
plane. Somehow because of overbooking,
or whatever, several of usended up in
first class on the flight from Chicago to
Los Angeles. | was sitting next to Jim
McKay (who was with the other FRC
group). Our seats were near the food
preparation area. Both Jim and | had
noticed, as we boarded, that as the flight
attendants were storing the bottles of
champagne, they hid several bottles (we
suspected for an after-flight party).
Because of the bad weather, we had to sit
and wait on the taxiway quite awhile for
an opening between storm cells before the
plane could take off. Therefore, the
champagne (excluding the bottles that had
been hidden) ran out even before we took
off. Or at least that is what the passengers
were told—but Jim knew otherwise. He
kept pestering our attendant for another
glass of champagne. Although he never
threatened to say anything about the
hidden bottles of champagne, the atten-
dant knew he knew.

Some time later, after we had gotten
airborne and above the storm clouds and
had been served dinner, our attendant
decided to grant Jim’s request for more
champagne. She probably figured Jim
would quit pestering her. All along, | had
said nothing to her—in spite of Jim's
many requests for more champagne. |
knew we were in for avery rough trip
because of the bad weather, and | didn’t
want any champagne. Drinks with carbon
dioxide in them are not the best thingsto
be drinking during rough flights. Not for
me, at least. Anyway, she brought us what
appeared to be cups of coffee (in the usual
Styrofoam cups). But the contents weren't
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really coffee. They were mostly cham-
pagne with a dash of coffee to make them
look like coffee. Jim didn’t seem to mind
and drank al his. | had never had cham-
pagne with coffee before, and it tasted
horrible to me. | did drink some, but only
because | didn’t want to disappoint the
attendant. It was along, difficult flight for
the attendants. They really earned their pay
that night, with the weather the way it was.
The plane was full with alot of folks
wanting to get out of there and just get
home. The first-class seat was enough of a
bonus for me. It was aluxury | rarely
experienced as a government employee.
Government travel regulations generally
prohibit the typical government employee
from arranging such accommodations.

That takeoff and climb-out was by far the
steepest | have ever experienced on a
commercia jet. | felt likel waslyingina
hammock. And it was very turbulent. Kind
of scary. But it was the only way to quickly
get through and above the storm cells. |
was in no mood for lukewarm coffee-
flavored champagne. The first part of that
trip was the closest | have ever come to
getting sick on an airplane. We could look
out the window and see the thunderheads
all around us. Therewas alot of lightning,
also. Aswe got close to the top of the
clouds, we could see the moon, which was
almost full and which created a very eerie
outlook between the tops of the thunder-
heads—pretty and surreal at the same time.

To shift from flying commercialy to flying
the GPAS—which in some ways was not
al that different—Bob Kempel, who
worked on one GPAS flight program,
recalls:

| remember when Larry Caw was
assigned to the JetStar. He became a
very good real-time analog pro-
grammer. We were looking at
different control schemesfor riding
gualitiesas | remember it. | remem-
ber the incident when we were
airborne and we were looking at
different feedback schemes. | had
mechanized a beta[sidedlip] feed-



back. Well, as you know, signs
[sign conventions] were sometimes
confusing. Fitz Fulton was the
pilot. The sign on betawas wrong,
and we ended up with a dynami-
cally unstable airplane because of
it. We turned on the system for Fitz
to evaluate, and the airplane
immediately began an oscillatory
divergence! Larry and | werein the
back hollering to Fitz to turn it off,
but Fitz was intrigued with the
thing so he wanted to watch it asiit
diverged or maybe just teach usa
lesson. He finally punched the
thing off and Larry and | sighed in
relief. Larry changed the beta-input
sign, and we proceeded with the
test.

The JetStar was afun airplane to
fly in, but | always had afeeling of
impending doom or something else
going wrong. Herm Rediess was
my boss at the time and when he
wanted meto fly in the thing al the
time | told him “thanks, but no
thanks,” and | don’t think Herm
ever liked that. Don Gatlin can tell
you about the incident where they
almost tore the wings off. | think
Musick was aboard that flight too.

The particular flight that Bob is talking
about was the last flight of the GPAS. The
aircraft got into a serious flutter problem
that almost shook the wings off. This
flight was on 7 May 1975. Following the

flight, the airplane was restored to a
standard JetStar configuration and used
for anumber of other research programs
in following years. John Perry talks about
thisincident in his personal account. Don
Gatlin, the project engineer on the GPAS
at the time, provided the following in
response to my inquiry about thisinci-
dent:

| was not on that particular flight. |
was the project engineer and was
monitoring the flight from the radio
room in the pilots' office. | believe
Dick (Musick) was on board and a
KU [University of Kansas] grad
student whose name | don’t remem-
ber. [Actudly, it was Dick Musick
and larry Caw.] Don Mallick was
the pilot, Stan Butchart in the right
seat. | don't believe we even
scheduled telemetry so there was
no real time record of the event. As
| remember, we got acall that

“We' ve had a problem here. Get
someone up to look us over.” Betty
Callister and | sent Gary Krier up
in an F-104 to check them out.

Stan told me afterward that asthe
limit cycle went on, he just |ooked
out the cockpit window to see
where they would crash as he
believed the wings would be torn
off. As| remember, there was no
damage, although the airplane
required a thorough inspection
before flying again.



Hybrid Simulation
Systems (1964-1976)

The beginning of the hybrid (combined
analog and digital) erain the FSL started
even before we expanded the al-analog
X-15 simulator to include a digital
computer. | took my first classin hybrid
simulations more than ayear before we
started to buy our first digital computer.
Also, the vendors that were making those
analog computers were constantly ex-
panding their systems to include more and
more digital capabilities. Digital logic
components and a separate digital logic
patch panel had been added to the newer
lines of analog computers. In addition, the
internal mode control system had become
more digital in nature. The paper-tape
servo-set pot subsystem gave way to a
subsystem that also alowed a digital
computer to do thisjob. The analog mode
control (reset, run, and hold) was eventu-
aly digitized and controlled from the
internal circuitry, the logic patch panel, or
an external digital computer. These
changes evolved over a number of years
and were brought on by the many users
who requested more and more digital
computer capabilities. The consistency
and repeatability of digital computers
were gradually being added to analogs. In
addition, the analogs were being built so
that they could be interfaced and used
with digital computers.

The aircraft we were simulating were also
becoming more advanced. The instrumen-
tation in the cockpit was more complex,
with digital displays and digital comput-
ers providing the inputs to the instru-
ments. The aircraft controls were chang-
ing, with more control surfaces, and
stahility control systems being added to
augment the pilots' inputs. The pilots
controls were a so being changed and
becoming more complex to simulate. The
aircraft were becoming more dynamicin
nature, with increased maneuverability
and performance. All these factors forced
the evolution of the equipment we were
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using to build the simulators. The basic
analog computers could not keep up with
these changes. At first we added digital
logic and other digital-like functionsto
simulate the needed features, but this, too,
was not enough. The only way to really
simulate some of the newer features and
functions that were needed wasto add a
general-purpose digital computer to the
analog systems. The digital computers not
only provided the additional computa-
tional capabilities needed to simulate the
addition systemsin the aircraft but also
added avariety of set-up and operational
functions that improved the daily use of
the computer facility. All of these will be
discussed in the following parts of this
section.

Users were asking, moreover, that the turn-
around time in getting an analog computer
reprogrammed for the next smulation
become as short as possible. Analog
computers were expensive, and the turn-
around time between simulations was taking
too long and costing too much. Tying the
analogsto adigital computer allowed some
anaog functionsto be controlled by that
digital computer. It also allowed the use of
the digital computer for those computations
better suited to the digital. We now had
three different types of computational
capahilities available for developing
simulations. anaog, digital, and hybrid.
Moreover, the digital computer could now
be programmed to handle set-up, check-out,
and operationd-run-time management. The
pots could be set by the digital computer
and check cases run automatically, which
greatly reduced the time to change over to
another smulation. The digital computer
could also be used to calculate check cases,
to draw the maps that were frequently used,
and to handle other set-up needs. All these
features now allowed the research engineers
to load up their smulations and then run
them without having to have asmulation
programmer do these tasks for them. The
simulation contractor-support staff took care
of switching the instrument panels and other
such tasks involved in getting the cockpit
ready. So instead of asimulation being set
up and kept on the analogs for weeks at a



time, we now had asim lab that could be
scheduled in 2- and 4-hour segments,
thereby alowing for many different smula-
tions to be scheduled each week. It took
several yearsto get to this point, but that is
what buying digita computers and tying
them into the analogs did for the FSL. The
following tells how that al came about.

Many of the following paragraphs tend to
be more technical than those in the preced-
ing sections and are included for those
interested in such technology. Many of the
subjectsto be discussed are specificaly
about features and capabilities of the class
of digital computers and digital logic used
in hybrid computers. Thetopics are not
always related to specific aircraft but are
features that were needed in the redl-time
simulations that we were implementing. For
this reason, some readers may want to skip
parts of this section. | have assumed some
knowledge of digital computers and do not
always define some of theterms | use. The
computer industry has spawned an enor-
mous number of new words and acronyms,
and even new definitions to very common
words. It isamost impossible to write about
computers without using some of theterms
of the trade. To avoid these terms would
distract from the story, aswould pausing to
define every term.

In order to use this hardware in real-time
smulations, we had to become intimately
familiar with what the hardware did. And
unfortunately, in talking about how we did
this, | have to describe in some detail how it
worked. Many of the problemswehad in
deding with the computer’ s hardware,
software, and vendors would be difficult to
describe without this detail. We had many
problems that were due to the nature of our
application and the newness of the use of
general-purpose digital computersfor real-
time use—in particular when combined
with the analog computers we aready had.

We were not done. Many other simulation
laboratories were also having to contend

with this new technol ogy—combined
analog and digital smulation. Severa of us
inthe FSL belonged to the Simulation
CouncilsInc. (SCl), aprofessiona organi-
zation for those involved in one way or
another with computer smulation. Therole
of SCI evolved over the years, from anadog
to hybrid to digital methods of simulation.
We went to many different meetings, both
localy (in Southern California) and nation-
aly. The nationa meetings of SCI were, for
many years, scheduled at the same time and
place asthe national computer conferences.
In those years, the national meetings
occurred twice ayear: oncein the eastern
part of the United States and the other in the
west. The western conference was almost
awaysheld in Los Angeles, San Francisco,
or Las Vegas. Because these citieswere
close, we were able to go to many of these
western meetings of the SCI. These confer-
ences provided an excellent way to meet the
vendors and see the newest equipment. The
conference presentations were also agood
way to keep up-to-date on just what others
around the country were doing with their
simulation equipment.

Patchable Digital Logic Units

In the FSL, hybrid simulation actually
began with the purchase of a set of digital
logic components that were meant to be
used very much like analog computer
components. They were connected with
patch cords. This happened shortly after
we started using the X-15 simulation—
about 1963. The racks of digital logic
modules were mounted in some spare
rack space in the third X-15 analog
computer. The digital logic included AND
and OR gates, flip-flops, and digital
relays. The voltage levels of these compo-
nents were only 0 volts and 5 volts
(which represented 0 and 1). Using these
components and some black boxes (built
in-house), we were able to breadboard
(build preliminary logic circuitry for)
simple hybrid devices such as a digital-to-
analog (D/A)?2 converter. The black box

22 A digital-to-analog converter converts a number in digital format to the equivalent number as an analog voltage. An analog-to-
digital device does the opposite, converting an analog voltage to the equivalent digital number.
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needed in this case contained the precision
resistor ladder used as the voltage divider.
An anaog-to-digital (A/D) converter was
aso possible, but alittle more complicated.
It was essentially a high-gain analog
summing amplifier with aD/A converter in
the feedback. | don’'t remember if any of
the other analog programmers ever used
these units, but | had alot of fun trying
different things. It was agood way to try
thisdigital logic with anaog circuitry,
which helped usto better understand the
use of these capabilities.

Early Hybrid Computers

Thistype of digital logic was eventually
added to the analog computers we bought
later, such asthe EAl 231-RV and the two
Applied Dynamics AD-4 analogs. EAI
sold a hybrid system, which was called
the HY DAC (Hybrid Digital and Analog
Computer). The HY DAC included an

EAIl 231-RV and adigita logic computer
that had alarge assortment of digital
components. The HY DAC did not have a
general-purpose digital computer init;
however one could be connected with
interface equipment, such as A/Ds and D/
As. We never bought one of the EAI logic
computers. The sort of simulations we
were doing did not use enough digital

logic to justify buying that part of a
HYDAC. We were ableto get by with
relays, diodes, and similar components to
implement those functions that had
unusual characteristics—such as limits or
hysteresis or deadbands.

However, thistype of digital logic did not
satisfy all of the requirements resulting
from the ever-increasing complexities of
the aircraft being simulated. The only way
to really provide al the needs was to
interface analog and digital computers
together and use each for what they were
better at doing.

Photo ED00-0091-1 shows a typical
Applied Dynamics hybrid system with an
AD-4 analog computer on theright. This
photo was taken in the early 1970s and
shows just how much smaller hybrid
systems had become by then. Thiswas
due to the solid-state electronics used at
that time. The AD-4 Hybrid System did
have a general-purpose digital computer
init. The digital logic and digital opera-
tions modules were included on the same
patch panel as the analog modules. We did
buy two of the AD-4 analog computers
later on for use with the CDC CYBER
73-28. We did not buy the digital com-
puter portion of the AD Hybrid System

Applied Dynamics
AD-4 Computer
System. (NASA
photo ED00-0091-
1)

P
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(the computer rack on the left sidein
photo ED00-0091-1).

Integration on the Analog Com-
puter

Until digital computers became fast enough
(or the redlly fast ones became cheap
enough that we could afford them), we were
forced to go with the current-day small
digital computers. Even then, these comput-
erswere not fast enough to do acomplete 6
DOF simulation. There were severa
approaches asto just how much of the 6
DOF equations of motion would be
sgueezed into the digital computers and
how much would be implemented on the
anaog computer. The approach initially
chosen by the FSL wasto do the integration
(with respect to time) of the accelerations
and velocities on the andog and to use the
digital computer to calculate the actua
accelerations and velocities. Thedigital
computer calculated theright side of the
equations of motion, which including doing
the function generation of the nonlinear

coefficients. The analog was also used for
the cockpit interfaces, the output displays
(strip charts, recorders, plotters, etc.), and
any control-system simulations. This
separation of tasks between the analog and
digital computers remained constant until
the FSL bought a second digital computer—
an SDS 9300. The 9300 was afaster
computer than the 930. It had true parallel
bit processing of its 24-bit words and ran
about four times faster than the 930 with
essentially the same silicon logic. However,
this il wasn't quite fast enough to do al of
theintegration on the digital. Thelater
versons of ICARUS? did do theintegra-
tion of the longitudina equations. The
frequency content of the lateral directional
equations was still too high for digital
integration. The FSL eventually got a digita
computer that was both big enough and fast
enough. This occurred when the FRC
received the CDC (Control Data Corp.)
CYBER 73in 1973, along with the special
analog interface hardware and software that
also had been built by CDC. (See photo
ECN-6375 of the CYBER 73-28.)

CYBER 73-28.
(NASA photo
ECN-6375)

23 The ICARUS (Immediate Checkout Analog Research Unity Scaled) program is described in detail in alater part of this section.
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The hybrid systems described in this
document are those that were mechanized
before the switch from analog integration
to digital integration. Thisis an arbitrary
point in time, since analog computers
were used for many years after this date
for cockpit interface and even some
control-system simulation. Even today’s
highly sophisticated digital flight simula-
tions still have some analog circuitry in
them. But there are no general-purpose
analog computers involved in the mecha-
nization of the equations of motion. This
end to the analog and hybrid simulation
eras, while arbitrary, is easily accepted.
However, it was redlly all the other
problems that were characteristic of
analogs that led to their phase-out for
flight smulation.

Analog computers had a number of
undesirable characteristics that we had
to deal with—signal-ground problems,
amplifier drift, limited precision, warm-
up times, crosstalk, extensive set-up
times, fuses, and other things. These
problems that were inherent in analog
computers are what eventually led to
their replacement with all-digital
simulations. Unfortunately, all-digital
simulations still don’t provide a number
of the insights that are sometimes
needed to understand the processes
being modeled. In addition, the all-
digital simulations are still sampled
data systems moving though time in
short but finite steps. While these time
intervals are getting smaller and smaller
(as the computers get faster and faster),
they are not yet truly real-time or
parallel in nature, as are the pilots that
fly them. But they are good enough,
and that is what simulation is all about.

The First FSL Hybrid Simulation

The X-15 simulation was the first hybrid
simulator in the FSL. It did not begin that
way. The accident to the number two X-
15 in late 1962 and the resulting changes
that were made during its reconstruction
forced usto have to deal with amajor
change in the simulation. The nonlinear
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coefficients were different due to the
addition of the external tanks to the
number two X-15. The plane also had a
longer body with the addition of another
fuel tank for the ramjet studies planned
for that particular X-15.

This need to modify the simulator oc-
curred about the same time as Minneapo-
lis Honeywell (M-H) was having trouble
in fabricating the airborne computers that
were to be used in the X-15. M-H was
behind schedule in this fabrication and
would not have time to build a back-up
unit that was planned to be used with the
simulator. Since the FSL wasin aposition
of having to expand the X-15 simulator
for the number two modifications, we
agreed to buy a general-purpose digital
computer, provided that the Air Force pay
for the interface equipment needed to
connect this general purpose digital
computer to the all-analog X-15 simulator.
This digital computer would be used to
provide the additional capability needed
to handle the different number two X-15
nonlinear derivatives. The new computer
would also be used to smulate the M-H
airborne computer. Thiswas agreed to,
and we set about buying the digital
computer and interface hardware.

The thought of building up another set of
function generators like those already in
use was probably considered, but not by
me or any of the other X-15 simulation
programmers. We had had enough of all
those fuses and dinky pots. The idea of
using a digital computer to do this job was
unanimously and immediately accepted.
No discussion was needed. We were going
hybrid.

The Digital Side of the FSL

We bought the SDS 930 computer after
we had gone out with a competitive
solicitation. We were not even aware that
this particular model existed. It was so
new that SDS had not started to advertise
it. The FRC Radar/Telemetry (TM)
group—on the third floor of Building
4800—had an SDS 920. Our statement of



work was for a computer of the 920 class/
speed/capability. The 920 was state-of -
the-art for that class of small scientific
computer. We were quite surprised when
SDS proposed its newest model—the 930.
The 930 was about four times as fast as
the 920 and all the other computersin this
class. This speed factor led usto select the
SDS 930. | now had my very own digital
computer to program.

First SDS 930 Out the Door

The 930 that SDS delivered was the first
one built using its regular manufacturing
production line. We got number six. The
first five 930s had all been built in the
engineering department as a part of the
devel opment process. Because we bought
the very first 930 that was delivered, SDS
seemed to bend over backwards in subse-
quent dealings with us. | guessit was
proud of the fact that a NASA facility had
bought one of its newest computers. This
extra attention went al the way to the top.
There were afew problems later on that
involved the SDS sales or service staff.
They were resolved by the president or the
vice president. The fact that we could call
the president directly was a useful tool in
dealing with the company.

SDS 930 Characteristics

Some of theredlly great features of the SDS
930 were the memory access capabilities
that were included in its design. It had
direct memory access for its data chan-
nels. Most of the other computers (in this
class) required the use of the arithmetic
unit to handle memory access during data
input or output operations. The SDS 930
had several types of data channels that had
direct memory access and did not need the
use of the computer’ s arithmetic registers
for memory access. This meant that
almost all types of input or output (1/0)
could beinitiated and data would flow in
or out of memory without interfering with
the CPU doing its work. Interrupts were
tied to the data channels and would trigger
when events happened—such as the end
of dataflow or if something had happened

to stop thisflow (i.e. end-of-record,
malfunction, etc.). The analog interface
equipment used this direct-memory
feature, and thus this form of 1/0 could go
onin parallel with CPU operations. Large
volumes of data could be read or written
without interfering with what the CPU
was doing. This capability of the SDS 930
was a big selling point, and many of these
computers were sold because of this
direct-memory access feature. It provided
some of the advantages that the larger
mainframe computers had with respect to
the smaller scientific class of computers,
especially for real-time applications such
as aircraft simulations.

Our SDS 930 included the basic CPU
with 8,000 words of 24-bit-word ferrite
core memory. Theinitial operating system
was on paper tape and was not memory-
resident. (The mag-tape version came
later.) The memory-resident part of the
operating system was small and included
abootstrap, afew standard constants used
by al the SDS software, and avery small
routine that loaded the operating system
into memory whenever it was needed. (A
bootstrap routine was a small program of
only afew instructions that loaded itself
into memory and then followed this by
loading alarger, more comprehensive
loader routine.) Fortunately the paper-tape
unit had awinder/rewinder. The system-
software paper tape filled a 10-inch reel.
The bootstrap, the standard constants, and
the priority interrupt transfer instructions
occupied the lowest memory and used
another 200 words of memory. Thiswas
the state of the art, then. Today’ s comput-
ers with their nanosecond instruction
times, megabytes of memory, and
gigabytes of disk storage weren’t even
imaginable then.

The silicon logic cards in the 930 were
about 6 by 8 inchesin size and contained
one or two basic circuits, such as a couple
of AND gates, flip-flops, or one-shots.
There were thousands of wires running
everywhere in the CPU chassis. All these
wires were connected using wire-wrap
equipment. When the wire wraps were
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installed correctly, they provided excel-
lent connections and could be removed
and refastened in the field by maintenance
technicians. In addition, SDS provided
diagnostic routines that could pinpoint the
exact circuit board that was malfunction-
ing. Generally, al we had to doto fix a
hardware problem was to run the diagnos-
tic, and then swap the sick circuit board
with agood board. We had bought enough
spare circuit boards to fill several storage
cabinets. The sick circuit boards were
returned to SDSfor repair.

Program Debug Process

Asthe only 930 programmer for many
months, | had the entire computer to
myself during the development and debug
phase of the X-15A-2 simulation pro-
gram. There were no debugging tools
available—especialy for rea-time code.
Debugging areal-time program, in those
days, meant sitting in front of the
operator’s console, stepping through the
instructions one at atime, and examining
the results of each instruction. Really! Try
doing that today. The computer console
could display the main computer registers
involved in the instruction execution. The
display had several 24-bit registers, where
each bit had a small light indicating if the
bit was zero or one. The 930 CPU had one
arithmetic register (called the A register)
where an operand (the data item being
operated on) was loaded before the
instruction was performed. The instruc-
tion itself wasfirst loaded into the instruc-
tion register (called the C register). There
was also an Index register (called the X
register) that was used to determine the
memory address of the operand or storage
location. It could be used for repetitive or
looping operations on a sequentia group
of operands. And finally there wasaB
register that was an extension of the A
register and allowed for double-word
operations. These four registers (A, B, X,
and C) along with the memory addresses
of the instructions and operands were
about all we could look at. This, however,
was enough for us to actually debug our
real-time programs. It took along time,
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stepping through instructions one by one
and checking the arithmetic, branching,
and analog input or output, but that was
really the only way to do this part of the
checkout with the equipment we had. Not
only did we have to check every instruc-
tion this way, but we had to try every
different path through the code. Every
option had to be tested using al the
appropriate input values. Fortunately,
there weren't too many different pathsto
test.

It was mandatory to have taken the SDS
programming class. Thiswas the only way
to quickly get up to speed on the Assem-
bler, Loader, and other software that SDS
provided. The classwas where | learned
the many basic machine instructions and
how to write Assembler code. Without this
class, it was amost impossible to develop
software of any kind. The X-15 program
was written in the SDS Assembler lan-
guage, which took the input instructions
(on punched cards or paper tape) and
turned them into machine-readable
instructions. The input instructions were
called the source code and were written by
the programmer. The SDS Loader took the
machine-readable instructions and put
these into memory in machine-executable
form. The printed listings provided by the
Assembler gave us the information that we
needed while we stepped through instruc-
tions (i.e. executed the instructions
manually, one at atime). By knowing
what each instruction was supposed to do
and knowing what the operand was, we
could determine if the program was
calculating the right results.

Remember thiswasdl in interna data
format, which is certainly not how we
learned to do arithmetic in grade schoal.
Binary arithmetic in twos-compliment form
isalong way from the decimal arithmetic
we learned in school. In addition, all the
equation’ s variableswere in ascaled format
similar to the scaling used in analog com-
puter programming. We not only needed to
know what the parameters were but the
scaling factors that had been applied when
the analog program had been implemented.



Inthe X-15 digital program al variables
were scaled to +1.0 as the maximum. This
issimilar to scaling the analog variablesto
the £100-volt range of the analog comput-
ers. The D/A and A/D converters used this
same scaling.2* Consequently the input
parameters were aready scaled and we just
used this scaling in the calculationsin the
digital computer.

Input/Output Routines

Some of the first routines | had to write
were the ones needed to read in the data
that was used in the X-15-2 simulation
program. Although SDS did have alibrary
of general-purpose subroutines for the
card reader, typewriter, and paper-tape
reader/punch units, we were not able to
use most of these as they were too gen-
eral-purpose in nature and therefore took
up too much memory space. For our
programs, we had to write our own
shorter, simpler I/O routines. Since the
X-15 program calculated so many nonlin-
ear coefficients for the number two X-15,
getting all this datainto memory was an
important part of the program. In fact
reading the data was the first thing the
program did. This data was constantly
being updated as the number two X-15
flew, the research engineers wanting to
update the data in the simulation to match
what they were getting from flight. In the
beginning, this data was read from
punched cards. Once the data was read, it
was converted from the alphanumeric
characters to the proper internal binary
format. After all the datawas read,
converted, and stored, it was possible to
punch this data along with the entire
program out on the paper-tape punch in a
memory-dump format that was easily
reloadable. Thereafter (until the next
changein coefficients), this paper tape
was all that was needed to load the X-15
simulator digital program. The entire
program with all the datafilled an 8-inch

reel of paper tape. Reading this tape took
quite awhile. The program almost
completely filled the 8K memory.

That' s right—8K (or, to be precise, 8,192)
words of 24-bit memory for both the
program and all the data. That sounds sort
of ludicrous now, considering the ad-
vances that have been made in computers
since then. But that is all we had—and
that was enough. We had to make some
sacrificesin our design and coding to

get everything to fit in this limited space.
The only one | can remember that may
have had an impact on the quality of the
simulation was having to limit the data
files (for al the nonlinear derivatives) to
asmaller size than was desirable. Thefile
size was quite adequate for the data we
had. As mentioned above, we could not
use the standard SDS-supplied I/0O
routines. They were just too big and had
anumber of capabilities that we could do
without. The ones | wrote were bare-
bones code that did not check for any of
the possible hardware malfunctions that
could happen while data was being read.
If the card reader crunched a card or the
paper-tape reader tore the tape, we just
stopped the load process, repaired or got
another copy of the card deck or tape,
and restarted the load process. When you
are the only user, you can make these
choices. You don’'t have to worry about
any other programs that might also be
running.

Computer Program Listings

In the beginning, we only had the type-
writer for the printed listings generated by
the assembler. Thiswas slow. It took
hours to type out the complete program.
Because of this, there were many times
when the program was re-assembled
without a new printout—especially if the
changes were only a couple of instruc-
tions. We just marked up the last printout

24 An analog value of +100 volts was converted to +1.0, zero volts was +0.0, and -100 voltswas a-1.0 in the digital computer. The
digital computer really didn’'t know what scaling had been applied to the numbersit did its arithmetic on. The programmer had to
keep track of this throughout the entire program. The scaling assumed maximum values of 1.0. Therefore the numbers we were
working on were really adecimal (actually, the binary equivalent), which when multiplied by the maximum value gave the correct
value for the parameter.
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with ared pencil and used it. Thiswas OK
if the changes were minor and did not
affect the addresses (memory locations) of
the instructions or operands by more than
one or two locations. But after severa re-
assemblies without alisting, the listings
got so marked up with pencil changes that
it became almost impossible to determine
the actual memory addresses. This made it
very difficult to debug the program. We
then had to take the time to assemble the
program with anew listing. | tried to
schedul e these assemblies so that | could
take my lunch break while the computer
typed the printout. This situation also
meant that, when | was working graveyard
shift, | could not start one of these assem-
blies (with listing) during the last hour of
the shift. That would have interfered with
the day shift and the training or flight-
planning activities. We eventually bought
aline printer when we expanded the 930.
That was a welcome improvement to the
operation of the computer.

Paper Tape

There were two forms of the paper tape
we used. One was a black al-paper tape
for temporary files. Thiswas oiled and
this oil got all over our hands and stank
like mineral oils usualy do. The oil also
caused the rubber bands (that were used to
keep the rolled-up tapes rolled up) to get
quite soft and mushy after awhile. When
this happened, we had to throw the roll of
tape away and punch another copy from
the master tape. There was also agreen
Mylar-reinforced paper tape. Thiswas
quite strong and almost impossible to tear.
The system software and all the utility
routines came on this green tape. We had
boxes and boxes of these tapesin cabi-
nets. All sorts of utility routines. The
larger software programs, such asthe
Assembler, operating systems, mathemati-
cal routines, etc., usually came on alumi-
num reels. Each programmer had a
personal collection of the utility routines
that he or she used most. We carried them
around much like today’ s computer nerds
carry their diskettes and CDs around in
their backpacks. We spent alot of time
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coiling these shorter utility tapes up and
were always getting paper cuts on our
fingers. If you set aroll of the black tape
down on a piece of paper, it would leave a
doughnut-shaped oil ring on the paper.
Nasty stuff!

We also used the green tape for our final
output tapes, after the source-code assem-
bler had finished its work. The green tape
was not oiled, which was good. It also
cost alot more. However, the green tape
was hard on the punch and caused it to
wear out quickly, so we did not useit until
we were ready to punch out the final
memory-dump (self-loading) tapes.
Because of the Mylar (between two layers
of paper tape), it was alot easier to cut
your fingers with the green tape than with
the black kind.

None of these supplies were stocked in
the local warehouse in those days. We had
to keep track and order supplies when we
needed them. Fortunately the guysin the
TM lab, with the SDS 920, used the same
stuff, and we were always borrowing from
each other when our orders were late.

SDS Programming Classes

The basic programming classes were not
long enough to really cover in detail the
writing of input and output routines or the
individual instructions for the special-
purpose analog interface. | talked my boss
into letting me contract for aweek of SDS
programmer support. | spent two days at
SDS with different programmers learning
how to write I/O routines. Thefirst day
was atotal waste, and | really got nothing
accomplished. The second day, a different
SDS programmer was assigned to help
and this turned out to be most productive.
His name was Rider Anderson and he was
very good. We designed the digital
program for the basic X-15 simulation
that day. We even started on some of the
I/O routines. With this start, | was ableto
completely write and debug all the I/0
routines for the X-15 simulation program
in about one week. Thisincluded the card-
reader input of the data, the paper-tape



routines, and typewriter routines. | also
had to write routines to convert the input
data from alphanumeric characters to the
proper internal binary format. For some-
one who had never written digital com-
puter programs before, | was quite proud
of myself to do all thisin about one
week—in Assembly language—with the
limited peripherals we had. Following
this, | was also able to write, in about two
more weeks, all the function-generation
code that did the actual interpolation for
the nonlinear coefficients and the real-
time /O routines to read the anal og
inputs and to write the calculated coeffi-
cients back to the analogs. It took alot
longer to actually check out all this code
than it took to write the programsin the
first place. | did make athird one-day trip
to SDSto go over what | had done with
Rider Anderson, but by then the program
was nearly complete and | really didn’t
need any more help.

| never used the other two days of the
contracted programming support. SDS
did eventually offer a more comprehen-
Sive course covering its computer’ s data
channels and peripherals. SDS also
provided a one-week class devoted to its
special-purpose data channel s—such as
the analog interface. These types of
interfaces had a special class of instruc-
tions, which was not covered in the basic
classes. This class was also helpful for
when we got the SDS 9300. The I/Osin
these two different computers were quite
similar. | was able to take this class about
two years after we had received the
original 930.

NASA did thisto me on several occa-
sions—that is, allowed me to attend a
class | needed to do my job, many years
after | actually started doing that job. For
example, | started buying computer
systems in about 1958. That was when |
wrote my first-ever statement of work
(SOW) and automated data processing
(ADP) acquisition plan. An ADP plan

2 A discrete is a single-bit data value (of zero or one) and is used to represent those types of data that only have two distinct values—

was a set of documents required by
NASA Headquartersto justify a com-
puter procurement. | finally got to go

to aclass on how to write statements of
work in 1992, the year before | retired.
Timely? By then, | had written well over
40 quite lengthy SOWs for all sorts of
computer systems. Come to think of it, |
never really had a class on basic analog
computer programming. That was some-
thing else | learned the hard way—by
doingit.

But that is the way analog computers
were; you could actually teach yourself
how to program one of them. Too bad
digital computers weren’t quite the same.
Maybe that iswhy | never chose to defect
from the FSL and transfer to the digital-
programming branch in those days.
Analogs were alot more fun. It helped to
have a good sense of humor and aton of
patience to cope with all their frustrating
idiosyncrasies. Digital computers never
had the same appeal, even though | spent
more years programming them than | ever
did programming analog computers.

Analog Interface

The interface equipment between the
analog and digital computers was very
state-of-the-art and built by SDS. There
were A/D converters, D/A converters,
priority interrupts, real-time clocks, and
single-bit discretes.? The rea-time clocks
were programmable and allowed us to
generate timing signals (connected to
priority interrupts), which we used to
dave the calculations to a preset interval.
We were able to use a 10-millisecond
frame time for the X-15 simulation. The
converters were a so timed by this clock-
interrupt.

The analog inputs had simultaneous
sample and hold circuits on each channel,
which made it possible for all the analog
inputs to be sampled at the same instant,
then converted to digital andread in a

such as on or off, switch up or down, light on or off, true or false.
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sequential manner. Also, the output
parameters from the digital computer were
written to the D/A converters, which were
double-registered, whereby the outputs
were written sequentialy to the first register
in each D/A and then all these registers
were transferred to the final output registers
simultaneoudly. This technique eliminated
time-skew differences and the problems that
were associated with using parameters (in
the equations) that were not sampled
smultaneoudy.

The discretes were single-bit dataitems and
usualy connected to such things as
switches (as input parameters) and cockpit
lights (as output signals). These discretes
were hard-wired to individua bitsin a24-
bit register. There were instructionsto read
these 24-bit registers on input or to write to
similar registersfor output. The basic 930
instruction set included the ingtructions to
test or set the individual bits or groups of
bits together.

Priority interrupts were similar to discretes,
inthat asingleinput line was connected to a
singleinterrupt. These interrupts—for
example, the analog computer mode control
or atimer—were connected to signals that
required the computer to respond immedi-
aely. Theinterruptswere ordered in a
hierarchical chain. This meant that the
programmer had to select the order of
priority for the interrupt routines. When a
priority interrupt occurred, the CPU would
first determineif any interrupts of higher
priority were active. If S0, the new and
lower priority interrupt(s) would have to
wait. If there were no higher priority
interrupts active, the new interrupt would
then become active and the routine tied to it
would berun. If the active interrupts were
of lower priority, the routine tied to the new
and higher interrupt would be run to
completion, after which control would be
returned to the interrupted lower priority
routine(s).

The real-time clocks were tied to priority
interrupts. We had severd of these specia
clocks, but rarely used morethan one. The
real-time clocks had two modes. They
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could be set to generate a continuous timing
signd that could be set anywhere between 1
and 1x223 microseconds. The clock could
aso be set to generate asingle interrupt
signd (also between 1 and 1x223 microsec-
onds). Werarely used this second mode,
except during check-out of timed routines.
Normally, we just started the timer at the
appropriate interval desired for the particu-
lar smulation. In the beginning, thisframe
time was 10 milliseconds. During the
following years, as the calculations got
more complicated, the frame time grew to
50 milliseconds. This occurred during the
latter days of the hybrid period and espe-
cialy when we started to do al the pro-
gramming in Fortran on the Cyber 72
computer inthemiddle’ 70s. This50-
millisecond timeinterval was about aslong
as could be tolerated for the aircraft smula
tors of those days.

930 Expansion

Several years after we bought the 930, it
was expanded to its maximum size in
terms of memory (from 8K to 32K). The
number of D/As, A/Ds, single-bit
discretes and priority interrupts were also
expanded to at least twice the original
configuration. We were redly into hybrid
simulation, and getting the digital com-
puter expanded permitted us to do even
more with it. For one thing, the X-15
program, while still the main user, was not
using the 930 al the time. Since the 930
was only needed for X-15-2 simulation
practice or flight-planning purposes, it
was available for other ssimulations. Other
simulations were also developed to use
this 930. Having alarger computer
allowed us to better support this need.
Severa of the FSL programmers had
taken classes at SDS and were also using
this computer. The SDS Fortran software
was available and the computer needed
more memory to handle the programs that
were being written in Fortran.

A Really Hot Computer

This additional memory was a sole-source
procurement, and it went OK. Or so we



thought. In expanding the computer we
had to add another bank of power sup-
plies. Both banks required 220-volt, 3-
phase service and the power linesin the
X-15 sim lab were rewired to accommo-
date the expansion. What we didn’t know
at the time was that in wiring up the
power, the electricians wired both sets of
power suppliesincorrectly. Besides the
three phases, there were also a ground
wire and a neutral wirein theincoming
power lines. Somehow, the ground wire
got connected to only one bank of power
supplies and the neutral wire was only
connected to the other bank of power
supplies. Both of these lines should have
been connected to both banks. In spite of
this mistake, the computer worked, until
one day, about ayear later, when someone
accidentally kicked loose the power cord
from one of the banks of power supplies.
The computer shut down, as you might
expect. Fortunately, the power cord that
was kicked loose was the one that had the
neutral wirein it. If the other power cord
(the one with the ground wire) had been
the one kicked loose, the entire cabinet—
including the outer metal skin—would
have been at 220 volts! That probably
would have seriously injured someone.
We werereally lucky, that time! The
power cords were rewired.

Lots of Manuals

Another interesting (and funny) tale about
the 930 expansion had to do with docu-
mentation. When we wrote the specifica
tions for the expansion, we asked for a
number of manuals. These were to be
delivered with the hardware. We asked for
20 copies of the several different pro-
gramming manuals and 2 copies each of
all the maintenance manuals. Somehow,
the people who packed the manuals at
SDSfor deliver sent us 20 copies of
everything, including all the maintenance
manuals. There were about three dozen
different maintenance manuals. And we
now had 20 copies of each of these—
boxes and boxes full. A small truck load! |
called SDS and explained what had
happened, and since all these extra

mai ntenance manuals were quite expen-
sive, SDS agreed to send out atruck to
pick them up. The SDS plant was in Santa
Monica, California. The truck got to the
Flight Research Center in the afternoon.
We loaded all the extra boxes of manuals
onto the truck and it left. The next day, the
same truck was back, the same manuals
were unloaded at our warehouse, and the
truck left before anyone called me. (After
all, the shipping labels still said these
werefor us.) Apparently, when the truck
had arrived at the SDS warehouse the
night before, the boxes were unloaded and
just left on the dock. The next morning,
the day-shift crew found these boxes
sitting there, decided that they were ready
to be delivered and sent the truck back
out, but with a different driver. The driver
from the day before wasn’t there to stop
this from happening. Thistime when |
cdled SDS, | wastold to throw them
away. Wedid.

In spite of these strange happenings with the
SDS computers, we had a good working
relationship with the company. Its officesin
Santa Monicawerein avery nicelocaeto
go to for programming classes. It was close
to the beach; it was nice and cool; and there
were many really good restaurantsin the
near vicinity of the classrooms. This
included (or so we thought) the best placein
all of the Los Angeles areato get prime
rib—Cheerios—at the junction of Ocean
and Pico Boulevards. Everyone who went
there agreed with us. And collectively,
among al of us, we had tried every other
highly touted primerib restaurant in the Los
Angelsbasin. That dab of primerib, very
nicely aged, was as big asthe plate, and at
least oneinch thick. It was so tender you
could cut it with your fork. Many of us
continued to go there, even after we no
longer had SDS computers.

SDS was a small company, and we got to
know many of the top brass, including the
president and founder. | was even offered
the opportunity to buy 100 shares of stock
when it went public, at only $25 a share.
Unfortunately, | had to turn down this
offer—some sort of conflict-of-interest
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concern. | kept track of the stock for
several years, until SDS merged with the
Xerox Company in 1969. At that time the
stock had gone up by almost a factor of
19. That $2,500 worth of shares| was
offered was worth over $47,000. That was
alot of money in those days. It till is.

SDS Maintenance

We had a very turbulent experience with
the maintenance of the SDS 930. We
contracted with SDS to provide both
preventative and corrective maintenance
services. From Santa Monicait took
several hours for an SDS maintenance
man to get to the FRC after we had called
about a hardware problem. Fortunately,
there were computer diagnostic routines
we could run, which were able to isolate
specific circuit boards that were malfunc-
tioning. These diagnostics proved to be
quite handy. On many occasions, espe-
cialy during night shift, | was able to
diagnose and change out circuit boardsto
fix a problem. There were several times
when the SDS repairman had been to the
FRC, done histhing, and l€ft to return to
Santa Monica, whereupon the computer
broke down again. Now we had to wait
for him to get back to the shop before he
could be sent back. Thiswas long before
cellular phones existed.

SDS eventually had a maintenance man
living in the high desert. Its policy was
that it would not provide alocal mainte-
nance office unless there were at least
three computers in the same vicinity. The
Jet Propulsion Laboratory had a tracking
station at its Goldstone facility near
Barstow that also had computers main-
tained by SDS. The FRC had an SDS 920
computer in the telemetry facility, on the
third floor. Because of these three SDS
computers, al in the high desert, SDS
hired atechnician who lived in the
Palmdale area, and he was able to get to
the FRC, usually within an hour, to fix
hardware problems. This arrangement did
improve the response time in getting our
hardware problems fixed. We also bought
alarge supply of every type of circuit
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board used in the SDS 930. Unfortunately
there were parts of the computer for
which we did not have spares—such as
power supplies and the memory units.
When one of these partsfailed, we just
had to wait until they were replaced with
good parts.

Most computer companies (in those days)
took four hours to respond to maintenance
callsto our area. Very few computer
companies had local facilities staffed for
maintenance calls anywhere in the high
desert. Almost al these calls were to
officesin the Los Angeles area, and it
took at least four hours for those compa:
niesto respond. We had other mainte-
nance contracts that stipulated four-hour
response times. | guess SDS considered us
to be good customers. The fact that SDS
930 computer we bought was the first one
delivered was both good and bad, for we
did have some unusual problems that were
most likely due to our computer being the
first one out the door. On the other hand,
we did get alot of support from the top
managers at SDS. | think they liked the
ideathat NASA was using one of their
computers for the X-15 project. This
project had alot of visibility both locally
and nationally.

Salesman of the Month Club

During the next couple of years (follow-
ing the delivery of the SDS 930), SDS
seemed to have alot of trouble in keeping
asales representative in our area. There
weren't alot of sales opportunitiesout in
the desert. There was one year when we
actually had 12 different sales reps
assigned to the area. A couple of these
never met and only talked with over the
phone. When we were getting ready to
expand the 930, and had the money and
specifications ready to go, | caled the
salesrep (of the month) and asked him if
he could come up and discuss our require-
ments. He agreed to a date but never
showed up. When | called and asked what
had happened, he gave no excuse and
agreed to another date about aweek later.
Again he never showed up. This meeting



was rescheduled for athird time. Still, he
never showed up and never called to say
why. Thistime my boss called the SDS
president and mentioned that we were
ready and willing to buy but his sales
representatives seemed to have some
aversion to driving out to the desert. The
very next day we had a brand new sales
rep show up to help usout. | don’t know
what happened to the “no-show” guy. He
may have been fired, because | never
heard of him again in subsequent visits to
the SDS facility in Santa Monica.

ICARUS

The ICARUS (which was an acronym for
Immediate Checkout Analog Research
Unity Scaled) program was a digital
computer program that calculated the 6
DOF equations of motion of atypical
airplane (seelist below). The computed
accelerations and vel ocities were output
(viaD/A converters) to an analog com-
puter. There, the accel erations were
integrated with respect to time to get the
velocities and the velocities were inte-
grated with respect to time to get the
angles or distances. These quantities were
then input to the ICARUS program (via
A/Ds converters) and used in the calcula
tions for the accelerations and velocities
according to the equations of motion.
ICARUS calculated a large number of
nonlinear coefficients of three variables.
We programmed any control systems
needed by the particular airplane being
simulated on the analog computer. Also
the analog computer was the interface to
the cockpit and all such signal condition-
ing was programmed using the analog
components or a special-purpose cockpit
interface box. The pilots' inputs were also
input to ICARUS through A/D converters
for use in the equations.

ICARUS was written in Assembly
language, originally for the SDS 930. It
was later ported to the SDS 9300 that we
bought in 1967. Initialy, ICARUS ran
using a 10-millisecond clock. However,
since most of the airplanes of those days
could be simulated using a 20-millisecond
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frame time, we set about re-configuring
the SDS 930 real-time operating system to
allow usto run two different ICARUS
programs simultaneously, using the SDS
930 computer. Thiswas a big improve-
ment in permitting the FSL to support all
the many simulations asked of it.

ICARUS was written using fixed-point
(scaled-integer) arithmetic. It was pos-
sible to reprogram ICARUS for airplanes
that varied from the norm. That was
discouraged to maintain a certain standard
to the hybrid simulations. But basicaly,
ICARUS remained as it started out to be.
Thiswas avery successful program and
definitely was worth the effort spent inits
development. | was ableto useit for the
Short Take-Off and Landing (STOL)
simulations, even though the STOL
aircraft had a number of nonlinear coeffi-
cients of four variables (see the section on
STOL Simulations for more on this
simulation). ICARUS was developed and
programmed by Lowell Greenfield and
Don Bacon.

Before ICARUS was put into general use,
it had to be validated. Thistesting in-
volved trial runs using both all-analog and
hybrid simulations of the same airplane
and comparing results obtained. It took
several weeks, but the ICARUS imple-
mentation proved itself equal to the task
and was accepted as the preferred method
from then on. The HL-10 lifting-body
simulation used ICARUS on either the
SDS 930 or SDS 9300 and one or more
EAI 231R anaog computers. This par-
ticular simulation was the first to use
ICARUS. Don Bacon talks alot more
about ICARUS in his PA in the section on
FSL Personnel’s PAs.

ICARUS was used for the following
aircraft:

Lifting Bodies (M2, HL-10)

F-8 Digita Fly-By-Wire

YF-12

Hyper 3 Remotely Piloted Vehicle
STOL

Oblique Wing



F-8 DFBW Iron
Bird Cockpit.
(NASA photo
ECN-7074)

AD-1

F-4E

F-8 Oblique Wing

F-8 Supercritical Wing

JetStar

PA-30

Shuttle (Approach and Landing Tests)
Wake Vortex research

Lightweight Fighters—YF-16, YF-17
F-18 (engineering studies)

F-104

T-33

T-37

As can be seen from thislist, ICARUS
was used for many different projects.
Several, such as the Lifting Body and
Digital Fly-By-Wire (DFBW) were very
important projects for the FRC. For
programs like the F-8 DFBW, the mecha-
nization of the computer portion of these
simulators was not the most important
aspect of the program. The F-8 DFBW
program led to the development of aircraft
electronic control systemsthat are used in
many of today’s military and commercial
aircraft. The software development,
testing, and certification that went on
using the F-8 DFBW simulator isthe red
story behind this simulation. Thiswas
done using the “iron-bird” cockpit that
wasinstalled in the same lean-to that had
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housed the X-15 iron bird. Photos ECN-
7074 and E-23594 show the F-8 DFBW
cockpit and some of the hardware and
wiring that tied it into the hybrid com-
puter system in the Sim Lab and the
airborne computers on which the software
was developed. There are many papers
and reports about this project. A book
chronicling this project has now been
written (James E. Tomayko, Computers
Take Flight: A History of NASA's Pioneer-
ing Digital Fly-By-Wire Project, NASA
SP-2000-4224.)

The ICARUS program along with the
quickly changeable EAI 231-RV and
cockpits resulted in alarge number of
simulations sharing the same hardware
and being scheduled for two- and four-
hour periods each day. Weekly schedules
were prepared, usually for two weeks at a
time, and re-done each week because of
the somewhat variable flight schedules.
The early era of simulations’ being able to
use a computer (or computers) for weeks
on end was essentially over. Projects that
needed more than two-hour time periods
frequently worked second shift. The
ICARUS/Hybrid systems provided an
almost assembly-line mode of operation
that was along time in the making. This
went on for several years until those




computer systems were replaced by the
CDC CYBER 73.

DUHOS

DUHOS (Dual Hybrid Operating System)
was a special real-time operating system
we had devel oped under contract to allow
us to run two different simulations (such
aswith ICARUS) simultaneously on the
SDS 930 computer. Thiswas my first
experience with a competitive solicitation
for a software development system. We

had over 20 proposals from companies all
over the United States. It took quite a
while to evaluate all these proposals and
narrow the field to the best qualified.
There were lots of small companies that
were devel oping software systems.
However, very few of them had much
real-time experience, and only a couple
had any experience with using combined
analog/digital computers. We had asked
for an operating system that would allow
us to use the SDS Real-Time Fortran,
Assembler, Loaders, and Librariesin a
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F-8 DFBW Iron
Bird Cockpit.
(NASA photo
ECN-7075)

DFBW Simulation
(Early—pre Iron-
Bird—in Lean-to,
September 1971).
(NASA photo E-
23594)



two-user (only) time-shared mode. We did
not have enough memory to run more
than two at atime. Thiswas during the
very early days of such time-shared multi-
user operating systems. Most of the
proponents had experience with multi-
user, transaction-based systems that were
being developed for on-line applications,
but few had any true rea-time simulation
background or even knew what the
difference was. Fortunately, there were
several companies that did have the
proper experience.

DUHOS was devel oped and written by
CUC (Computer Usage Company, Los
Angeles, California). The SDS 930 had
been expanded to its maximum size. Its
instruction format only allowed for
executable code to reside in the lower
16K of memory. The upper 16K could
only be used for data. There were instruc-
tions that allowed the programmer to
store and access anything in the upper
16K of memory, but only as operands and
not instructions. DUHOS ran two
ICARUS simulations, using the lower
16K for executable code and the upper
16K for the data for the two different
simulations. Each simulation used 10
milliseconds (or less), and both simula-
tions were run at a 20-millisecond frame
time (i.e., 50 frames per second). DUHOS
was written so that each simulation could
be operated completely independently of
the other. For example, it was possible to
have one simulation in full real-time
operation, slaved to an analog computer
for run/reset/hold control modes and the
second simulation in the process of
loading the data required by the program.
The two simulators were completely
independent and could be in any mode
needed for set-up, checkout, and opera-
tion. The normal operating system for the
SDS-930 was not a multi-user real-time
system. It was not designed for more than
one user at atime. The DUHOS required
that the system routines be able to handle
two different users essentially simulta-
neoudly. Most of the operating system
software was neither re-entrant nor
recursive, although SDS s Red-Time
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Fortran system had these capabilities.

Compared to today’ s computers, this
probably doesn’t sound like anything
significant. But thiswas quite a feat for
the computers of that era—especially in
view of the fact that the 930’ s basic
instruction cycle time was 1.75 microsec-
onds and most instructions took two or
more of these cyclesto execute. CUC
took about ayear to design and imple-
ment DUHOS, working mostly on second
and third shifts (and lots of weekends).
Unfortunately, the lead programmer (John
Swanson) quit about three-fourths of the
way through the contract. Swanson had
previously worked for SDS and was
involved in the development of SDS's
Real-Time Fortran system. Hewas an
avid bridge player—one of the best in
California—and he quit so that he could
spend full time in preparation for an
important national bridge tournament that
was coming up. Thisreally hurt CUC and
it took an extra three months (on anine-
month fixed-priced contract) to finish the
job. The company took the FRC to court
in the attempt to get the extra costs paid, but
to no avail. The extra costs were only about
$8,000. The origina contract was about
$75,000 (as | remember) and should have
been finished in nine months.

The DUHOS program was not written to
run on the SDS 9300 we bought for the
Lifting Body Program. The 9300 was a
faster computer, with more of its operating-
system memory resident than was true of
the 930. The ingtruction format alowed a
program to directly access any word-
instruction or datain its 32K memory. Also,
the 9300 SDS Redl-Time Fortran was much
better and we started to useit in addition to
the SDS Assembly language for our digital
programs. The analogs we were buying had
servo set pots and could be reprogrammed
inlessthan an hour. This meant that we
could change over from one smulation to
another, including the cockpit, in about an
hour. Our simulations programs were
getting bigger and bigger, which also
prevented us sharing the 9300 between two
typical smulation programs. Because of the



increasing usage of the 9300 with ICARUS,
the 930/DUHOYICARUS usage declined
and the computer eventually was surplused
to get it out of the old X-15 simulator area
of the FSL. The X-15 Program had ended
and the analog computers used for the
simulator were surplused. The Center
wanted the office space for other uses and
the 930 was going to have to be moved.
Rather than do this, FSL management made
the decision to get rid of it. The useful life
of the new DUHOS had & so ended. One of
the compurter facilitiesat UCLA requested
the SDS 930 and we donated it to the
university.

I’m not sure what UCLA used this com-
puter for. The cost of maintenance was
getting higher each year as the company
lost interest in providing people or parts.
This maintenance problem seemed to
dways plague usin the FSL (and many
other customers), asthe computerswe
bought got old and the original manufactur-
ers quit supporting them. There were many
companies that sprouted up to provide
maintenance of older-generation computers.
The computers of those days were expen-
sve, and not like the throw-away PCsthat
are being bought nowadays.

SDS 9300

When we bought this computer, viaa
competitive procurement, SDS's proposal
included afully developed interface to our
newest analog computer. Our new analog
(an EAI 231-RV) included very sophisti-
cated digita logic and digital automatic set-
up capabilities. SDS also, unfortunately for
the company, bid itsinterface to this
analog' s set-up hardware at no additional
cost! Thisturned out to amistake on
someone' spart at SDS, but it wasin the
proposal, and was asignificant factor in
SDS' sbeing sdlected. It wasfreeto us. It
took SDS about one whole year to design,
develop, and debug this software. A lot of
the anal og automeatic set-up circuits were
relay- and servo-based, and developing
digital logic and softwareto tieinto this
type of analog hardware was an extremely
frustrating process. Getting the digital

circuitry in the SDS 9300 to work closely
with this analog circuitry was accomplished
only with alot of patience and ingenuity, a
lot of sweat, and agreat dedl of trid and
error. Thisdigital/anaog circuitry seemed to
function as erratically asthe temperaturein
thesim labs. The SDS programmers daved
for weeksto get the many digital subrou-
tines operationd. The sad part of this story
isthat we never redlly used this specid-
purpose software that SDS gave us. We
never used that portion of the new 9300
interface that allowed the digital computer
to control the mode of the analog computer,
either. Our smulations were ill set up 0
that the digital computer was Slaved to the
analog computer. That had been our
philosophy &l aong, and we never changed
aslong as we were doing hybrid smula-
tions.

Who's The Boss

Intheworld of hybrid smulations, there
seemed to be two different philosophies
concerning the daving of the two different
kinds of computers. The larger camp, which
included most of the analog/hybrid
computer manufacturers, contended that
the digital computer should be the master
and the analog computer the slave. The
hybrid systems they were selling were
designed around this philosophy, includ-
ing their operating system software. The
smaller group, which included the FSL,
always had the analog computer as the
master and the digital computer software
was slaved to what was happening on the
analogs. The digital computer program
would just sit and wait for something to
happen in the analog world. This seemed
more likereal life than the other way
around. To us, slaving the analog world to
the discrete happenings of a digital
computer seemed backwards.

The special-purpose software was de-
signed to alow the program in the SDS
9300 not only to control the operating
modes of the analog (i.e., reset, operate,
hold, etc.,) and the A/D and D/A interface
but also to set all the servo-set pots on the
analog computer. We never used that part
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of the digital software, either. We always
set the pots either manually or with the
paper-tape reader. This method was
actually faster and more reliable than
other methods.

SDS 9300 Acceptance

Because of this mistake by SDSinits
proposal, we could not take acceptance of
the 9300 computer and interface until
almost one year after it wasinstalled.
Fortunately the HL-10 Lifting Body
Project took along break dueto stability
problems on the very first HL-10 flight.
That forced the Program Office to back
off and study what had really happened.
Until the problem was found and fixed,
the simulation was not really needed. The
problem turned out to be flow separation
over the afterbody, resulting in severe
handling characteristics. Modifications to
the vehicle were designed and tested in
wind tunnels to correct the problem. Once
the vehicle was modified, the pilots found
it to be avery nice craft to fly, and they

all wanted to do so. By then the simula-
tor was operational.

SDS had severa programmers using our
computers, mostly on second and third
shifts, for anumber of monthstrying to
get its software operational. It seems
strange that the company would even
propose such a subsystem when it did not
even have the proper analog computer
system to develop and test the software
and interface that it proposed. SDS was
forced to use ours on atime-available
basis or buy its own computer. Because
we could not officially accept the com-
puter, we were only allowed to use it to
convert our 930 software (that was to be
used to run acceptance tests) and to
become familiar with the different operat-
ing system and other software. Any other
usage would have been in violation of the
contract. So, the 9300 sat there almost one
full year before we could really useit for
anything productive. This also allowed
the SDS programmers to use the 9300
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during the day shift when the EAI 231-RV
computer was not being used.

Applied Dynamics, Inc. AD-4
Analog Computers

The FSL bought two AD-4 analog com-
puters from Applied Dynamics, Inc.
(ADI), in 1970. These were the most
sophisticated analog computers we had.
Don Bacon, Larry Caw, and | attended an
AD-4 programming class that was being
taught by Applied Dynamic at the Atomic
Energy Commission Facility in Oak
Ridge, Tennessee. Thisfacility had also
bought some AD-4s and had contracted
with ADI to teach the class at its site. We
were able to get seatsin the class. Other-
wise we would have had to wait for the
next normally scheduled class, which if |
remember correctly would have been after
our computers were delivered.

Photo ED0O0-0091-1 shows an ADI AD-4
Hybrid Computer System. The computer
on theright is the analog computer similar
to our two AD-4s. The computer on the
left isthe digital computer. Since we were
going to use our AD-4s with the new
central computer system, we did not buy
the digital computer part of the hybrid
system.

The AD-4 analog computer had a large
amount of digital logic, including func-
tions not previously available with the
EAI analogs. After the AD-4swere
accepted, they were used with the 9300
digital computer, and the EAl computers
were eventually surplused. The Rocket
Site? did opt to get the EAl analogs
about ayear after they were surplused.

The AD-4 analog computers were bought
for use with the new digital computer that
was being bought for the central data
processing center, known asthe CY BER
73-28. The specifications for the interface
to that digital computer were based on the
two specific AD-4s that we bought, which
were not the standard AD-4s. ADI aso

26 An Air Force facility on Edwards AFB where rocket and missile testing and development occurred.



marketed a hybrid system that included
an AD-4 as the analog half of that
system. The standard AD-4 was built to
interface easily with the ADI digital
computer. Consequently our AD-4s
were slightly different. Thisled to some
problems later on, since CDC devel-
oped its analog interface on information
it had gotten from ADI, which turned
out to be incorrect. However, our
statement of work (SOW) for the digital
computer and analog interface very
clearly specified that the new digital
computer had to be interfaced with our
specific analogs. CDC had to make
some changes to the interface system
after it was installed at the FRC. This
caused some problems during the
checkout and acceptance of the new
digital computer.

Since the new software that we used (see
below) was afull 6 DOF smulation, with
digital integration, many of the capabilities
of the AD-4swere never redlly used. Thisis
particularly true of the digital logic unitson
the AD-4s. The AD-4s soon becamejust
cockpit interface systems. After severd
years and especially after the specia in-
house-built cockpit interface units were put
into use, the AD-4swere no longer needed
and were also surplused.

The only time | can recall working with
the AD-4s was during the acceptance
testing that we did upon delivery. | was
not able to complete al the testing, as |
was reassigned to the STOL Project to
handle its simulations needs. Don Bacon
had to complete the testing and accep-
tance. | don’t remember Larry Caw ever
actually doing any programming of either
of these two AD-4 analogs. Larry was
very much involved with the GPAS and
spent most of histime working on its
analog computers. Don had been pro-
moted to a management position in the
Simulation Branch. There were none of
the older simulation programmers | eft,
which | am sure contributed to the poor
usage of the AD-4 analogs as an impor-
tant part of the hybrid simulation capabili-
ties of the FSL. The newer FSL program-

mers were more inclined to use the digital
computer for everything that could be
done there. Even the aircraft-control -
systems simulations eventually were
moved into the CY BER. Analog and
hybrid simulation was no longer the way
to go. The FSL had started a new chapter
inits evolution.

The history of that chapter will betold
elsewhere, but akey figurein the transi-
tion from the period of analog and hybrid
simulations to the digital simulations that
followed was Al Myers, who recalled his
early work at the Flight Research Center
and the FSL in an interview in 1998 as
follows:

| waswith NASA from 1971 through
'81, for about ten years, which was
an interesting ten years. | cameto
NASA aswhat | think wasthelast
Army detailee. When NASA was
originally created out of elements of
the Army’ s Redstone Arsenal and the
old NACA, there was an exchange
program between the Army and the
NASA to cover the technica needs
over atrangition period. After a
couple of years, the Army decided
they didn’t need any more NASA
people. But NASA, never turning
down afree help from the technica
side, continued it until the early
‘70's. 1 know | wasthelast Army
detailee here. | think | wasthe last
onein the program itsalf.

When | cameto NASA, | became
involved with the simulation activity
and what was then the Data Systems
Director. And it was an interesting
timein the technica history of that
technology. Because we werejust at
the early stages of thetransition
between doing simulation with
analog computers and moving into
the realm of doing them digitally.
And | just had the luck to have
arrived right at the right time and
kind of oversaw thetrangition from
one generation of technology to
another.
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At thetime | came, mgjor elements
of most of the simulation activity
we were doing—particularly those
that had higher frequency content
to them, such as the simulation of
the active control systems associ-
ated with the airplane or the
actuation system—the dynamics
were still being done in an analog
fashion. Also, doing a simulation of
avehiclein an analog computer
that would have involved all of the
realm of flight dynamics at high
angles of attack, for instance,
simply was too complex a problem
to solve in anything but what would
have been atruly gargantuan
analog simulation.

And we found right at this time that
we were soon to be in need of the
ability to ssimulate that. And the
program that really kind of initiated
that was an RPV [remotely piloted
vehicle] program—one of the first
research RPV programs the Center
took, which was a three-eighths
scale F-15. And that program’s
aircraft went on to become known
as the Spin Research Vehicle. But
then its purpose was to examine the
high-angle-of-attack regime for the
Air Force'snew F-15 and to get
some actual flight experiencein
that regime prior to the time the
full-scale airplane was going to be
flight tested in the same regime.

Andinitially it was felt that the
ability to ssimulate airframe dynam-
ics at high angles of attack with no
small angle approximations and
equations of motion was simply not
within the state of the art of the
computer systems at the time.
Fortunately, that turned out to not
be the case. And at the same time
we were able to do that, we also
moved the digital computation
from the realm of Assembly
language into the realm of doing
things in Fortran, which had the
additional benefit that a wider
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circle of engineersinvolved in the
program itself could participate and
understand the implementation of
the simulation and the control-
system code.

And we went on to simulate the F-
15 through the full range of angle
of attack up to 90 degrees, asa
matter of fact, and to simulate the
entire F-15 MCS and SCS control
systems—nboth the mechanical
control system and the electroni-
cally augmented augmentation
system that overlaid the MCS, and
were actually able to both develop
and understand the spin modes of
the aircraft and to develop recovery
techniques on it. That caused alittle
bit of consternation initialy,
particularly with the F-15 prime
contractor, McDonnell Douglas,
who held that the airplane couldn’t
be spun. The contractor personnel
ultimately determined that the same
spin modes were, in fact, possible
on the full-scale aircraft. So that
was an interesting program and an
interesting point in time, not only
from an aerodynamic (aeronautics)
perspective, but also in terms of the
technology and support and the
ground aspects of it—in this case
the simulation.

It was also the period in which we
were about at the height of our
lifting-body programs. We'd been
in them afew years. The M2-F3
was dtill flying right at the tail end
of the HL-10 program and we were
just getting started on the X-24, all
of which were genuinely fascinat-
ing programs at the time.

Also, | cameto Dryden right at the
completion of the test activity of
the first phase of the F-8 Digital
Fly-By-Wire program. During the
first phase the aircraft had been
converted to a fly-by-wire system,
which utilized the Apollo flight
computers. These were extraordi-



narily reliable but rather limited in
terms of the amount of memory
and from the computational
through-put point of view. At the
time, the program was getting
ready to redesign that system to a
triplex system using a more modern
flight computer. It turned out we
picked the IBM AP-101 computer,
which was an airborne-worthy
system. It actually turns out to have
been the predecessor of the systems
that were ultimately chosen for the
Shuttle. And the simulation tech-
nology activity and the F-8 Digital
Fly-By-Wire program were totally
intermeshed with each other.

We used theiron bird of the F-8 to
do al the flight systems qualifica:
tion and, of course, the simulation
that provided all the ssmulated
inputs, if you will, to theiron bird
was an integral part of that. So |
had the real pleasure of participat-
ing in arather direct fashion in the
gualification of that system on the
F-8. Welearned an incredible
amount about the qualification of
digital flight control systems
through the experience of that
whole program—an amazingly
productive program—and really
did an excellent job of laying the
foundation for awhole new tech-
nology areain aeronautics, with
fly-by-wire clearly becoming the
new generation of military aircraft.
And now, in the last few years, we
see it also being implemented in the
commercial aircraft.

And the genesisfor al of that and
how to go about developing and
qualifying that system was right
here at Dryden. It wasalso an
interesting program, from the
prospect that Dryden actually acted
asits own prime contractor.

Through that activity, we had a
number of subcontractors. But the
basic integration and development
activity was directed and done right
here at Dryden.?’

CYBER 73-28

The CYBER 73-28 was to be shared by
both the simulation lab and the general-
purpose data processing facility. These
two different branches, up until then, had
been separate and independent. That
changed when we got ready to buy the
CYBER. We started working on this
procurement long before we even went
out for bid—even before the two groups
were re-organized into one division (see
below). Several of uswererelocated to a
small office for the purpose of analyzing
the uses and needs of the two computer
facilities and preparing some sort of
design specification that could be used for
the SOW for the procurement. CDC,
IBM, Xerox, Univac and others were al
very interested in our upcoming RFP.28
We talked with many different companies
before we ever started to prepare the
SOW for this procurement. Large hybrid
computers were not the norm, and of the
ones that had been developed, none were
exactly what we needed.

| remember working with some IBM folks
who were in the process of developing
hardware and software for combined
analog/digital simulations. IBM, while
mostly a business computer manufacturer,
did have an extensive line of scientific
computers, and it also was interested in
this new hybrid technology. Its hybrid
research facility was at the Stanford
research labsin Palo Alto, California.
During a period of about one year, | made
four or five trips (at government expense)
with our local IBM sales representative to
thisfacility, which had an IBM 7040-class
computer connected to an Applied Dy-
namics Inc. AD-4 analog computer. There

27 Interview of Al Myers by Peter Merlin, 14 Aug. 1998, copy on file in the Dryden Historical Reference Collection.

28 Request For Proposal, which is a solicitation for bids on a contract.
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were others from the FRC who went with
me on a couple of thesetrips. I'm not sure
that what we did was totally above
board—that is, helping IBM develop the
hybrid system that it most likely would
propose when we sent out our RFP.

When we finally sent out the RFP, the one
mailed to IBM went to its Los Angeles
office. Thiswas the address that IBM
reguested we send the RFP to. However,
al thiswork we had done with IBM and
its hybrid development lab in Palo Alto
was handled through the IBM officein
Riverside, California. Thisisthe office
that was covering the high desert areaand
Edwards AFB. The Los Angeles team that
IBM put together to write the proposal
knew nothing about what had been going
on for the last year. Apparently these two
IBM offices did not talk to each other
very much. The proposal they submitted
in response to our RFP was so far from
what we asked for that we had to elimi-
nate IBM during the very first go-around
of evaluations. All that work was for
nothing. | don’t know if a proposal from
the Riverside office would have been
selected, but I'm sure it would have been
alot closer to what we wanted. After all,
we had helped them build their prototype.
Strange happenings! This was another
instance of gremlinity.

Pot or Not?

An interesting event occurred on atrip to
the CDC facility in Minneapolis to
discuss our requirements with the CDC
staff involved in our procurement. The
group from the FRC included Ed Videan,
Mary Little, John P. Smith, Ernie Dunn,
Lowell Greenfield, Bob Halasey, and
myself. We flew into Minneapolis and
spent the night at a motel outside the city
near the CDC plant. In the morning, we
were to meet for breakfast with some of
the CDC folks who would drive us to the
plant. The motel was out in the suburbs
and there were open fields nearby with a
variety of farm products being grown.
Greenfield and Little had gone for a short
walk before the get-together with CDC.
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Along their way, Lowell spotted what he
thought was a marijuana plant growing in
the ditch beside the road. He picked a
sprig and brought it to where the rest of us
were standing, waiting for the CDC folks
to show up, in front of the motel’ s restau-
rant. Lowell showed us this sprig and
asked if anyone else agreed that it was
marijuana? Ed Videan took the sprig,
looked at it, and agreed that he too
thought it was marijuana. Two strangers,
who just happened to be walking from
their car to the restaurant, stopped, looked
at the plant, and stated that it definitely
was marijuana. When Ed asked why they
were so sure, they proceeded to display
their badges and announced that they
were vice squad officers from the local
law enforcement agency. These two men
told us that marijuana grew wild all over
that area. One of the officers then stated
that picking the plant wasillegal, and
since Ed was the one holding it when they
walked up, the officer then proceeded to
(begin to) arrest Ed. He was just kidding,
but Ed lost a few heartbeats before he
found out that the two officers weren't
serious. The officers kept the marijuana.

The CDC CYBER 73-28 included avery
complete system to be used for flight data
processing and general-purpose engineer-
ing and scientific computations. The new
Fortran language was being used more
and more by the research engineers at the
FRC, and abigger and faster computer
was needed. Previously, most of the
engineering programming had been done
by the programmers in the data processing
branch.

In addition to the standard data processing
capabilities, the CDC 73 included two
identical analog interface subsystems that
were connected to our two new AD-4
analog computers. There was also area-
time data-communication line that was
connected to the SDS 920 in the radar and
telemetry facility. Unfortunately, thislink
was never used for its intended purpose. It
had the capability of transferring real-time
datadirectly from the radar/tel emetry
system to the CDC 73. That facility only



had only one programmer developing
software, and he never had the time to
develop the software to use the link to the
CDC 73. Wetried this circuit during the
acceptance period and it worked. That
wasin 1973. Dryden still hasn’'t imple-
mented a similar capability even now (in
1999 when these lines were written).

The interface that CDC developed to
connect to our analogs was both complex
and extensive. There were two complete
subsystems, one for each of the AD-4
analog computers. They included D/A and
A/D converters, discretes, rea-time
clocks, and control circuits for the analog
computers. The AD-4 analogs were the
most sophisticated hybrid computers of
that eraand had lots of digital logic and
other digital computer-like capabilities
that made them particularly well suited
for large complex hybrid simulations.

Larry Schilling, the Director of Research
Facilities at the Dryden Flight Research
Center, observed in the year 2000:

The CDC Cyber 73-28 utilized a
unique hardware/software scheme
for interrupt handling and real-time
I/O. It was called HRTM (Hard-
ware Real-Time Monitor). This
scheme gave full control to the
programmer in setting up interrupts
and linking them to real-time code.
The user could specify the period
and the tolerance for each interrupt.
Clock resolution was 10 microsec-
onds (2000 counts or ticks for 20
msec), remarkable for its day. Real-
time input occurred at the begin-
ning of the frame. Output occurred
as specified by the programmer
using the tolerance setting. For
example: if the frame was 20 msec
long, and the code took 10 msec to
execute, the user could specify
when the output would occur by
setting the tolerance to avalue
between about 11 msec and 19
msec. The tolerance parameter also
affected the CPU priority since the
calculations would have to be

completed before output could
occur. It would technically be
possible to set the tolerance to 20
msec and have the output occur at
the same time as the input for the
next frame. This was avoided
because if several output discretes
changed state (a 5-volt change), the
resulting EMI could be seen on the
A/Ds, s0 settling time was neces-
sary. The great advantage of this
interrupt scheme is that the output
parameters changed state at a
predictable and controllabletimein
every frame. This deterministic
capability is of great value. | have
not seen a better scheme devel oped
since. To the best of my knowl-
edge, CDC only sold two comput-
erswith our version of HRTM (and
just afew more with alater ver-
sion), so we had arare bird.

Thiswas probably the first time CDC had
ever built such analog interface hardware,
and the team it put together to do this job
included not only some of its best hard-
ware designers but also a couple of itstop
system programmers. Impressive. It took
them awhile, but they got it working.

This new hybrid system was the only one
the FSL used that shared a digital com-
puter with the general-purpose data
processing group. The two branches
(Simulation and Data Processing) were
combined and a new division was created
to use and support this new system.
Besides the two different programming
groups, anew Systems branch was
created that included systems analysts
from both origina branches. | was one of
about eight in this group. We had the job
of overseeing the development, installa-
tion, checkout, acceptance, and initial
operation of this new computer. We aso
got involved in the conversion of software
to thisCDC 73.

CYBER Software Conversion

For usin simulation, this conversion
process was not difficult. All we had was
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the ICARUS program. Converting this
one program turned out to be easy.
Actualy, it wasn't converted at all.
Instea, new software was developed. The
new simulation programs, written mostly
by Al Myers, werein Fortran and were
designed to use all this new capability.
ICARUS had been written specifically for
the SDS computers. Converting it to the
CYBER wasn't necessary.

As Larry Schilling pointed out on review-
ing these lines:

The new simulation program
written by Al Myers (with collabo-
ration by Lowell Greenfield) was
known as RTSIM (Real-Time
Simulation). It was quickly re-
placed with RTSIMII (Real-Time
Simulation 1) which was in use
when | arrived [in 1978]. There was
also a batch version called SIMII.
All of Dryden’s current ssimstrace
their heritage back to thiswork.
Not only was this a6 DOF formu-
lation, but it avoided small angle
approximations and used a full
floating-point implementation. The
digital integration algorithm was a
modified 2nd order Runge-K utta
that was developed by Myers and
Greenfield (at least | think Al said
Lowell had ahand in it).2°

Unfortunately, the ease with which those
in simulation converted to the CDC 73
was not the rule for all the data processing
programs. Conversion of these programs
turned out to be alengthy job. CDC
provided aremote batch terminal to be
used for this purpose. Thiswas the FRC's
introduction into the world of digital data
communications. | remember working
with the telephone companies to get this
remote batch terminal operational.
Edwards AFB isin Kern County, while
the CDC computer facility was near the
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Los Angeles airport. There were three
different phone companiesinvolved in
getting the telephone line between these
two facilities. None of these telephone
companies had much experience in
providing telephone lines for use with
digital data. Thiswas quite early in the
use of telephone lines for digital data, and
every phone company did things differ-
ently. It took some time before they were
ableto provide us with aworking link.
Thislink went from Edwards to Bakers-
field to Los Angeles.

The remote batch terminal did allow usto
convert programs to be used on the new
computer. The terminal included a card
reader, printer, and cathode ray tube. The
communication line was only about 110
baud and quite slow. It took forever to get
alarge program compiled, run, and the
output listed. It seemed asif we were
sharing this CDC computer with everyone
elseinthe Los Angeles area. For those
programs that required magnetic tapes, we
had to either take the tapes there or use a
courier service. | remember having to
make severa tripsto the CDC facility just
for this purpose.

Before the CDC computer was delivered,
the FRC employees had handled the daily
operations of the previous central data
processing computers. | believe that this
new computer was the first one for which
the FRC contracted for computer opera-
tional support. Until this contract started,
we in the new Division got stuck with the
job of being computer operators. Most of
us had no real experience doing this sort
of work. CDC provided a one-week
training class, which we all took. Every-
onein the Systems Branch and all the
programmers in the Programming Branch
got drafted to be computer operators.
Each day, the Systems folks worked two-
hour shifts, and the programmers worked
one-hour shifts as operators. Mounting

29 The RTSIM program as Bacon remembers (Don was Myers' boss at that time) was written for the XDS 9300 in Fortran, and Don
does not remember any airplanes that had simulators built using this program. It was done to study if such a Fortran sim could
actually run on the XDS 9300 in real time and to see what problems might arise. RTSIM was ported to the CYBER, and the all-digital
CYBER version (RTSIMII) was the one used for subsequent simulators.



mag tapes, changing disc packs, handling
stacks of punched cards, and fussing with
the printer outputs were not the types of
activities we were used to. Thiswent on
for anumber of months until the new
service contract started and its personnel
took over the job of operating our new
system.

The CDC 73 was so much faster and more
powerful than the previous computersin
the FSL that the new simulation software
included the integration of the accelera-
tions and vel ocities with respect to time.
This part of the simulations was no longer
done on the analog computers. Those
brand new, very sophisticated AD-4
hybrid computers at that point in time
became very expensive cockpit interfaces.
This also meant that alot of the new
digital interface hardware and software
that CDC had developed for us was never
really used as intended. Thiswas the
beginning of the end of hybrid simula-

tionsin the FSL. Many of the original and
more experienced anal og/hybrid program-
mers had been transferred to other jobs.
New simulation engineers were being
hired, many with no analog programming
experience, and thistoo had an influence
on the way things were done. From then
on, amost everything was done all-
digital. The analog computers were still
being used to simulate the control sys-
tems, but that too was to be replaced a
couple of years later with an al-digital
simulation programming capability that
was developed at Dryden by John
Edwards. He devel oped the algorithms
that allowed for these very complex
aircraft control systemsto be simulated
using adigital computer in real time. It
wasn't too much later that al the analog
computersin the FSL were surplused.
Simulation was all-digital. The cockpit
interface was now handled by specia-
purpose hardware developed mostly by
Charlie Wagner, and built in-house.
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in the X-15 program.

Lifting-Body Simula-
tions (1967-1972)

The lifting-body simulations® were

The following paragraphs are from Don
Bacon, one of the simulation program-
mers for the Lifting Body Program. His
personal account below includes much

Bob Hoey in the
Early M2 Simula-
tor Cockpit
(Norden Display
and TR-48—
October 1963).
(NASA photo
E-10591)

mechanized by Don Bacon, Lowell
Greenfield, and Larry Caw. Initialy, the
simulations were all analog. However,
they became hybrid with the use of the
SDS 930 computer and the ICARUS
program. The aerodynamic coefficients
for the HL-10 vehicle were very nonlinear
and could not be adequately mechanized
using analog components. The Lifting-
Body Project Office agreed to pay for the
purchase of anew digital computer for the
FSL for the purpose of implementing the
HL-10 simulator. The computer we
bought was an SDS 9300, and after it was
accepted, the ICARUS program was
modified to run on this computer.

This simulation was operational in 1967,
which overlapped with the period when
we were running the X-15 simulator. The
HL-10 simulator did not have an iron-bird
cockpit like the X-15. It used several
different simulation cockpits. (See photos
E-10278, E-10591, E-16464, and E-18902
of the M2 and HL-10 cockpits.) It did
have avisual display deviceto give the
pilot arrudimentary “out-the-window”
display. Also, the pilots used the an F-104
airplane for landing practice, as they did

more on the lifting-body simulations.

The HL-10 wasthefirst onel did
mysalf. In the early days of thelifting
bodies, it was al andog. We took
several consolesto do one, and you
could only do one at atime. Inthe
long run, we did the M2-F2 and M 2-
F3, which Lowell Greenfield was
responsible for. The HL-10 was mine
and the X-24 was over at the Air
Force. We also did some work on the
Hyper 111 (which was the switchblade
wing design) and another one, all of
which contributed to what | ater
became the Shuittle.

The derivatives were nonlinear and
the aero people had congtructed the
family of curves. Ken Iliff did alot of
the work—and Bertha Ryan. | still
remember thefirst time | went down
to ask her aquestion, and she stood
up and drew herself up to her full
height and said “1 am atheoretica
aerodynamicist and | don’t chase
wind-tunnel datafor smulation

guys.”

30 There have been several lengthy papers and books written about the Lifting Body Program. These are listed in the bibliography.
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The nonlinear curves were set up
with families of independent vari-
ables, so every Mach number had a
set of curves—and aphaand beta
[angle-of-attack and angle-of -
sidedip, respectively] were indepen-
dent variables. They weredl doneon
pot-padders [atype of analog
function generator]. During that time,
they wanted to fly each airplane
every two weeks. Wetook about a
week to get the pilot ready—to learn
what to do for the next flight. It took
40 hoursto reset the pot-padders for
each airplane. Lonnie [Cooper—
EAI maintenance support team lead]
and the EAI guysworked all week-
end. They worked around the clock
to get the 40 hours needed between
Friday afternoon and Monday
morning to switch from onelifting-
body smulation to the other. . . .

Static checks were done. We'd
calculate the frequency and damping
for dynamic checks and then run
them out on the strip-chart recorders.
Again, once you had done thisto
check them—we had plastic overlays
prepared in the reproduction shop—
you could lay them over the strip
charts and see. One of the interesting

Lifting-Body
Simulator Cockpit
(March 1967).
(NASA photo E-
16464)

things that happened: the processin
going from paper [recording] to
plastic [overlay] stretched the curves
on theplagtic. If you took the
origina and laid the overlay onit,
they didn’'t match any more. . ..

So it waskind of atrick to get an
overlay that would work. That took
another 10-15 minutes. So it was
common to spend an hour—after you
were sure everything was dl right—
on just checking things. And then, of
course, you flew it. You'd pick a
sample mission and fly it just to
make sure the computers, mode,
controls, and displayswere dl right.
Y ou didn’t have those problems with
simulationsthat were set on dedi-
cated equipment and were flown day
after day, such asthe LLRV and X-
15.

Lowell Greenfidld was the primary digita
programmer on the ICARUS project. He
left NASA sometime after we had received
the CDC CYBER 73 to work for an
aerospace company inthe Los Angeles area.
He has subsequently died, and his achieve-
ments and experiences are for the most part
unrecorded. After he got into digital com-
puter programming, he concentrated his
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effortsin the systems programming support
area, and especialy operating systems, such
asthe CDC CYBER Operating Systems
(SCOPE, €tc.). Lowell took a number of
courses through both UCLA and USC on
computer-systems software design and
programming and became thoroughly
involved in that particular line of program-
ming. Lowell and Stan Y ount were sent to
the Navy’s computer laboratory at
Johnsville, Pennsylvania, in thefall of 1972
to get hands-on experience with the CDC
SCOPE Operating System. Their travel
duty was before we received delivery of the
CDC CYBER 73-28 that wasingtalled at
the FRC in 1973. Lowd | and Stan spent
about four weeks there learning about the
software from a systems programmer’s
point of view. Thisisthe same Navy facility
that had the centrifuge used for the boost
simulation described previoudly.

Larry Caw was a backup programmer on
thelifting-body smulations (M2 and HL-
10). Larry did very little digital program-
ming; hiswork was mainly with the analog
computer and cockpit interface. Larry was
still responsible for the LLRV smulator at
the time, so hisinvolvement with the
lifting-body simulation was primarily asa
backup analog programmer. He did thisjob
for only acouple of years, until hewas
assigned to work on the GPAS program.
Larry’sPA isincluded below.

Robert (Bob) Kempel, one of the NASA
research engineers, was heavily involved
with the Lifting Body Program. His PA
account isincluded below and containsa
lengthy discussion on the lifting-body
simulations. Bob aso wrote adocument in
1998 entitled Smulation and Modeling
Support in the Flight Testing of Lifting
Reentry Vehicles. This, too, is an excdllent
discussion of therole of smulation in the
Lifting Body Program. See the bibliography
for other publications by Bob on the Lifting

Body Program.

Both Bob Kempel and Don Bacon, in their
PAs, tak about speeding up the smulation
S0 that the time period was shorter than real
time. Thiswas the idea of Jack Kolf, one of
thelifting-body flight planners, after talking
with the pilots following severd flights.
Apparently the pilots fdt that the events
during atypical lifting-body flight seemed
to happen faster than they actually did. To
provide asimilar feding in the smulator,
the time constant (used in integration with
respect to time) was set so “simulator time’
was about 40 percent faster than normal.
This procedure was not used during the
normal flight-preparedness simulator runs.
The day before aflight, the time constant
was changed and the pilots made a number
of practiceruns. Thissimulated a“faster
than real-time” sequence of events. The
pilots thought that these runs helped them
get ready for the actua flight. Thetypical
lifting-body flight lasted only about eight
minutes, and many were less than four
minutes.

Milt Thompson wrote a paper3! that
discusses his experiences with the Lifting
Body Project and the role of the smulations
that the FRC and the AFFTC implemented
in support of this project. Milt made thefirst
five flights of the M2-F2 in 1966. Milt also
flew alarge number of flightsin the
wooden M2-F1. Thislifting body was
originally towed behind a souped-up 1963
Pontiac Catalina convertible that had been
modified to tow the M2-F1. Later, the
arcraft was towed behind the FRC's C-47.
In the book entitled Flying without Wings
by Milton O. Thompson and Curtis Peebles,
Milt describes the early flightshe madein
the M2-F1 and M2-F2 lifting bodies.®? This
book isavery interesting accounting of the
Lifting Body Program from the viewpoint
of one of the pilotsinvolved with that
project.

31 The paper by Milt Thompson, which is unpublished, is entitled “Lessons Learned from Flight Research,” and is available in the
DFRC Historical Reference Collection, location L1-5-11B-10.

32 Milton O. Thompson and Curtis Peebles, Flying Without Wings: NASA Lifting Bodies and the Birth of the Space Shuttle (Washing-
ton, DC: Smithsonian Institution Press, 1999).
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STOL Simulations
(1971-1972)

This set of simulations comprised the last
ones| did. A special Short Take-Off and
Landing (STOL) Project Office had been
established to study STOL aircraft tech-
nology. The office was located where the
X-15 simulation computers had been. Jim
Adkins was the project manager. Fitz
Fulton was our project pilot. Harold
Washington, John Gibbons, Bruce Pow-
ers, Dave Kier, Terry Putnam, and | were
also assigned to the project. | was about
halfway through the check-out and
acceptance of two brand new Applied
Dynamics, Inc. AD-4 analog computers
that had just been delivered to the FSL.
Don Bacon had to complete this accep-
tance testing after | was re-assigned to do
the STOL Project simulations.

There were two different STOL aircraft
configurations, an externally-blown-flaps
configuration, and an augmentor-wing
configuration. (See below for explana-
tions of the two configurations, and see
the reports written about these simula-
tions, citation numbers 738 and 770, for
further information.) This simulator, with
two different sets of nonlinear coeffi-

cients, was one of those that we imple-
mented for airplanes that did not really
exist. There were models devel oped for
wind-tunnel studies and the like, but the
real planes were never built. (See photo
E-22756.) At least not the oneswe
simulated. The two we simulated were
just models of what STOL airplanes might
be. Airplane manufacturers have, I'm
sure, benefited much from such studies by
NASA.

The STOL Project seemed to have
sufficient clout to do most of the tasks
that were planned; however, the STOL
simulation did not share in this high
priority. | had to work around al the other
simulations that were being run. Thisalso
manifested itself in such away that | had
little help in getting the cockpit set up. |
was essentially on my own, and could not
depend on much help from any of thesim
technicians, because they were all busy
working on other simulation tasks. They
helped out whenever they could. We used
an existing cockpit, with few or no
changes. | either did al of the cockpit
scaling by myself or enlisted the help of
one of the engineersin the project office.
For the first implementation, thiswasn't
too difficult, since the cockpit we used
was in the same lab as the SDS 9300 and
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STOL Wind-
Tunnel Model
(February 1971).
(NASA photo E-
22756)



STOL Simulation
Cockpit, Displays,
and Controls
(June 1971).
(NASA photo E-
23281)

the EAI 231-RV computers. Later the
cockpit was moved to another room as
this particular sim lab was reconfigured.

Many Nonlinear Functions of
Four Variables

What | remember most about these two
simulations was that | had to implement a
large number of nonlinear derivatives of
four variables. Analog computers were
not well suited for functions of four
variables. One- and two-variable
nonlinearities were not difficult. Three-
variable function generation took alot of
eguipment and was avoided, if possible.
Four-variable function generation had
never been doneinthe FSL. | used the
ICARUS program, running on the SDS
9300, and two different analogs for two
different implementations. The 9300 was
connected to an EAI 231-RV. Thisanaog
was used for integration of the accelera-
tions and velocities calculated by the
digital program. It was also used for the
fourth variable interpolation of the
derivatives, which were read back into the

9300 program for use in the calculations
of the equations.

For the first implementation, the EAI 231-
RV was also used for the cockpit inter-
face. The second implementation used a
Comcor portable analog computer for
cockpit interface. The second implemen-
tation was required when the cockpit was
moved to a different room. This necessi-
tated the use of a second computer for
cockpit interface. The ground-based
cockpit is shown in photo E-23281. The
simulation equations were very typical for
this type of vehicle. ICARUS was set up
to do alarge quantity of functions of three
variables. By using this capability and
interpolating for the fourth variable
(coefficient of thrust [Cu]) on the analog,

| was able to do this four-variable func-
tion generation. Not very difficult, just
never been done like this before. The
cockpit that we used was configured for a
typical transport aircraft with ayoke,
rudder pedals, and two or four throttles.
Both of the STOL vehicles we simulated
had four engines.




The cockpit shown in photo E-23281 is
the one we used for the STOL simulation.
Besidesthe SDS 9300 and EAI 231-RV, |
also had to use one of the FSL portable
analog computers, a Comcor 175. This
was the only time | used this particular
analog in any of my simulations. The
Comcor analog computer was a solid-state
computer. It had about 100 amplifiers but
limited function-generation capability. For
this simulator, it was used primarily for
interface to the cockpit instrumentation
and pilot’s controls. An out-the-window
display was provided by the Norden
Contact Analog. It generated afake
ground plane consisting of random
checkerboard sguares or other repeating
patterns. It also had fake oval cloudsin
the sky. The display patterns moved and
changed, depending on the aircraft’s
position, velocities, and attitude.

Two Different STOL Configura-
tions

In the two different STOL configurations,
the big difference lay in the design of the
wings to provide additional lift. For the
augmentor-wing version, a portion of the
jet engine exhaust was deflected down by
large flaps, thereby providing additional
lift during takeoff and landing. The
externally-blown-flaps aircraft diverted
bleed air from the jet engines over the
wings, thereby creating additional wing
lift during takeoff and landing. In both
cases, this additional lift was mechanized
as the derivative Cu [coefficient of thrust,
deflected downward to increase lift].

Many of the aircraft nonlinear coefficients

were mechanized as functions of apha
(angle-of-attack), beta (angle-of-sidedlip),
Cu, and Mach number.
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Moving-Base
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Ford Tri-Motor Flights

Besides flying this simulator, Fitz was
also ableto fly several aircraft using
STOL-like approaches and landings. He
got to fly one of the few Ford Tri-Motors
that was still in use. This plane was being
used for short ferry hopsto idandsin
Lake Erie that were being serviced by a
small commuter airlinein the area. The
runways on the islands were quite short
and required a STOL approach and
landing. The Tri-Motor was capable of
doing this. Fitz also got to fly some larger
commercial jetsthat flew in and out of a
number of small islandsin the South
Pacific. Most of these islands had short
runways and the jets also had to use
STOL-like approaches and takeoffs.
Normal takeoff and landing procedures
could not be used for the short runways.

ARC Moving-Base Simulator

We aso used the moving-base simulator
at the Ames Research Center at Moffett
Field, Mountain View, California. It had a
large 6 DOF motion simulator for such
studies, with a commercial-jet-type
cockpit. The ARC had implemented a
similar configuration STOL simulation on
the computers connected to the motion-
based cockpit. (See photo E-22438 of the
ARC STOL cockpit.) | till remember the
day we went to Ames so that Fitz could
fly the moving-base simulator there. We
flew up in one of the small airplanes that
the FRC had. The wesather over the San
Joaquin Valley was extremely bad, with
clouds, rain, lightning, you nameit. The
local FAA vectored us clear out over the
Pacific before we could turn north for
Ames. Fitz was flying. He then spent
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amost al day flying the simulator. When
we flew home, we were vectored east
amost to the high Sierras, to get around
the weather over the valley, before we
could turn south for Edwards. It was nice
and clear here. So, guess what? Fitz
decided to shoot some touch-and-go
landings before he finally landed! Almost
11 hours after we had taken off that
morning. These test pilots are a hardy
breed!

My Last Simulation

Thiswas my last complete simulation of
any kind. My career as asimulation
programmer was coming to an end.
Shortly after this, | was transferred into a
different group to help buy a new com-
puter system for the central computer
facility. Several years later, | got drafted
to do some programming for the HIMAT
(Highly Maneuverable Aircraft Technol-
ogy) and DAST (Drones for Aerodynamic
and Structural Testing) simulations, but
that programming task was to
decommutate the real -time telemetry data
stream from these two RPVs (Remotely
Piloted Vehicles) for both the Simulation
and the RPV laboratories. Also, | was
getting more and more involved in buying
computers. Computer procurements
awaystook along timein the govern-
ment. Shortly after the STOL simulators
were no longer needed, we began to
reconfigure the entire simulation labora-
tory. The FSL offices moved into the area
where many of the simulation cockpits
had been located. It was a so about this
period of time that we began getting ready
to replace our SDS 9300 computer. The
SDS 930 had already been donated to
UCLA.



Personal Accounts of
the FRC Simulation
Laboratory Personnel

The following personal accounts (PAS) of
members of the FRC Simulation Labora-
tory were prepared from responses to
|etters, phone calls, and electronic mail.
The inputs received varied widely bothin
format and content. Some were dictated
onto audio cassettes either by the people
themselves or during interviews. Some
were pieced together from letters and e-
mails. A few of the FSL personnel were
not located and have moved and left no
forwarding addresses with friends or the
FRC personnel office. Several of the FSL
personnel chose not to return any infor-
mation, which is unfortunate, for some of
them were very active participantsin the
development and use of the FSL. At least
one has died, and his account will never
be written.

The following sections are, for the most
part, as written or recorded. | have taken
few libertiesin transcribing and editing
the material and then only to try to
maintain a certain approach in this
publication. | have also added informa-
tion, suggested by the individuals, when
their recollections were dim and they
could not recall events exactly. In some
cases information has been added by other
FSL members during the review process.
For the most part, the PAs are the indi-
viduals' own words.

The many reports that were written about
the results of the various simulations have
also provided data. The many research
engineers who used our simulations and
wrote technical papers have also provided
information, not only about the simula-

tions, but about the FSL personnel who
implemented those simulations. | have
tried to mention all those people, but | am
sure | have missed some. | have spent
many hours in the DFRC Research
Library reading and scanning as many of
these technical reports as possible, in an
attempt to collect as much information as
possible about the actual simulation
implementations. Unfortunately, most of
these reports only mention the use of
analog computers and do not provide
details. Many of the reports only list the
equations that were programmed. Almost
none of them actually discussed the
specifics of how the simulation was
implemented. Since we in the FSL were
not required to write reports about how
we mechanized these simulations, very
little remains that could be used in the
preparation of thisstudy. So far as| can
determine, analog computers are no
longer manufactured or used for real-time
simulations, 3 so the details of how we
implemented ours is perhaps no great
loss, except to those of us who were there.

In many cases the data presented in these
PAs overlaps what is written in other
sections. Thisis particularly true when a
FSL member was very much involved in
the development of one of the more
important (and bigger) simulations that
are discussed in detail. But, even though
there is some repetition of data about
specific simulations, what follows are the
words of the different participants, and an
important part of this monograph. We all
see and experience things differently, and
our memories are as different aswe are.

Edward N. Videan

Ed Videan was the first chief of the
original Simulation Laboratory. This

33| based this statement on considerable research on the Internet. | also talked with Mike Najera (who heads the sim hardware group
in the RAIF), and he says that there are still some analog circuitsin amost all of the simulators being built today. The newer “glass
cockpits” with the computer-driven displays have eliminated most of the analog circuits that were used in simulators built since this
building opened. However, there are no analog computers in use with the simulators. Just analog circuits (i.e., variable voltage
devices) as opposed to digital circuits—digital computer I/O words of some number of bits (1sor 0s). The electric stick used in al the
cockpitsis an analog device and so are some of the instruments, and these instruments still use the SIMLINK interface that Charlie
Wagner designed and had built to replace the use of analog computer components (amplifiers, pots, etc.).
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organization had severa different names
throughout the years, and as mentioned
earlier, isreferred to as the FRC Simula-
tion Laboratory (or the FSL) throughout
this monograph to avoid any confusion
caused by the different names.

The History of the First
Analog Computer at the
FRC

The analog computer (or more
properly, the electronic differential
analyzer) first cameinto use at the
HSFSin 1956, asbest | can re-
member. The date might be as late
as 1957. The requirement which
drove the introduction of the analog
computer was a heed to analyze a
dynamics problem troubling the
then-current jet fighters, known as
roll coupling. The F-86 fighter (and
others, | believe) were exhibiting
large uncontrolled excursionsin
angle of attack and sidedlip in
response to high-speed rolling
motions. At this time there existed
at the HSFS no practical way to
solve the differential equations of
motion which describe such a
complicated dynamics problem.
Digital computers werein their
infancy, and the limits on speed and
memory ruled out any practical
way to solve the equations.

Both Langley and Ames Laborato-
ries were beginning to use analog
computers and had acquired some
facilities. In addition, the AFFTC
had recently purchased a modest
facility built by Goodyear. This
machine was known as the GEDA
(Goodyear Electronic Differential
Analyzer). The heart of the analog
computer system was a high-
quality operational amplifier,
which, suitably configured, could
sum severa eectrical signals and
a so integrate the resultant sum.
This capability was exactly what
was needed to solve a set of aircraft
differential equations of mation.
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Other required functions such as
the multiplication of two indepen-
dent variables and function genera-
tion were performed by servo
devices.

When the AFFTC acquired its first
analog computer (the GEDA), the
HSFS made arrangements with the
AFFTC to use this system to start
investigating the roll-coupling
problem. | believe it was Richard
Day who led this effort along with
several others. | believe Albert
Kuhl was also working on this
problem. After two or three months
of successful work, the HSFS
decided to acquire its own com-
puter system. During the procure-
ment cycle, asmall delegation of
people from the HSFS traveled to
the Ames Laboratory for aweek of
training on the programming and
use of an analog computer. Those
from the HSFS were Richard
Banner, Richard Day, Richard
Musick, and Ed Videan. Our host at
Ames was Stanley Schmidt, who
headed up the Ames facility.
Shortly after this, the FSL received
itsfirst system, the EAI 31R, built
by Electronics Associates, Inc. |
believe this early system contained
about thirty amplifiers, two servo
multipliers, plus acomplement of
scaling potentiometers. The cost
was about $60,000. | am not sure
about the number of amplifiers, but
thisis the number that comesto
mind.

Since the analog computer was able
to solve the aircraft equations of
motion in real time, it was recog-
nized to be anatural for aircraft
simulation with a pilot in the loop.
However, in these early days there
were no controls or displays which
in any way looked, acted, or felt
like anything found in an airplane.
There were no commercial sources
known, and no resources available
to develop suitable devices. For the



early roll-coupling investigation,
the stick input was provided by a
wooden stick attached to a potenti-
ometer. Displays were provided by
voltmeters with a scale and pointer
calibrated for the appropriate
guantity. Some side-arm controllers
were borrowed from the space
program at alater date to be used as
pilot input devices. Through the
years, FSL personnel designed and
developed arather full range of
general-purpose displays and
controls which could be tailored for
use in awide variety of applica-
tions. Richard Musick, Charles
Wagner, and others were key to this
effort and can supply much more
detailed info. | believe this was one
of the genuine innovations which
the FSL made to the art of simula-
tion.

Here is an anecdote which might be
of interest. It concerns therivalry
which developed between the
analog and digital computer
approaches to simulation during
those early days. A smulation
conference was held in El Paso,
Texas, in 1958, | believe. | attended
this conference along with Stanley
Schmidt of Ames. One speaker
described early efforts to solve the
aircraft equations of motion
utilizing adigital computer. Be-
cause of the limited speed and
memory of the [then-]current

digital machines, this effort did not
demonstrate any practical capabil-
ity. However, the speaker predicted
that one day, digital computers
would supercede analog machines
in the field of flight simulation. The
conference attendees were mainly a
very partisan group of analog-
computer loyalists who then heaped
ridicule on the speaker. In addition
to the problem of limited digital
computer capability, there existed
no analog-to-digital and digital-to-
analog converters. General Dynam-
icsin San Diego had built an
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experimental model which was not
really practical because of size,
cost, and very importantly, reliabil-
ity. As| remember, it was amost
the size of awashing machine. |
guess the moral of the story is,
sometimes it paysto listen to the
dreamers.

In 1958, | believe, the FRC became
interested in the piloting aspects of
the manned space program, specifi-
cally, the problem of piloting a
space vehicle from launch to orbit.
The Navy possessed a human
centrifuge at its Johnsville, Penn-
sylvania, facility, and the FRC
obtained the Navy’ s cooperation to
utilize this facility for a piloted
launch investigation. This program
was the largest simulation at-
tempted by the FSL up until this
time. A specia function generator
was developed and built at the FSL
to simulate atmospheric density
from sealevel to space. The full
simulation was designed and tested
inthe FSL prior to traveling to the
Johnsville facility. The Navy had a
large simulation facility at
Johnsville which was devoted
principally to investigating subma-
rine warfare. The FSL program was
installed on the Navy computers
and interfaced to the centrifuge. If |
remember correctly, NASA, Air
Force, and Navy pilots participated.
| think Neil Armstrong was a
participant. The program required
seven weeks of time at Johnsville
plus al the preparation time at the
FSL.

The next large program was the X-
15 simulator. John Smith and others
were much closer to the program
and can supply more details. One
episode stands out in my memory. |
believe the X-15 was the first time
we attempted to include an airplane
and its systems in a simulator loop.
While the simulation was success-
ful, I remember how we struggled



Ed Videan (on
left) and Dick
Musick at EAI 31R
Analog Computer
(1997—from
AFFTC 1957 year
book). (NASA
photo ED97-
44197-1)

to solve the [electrical-signal]
ground loop problems between the
aircraft (hangar ground) and
simulation facility (facility
ground). As| recall, wefinally ran
aground cable from the [analog
computer] laboratory to the air-
plane and lifted the hangar
ground.3* The solution sounds so
simple and logical now.

Richard (Dick) O. Musick

Dick Musick was the first FSL technician
and was assigned to this job from his
previous position in the instrumentation
shop. He aso provided support for the
data-reduction equipment that wasin use
at that time. Most of thisPA isfrom a
letter that Dick sent me. Photo ED97-
44197-1, taken in 1957 (from the 1957
AFFTC Year Book), shows Ed Videan
and Dick Musick in front of the first
analog computer in the FSL.

The simulation laboratory was

formed after the NACA moved
from the south base to north base. |
believe that to be 1955 or there-
abouts.3> My duties during the pre-
move period and shortly after were
building special flight-datainstru-
mentation, repairing standard flight
instruments, and maintaining the
data reduction equipment. At that
time the data reduction equipment
was composed of three telereader/
telecondex machines, typewriters,
and IBM relay-operated card
reader/punch machines. [ See photo
E-2145.]

Aninteresting siddlight to the data-
reduction process and a definite
credit to the ladies operating the
equipment involved the conditions
[under which they worked)]. All units
were crowded into asmall, darkened
room with no special air-conditioning
equipment (it was quite warm.) Each
tel ereader/telecondex had well over
200 tubes consuming alot of energy
and converting it into heat. | would

34 There was almost a 1/2 volt difference between the hangar’ s signa ground and the computer’s signal ground. To get around the
problems this difference was causing, all the trunks had their shields grounded only at the computer end. The hangar end of each
trunk had to have its shields disconnected (i.e., not connected to the hangar’s signal ground). The computer ground was also con-
nected to the hangar equipment. Consequently the el ectronic equipment in the hangar was using the same ground as the computer
equipment in the simulation |aboratory.

35 Actually, it took place in 1954.
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gointhere periodicdly to perform
some duty and within 15 minutes, I'd
be deepy. The operatorshad to say in
theroom eight hoursaday.

Theandog equipment and | first made
contact when it arrived a the HSFS.
Since| had the best dectronic back-
ground of dl thetechnica peopleinthe
ingrumentation division, thefinger was
pointed a me, and | wastold “From
Now on, you areacomputer specidis.”
Andsoitwad

Since our new equipment—an EAI
31R—used tubes, it had a heat prob-

36 Spanish for “nothing.”

Dick Musick with
film reader
(December 1955).
(NASA photo
E-2145)

lem, which required atention. A
plenum chamber had to befabricated
upon which dl the equipment would
rest to blow refrigerated air throughiit. |
can't recdl dl theinitid ingtdlation, but
it seemed to meto bean EAI 31R
console, arack of amplifiers, arack of
servo multipliersthat dso contained
severd resolver units, and arack of pot

padders.

Following the decision to set up a
flight smulation facility at the
HSFS, we assessed our on-board
equipment and talent and found it
lacking. Like nada.36 We started
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Reaction Control
Stick (April 1957).
(NASA photo
E-2950)

from scratch. Ed Videan drew the
short straw as simulation engi-
neer, and | was informed | was
the tech for the project. At the
time, | was the sole support for
the research-film-data-reduction
equipment and was to continue in
that capacity. | didn’t think |
could do it.

Ed arranged for the computer
equipment to be purchased. | just
twiddled my thumbs (and worked
on telereaders) while waiting for
the EAI technical manuals, my
source of training, to arrive.

The equipment arrived and it was
installed on a plenum chamber
for cooling. | guess we did OK
because when Ed Videan, Al
Wilson, the electrician, and |
finished fumbling around, the
system worked. | don’t remember
in the slightest if we had any
major problems.

OK, we had our computer in

place and working; now all we
needed was to provide a simula-
tor cockpit. Our first effort was,
as best | can recall, a cutoff
broomstick, which was spring-
loaded to represent an aircraft
control stick. The instruments
were an oscilloscope display to
represent the horizon, and micro-
ammeters with limited needle
displacement to display necessary
flight parameters. This was crude
(pre-caveman stuff) to say the
least, but it was a start. [This
control stick is shown in photo E-
1841 and the display is shown in
photos E-2950 and E-3395A.]

Instruments

I"ll start with the instruments,
which were the highest priority in
coming up to speed on our physical
aircraft simulators. In looking at the
instruments locally, we found our
stockroom grossly lacking, but we
adapted. Although we were not able
to match the aircraft instrument in




appearance, we faked it as best we
could. The instruments in stock
were micrometers, low-level
voltmeters, and milliammeters,3’
all of which were single-needle,
limited-needle excursion and of
course not scaled for flight simula-
tors. [The earlier instruments can
be seen in the photos mentioned in
the previous paragraph and also in
photo E-2626.]

We enlisted the aid of John Bostain
and the photo lab to produce a
more realistic face. At first, the
simulation techs would draw up an
oversize instrument face and John
would downscale the size as
required. It worked OK. [Several of
these instruments with the photo
background can be seen in the
photo E-4969.]

Later on, the photo lab employed a
draftsman, Jerry Lyons, who did
the artwork for the instrument
faces.

As amatter of interest, the instru-
ments we used at first were manu-
factured by Triplett, Simson, and
GE. The greatest needle movement
was about 100 degrees stop-to-
stop.

Knowing that the in-house-
supplied meters were inadequate
from the start, the technicians
started searching for a better unit
with alarger face and greater
needle movement. A meter manu-
factured by Weston was found,
which met our immediate needs. It
was larger in diameter, had better
damping, and had a needle excur-
sion of 300 degrees. It was the
answer to our prayersfor asingle-
turn instrument. Weinvested in the
Weston meter for quite afew units
over the years. [Severa of these
instruments can be seen in the

Boost Simulator Instrument Panel
in photo E-4550.]

The next priority in instruments
was for multi-turn-needle units
such as Mach-meters and atim-
eters. We ended up taking several
stepsin the development of a
totally satisfactory unit. We went
over to the Air Force surplus and
talked the people there into contrib-
uting some atimeters and Mach-
meters as well as other things that
looked interesting. No paper work!

We delivered the instruments
(unmodified) to Rebel Harwell and
the machine shop for modifications
per oral directions (plus a pseudo
work order). Rebel and his techni-
cians were to adapt the altimeter to
be driven by a Kerfott synchro unit.
They did this both expertly and
quickly. We then drove the synchro
receiver with a synchro transmitter,
whichwasin turn driven by a
shaft-to-shaft coupling with a servo
unit responding to the analog
atitude signal. There was alot of
dop in this arrangement but it did
the job. [Three of these servo-
synchro units can be seen in photo
E-14648.]

The next step up was the purchase
of acylindrical-shaped servo unit
with the power and input plug
located on one end and arotating
output shaft on the other. They
were manufactured by Spectrol. We
adapted the output shaft to the input
gear of the instrument being
fabricated. The overall unit was big
but operated better then the syn-
chro-driven instruments.

Asafina step in producing panel
instruments for single- and mul-
tiple-turn needs, we designed and
built, in-house, a DC servo unit that
was both small and easy to inte-

37 | nstruments for measuring electric currents in milliamperes (multiples of one-thousandth of an ampere).
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Servo to Synchro
Units (LLRV Sim
Cockpit—April
1966). (NASA
photo E-14648)

grate into the instrument. Not only
was it compact; it also operated
smoothly throughout its entire
range and cost a small fraction of
the Spectrol servo's price. Thiswas
the final phase for the devel opment
of auniversa DC servo, which was
used throughout our aircraft
simulators thereafter.

Much credit hasto go to Bob
Ballard and Robby Robertson of
the machine shop for their expertise
in putting life into our instrument
Servos.

One other instrument problem
which required attention was how
to drive the three-axis 8-ball
[attitude indicator] without modify-
ing the instrument itself. Built by
Bendix, it was flight-qualified and
would be too expensive to physi-
cally modify for our needs. The
answer turned out to be very
simple, sinceit took a synchro
signal to be the input (one for
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each axis); we would drive one of
our servo units with a computer
output representing the parameter.
We then mechanically connected
the servo output shaft to a synchro
transmitter drive shaft and wired
the three-phase output to the input
plug on the back of the 8-ball.
Voilal The servo unit we created
solved many of our instrument
problems and found alot of other
uses as well.

Cockpits

Our cockpitswerealittledow in
getting started. Thefirst wasa
common chair (with no lap belt) for
the pilot to sit in and a spring-loaded
cut-off broom handle to provide
(simulated) flight inputs. [ See photo
E-1841.] Theflight instruments (|
electrical) were located in anarrow
aluminum pseudo panel, which
bridged alarge Dumont CRT that
represented an “ out-the-window”
view. We got by with thisby using a



lot of imagination.

Thefirst real attempt at simulating
acockpit came about a bit later. We
made contact with Flight Opera-
tions and borrowed blueprints for
an F-104 cockpit. Using this, we
recorded critical measurements
around which a semi-realistic
“black box” could be built: our
aircraft cockpit. The cockpit was
fabricated in our model shop by
Ernie [Lowder] and Chuck
[Garvey]. They did ahell of ajob
in making all the measurements we
gave them to meet. The first mgjor
cockpit was built of 3/4-inch
plywood with the plywood edges
finished with oak strips. It came
complete with aremovable seat
mounted on rails for fore and aft
seat movement. Two other features
need to be mentioned. The floor
was about 12 inches above the base
floor and was hinged for access. It
was all painted flat black. The unit
was basic and needed a control
system, instruments, and other
electrical and mechanical devices,
which were added later. If | remem-
ber correctly, the stick and pedals
were spring loaded.

Several instrument panels were
manufactured by our model shop
and configured to represent the
instrument layout for specific
aircraft. Panel exchange was quite

easy.

The final aircraft ssmulator control
system was fabricated using DC

torque motors provided by Inland
Motors of Roanoke, Virginia, the
same manufacturer that provided our
instrument servo torque motors.38

John P. Smith

John Smith was the first FSL program-
mer/engineer and was initially alieuten-
antinthe U.S. Army Signal Corps who
had been assigned to work at the NACA
HSFSin 1957.

| reported to the High-Speed Flight
Station on 4 April 1957. Thefirst
analog computer had been installed
early that year, around January or
February. The log for use of the
computer had as the first applica-
tion a program, which Harriet3®
provided in February, solving an
integral and not a true simulation.
She saysit didn’'t work too well,
which is not surprising, considering
the poor repeatability and low
accuracy of the analog computers
at that point intime. My first
simulation was a derivative match-
ing program with Chet

[Wolowicz] . *° We used a pen
follower as the control input in a
five-degree-of-freedom simulation
program. Chet said we did the work
in one hour that it used to take a
mathematician a month to accom-
plish.

During that period we did either
five-degree- or three-degree-of -
freedom simulation programs. That
was because of limited computer

38 Following his reading of this study in manuscript, Robert W. Kempel appended a note at the end of this PA: “One thing that really
made FRC ‘tick’ was the fact that there were so many talented people who were willing to apply their talent to unusual jobs[in places
likethe] photo lab, machine shop, etc. Inventiveness, innovativeness, and the common cause. Dick was one of the greatest!”

Kempel also commented, “I remember going to Dick with some problem, and Dick would pull out a shelf from his desk with asign on
it that said ‘pound here’ [meaning, if you were frustrated, you could pound your head there and get rid of your frustrations without
bothering him further]. Dick had a great sense of humor!”

39 Harriet Stephenson (who later married John Smith) was a research engineer at the HSFS.

40 Chester Wolowicz was a research engineer at the HSFS. He wrote a number of reports on such subjects as stability characteristics
of aircraft, stability derivatives, asimulator investigation of orbital derivatives, and operationa and performance characteristics.

106



Orbital Rendez-
vOus program
simulation equip-
ment (October
1959). (NASA
photo E-5035)

capability. The equations were ones
that had been developed at Langley
several years before. For pilot-in-
the-loop simulations we used a
classroom chair, which had a
writing surface on the side. We
mounted a B-17 formation stick on
the writing surface. The display
system was a CRT for the horizon
and up to three voltmeters mounted
on the side of the CRT for critical
cockpit instruments. We used
grease pencilsto calibrate the CRT
and the voltmeters. When we had to
have a center stick, Dick would fix
up apipe with springs and mount it
on aplate. [See photos E-1841 and
E-2950.]

One of the early simulations | did
was on the X-1B. It was a program
Wendy [Stillwell]*! tried [in an
attempt] to refine the reaction-
control-system design for the X-15.
The objective was to define azoom
maneuver, which would give the
maximum amount of time at low q
[dynamic pressure] where the
reaction control system would be
effective, and to develop the best

control laws. Thiswas athree-
degree-of-freedom simulation, and
we got some strange results. We
found that when we pulled to high
angles, the airplane would just keep
going up. That is when we found
out that the Langley equations were
small-angle approximations. After
that experience, we derived our
own equations.

We aso did several simulationsin
support of the future space pro-
gram, including looking at various
concepts for multi-stage rockets to
use for orbit and reentry systems.
For our first visual simulation,
which was for orbital docking, Dick
[Musick] modified a projector
aperture so that we could control it
with a servo. We programmed the
system so that the size of an image
projected on awall would represent
the size of the docking target asit
was approached. [See photos E-
5035 and E-5037.].

In 1958 we started our work on the
X-15 simulator. One of the major
things we did was the devel opment

41 Wendell Stillwell was aresearch engineer at the HSFS. He, too, wrote a number of reports on such things as flight measurements,
reaction controls, and simulator studies of reaction controls, plus several studies on the X-15 including one well-known special publication.
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of the round-earth equations. That
wasamajor step in being ableto
predict the maximum performance
of the vehicle. | also did the
simulation with Jim McKay on the
landing-gear problem. That turned
out so well that when the Air Force
needed to define runway width for
the Dyna-Soar Program, its engi-
neers asked usto develop the
dynamic simulation of their landing
gear and its run-out characteristics.
J. L. [Samuels] and [John] Perry
devel oped the equations of motion,
but we did not have the equipment
to do the simulation. So the simula-
tion was done at FDL [Flight
Dynamics Laboratory].

In the early days, the time needed to
bring anew simulation on line was
about oneto two weeks. Wemade a
big use of transfer functions, which
involved the use of the S-plane
technology. We would come up with
black boxesthat used el ectronic
componentsin the feedback and
input of amplifiersto smulate non-
linear functions. The checkout and
validation of smulationswas anew
and changing environment.

Gene Waltman

Since much of what | did has been

Orbital Rendez-
vous program
simulation
equipment
(October 1959).
(NASA photo
E-5037)

discussed throughout the other parts of
this monograph, thisisjust abrief sum-
mary, listing the major tasks, accomplish-
ments, and other facts related to my
career in simulation. | have included a
number of the computer procurementsin
thislist because they were an important
part of the FSL history. | worked at
NACA HSFS-NASA DFRC from July
1957 to July 1993.

* Worked in the FSL from July 1957 to
about 1975, plus abrief period for
HIMAT and DAST Red-Time TM
decommutation software for Sim and
RPV labsin 1978.

» Worked as an analog programmer,
hybrid programmer, and systems
analyst during that period and
 Implemented several X-1B and X-
1E simulations: 1957-1960

« Implemented a number of F-100
series aircraft smulations; 1957-
1960

 Implemented 4 different 4-stage-
boost simulations (3 fixed-base and
1 moving-base):1958-1960

¢ Programmed the X-15 simulation,
all-anal0g:1960-1964,

* Programmed the X-15 hybrid
simulation: 1964-1968

* Programmed the STOL simulations:
1970-1972

e Programmed several other moving-
base ssimulations, 1958-1972, at the
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Ames Research Center

» Programmed several heat transfer
programs—anal og (1958-1960),
and digital (1964-1968)

* Taught analog computer program-
ming classes

« Investigated the early hybrid computer

technology: 1960-1975

* Programmed in Assembler, Fortran,
and real-time Fortran languages for
the SDS, CDC, HP, and Varian
computers

Procured at |east one major computer

system (hardware or software) each

year from 1958 through 1975, mostly

for the FSL, but also several systems

for other computer facilities at the

Center. | was actually involved in

such procurements until | retired in

1993—but not all for the FSL. Many

of these procurements were for one-

of-a-kind systems and not off-the-

shelf systems, due to the unusual

needs of the FSL.

» Computer procurements. 1958-
1975

* Including collecting requirements,
writing the SOW, and working with
Procurement on the request for
proposal, proposal evaluations,
negotiations, and selection

» Working with vendors during
system buildup, installation, and
acceptance testing

» Working with users for conversion
and startup of new equipment.

* Searching out new equipment and
technologies for possible usein the
FSL

John J. Perry

| started 1 September 1959. That
was my first day. | had two inter-
views—I interviewed with John
Smith [in simulation] and Ken

Sanderson [in instrumentation] . . .
and John took me. He took me on a
tour and showed me the digital
computer, which at that time was
an IBM 650. Thiswas aroom full
of computers. | had never seen a
computer up close and personal. |
didn’t even know what an aeronau-
tical research engineer did.*2 They
offered meajob, and | figured if
they thought | could doit, | could
doit. So, | accepted.

Orbital Rendezvous Simu-
lation

My first involvement with simula-
tion wasredly primitive. | had
been at the FRC about 6 weeks. My
first simulation was an orbital
rendezvous. We were supposed to
simulate two bodies orbiting in
space, rendezvousing. And of
course, we had nothing, hardware-
wise. All we had were the equa
tions that described the phenom-
enon. So it was my job to use either
the TR-10 or the EAIl 31R, that first
analog with the rotary voltmeter....

| don’t remember which | used. |
was working with Dick Musick to
develop the hardware. What we
ended up with was a strange-
looking contraption. He went out
and built this cylindrical screen that
couldn’t have been more than five
feet tall. We took one of the metal
wastebaskets, turned it upside
down, and mounted a hand control-
ler onit. Then he put a couple of
dials on a makeshift instrument
panel. He also modified adlide
projector aperture so that aswe
closed on the target, the picture on
the screen got bigger. And he
projected the image on a servo-
driven mirror to simulate attitude.
That was the first simulation |
worked on as ayoung engineer.

42 John Perry graduated from Florida A& M University, Tallahassee, Florida, in 1959, with aBSin Mathematics. He got an MBA in
Management Decision Systems from the University of Southern Californiain Los Angelesin 1977. He also received a Certificate in
Genera Business Management from the UCLA Extension in 1973.
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[ See photos E-5035 and E-5037 for
the final set of equipment usedin
thissimulation.]

We had pilots come in there, sit,
and try to dock, and it was amaz-
ing. We had a distance meter, just a
simple little voltmeter dial, show-
ing distance from the target. And
the picture got bigger as we got
closer, and we could rotate. It was
very primitive, but it was effective.
Orbiting in space is a no-brainer
these days, but it was an interesting
challenge as | think about it now.
Back in those days we wondered,
“How arewe going to do this?’ I'm
sure we didn’t contribute to the big
solution that NASA finally came up
with, but we were probably among
thefirst to figure out, “How can we
do this?” And what kind of system
do we need to practice this, before
we haveto doit live. | think |
worked on this simulation up to the
time | got assigned to work on the
X-15 simulation.

X-15 Simulator

At that time the X-15 simulation
was on the EAI 31R and 131R
computers. We then went “big
time” and got three brand new
EAI 231Rs. The voltmeter on the
131R had digital panels, and the
numbers would come up on the
different panels. | thought that
was the craziest voltmeter | had
ever seen. | thought that was an
improvement over the dials.
Then, we got the 231Rs with the
newer voltmeter—I don’t know
what the technology was, but the
numbers were all on one plane;
the numbers just changed around.
That was great.

| remember having the job of
working on that X-15 simulation,
with all of those patch cords. |
think 1 still have a couple of the
multiples that | keep just to remind

myself of how it used to be. Those
patch cords were hanging off the
patch panels, some connected by all
of those multiples. As| recdl, we
were dill using the 131R. | remem-
ber how the servo resolvers used to
get stuck. | used to haveto go inthe
back to put some torque on the shaft
to get them unstuck. Oneday | was
inthere, and | put my hand back
thereto ungtick aresolver and
touched something hot. The natural
reaction wasto jerk my hand away,
but there was a bar above the
opening. Sinceit wasin apretty
tight space, my hand just bounced
back and forth between the hot
source and that bar. It best the heck
out of the back of my hand before |
was ableto removeit. We had to do a
lot of things to make those smula
tionswork. But they worked!

Asthe project engineer on the X-
15 simulator, my job, first thing in
the morning, was to make sure that
it going to play that day. Asyou
know, with analogs, sometimes
they would play and sometimes
they wouldn’t. We had those two
test runs that we did—the one was
an atitude run and the other was a
speed run. Every day, before the
pilots came down, we had to be
sure it was going to work right that
day. We had this little fudge factor
on apot—we' d twist that factor
until it came out right. I'll never
forget, that altitude flight was
314,000 feet. If the computer
would do that flight, then we could
practice atitude flights that day. If
we were planning to practice speed
stuff, where we wanted constant
dynamic pressure or constant
atitude or something like that, then
we would have to do the low-
atitude speed runsto seeif that
was going to work. We would play
with it and play with it until we
were ready. Then we would call
Flight Ops and say, “OK, we are
ready to go.” The pilots would then
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come down to practice.

Some of the pilots were more excited
about practicing than others. Jack
McKay never wanted to practice. But
people like Joe Engle would practice
until they were blue in the face. They
just wanted to get it right. Bob
Rushworth was another one; he was
probably the most precise low-
altitude pilot we had. If wetold Bob
we wanted a certain dynamic pres-
sure for a certain number of seconds,
that iswhat we got. He would
practice on the smulator until he was
sure he could do that in flight. So, it
was fun working with those guys.

| don’'t remember when | came into
the program. | just remember that |
worked on it for six and one-half
years. | started before we got the
SDS930. | never redly made the
hybrid trangtion. | went to the GPAS
from the X-15. Other people were
working on the 930, and later on the
9300.

We had some significant challenges,
but we were up to them. That iswhat
made working for NASA so much
fun. Because NASA was the glamour
agency of thefedera government,
we could attract and retain the best
and brightest. We believed we were
good, and we st out to proveit
every day. That didn’'t mean we
didn’'t have conflict and didn’t fuss
and fight, but we brought our best
every day. Wedidn't leave anything
on the practicefield.

Derivative Matching

| remember Glenn Robinson and |
were doing derivative matching*3
on swing shift. Glenn and | never

got along, but we rode together to
and from work. We would fuss
from the time he picked me up
until we got to work, and as soon
as we got in the computer room, all
our arguing stopped, and we
worked well together. We used
Sanborn recorders, with the red ink
flying everywhere. We had over-
lays, and we put them on the inked
paper to seeif we were matching
the derivatives. When we were off
at midnight, and as soon as we got
to the car, we started fussing again.
However, we did some serious
business during our work shift.
That was a part of my simulation
career when | was basically
supporting Stability and Control in
the derivative matching process. |
wasn't doing anything other than
making sure the computer was
working. They were the ones doing
al thework, but I think it was
important work that | did as well.
We were trying to refine the wind-
tunnel data so that we could make
the simulations more accurate.

X-15 Landing Simulation

That was true up until we got to the
point where we decided that,
because of some problemswe had
with some of the landings, we
wanted to write a ssimulation of the
X-15 landing. | was given the
responsibility of coming up with
the equationsto do that. 1'll never
forget—it wasright before | was
getting ready to go on vacation,
and | was going to be flying to
Florida. | took that stuff with me,
and on my flight back to Florida, |
did alot of work on those equa-
tions. It turned out it was 10
degrees of freedom (DOF) because

43 As explained more briefly above, derivative matching, on an analog computer, was a process of determining the nonlinear deriva-
tives for aparticular airplane. Most of the X-15 derivatives used in the simulator were originally obtained from wind-tunnel tests and
were not always accurate or complete. Derivative matching was used to update the wind-tunnel data using actua flight data. Over the
years, derivative matching was done using several different analog computers and for many different airplanes. This analog process
was eventually replaced with digital parameter-estimation techniques developed by research engineers at the FRC.
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we had to do the 6 DOF for the
airplane and four for the landing
gear. We had to include dliding
friction for the skids, rolling
friction for the tires on the nose
gear, and the torgque created by the
struts. | was working with Jim
McKay on that project. We ended
up getting that job done in terms of
the design of the system to simu-
late the landing of the X-15, and
then the FRC lost interest. How-
ever, it was implemented at
Wright-Patterson. | never got to see
it, but | heard that it worked really
well. That was probably the most
challenging job | had ever had to
do in applying the math | had
learned in college, primarily
because we had to do it from
scratch. We already had 6 DOF
eguations for the aircraft, but we
had to add the 4 DOF for the
landing gear and integrate them.
We aso had to add ground effects.
| never got a chanceto play with it
after | had done it, but | was told
that Wright-Patterson did and
thought it was successful. It would
have been areal challenge for
analog computers, and | believe we
were gtill analog at that time. It
might have been alot easier if we
had had faster digital computers.

| think my last major piece of work
on the X-15 was that landing gear
problem. Although that wasn’t the
end of the program, it was basically
the end of my active involvement
init. | had been kind of moving
into supervision, and watching
Larry Caw with the TR-48s and the
LLRV thing he had—that mess he
had. Man, he had the messiest
hook-up | had ever seen—wires
running everywhere. Larry had a
hornet’ s nest over there.

GPAS

| then moved on to the JetStar.
Bikle basically made that decision

to takeit out of the hands of
Research and Dwain Deets and
Ken Szalai, who were working on
it, and put it back into simulation.
GPAS was fun work, too, because
it basically was the same thing we
had done, but in the air. It was a
different kind of challenge because
we had to try to make the GPAS—
the JetStar—fly like other kinds of
airplanes. Again, we were playing
the programming role because
Herm Rediess and those guysin
Stability and Control and Handling
Qualities were designing the
experiments. We were just trying to
make sure that we turned their
designs into effective simulations.
And we got to fly and run the
computer in the air while they were
doing the testing. It was fun work,
and it was exciting work.

Thefirst couple of flights we went
up on, | took Dramamine. | sure
didn’t want to get motion sickness
up there because | knew we were
going to be all over the sky. | could
tell from the work we were doing
in the hangar that it was going to
be awild ride. But Dramamine just
wiped me out. We usualy tried to
fly in the morning when the
turbulence was low. | decided I'd
just rather be sick because once we
landed, | was worth nothing for the
rest of the day [because] | was so
lethargic. | stopped taking the
Dramamine. When | was akid, |
fished. I’d go out in the Atlanticin
arowboat and fish al day; yet |
never had motion sickness. | don’t
know why | thought an airplane
would create some. | never got sick
on the GPAS, but most of the other
folksdid. Larry Caw did! Owen
Parish used to brag about how he
was a pilot and never got sick. |
saw him walk off the GPAS one
day with that [barf] bag full. The
GPAS got him. | don't remember if
Musick ever got sick. | know Herm
did. Herm would get sick at the
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drop of ahat. Thething is, they
were always looking at these low-
static-stability configurations, so
you knew the thing was going to be
unstable. The pilots were always
interested in seeing just how un-
stable it was before ever trying to
control it. | would tell them “we're
ready,” and they would take their
hands off the controls to see how
quickly it would go divergent. They
were saying, “ That isinteresting,”
and | was saying, “Come on—
somebody control thisthing.” We'd
be al over the sky. Herm couldn’t
handleit; he'd get sick almost
every flight when we were flying
low-static-stability configurations.

We had severa interesting experi-
ences. One, we were looking for
turbulence for Ken Iliff to work on
his doctoral dissertation and were
down in these canyons looking for
rough air.** The pilots were up
there talking about “thisisjust light
chop,” and | couldn’t even keep my
feet on the floor in the back of the
airplane. | was saying, “Hey, wait a
minute, thisislight chop? What are
we looking for?” We finally found
some good turbulence that Ken did,
in fact, use for the parameter
estimation part of his dissertation.
He did give us acknowledgement
for having gone through that. In
fact, | still have acopy of his
dissertation in my office.

The second thing was when we
added those side-force generators
to the fuselage and the direct-lift
devices to the wings. The modifica-
tions were done at L ockheed
Georgia. We were flight testing
them, and we got into a flutter
situation. | wasn't flying. Larry was
in the airplane, and Stan Butchart
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was flying. That was scary. | was
sitting in the control room, and
from what | could determine from
what they were saying on the
aircraft, it was going to be a
disaster. When they landed and we
went out to look at the airplane, we
had buckled some skin and popped
some rivets. We had probably come
very close to a situation where the
airplane would just come apart. In
fact, Butchart said that he was
looking for the spot where they
would likely crash.

So we had some interesting times
with the GPAS. | think Bob Baron
took over [as project manager] after
| left. They did some more interest-
ing things with it. | was more into
managing the hardware when | was
working with Charlie [Wagner] and
those guys. Charlie developed the
first effective version of avariable-
feel stick: the electric torque motor
stick. He did a great job on that.
The interesting thing about Charlie
[was that] his degree wasin me-
chanical engineering. He had to
teach himself electrical engineering
to make that work. And of course,
he did it, and it worked very well.

So, | got into that part of simulation
where we were developing and
testing hardware. My primary role
was that of managing that opera-
tion. Charlie was the primary
engineer, and Dick [Musick], Art
Suppona, Gerry Perry, and Billy
[Davis] were doing al the building
and testing. My role became one of
coordinating with the project
managers, hegotiating for re-
sources, including time. My deal
with those guys was this: [as stated
by John,] “I don’t know how to do
what you do, so you tell me what

44 Ken Iliff is aresearch engineer and is currently the Chief Scientist for the DFRC. Actually, the JetStar was not flying as an airborne
simulator when it was gathering data for 11iff’s dissertation but just gathering data about turbulence. The reference for the dissertation
isK. W. Iliff, “Identification and Stochastic Control with Application to Flight Control in Turbulence,” UCLA-ENG-7340 (Ph.D. diss,,
University of California, Los Angeles, 1973).



you need and how long it is going
to take. I'll take that to the bank.
All I ask youtodois, if you find
out that you need more or are going
to take more time, let me know as
soon as you know. | don’t want to
get blindsided out there.” We
worked that way for years. They'd
tell me what they needed, and I'd
go out and get it from the project
managers. If the project managers
said they needed it in six months,
and those guys said it would take
nine months, I’ d tell them they
could get it in nine months because
wecan't doitin six. So, that was
my job. Gerry Perry usually over-
estimated histime, so | learned
how to calibrate his estimates.
Gerry always wanted about 50
percent more time than he thought
he needed, just in case. We had a
goaod group of folks, and Charlie
was the main man. He developed
some wonderful stuff and he did so
up till the end of his career.

That was basically the end of my
career in simulation because |
moved up to become John’s deputy.
| still managed that part of the
organization up until | got ready to
go to graduate school, which was
'76. As John's deputy, | was till
managing Charlie and that crew.
That was getting to be a no-brainer
because those guys were so good
that they didn’t need anything from
me. The Division pretty much ran
itself. And there wasn’'t anything |
could do for the digital side. |
didn’'t understand what they did
anyway. So, | knew it wastime to
do something elseif | wanted a
reason to get up each morning. At

that time, | could disappear for an
afternoon and go play golf, and no
one would miss me. There was
nothing for me to do. My job was
simply dealing with Procurement,
dealing with John Y oshida® on
budget issues, and trying to make
sure the guys had what they needed
to do their job. | was doing no
technical supervision and was
primarily working with the project
managers to make sure that we
understood their regquirements and
negotiating with them for exten-
sionsin schedule or money. That
wasn't a frequent occurrence
because those guys were so good at
estimating what they needed and
how long it would take. That is
basically the reason | applied for
full-time graduate study. | was
getting bored with that job because
there was nothing for meto do. |
never thought they would accept
me as a full-time graduate-school
candidate, but they did. Then | had
to figure out what | wanted to do
once | was accepted. That was
basically the end of my simulation
career. When | came back from
graduate school, | went into
Administration.

Donald C. Bacon

| arrived on 1 September in ' 64.
The 930 was just delivered. In the
first six months or so | did thingsto
get familiar. One of the things was
that Jim Samuels* sat down with
me to teach meto derive the
equations of mation, beginning
with F=ma from basic physics.4’
We worked on that for a couple of

45 John Y oshida was the chief financial officer at the FRC.

46 Jim Samuels was the first analog programmer in the FSL who had a college degree in aeronautical engineering.

47 Newton’s second law of motion asserts that the rate of change of momentum of a body is proportional to the force acting upon the
body and isin the direction of the applied force. Thisisusualy stated as the equation F = ma, where F is the vector sum of the

applied forces, misthe mass, and a is the vector acceleration of the body. The equations of motion for an aircraft can be derived
starting with this basic equation.
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weeks. He'd say to me, “Think
about this How does that work;
what assumptions did you make?’
The example he used, and one of
the simplifications we made, was
that forward velocity was greater
than vertical velocity. If you ever
getinto an airplane and it is drop-
ping faster than it is going forward,
then you' ve lost terms [from your
equations that] you now need. And
particularly, there were different
kinds of airplanes that were experi-
mental; you constantly had to keep
in mind the assumptions that you
made in the equations you were
using.

Lifting-Body Simulations

Thefirst one | was assigned to do
was the HL-10—in ' 65. Lowell
Greenfield was the guy assigned to
help, and Gene Waltman was the
technical advisor. By that time, Jim
Samuels had either just left or was
in the process of leaving. He
wanted to do more *hands-on”
work and John [Smith] wanted him
to do more management work.
They came to a parting of the ways
over how much time he spent on
the 930 and how much he spent
with the guys. [Jim went to work
for the Lockheed Rye Canyon
Simulation Facility.]

The HL-10 wasthe first onel did
mysdlf. In the early days of the
lifting bodies, it was al-anadog. We
took severa consolesto do one, and
you could only do oneat atime. In
the long run, we did the M2 [both the
M2-F2 and M2-F3], which Lowdll
was responsible for. The HL-10 was
mine and the X-24 was over at the
Air Force. We aso did somework on

the Hyper 111,%8 which wasthe
switchblade wing design, and
another configuration [of the Hyper
[11]. All of these contributed to what
later became the Shuittle.

Thedl-analog, | still remember, was
drawn out on one sheet of paper the
size of atable—so you could see al
the connectionsfor the basic smula
tion. And then each section was on
11 x 17 pieces of drafting paper—
grid paper—with all the inputs and
outputs carefully labeled so you
could look at one section. Y ou could
look at the big picture aswell asthe
individual pieces.

Testing

Therewas alot of work involved in
testing. | still remember the first time
| got it dl ready to turn the HL-10
on. Ten or twelve smulation guys
gathered around. | said, “What I’ ve
doneis set the basic parameters for
theinitial conditions™ to zero so that
| won't have any troublewhen | turn
iton.” And haf the group snickered,
because they knew what was com-
ing. Sol said, “OK, I'm ready” and
turned it on. Whistleswent off, bells
went off, servos went winding, and
amplifiers alarms screamed all over
the place—and they said. “ Shut it
off, shut it off.” So | shut it off. They
said, “Think about it—you set
velocity and weight to zero, didn’t
you?' Andl said, “Yes” “Wel, you
divide by those numbers and that
screwed everything up—what do
you get when you divide by zero?’
So everybody had a good laugh—but
it was alesson learned: Sometimes
what you think isthe simplest way to
approach something is not redly
going to work.

48 There is an excellent description of the Hyper 111 project in the book by R. Dale Reed with Darlene Lister, Wingless Flight: The
Lifting Body Story (Washington, DC: NASA SP: 4220, 1997), pp. 158-166

49 |nitial conditions are the values for those parameters in the equations that are normally not equal to zero when asimulation run is
started. Velocity, altitude, weight, heading, etc., are examples of calculated parametersthat haveinitial values at the start of each run.
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The derivatives were nonlinear and
the aero people had constructed the
family of curves. Ken Iliff did alot
of the work in getting the data
ready—as did research engineer
Bertha Ryan.> | till remember the
first time | went down to ask her a
guestion—and she stood up and
drew herself up to her full height
and said “| am atheoretical
aerodynamicist and | don’'t chase
wind-tunnel data for simulation
guys!” She left soon after to go to
work at China Lake. They wouldn’t
let her do the theoretical work she
wanted to do and they wouldn’t

let her in the hangars near the
planes, so she left to work at China
Lake.

Simulation Switch-over

The nonlinear curves were set up
with families of independent
variables—so every Mach number
had a set of curves—and alpha and
beta were independent variables.
They were all done on pot-padders.
During that time, they wanted to fly
each airplane every two weeks. We

took about aweek to get the pilot
ready—to learn what to do for the
next flight. It took 40 hours to reset
the pot-padders for each airplane.
Lonnie [Cooper—EAI maintenance
support team lead] and the EAI
guys worked all weekend. They
worked around the clock to get the
40 hours needed between Friday
afternoon and Monday morning to
switch from one [lifting-body
simulation] to the other.

And then we checked the deriva-
tives out by sweeping them using
the Rep Op°l—we had plastic
overlays and the Rep Op scope that
we had for derivative matching. We
used that to sweep through the
independent variables and be sure,
‘cause every now and then we'd get
aspikein one [of the derivatives].

Static and Dynamic
Checks®?

Static checks were done first. Next,
we' d calculate the frequency and

damping for dynamic checks—and
then run them out on the strip-chart

50 Bertha Ryan and Harriet Smith were the research engineers responsible for the earlier M2-F1 analog simulation. Al Readiger was
the FSL programmer for thissimulation. There is an excellent description of this simulation in Dale Reed’ sWingless Flight, pp. 26-
3L

51 Rep Op (which is short for Repetitive Operation) was a feature available on most analog computers. Rep Op allows the operator to
reduce the problem solution time by aratio of 100:1 and the computer aternates between the RESET and OPERATE modes, causing
the solution to be produced many times a second. This allows the calculated outputs to be displayed on an oscilloscope at arate
(usually) that is fast enough that the entire solution can be seen at onetime. The operator can make changes to amost any of the
parametersin the equations (usually via one or more pots) and the effects of the changes can be seen immediately. Once the desired
solution is attained, the time constant can be returned to normal and the solution calculated in normal time, with the results plotted on
arecorder. Although not really intended for the use described, Rep Op was a very convenient method of displaying the nonlinear
derivatives. If one or more of the data points in the functions had been incorrectly programmed (or if there was a blown fuse), the bad
data point(s) would be immediately visible on the oscill oscope.

52 static checks on an analog computer provided a method of determining if the implementation was correct (i.e., were all the
components correctly connected and were all the pots and function generators correctly programmed?). Static checks were done with
the computer in the RESET mode (i.e., computer time was equal to zero and not changing.) Dynamic checks were performed with the
computer in the OPERATE mode (i.e., computer time was changing.) Normally, for adynamic check, a known time history solution
(with known initial conditions and known inputs) was used to determine if the implementation was working correctly. If the results of
the dynamic check were different (with the same inputs used in the known solution), then there was something wrong with the
implementation. This problem was usually some analog component that was malfunctioning, as might happen if afuse were blown.
Many hardware problems did not always show up when the computer was in the RESET mode and would only be noticeable when the
computer was in OPERATE. Both static and dynamic checks were run during theinitial implementation of the simulation. Thereafter
the daily dynamic checks were adequate to determine if the simulator was working correctly for that day. If changes were made to the
implementation, then new static checks were calculated for checkout purposes.
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recorders. Again, once we had done
thisto check them, we had plastic
overlays prepared in the reproduc-
tion shop; we could lay them over
the strip charts and see where we
were. One of the interesting things
that happened [was that] the
process in going from paper to
plastic stretched the curves on the
plastic. If you took the original and
laid the overlay on it, they didn’t
match any more.

The same thing happened on all
copiers—everyone doing engineer-
ing work and using the copiers
knew that the copiers stretched the
scale. So it waskind of atrick to
get an overlay that would work.
That took another 10 to 15 minutes.
So it was common to spend an
hour—after you were sure every-
thing was all right—just checking
things. And then, of course, we
flew it. We'd pick a sample mission
and fly it just to make sure the
computers, model, controls, and
displays were al right.

Wedidn't have those problems with
simulations that were set on dedi-
cated equipment and were flown day
after day, such asthe LLRV and X-
15. One of the powerful uses of the
smulations was that you could take
pieces of hardware off the airplane
and tiethem in [the smulation]. |
remember we took servos from
airplane stock and instruments and
tied them into the smulationsas a
way of being sure they were ready
for flight. Of course, there were some
things that were very difficult to
smulate. Now thewhole aircraft is
tied in at the RAIF routingy. We had
iron birdsfor the X-15, PA-30, and
F-8 DFBW. The JetSter flight vehicle
wastied to its computers for systems
development and model checkout.

Landing Simulation Capa-
bility

One of the problems we aways had
was simulating landings. There was
alot of work done on visual
displays and techniques to simulate
landings. Our group finally adopted
the policy: with the equipment and
the technology we had, we could
not adequately simulate landings
for research airplanes. So what was
worked out was to take the air-
planes that were closest to the
research airplane in performance
and use them to practice landings.
The F-104 in avery dirty configu-
ration>3 was used to practice
landings for the lifting bodies. The
Grumman Gulfstream Il was used
for Shuttle approach studies. This
[landing simulation] was always a
terribly difficult problem—even
though alot of work went into
trying to provide better visual
displaysto the pilot.

Another thing we did with the
simulation was prepare the pilot for
whatever was new. Typically, pilots
flew 40 hours of simulation for a4-
minute flight of alifting body,
though the pilots—Bill Dana, Milt
Thompson (who flew the first M-2
flight), and Bruce Peterson (who
flew the first HL-10 flight)—could
better tell you how long that wasin
effect. And of course there were
surprises. The airflow over the back
end of the HL-10 wasn’'t as ex-
pected. It was ayear between the
first and second flights. Bob
Kempel and Wen Painter did alot
of work as the controls guys, and
Iiff was the aero guy on the HL-10.

They also used the simulator in
later years to draw the maps that
were used in therange. We'd go in

53 Thisis the term used to describe an airplane that is not aerodynamically clean, which usually means that the landing gear is down,
or the speed brakes are extended, or the flaps down, or for some other reason something is causing areduction in the airplane’s
performance.
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early on the morning of aflight.
We'd call the Air Force and get the
weather data, plug it in as extra
velocities[i.e., as crosswindsin the
appropriate directions] and their
atitudes, and then fly that day’s
mission and draw the expected
ground-track maps for the control
room.

Faster than Real-time
Simulation

It was only a 4-minute flight to go
from 45,000 feet to the ground;
they werefalling like arock. The
pilots were [extremely] busy during
the actual flight, and as | recall it
was Jack Kolf who came up with
the idea of making the simulation
run faster than real time. We did
that and as | recall it was about 40
percent>* faster than real time. The
pilots said that it now felt like the
workload they were seeing in
flight. They didn’t do the research
that way. What they would do is,
the day before aflight we'd change
the time constants by changing the
gains on all the integrators and run
the simulator about 40 percent
faster than real time with the pilots
flying the next day’s mission. That
way, they were sure to get enough
time to do everything on the
checklist of research tasks the
engineers wanted them to do each
flight. This was late in the program.
It wasn't that way in the beginning.

Use of SDS 930

The first thing we did when the
SDS 930 became available for the

lifting-body simulations was to
use it for generation of the very
nonlinear derivatives. We had
derivatives as functions of control
surfaces, alpha, beta and Mach
number—four or five independent
variables for some of these. Some
of them were very unusual.
Derivatives that you'd expect to
be all one sign crossed the axis
and caused roll reversal, for
example, at certain conditions.
Coupling between roll and yaw
also occurred. The table lookup
[nonlinear function generation]
was the first thing we did. Of
course that completely changed
the load on switching from one
sim to another.>®

The next thing was the calcula-
tion of the longitudinal or slowly
changing variables. So now we
are talking about velocity, dy-
namic pressure, and altitude—
parameters that were very diffi-
cult to do on an analog computer,
because they had large ranges of
variables. We always had a
precision problem with altitude
and velocity when the aircraft got
near the ground.

There was a lot of experimenta-
tion that was done coming up
with the integration schemes. A
lot of tests were run; we'd set it
up and let it run all night. We let
it calculate analytic functions like
sin? + cos? = 1, and the deriva-
tive of oneis the other, so we
could take derivatives, and
integrate and square and let it run
all night and see how close to one

54 Several different values were tried, from 20 percent to as much as 50 percent faster. The pilots seemed to prefer avalue of about 40
percent faster as being the one most like what they experienced in flight.

55 The use of the digital computer for function generation of the lifting-body nonlinear derivatives eliminated the use of much of the
anal og-function-generation hardware. This also eliminated the need to reprogram these anal og function generators whenever the
simulation had to change from one vehicle to the other. This function-generator-reprogramming job was usually done over a weekend
by the simulation support contractor, as described above. The simulation could then be changed from one vehicle to the other in a
matter of hours, rather than days.
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we still were.  Cause one of the
problems with digital integration
was phase shift. Another problem
was predicting what a parameter
was going to be at the beginning
of the time frame—so that we
were calculating with the correct
variables.%® Our solution—it was
Lowell Greenfield’s idea—was,
instead of using a complicated
integration scheme, as they were
teaching in the classes, we used a
very simple integration scheme
and ran it very fast. We were
running at 100 samples per
second where other people were
running at 10 or 20. Thiswas
done by taking advantage of the
fact that alot of the parameters
only needed engineering preci-
sion.” So alot of the termsin the
power-series calculations were
dropped out of the standard
digital functions.

The next thing that was done on
the 930 involved sines, cosines,
and square roots*®—since those
were noisy operations on the
analog. And we worked on
powers (exponents) so [calcula-
tions of] things like dynamic
pressure and altitude were a piece
of cake since we didn’t have
functions of altitude to worry

about [any more]. Another early
use—in table lookup—was to do
the atmospheric tables. We could
go in with altitude and tempera-
ture and get the parameters
needed to calculate dynamic
pressure and Mach number. That
was a big advantage.

We were very concerned about
doing anything that was high
frequency—anything that was
faster than 3 cycles a second
(because we needed 30 samples
per second), which we got from
the theoretical work we did
taking courses and working with
professors at UCLA and USC.%°
Many courses were taught at
Edwards and others were taught
in Los Angeles. In those days, the
young engineers had car pools
going to UCLA one night a week.
Or taking classes out at Edwards,
which were usually taught by
USC. You must realize that in the
middle ‘60s, digital computers
were not fast enough to do what
they do today. And they didn’t
have the parallel architecture that
they have today—where we could
take a problem and divide it up
among a bunch of computers that
were yoked together. So people
were working all kinds of

56 This refers to one of the problems with combined analog and digital (hybrid) simulations. The digital computer calculated param-
eters using inputs read in from the analog at the start of each digital time frame. The parameters calculated during that frame were
then sent out to the analog at the beginning of the next frame. This resulted in atime delay, which usually affected the accuracy of the
simulation. The shorter the time period, the smaller the error. One method of dealing with thistime delay wasto try to predict, at the
beginning of each time period, what the input parameters would be at the end of the time period. These predicted values would then
be used in the calculations (instead of the actua inputs).

57 Engineering precision means that the degree of exactness (or refinement) of the measurement being made or the calculation being
performed is both adequate and sufficient to provide the accuracy needed for the task at hand. For example, in combined analog/
hybrid simulations, there was no need to calculate mathematical functionsin the digital computer to a degree of exactness that
exceeded the analog computer’ s accuracy (which was only about one part in 10 thousand.) Thiswas awaste of the digital computer’s
time and memory, both of which were quite limited and better used for more significant calculations.

58 There are numerous terms in the equations of motion of an aircraft that require the calculation of mathematical functions such as
sines, cosines, and square roots. We used algebraic series, such as: Snea. = Ay + Ajal + Aja? + A + Ajo +..Ao". Wedid
these kinds of approximations whenever we could, since it was faster to do so than to do atable lookup. On the other hand, there were
no such simple equations for approximations of the density parameter needed in the calculation of dynamic pressure, so we had to do a
table lookup in the 930. We did this since it was better than doing so on the analog (as we had to do earlier with the al analog sims).

59 University of Southern California.
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schemes to do integration and to
try to do other things where there
were time frames, time shifts, and
phase shifts that had to be dealt
with.

There were lots of Simulation
Councils Inc. meetings where the
analog guys and the digital guys
were basically calling each other
crazy, and those doing hybrid—like
us—would say: “Well, you're both
right and you' re both wrong.” Our
view was to take the strengths of
the digital and the strengths of the
analog, with due respect for the
time delays, time shifts, and phase
shifts that were inherent in using a
digital and the precision constraints
inherent in using an analog. ‘ Cause
100 volts represented whatever it
was—whether it was 50,000 feet of
altitude or +5 degrees of beta. The
+100 volts had to be spread® over
that calculation. So we took the
strengths of both systems. We kept
the control systems on the analog
to take advantage of parallel
processing and instant results. We
kept the lateral equations on the
analogs and the longitudinal
equations—such as atitude and
velocity—on the digital. The
analogs by now had logic compo-
nents that were programmed on a
separate panel. This allowed
decisions to be made and aterna-
tives selected. For example, gear
up/gear down could be more
accurately simulated.

In the middle phase of al this—
from’ 64 to ' 68—we began speci-

fying afaster digital computer. In
the early ' 70s, Gene Waltman's
team specified and bought atime-
shared digital computer. It wasa
Control Data CYBER 73-28—in
which we put everything. In those
days, it was agood strategy to get
the biggest, fastest digital computer
and put everything on it. We had
business on it, we had batch on it,
we had range on it, and we had
simulation on it. We had one
processor dedicated to batch and
one processor dedicated to real-
time. | don’t remember how many,
but there were 10 or 12 small
processors that just fed stuff in and
out of the big processors.

As| recall, there were only five of
the CYBER 73-28s built. We had
one; the Army Missile Command
had one; there was one in Eu-
rope—and they wouldn’t even tell
us on which side of the Iron
Curtain it was located.

These special 73-28s (with the
real-time front ends) collapsed of
their own operating system
weight®1—it was so expensive
that the customers had to pay for
all the system upgrades. And
when we got tired of doing that,
the design group went on to other
things. So the support wasn’t
there. Everyone else (to the best
of my knowledge) ran batch and
real-time on different shifts. We
were the only ones who ran real -
time and batch at the same time—
and not time-sharing but in true
parallel processing, because there

60 This refers to the scaling of parameters on the analog computers. Depending on the dimensional units, variables could have values
or rates of change that went from very small to very large numbers. Scaling is the process of setting the expected maximum values to
be equal to the £100 volt range of the analog. For example, if the maximum altitude is 100,000 feet, then its scale factor would then
be 100 volts/100,000 ft. or 0.001H(volts/foot), where H = altitude (in feet). To convert avalue to the corresponding analog voltage,
we would multiply the value by the scale factor. If the altitude was 40,000 feet, the voltage would then be 40,000 feet times 0.001
volts/foot—or 40 volts. To convert an analog voltage to the corresponding value, we would divide that voltage by the scale factor. A
voltage reading of 50 volts would therefore be equal to 50 volts/ 0.001 volts/foot—or 50,000 feet.

61 Thisrefers to the large size and complexity of the special software that CDC devel oped to manage the real-time front-end hardware
connected to the two analog computersin the FSL. CDC had avery limited set of customers.
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were two processors running. We
simply forced CDC to make it
work. The acceptance testing that
was supposed to take 30 days took
ayear.

At the same time we acquired the
CYBER, we acquired two Ap-
plied Dynamic Inc. analog
computers. They had alot of
digital logic and what today
would be called firmware. One
comment—all the programming
we've been talking about was
done in Assembly language,
although Fortran was available.
There was real -time Fortran, and
Fortran designed for simulation.
But it was so slow we couldn’t
use it for the kind of vehicles we
had. At that time you could write
Fortran routines that ran batch.
So basically you were solving the
same set of equations two differ-
ent ways—one in Assembly
language and using the analogs
and the other in Fortran. If they
didn’t match, we knew something
was wrong in one of them, but we
didn’t know which one. If they
did match, we had afair confi-
dence that the check worked,
since we were using the computer
in two different modes and with
two completely different languages.

It wasn't until we got the CYBER
in the’ 70s that the computer was
fast enough—what with two main
processors and 10 small processors
feeding it—and the Fortran com-
piler was efficient enough that we
could actually write simulations in
Fortran. It was Al Myers who wrote
the first Fortran simulation to run in
real time on the CYBER. There
were lots of thought processes, alot
of agony, alot of gnashing of
teeth—if you will—over whether
we were really ready to switch. It
turned out it really was aviable
way to do simulation, and it turned
out to be a powerful tool.
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ICARUS

Another thing that happened about
that time was the ICARUS smula
tion. ICARUS darted with Ken

[liff’ sideaof using the digital
computer to help set up the analog
computers and help run the check
cases to minimize the load on the
simulation engineer. He suggested
this because in addition to the
research engineers and the pilots, we
needed asimulation engineer present
anytime a simulation was running to
handle set-up problems, to be sure
the analog computer was running
right, and to be sure the digital and
analog werein sync, plusall the
kinds of thingsthat could go wrong
with the cockpits, which werethe
displaysto the pilots. The thought
wasif we smplified the set-up and
the checking by moving them onto
the digital computer, then use unity
scaling—in which we took the
biggest vaue of avariable and called
that 100 volts—and let the digita
computer do the scale factorsfor us,
research engineers could then set up
the simulation and run it for abasic
engineering problem. That would
aso dlow us not to need al those
other people there, which would
permit usto run off-shift or on
weekends.

There was dways a problem when
we had emerging projects. They
didn’t yet have any money or
priority, but there was alot of hard
work that was needed to get going,
and there were usualy two or three
excited research engineers and pilots
who were ready to get going. The
structure wasn't there to support
them, ‘ cause they weren't ready to

fly.

ICARUS meant Immediate Check-
out Analog Research Unity Scaled.
We started with the word ICARUS,
and we sat around the office one
afternoon and made the words fit.



Theideawasthat | carus, the son of
Daedalus, escaped from prison with
his father, using wings made of wax
and feathers. He got so excited with
what he was doing that he flew too
close to the Sun, melted the wax, and
fell into the Aegean Sea. That iswhat
wetold the research engineers. It's
wonderful and you can redlly useit, but
if you losetrack of the assumptions, if
you losetrack of the smplificationstheat
say you can do thisand thet, and you
can't do other things, you'll get too
closeto the Sun and fdl into the sea.of
mideading results. That wasagraphica
way of teling them not to forget about
those termsthat weretaken out to
samplify themodd.

So, that was aproject that | did—
making it apractical thing to use the
digital. Y ou could put in the maxi-
mum values of the parameters; you
could put in asimple set of the
derivatives. We had functions of
Mach number, apha, and beta. The
tables were predetermined—we
could set the breakpoints wherever
we wanted—but the numbers of
tables, the kinds of derivatives, and
which oneswe had were dl pre-set
up. Soif an engineer wanted to use
it, he could bring in asimple set of
wind-tunnel data. That isusudly all
he had in the very early stages of the
project—a few wind-tunnel runs.
Then he could make somelinear
adjustments on them—out inthe
maximum vauesfor the parameters.
ICARUSwould scdeit and st it up.
He could then typein theinitia
conditionsfor the run he wanted to
make.

By then, switches had been ingtalled
in the cockpit. Gerry Perry did that.
He was the one who figured out how
to run the anal og from the cockpit.
Ken Iliff was confined to awhed-
chair and couldn’t jJump in and out of
the cockpit. It was hisideato put
controlsin the cockpit so that aguy
running asimulation by himself

could control the analog and there-
fore control the whole simulation by
resetting it or stopping it in the
middle of something. Later he gave
up on HOLD and there were only
OPERATE and RESET. Therewasn't
any pointingoing to HOLD in the
middle of something since there
wasn't anything to get out and look
a. Gerry Perry designed that, and by
thistime Charlie Wagner had de-
signed the cockpit setup. It had acard
reader, which used a punched card to
turn switches on or off and set the
pots (initia values) on that interface
computer that was built at the FRC
together with the eectric stick, with
torque motorsto provide forces.

So now we had a system in which
an engineer could comein (having
had asimulation setup), load a
copy, turnit on, go sit in the
cockpit, and fly the simulation. The
criterion now was 30-minute setup,
and simulation time was scheduled
by Dick Webb in 2-hour blocks.
Because now, in 30 minutes you
could change the cockpit and
computer. So, ICARUS was used
for dozens of projects, particularly
those in the early stages and also
where there was control-system
work to be done. At thistime, the
FRC moved to many projects that
involved control-systems work—as
opposed to performance work. A lot
of the guys were setting up fairly
straightforward, simple control
systems on the analog patch boards
themselves. ‘ Cause they were
Control Systems guys and were
turning the computers on and
running the system. We were
running 16 hours aday and fre-
guently on Saturdays and Sundays,
if needed. Typicaly, if apilot was
preparing for amission, that was
donein the daytime. Even the high-
priority guys would bring in their
regquirements. They were schedul-
ing on atwo-week basis, with the
first week being firm and the
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second week preliminary. At theend
of the week, we would redo the
preliminary schedule into afirm
schedule and make another prelimi-
nary schedulefor the following
week.

ICARUS dlowed alot of work that
did not have the priority and would
never have gotten any timeto be
done under the previous arrange-
ment. Thisresulted from these two
smpleideas: Immediate Checkout
using the digital to run the static and
dynamic checks, and Unity Scaling,
again using the digital to set up the
scaefactorsfor dl the variables that
had to be displayed in the cockpit.
We dtill had the control systemswith
the high frequencies on the analog—
but now we were doing the derivar
tives and equations on the digital.

The period we are talking about was
thelate’60sand the’ 70s. It was
about ' 73 when the CY BER came
on-line. So we're talking about ’ 69 to
'72. Then, with the advent of Fortran
and with the CY BER running the
smulations, two things happened.
Theflight data ( from Telemetry)
wasin terribletrouble; it wastaking
two weeks to get flight data turned
around, and simulation was a breeze.

The decision was made to take the
guys who had been in simulation
and move them to solve the flight-
data problem. Larry Caw was the
first. Gene Waltman was one of the
early ones. John Perry moved over,
and Lowell Greenfield became the
systems guy on the CYBER. So the
simulation group was broken up
(except for a couple of younger
guys) and moved in to attack the
flight-data problem. In a couple of
years we were getting 24-hour turn
around [on the flight data]. We
were getting 90 percent on-time

delivery with that kind of crite-
rion.5?

And | was one of the oneswho
switched over, too. At the time the
CYBER was being specified, | took
alook at Mary Little as shewas
running the flight and business data
and John Smith running simulation,
both on the same computer, and |
decided that was not going to work—
that somehow, someway we were
going to have to have one group

that ran the machine and speciaists
who ran the applications. The
Systems Analyst Group—under
Dave Hedgley—was al so founded
then. | went off and took alot of
work a UCLA in gatistics—in
mathematical statistics‘ cause ho one
elsewas doing that. | wasworking
towards a certificate in numerica
anaysis. About that timeaPh.D. was
hired—under contract—to do
gatigtics.

So | shifted over to the kinds of
things needed for operations. On
my own—while taking some
classes—I did alot of work talking
to people and looking at what kinds
of problems there werein running a
computer center. Because at that
time, it was all magic. | remember
going to the guy who was head of
programming and asking how long
it would take to do ajob. He said,
“Well, you know, it'sacreative
process. It might take aweek or it
might take amonth.” And he leaned
back in his chair and puffed on his
pipe and said, “You can't push
creativity,” and of coursein those
days that was along-standing
argument whether software was an
art or an engineering practice. There
were |ots of attempts to come up with
criteria—they did things like
“count lines per day” and it was all
abig game. And in my perspective,

62 The goal was to get the data collected from aflight processed and ready for use by the flight project personnel within 24 hours after
aresearch flight was compl eted.
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there was no way to predict—based
on IBM studies—who would be a
good programmer. Y ou couldn’t
predict based on education or
intelligence, and the only thing | ever
saw that really worked wasthat, in
general, people with music back-
grounds made good programmers.
And I’ve beentold that isa so true
with people working in the early
days of communications.

In my own view, it does make a
difference. My son studied music
in college. The idea came to me
while talking with him about this.
A musician hasto pay attention to
both the theme and the flow of the
piece of music—as well asthe
details of the structure of the
music. For example, on a keyboard
you have to pay attention to what
every finger isdoing and at the
same time to the whole flow of
music in terms of the quality of the
music. My son is adrummer, so he
had both hands and both feet
going, six or seven pieces of
equipment. So that’s my own
thought on why music can be a
predictor of successin software—
because you have to pay attention
to both the big picture and the
details.

So at that point | became the chief of
the operations group when the two
divisions were combined—that is,
the whole CY BER organization was
realigned into a software group, a
hardware group, and an operations
group. Within the operations group
that | headed, we saw amagjor loss of
simulation engineering capability
because smulation required al three:
operations, engineering, and soft-
ware. Wedid dl those. Wehad a
technician assigned who was an
expertin al areas of eectronic and
mechanics. To the extent that it was a
separate kill areato beasmulation
technician, simulation was out of
control in my view at that point. First

of dl, we had taken the people and
sent them to do other things—
systemswork or whatever. And
secondly, the structure didn’t redlly
alow for asmulation engineer. So
one of the changes that was made in
the latter ' 70s, which went on for
severa years, wasthat asimulation
group was re-established within the
software part of that structure. Larry
Schilling and others became what we
would call simulation engineers
again—or what NASA calls specia-
istsin theoretical smulation tech-
niques.

One of the interesting things was that
inthe early days, around the’ 60s, we
were classified as mathematicians.
To give an indication of the flavor of
the work positions, we had mathema-
ticians, aerodynamicigts, and physi-
cists—there weren't any computer
degrees. They didn’t know what to
do with the computer people. Inthe
later '60sand early ' 70s, if you were
more software than hardware, you
were considered a mathematician,
and if you were more hardware than
software, you were an electronics
engineer. My own classification
changed several times during that
period. | used to say | became an
engineer by act of Congressjust like
officers became gentlemen. They
didn’t know what to do. There was
no computer scientist series among
civil servicejob classifications. The
only thing there was for a person
who did data entry, or keypunch, was
aclerical work category. It wasn't
until the computer scientist’s series
was created that there was any
semblance of order.

Lawrence (Larry) Caw

Larry worked in the FSL from 1962 to
1975. | (Gene Wdtman) wrote this PA from
anumber of notes, letters, and various other
inputs provided by Larry, with additional
information from othersin the FSL.
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Frank J.
VanLeynselle in
the LLRV Simula-
tor Cockpit
(January 1964).
(NASA photo
E-10840)

X-15 Landing Studies

Thefirst smulation Larry had as hisown
was an X-15 landing-loads-anaysis study
for the research engineer im McKay. Jm
was the twin brother of John (Jack) McKay,
the X-15 pilot. Jim wrote severa reports
dealing with the landing characteristics of
the X-15. Thissimulation did not involve
any cockpit and only had four degrees of
freedom: main-gear motion, nose-gear
motion, airplane pitch, and vertical tranda
tion. A brief description of thissmulationis
in an appendix to the report: (Citation No.
342) Landing Loads and Dynamics of the
X-15 Airplane by James M. McKay and
Eldon E. Kordes, NASA TM X-639, March
1962. Thissmulation used asingle EAI-
231 analog computer. Larry also worked as
aprogrammer on the X-15 smulation.
Photo ECN 1456 shows him standing in
front of the X-Y plotter used by the smula-
tion to display ground track and dtitude
during flights. Larry and several other FSL
programmers were assigned to help out
with the X-15 simulator when we went to
two and three shifts of operation.

LLRV Simulation

The next significant smulation Larry Caw
did was of the Lunar Landing Research
Vehicle (LLRV). Thissimulation earned
Larry the dubioustitle of the FSL Kludge
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King. It was implemented using an
unusual collection of different analog
computers, including an EAI 31R, EAI
231R, and severa portable analogs (TR-
10s, TR-20s, etc.). Because of the differ-
ences between the larger analogs (31R
and 231R) and the portable analogs (TR-
10s), there were many home-made patch
cords connecting the two different types
of computers together, giving this particu-
lar simulation the appearance of one huge
Rube Goldberg kludge. Photo ECN 637
shows one of the LLRVs. Larry spent
many morning hours making test runs and
trying to get this mass of patch cords and
computers to work before he could call
the project office and tell the pilots to
come fly. The portable analog computers
were situated on one of the air-conditioner
blower housingsin the X-15 simulation
lab. This housing wasin a corner of the
lab and across from the EAI 231R that
was also used in the smulation. The
extra-long patch cords were hung from
the ceiling. The wood flooring used in the
X-15 lab interfered with running the
trunks under the floor. The cockpit wasin
the next room, which had no false floor,
and also required the use of some over-
head trunking. Photo E-10840 shows the
simulation cockpit. Unfortunately, no
photo was ever taken of the computers. If
there had been a photo taken, I'm sure
Larry would have had a copy mounted on




adartboard in his office. Thissimulation
shared the lab with the X-15 simulation
computers, and there were many morn-
ings, when | would be in the process of
checking out the X-15 simulation, that |
heard al sorts of grumblings emanating
from the other corner where the LLRV
simulation was situated. Thinking back on
this simulation and the overhead mass of
patch cords, | am reminded of the
Munsters mansion and al its vines and
cobwebsin apopular TV program from
the 1970s.

This simulation was unique in that it was
asimulation of asimulator. The actual
LLRVs—there were two built by Bell
Aerospace—were eventually used by the
Apollo astronauts to practice Moon-
landing maneuvers on the Earth. The
actual LLRVs had the capability of
simulating the Moon’s gravity (one-sixth
that of Earth’s), thereby allowing the
astronauts to perfect their landing tech-
niques before ever going to the Moon.
Thetwo LLRVswerefirst flown at the
FRC during the early check-out and
development phases of the landing
studies. The on-board avionics system

was designed and built by Bell and tested
using the simulation. Later, these vehicles
were transferred to the Manned Space
Flight Center (later redesignated the
Johnson Space Center) in Houston, Texas,
for use by the Apollo astronauts. NASA
also had three more of these vehicles built
for training use. The training vehicles
were called Lunar Landing Training
Vehicles (LLTVS) exclusively.

Besides Larry Caw, the FSL technicians
involved in this simulation included Art
Suppona, Gerry Perry, and Leo (Dick)
Webb. This simulation lasted for about
three years. The research engineers
included Gene Matranga, Cal Jarvis, and
Wilt Lock. Many reports were written
about the LLRV program. A number of
pilots flew the simulation and the ssimula-
tor, including Joe Walker and Don
Mallick from the FRC, and Jack Kluever
from the Army. See photo ECN-637 of
one of the LLRVswith the FRC pilots.
Houston pilots Joseph Algranti and H.E.
Ream aso flew the LLRV s during the
early days of the program. Deke Slaton
and Neil Armstrong were two of the
astronauts who also flew the LLRVs (in

LLRV with Joe
Walker (on right)
and Don Mallick.
(NASA photo
ECN-637)
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Houston) and the ground simulation.

This ground simulation also had flight
hardware tied into the analog mechaniza-
tion. This particular black box was a
prototype of the electronics used in the
LLRV. The engineers weretrying to
duplicate actua system responses as
closely as possible, and rather than try to
simulate this particular piece of hard-
ware, a prototype unit was connected to
the simulation. It was several years later
before aircraft were connected to FSL
simulators. Once the FSL moved into the
mezzanine in the Calibration Hangar, this
began to happen more and more. Our
experiences with trying to simulate on-
board computers was never good. It was
far easier to actually connect the real
hardware, either in an iron-bird cockpit or
the real aircraft. The new Integrated Test
Facility (ITF) was built with this concept
in mind. There were many simulationsin
the FSL that used real avionics. In the
current facility (now called the Research
Aircraft Integration Facility [RAIF]),
entire aircraft are connected just for this
reason.

The LLRV was a unique simulation with
somewhat unusual equations. At that
time, the FRC was heavily involved with
the X-15 Program, and there weren’t alot
of resources available to devote to this
simulation. The oddball collection of
analog computers made it an especialy
difficult and frustrating simulation to
keep up and operational from day to day.
Larry and the FSL technicians who
worked on this ssimulation have alot to be
proud of. We kidded Larry alot about this
kludge, and the other sim programmers
(that filled in for him when he was on
leave) did not ook forward to having to
work on his simulation. It definitely had
its own personality, and Larry wasiits
only “recognized and accepted” owner.
But it was so temperamental that it gave
even Larry fitsat times. It was like
having a Tasmanian devil as a pet.

The attitude rockets on the LLRV made
quite a bit of noise. At first the pilots
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complained about this, since it was
distracting. Later on, they found that there
was a pattern to the noise and they could
use this as an indication of just how the
vehicle was doing with the control system
engaged. Because of this, a study was
conducted with the simulation using a
white-noise generator to simulate the
attitude rocket jetsto try to determine if
the noise patterns could, indeed, be of any
use. | don’'t know what the results of this
study showed but | doubt if it had any
impact on the ultimate purpose of the
LLRV—which wasto train the Apollo
astronauts to land their lunar lander on the
moon and to provide data for the design
of the actual lunar lander. But thislittle
ancillary study shows just another of the
interesting things that our simulators were
used for.

Lifting-body Simulation

The next major simulations that Larry
Caw was involved with were those for the
lifting bodies. There were several differ-
ent mechanizations during the Lifting
Body Program. The first simulations were
al-analog implementations. Asthe X-15
Program was winding down, the SDS 930
digital computer used in the X-15 simula-
tor became available for use with other
implementations. The lifting-body
simulations aso began using this digital
computer. Because of the many different
lifting-body configurations, it became
necessary for the simulation to be easily
and quickly re-configurable. Using the
SDS 930 for the many different nonlinear
coefficients helped in achieving the rapid
changeover needed by the Lifting Body
Program Office. Larry Caw was a backup
programmer to Lowell Greenfield and
Don Bacon on this simulation. Larry
programmed and operated the anal ogs and
never got involved in the digital side of
the implementation. | don’t remember
Larry ever going to any of the SDS
programming classes. These lifting-body
simulations overlapped with his support
of the LLRV, which was his main concern
at thetime. Likethe X-15 simulation,
the lifting-body simulations originally



used pot padders for the many nonlinear
functionsin the equations of motion. Pot
padders were very time-consuming to set up
and check out. Larry spent alot of time
working with these components. The
integration of the SDS 930 (see below) into
the simulation was a definite improvement
and resulted in asignificant decreasein the
time needed to re-configure the simulation.
Even so, the Air Force and the FRC split the
smulation effort, with the Air Force provid-
ing the early M2 simulations (while the
FRC wasingtdling the SDS 9300) and the
X-24 simulations. The FRC implemented
the HL-10 and the latter M2 simulations
(which used the SDS 9300 digita computer
instead of the origind SDS 930). Larry
worked with the lifting-body simulations
from 1966 to 19609.

There are severa excellent publications
about the Lifting Body Program that include
discussons of the smulations. | particularly
recommend: (1) NASA RP-1332, by Robert
W. Kempdl, Developing and Flight Testing
the HL-10 Lifting Body: A Precursor to the
Foace Shuttle, (2) Dale Reed’ s book with
Darlene Lister, Wingless Flight: The Lifting
Body Sory, and (3) the Bob Hoey study,
“Testing the Lifting Bodies at Edwards.”
The publication by Reed is available on the
DFRC Web page & URL http://
www.dfrc.nasa.gov/History/Publications/
WinglessHight/. The Hoey publicationis
also available on the DFRC Web page at
URL http:/Mmww.dfrc.nasa.gov/History/
Publicationg/LiftingBodies/contents.html.
There is also a document on the website by
Bill Dana, which is histak to the Nationa
Air and Space Museum, Smithsonian
Ingtitution as a part of the Charles A.
Lindbergh Lecture at URL http:/
www.dfrc.nasa.gov/History/lifting_bodies/
lifting-1.html. This document contains many
realy great photos of different lifting
bodies. These photos are al downloadable,
and many arein color.

GPAS (General Purpose Air-
borne Simulator)

Asasimulator of different aircraft con-
figurations, the GPAS was as unique in its

own way asthe LLRV simulation. Larry
worked on these simulations from 1968 to
1973. The various simulations were al
analog and included studies of the concept
of aflying simulator. Thiswas done both
here and at CAL (Cornell Aeronautical
Laboratory in Buffalo, New York). CAL
was the organization that was selected to
build the airborne simulator. These studies
helped determine the feasibility of such a
flying lab and to design the appropriate
control systems. After the JetStar was
modified and the on-board analog com-
puters installed, there were closed-loop
simulations that used the on-board
analogs and external ground-based analog
computers. There were also simulations
that used ground-based analog computers
tied into the airplane control systems. The
analog computers used in these different
phases of the simulations were EAI 231Rs
and EAIl TR-58s. The section on GPAS
further describes the on-board analog
computer system.

The GPAS was used for anumber of years
in many different types of studies: handling
qualities, stability and control studies,
parametric studies, noise turbulence studies,
and variable stahility control systems
studies. During the latter years of the
program, direct-lift and side-force surfaces
were added to extend the simulator capabili-
ties. The GPAS employed amodified
Lockheed C-140 JetStar. Photos ECN-2399
and E-27825 show the airplane and the on-
board computer system. There were many
technical reports written covering the
various studies and the results.

Larry Caw worked on this project with John
J. Perry and Dick Musick from the FSL.
Herman Rediess, Dwain Deets, and Ken
Szalal werethe control systems engineers,
and the FRC pilotsincluded Stan Butchart,
Don Madlick, Hugh Jackson, and Fitz
Fulton. Many guest pilots also flew the
GPAS, including Wernher von Braun, who
stated that flying the GRPAS was like dialing
an airplane. The GPAS did have the capabil -
ity of smulating many other aircraft in
actual flight. Larry flew 176 flightsin the
GPAS as the simulation specialist.
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Art Suppona

| got there—Computation and
Simulation [the FSL]—the day after
Labor Day in 1961. The big smula-
tion then was for the X-15 Program.
And, of course, al of ustechnicians
were either under the floors pulling
cables or pulling parts of the EAI
ana og computers apart, every day,
doing maintenance on them, and
trying to do preventative mainte-
nance. Mogt of that effort waswith
the operational amplifiers, which
were tube types, and trying to keep
them free of noise, basically, in that
the doggoned machines would
integrate on noise and they were
chopper stabilized amplifiers.53
Ninety percent of that work was
trying to check the tubes and to
check that the chopper stabilization
circuit wasworking.

Cleaning Spirits

The resolvers were another big thing,
which entailed cleaning the various
parts using 200-proof acohol, which
only Dick Musick was authorized to
withdraw from stock. He was the
only one authorized in Computation
and Smulation to sign for it, in pint
bottle quantities. Needless to say,
some people just might have a
temptation to have alittle stronger
refreshment during the day, but that
was one thing we never saw happen.

Floor Tiles

We ended up having to get under the
floorsfor dl the cables. That was
aways afun thing. Sometimes
someone came up with aradica
change in programming; and we
would literally haveto tear the floors
up as much aswe could. Luckily,
they came out in two-foot squares,

and we were able to do our work
rather unimpeded—except we had to
aways be on the dert asto where we
were stepping asit was very easy to
stumble on the steel supports, which
were threaded arrangements, each
one of which supported the corners
of four floor tiles. Theideawasto
get those tiles adjusted precisdy so
that there were no edges sticking up
for someone to sumble over later.

Glider Simulator

Now, the X-15 having al the
funding, when someone from
another program came up with a bit
of an oddball request of some kind,
we had to do alot of improvising.
And my firgt experience with that
was when an individual—I cannot
remember the guy’ s name—had a
private project (if you will); he came
inwith some kind of aglider pro-
gram that he wanted to establish.
Lowell Greenfield was the program-
mer for the smulation. But | built the
simulator for him. They wanted
absolute smplicity; the objective of
the simulation would be achieved
gtrictly by instruments. The only
reason | bring thisup isthat the
control stick was a cutoff broom
handle and the rudder pedals were
also made from a part of the broom
handle. Everything was strictly
tension-type springs, for providing
the force and maintaining a zero
position. There were pots, of course,
for stick-and-rudder-position indica:
torsand for input into the portable
computer, which wasa TR-10 analog
computer. It only took afew daysto
jury-rig thisthing up. Thisguy and
Lowell were very anxiousto show it
to Paul Bikle.5* Paul got in and
operated it asLowell and this
engineer looked on. Paul flew it,
with the ever-present cigar in his

63 Choppers are described in the section on Four-Stage Boost-Vehicle Simulation. See also glossary.

64 Paul Bikle was aworld-class glider pilot aswell asthe center director.
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mouth, and then he got up and said
that it was totally unrealistic—and
stomped out. That was my introduc-

tion to the frailties of smulation. We
thought we did pretty well in getting
that thing cranked out in such a short

time and achieving the objectives of
the project engineer. Weredlly got
shot down, but good!

F-104 Stick Kicker

There was another smulation that

was, more or less (shall we say?), not

done on aformal work request and
involved making do with what we
had or getting around the normal

methods of procurement, if you will.

Joe Waker camein one day and

expressed adesire for asimulation of

the “stick kicker” function of the F-

104. As| remember, when the F-104

was put into a certain climb or nose-
up attitude, it would fal flat and get

unstable unless the pilot reduced the

stick position. [The stick kicker was
adevicethat vibrated the control
gtick to remind the pilot that he was

getting into an undesirable situation.

| had no engineering guidance on

this, just hisverbal request. | remem-

ber that | had to buy an electro-

mechanical clutch. For thelife of me,

| don’t remember how | got that
through the mill. | think we put it on
some other program’s charge

number. It only took about 10 days of

work in the machine shop; we

already had a gtick of some kind that
needed some minor refinements. The

biggest thing was getting afunction
generator that would respond to the
atitude of the airplane. Thistime

thingsworked out alittle bit differ-

ently in the end. We busted our butts

getting what Joe wanted. Anyway, |
forget the name of the programmer |
wasworking with. As| remember,

we got things ready, and we gave Joe

acal and said we think we have
what you want. By the way, the

65 The simulator was flown only that one time!

cockpit we used was an old one that
had been sitting there, alongside the
equipment in the analog room, but it
served the purpose. Anyway, Joe got
in there, flew it for about five

minutes, got his questions answered,
and that was the end of that!6°

Early Lifting-Body Cockpit

Once again, working in smulation
was an education to us, at least for
this guy [himself] who was new to
this type of work and making hisfirst
endeavor in any kind of research
work. It was agood precursor of
thingsto come. And of course, when
the lifting bodies came along, this
was (for me) an introduction from
beginning to end in getting asimula
tor built (I mean from scratch). The
program wanted it as nearly realistic
[asit possible could be], not only in
the handling of it but in the visual
environment for the pilots. Thefirst
heavy-weight lifting body—the one
Bruce Peterson got hurt in—[wasthe
M2-F2]. We had the square box
simulator cockpit, but everything
elsewas pretty good asfar asthe
handling qualities went, and of
course the programming was pretty
straightforward. To get the stick
forces, we used surplus aircraft parts.
Dick Webb and | were sent to buy an
assortment of parts from surplus
aircraft shopsinthe L[og|A[ngeles)]
basin. We bought quite afew items
we thought we would be able to use
insmulators. Thefirgt lifting-body
simulator used quite a bit of that
stuff. We acquired afiberglass
cockpit that Northrop had used to
configure the vehicle. Thiswas used
for the smulator. It provided avery
realistic environment.

Electric Stick

It wasjust afew years|ater that Dick
Musick and Charlie Wagner came up
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with the design for the eectric
[control] stick. There was one
cockpit that Dick Johnson [not in
Simulation] had designed that used
hydraulics and was built by
Northrop. It was atypical hydraulics
thing. By gally, if you weren't
leaking hydraulics fluid, you were
fighting to get it in tolerance.

Dick and Charlie came up with the
design for the electric force genera
tor, which everyone called the
electric stick, and we aso had one
for the rudder pedals.56 Thisredly
was a better unit and got rid of alot
of the mechanical problemsin the
old stuff .57 It was a close-tolerance
design that provided better forces
and travel and fed. We origindly did
most of the construction and com-
puter circuitry in-house, but eventu-
aly we had to contract this out,
which was afirst. We either had to
do this or hire more people, and
NASA was reluctant to hire more
people for thisjob. The design kept
getting better, especidly as solid-
state devices came dong. Thiswas
used quite extensively for the various
RPV (Remotely Filoted Vehicle)
simulations and every simulation
thereafter.58

Visual Displays

Then there were the video displays
that started out being pretty crude but
got better aswe went dong. Since
we weren't allowed to buy more than
one of the big monitors, we had to
design and have built arather
elaborate hoist system to movethis

heavy monitor around between the
different cockpits. We got to be
experts a moving these heavy loads
around the lab. Another big thing
then was when Charlie [Wagner] got
the patent for the rotating video
display, which made the visua
presentation much better for the
pilots.

Soldering Standard

In"79, | got tasked by our bossto
come up with a soldering standard.
Headquarters had come up with a
directive that smulation was a part
of the“system,” and should have a
soldering standard, just like the
aircraft technicians used. Simula
tions, even though they were ground-
based, ill had to have the same
quality standards. So we had to

devel op the specifications for this.
Wetook what was being used
downstairs by the aircraft technicians
and adapted it to smulation. | don’t
believe anyone was ever put in
charge of enforcing this standard.

F-8 DFBW Iron Bird

| was dso involved in the modifica-
tion of the F-8 iron bird for the
Digital-Fly-By-Wire simulator.
Thiswas areal F-8 airplane, and
we spent alot of time getting it
ready for use as a simulator. It
was located in the lean-to that
was attached to the side of the
calibration hangar. This modifica-
tion of the F-8 took alot of our
time, but once it was done and
connected to the computers, we

66 The “electric stick” was put into operation about 1971. It was first used for lifting-body simulators and almost every simulator after
that.

67 The “old stuff” mentioned hereisin reference to all the pilot’s controls that have been discussed in previous sections; it includes the
various hydraulics and spring- and bungee-loaded sticks and rudder pedals that were used in the earlier cockpitsinthe FSL. These
hydraulic and mechanical devices had undesirable characteristics that made their use a very frustrating experience. The electric stick
was amajor factor in the on-going development of the simulation capabilities and had alot to do with the FSL being one of the best
sim labsin the world.

68 See Charles Wagner's PA in the following section for further discussion of the electric stick.
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hardly ever had to go back down
and make changes. It worked
quite well for many years.

Tools

We spent alot of time waiting for
our stuff to be manufactured in the
sheet metal and machine shops.
Simulation did not have alot of
priority there. We got to thinking
about this and just how much time
we wasted waiting for thingsto be
built. It occurred to us that if we
had some of our own equipment,
we could make alot of the stuff we
needed. John Smith approved the
purchase of ametal lathe, milling
machine, and a band saw. Unfortu-
nately, this was when Dave Scott
was center director and had been
directed to reduce unnecessary
duplication. He had procurement
go through all outstanding PRs and
canceled those that appeared to be
duplications. Our orders for the
lathe and milling machine got
canceled. Some time later, one of
the buyersin small purchases
called and said that the order for
the band saw had been misfiled (at
the time that the other two had been
canceled) and was still there and
she wondered if we still wanted the
band saw. So we did eventually get
our (Sears, Roebuck, and Co.) band
Saw.

Charles Wagner

| started working for NASA in late
1964, right after Thanksgiving. My
first assignment wasto try to help get
an EMC [Energy Management
Console] up and running.f® Thiswas
an dl-analog device that was sup-
posed to provide areal-time display

in the control room during X-15
flights. It produced a heart-shaped
display on aCRT [Cathode Ray
Tube] that outlined the areawhere
the X-15 could glideto at all times
during itsflight. A transparent map,
attached to the CRT face, depicted
the available landing sites. The EMC
received red-time flight data, in-
cluding dtitude, speed, and direction.

Energy Management Con-
sole

Unfortunately, the EMC had been
built by astart-up company, which
apparently went belly up right after it
was delivered. | wastold the com-
pany consisted of two guysin a
garage. The EMC was poorly
constructed, even by the standards of
itstime, and atechnician and | spent
many hours finding and replacing
hundreds of defective parts. We
finaly got it to working (sort of), and
it found its way into the control
room. Thefeedback | got indicated
that the EMC worked, but the flight
controllers did not need it by thetime
it became available; they aready
knew by experience which landing
sites could be reached at any time
during the flights. Simulation had
beeninvolved in the origind re-
search to determine the database
needed to define the X-15'slanding
area, and | believe John Smith had
been responsible for ordering the
device. So, when it arrived and did
not work, his group inherited the
responsibility of trying tofix it.

Dalto Visual Simulator

My next project was the Dalto
Visual Simulator. It was on order
when | started working at the FRC,
and when it arrived | became its

69 The X-15 was launched from a B-52 mothership long distances from the Flight Research Center and Rogers Dry Lakebed, its
intended landing site. Flight plannersidentified intermediate dry lakebeds for emergency landings when necessary. Flying at speeds
up to Mach 6.7 and altitudes up to 17 miles, the X-15s had alot of energy that needed to be managed carefully so that the airplane

could reach alakebed and land at the proper speed.
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caretaker. This device was intended
to provide an out-the-window view
of the area around Edwards. It was
probably funded by the X-15 project
(the only one with any money), but it
was never used for the X-15. The
Visua Simulator (VS) wasan dl-
analog device that took avertical
picture of aterrain transparency
(something like an aeria photo-
graph) and distorted the picture to
make it appear asif it were being
viewed in perspective from aflying
aircraft. It used anow-obsolete
camera known as aflying-spot
scanner to view the trangparency. It
seems the military had ordered a
bunch of these devicesfor itsflight
trainers and had quickly discarded
them when they did not work well. |
must have spent a couple of yearson
this gadget and learned alot about
electronicsin the process. | even
wrote a couple of technical paperson
it. Likethe EMC, the V Swas built
by a not-too-reputable company that
ddlivered something that was
unreliable and performed poorly
even when it did work. | eventually
got it working better than the factory
had been able to, but the technology
was inadequate for it to provide a
useful picture. At high atitudes, the
visual range was limited to about
three miles, which isfairly useless.
At low dtitudes, the picture resolu-
tion was too poor for it to be useful
asalanding aid. It turned out to be
an expengive toy that never redly did
much useful work for the various
smulations.

Norden Contact Analog

The visual devicethat was actudly
used for many years by severd of the
simulations was the Norden Contact

Analog. It usually worked, and it
generated afake ground plane
consisting of random checkerboard
squares or other repeating patterns. It
aso had fake ova cloudsin the sky.
[See photo E-10591.]

Simulator Cockpits

Then, [it was] on to the smulation
cockpitsthemselves. The earliest
cockpits| can remember working on
were little more than wooden boxes
with spring-loaded sticks and panels
consisting mostly of simple, cheap
meter movements with dias printed
in the photo lab.

Altimeters were a particular prob-
lem. Dick Musick put together
homemade altimeters that worked
pretty well, considering what he had
to work with. But because of their
very high amplification (20 milli-
volts represented 1,000 feet, or one
full revolution of the fast hand),
small ectrica errors looked really
big. A typicd problem wasthat the
atimeters were jJumpy, with the fast
hand oscillating constantly over 50
or 100 feet. They were annoying
when they did that. The problem was
that even adightly noisy amplifier
on the analog computer would make
agood atimeter look bad.”®

Another type of instrument that was
used fairly extensively wasthe
synchro.”! It was used when the total
movement of the needle had to
exceed the limits of asmple meter
movement. A synchro could revolve
through afull revolution (or many
revolutions). The problem was that
the available driversthat could
convert DC voltage to synchro were
expensive and unreliable (acommon

70 Due to the high scaling normally used for dtitude, if the amplifier that was providing the input to the altimeter was even alittle bit
noisy (i.e., not steady, but jumping around) the altimeter’s needle would a so jump around. The vacuum tubes in the amplifiers would
get old and cause thisnoise. Thiswas distracting to the pilot. For most signalsto the cockpit instruments, alittle bit of noise in the
amplifiers (that provided the signal) did not have such an effect, but the altimeters seemed unusually sensitive to this noise.

1 The synchros used were three-phase 400-cycle alternating current motors. Many of the aircraft’ s instruments were synchro-driven.
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problem with early solid-state
devices). | remember seeing many
burned synchro converter boards.
They were aways burned in the
same place, indicating that it wasthe
same component that always failed.

Cockpit Interface Equip-
ment

Another early problem was that we
had both 10-volt and 100-volt
analog computers driving the
cockpit displays. The interconnects
were made via patch panels. If an
incorrect patch was made, or the
wrong patch panel was put in place,
100-volt signals could get into
places such as the output of a 10-
volt amplifier, and the result was
usually a blown component. | got
the assignment of trying to prevent
these disasters, and | came up with
an interface console that could
withstand 100-volt signals at both
the inputs and the outputs without
damage. The original interface
console was programmed using a
punched-card reader. The card
reader was very difficult to wire up
without short circuits, and the
switch contacts were unreliable.
Even so, the interface consoles
usually had enough working
channels to be useful. A follow-on
model eliminated the card reader
and was more reliable. We con-
structed several copies of this
version and used them for many
years.

The spring-loaded sticks were a
constant problem. The pilots said
that they did not feel like [those on
the] the airplane. They also usually
had alot of slop (free play). |
began work on a better spring-
loaded stick that was adjustable, but
before | got very far, Dick Musick
had begun to demonstrate some
success with an electric-powered
stick. He and Art Suppona put one
together using TR-5 and TR-10

computersto program it. It was
fairly successful and was used for
some early simulations. (I don't
remember for sure which ones, but
| think it was used on alifting-body
simulation.) One of its problems
was that if the trim integrator
drifted, it could drive the motor
hard against the mechanical limit
and eventually burn out the motor.
These were expensive gadgetsto
replace.

Electric Stick

| inherited the job of refining the
electric stick. | repackaged the
physical stick assembly and hooked
it up to amore sophisticated
program on a TR-48 computer. |
began incorporating safety features
to eliminate the motor burnout
problem and to relieve some fears
of some of the pilots. It seems that
there was an old hydraulic-powered
stick (or maybe it was a control
wheel) around that had a habit of
going hard over right into the pilot,
where it threatened his physical
safety. (I remember seeing one pilot
leaping out of the seat, fearing for
hislifel) This gave powered sticks
abad reputation, and some pilots
said they would never get into a
cockpit with one. Eventually, | was
able to make the electric stick safe
enough for pilots that there were no
threats or close calls. Gradually,
they began to accept it as safe and
began asking for more variable feel
characteristics to more closely
model the aircraft. | eventually
devel oped a self-contained equip-
ment rack that included all of the
electronics required (including the
power amplifiers) and eliminated
the clumsy TR-48 and external
power amplifiers. Thiswasthe
most successful project | ever
worked on. Eventually, six copies
of the stick were built, and these
were in use for many yearson
virtually every ssmulation.
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More on Sim Cockpit In-
struments

I remember working on cockpit
instrument panels to make them
interchangeable. Thiswasso asingle
box with an dectric stick could be
used for severd different aircraft
smulations. Thus, a standardized
cockpit was born, and panels could
be arranged in many different ways.
The standardized panel interface was
matched to the interface console
described above, which incorporated
all of the stuff required to run 8-balls
and other specialized aircraft ingtru-
ments.

We began buying smulator instru-
ments from a small company in New
Jersgy. (I don't remember the name,
but thereare alot of itsinstruments
till around.) They looked like actua
arcraft instruments. Our first
purchase was for atimeters, and they
were quite successful. It seemswe
finaly found a company that knew
what it was doing. With the better
amplifiers and somefiltering in the
cockpit interface, the altimeter noise
problems disappeared, and the pilots
were happier. We bought dozens
(maybe hundreds) of various simula-
tor instruments, ranging from smple
one-turn instruments with replace-
able dial faces to altimeters and
converted 8-balls that ran on DC
inputs instead of synchro.

Trunk Switches

Because we had avariety of analog
computers and avariety of cockpits
that needed to be interfaced, there
was aways the problem of connect-
ing the correct cockpit to the correct
combination of computersviathe
many trunk lines running around the
lab. Dick Musick came up with an
early solution by using (I believe)
motor-driven rotary switchesto
select the correct computer. While
this solution worked, arotary switch

has the characteristic of touching
intermediate voltages of unknown
origin on itsway to the correct
position. Thiswas another one of the
causes of the blown components
described earlier, and it helped spur
on the desire to develop an overload-
proof interface console. Eventualy,
therotary switches were replaced
with a massive patch-panel assembly
known as DISPATCH [Didtributive
Patching]. It was built in-house. |
designed it and Gerry Perry built it. |
believeit contained somewhere
around 20,000 wires, and Gerry built
it without a single wiring error!

The world of analog computers,
requiring atrunk line for every input
or output variable, and analog
cockpits with the same requirement
led to literaly miles of cables under
the floor. Art Suppona, Gerry Perry,
and the other technicians spent years
of their livesfabricating trunk cables.
Working hard, one man could make
about two cablesaday. Thus, every
time some magjor change was
required, much work went into
making new cables.

A cockpit usually required about 20
cables, so there were about two
weeks of solid cable building
required just to hook up onesingle
cockpit. | remember Don Bacon
once remarked that it suretook a
long time to build a cable. Various
connector manufacturers began to
introduce connectors that could be
installed in less time. Unfortu-
nately, every analog computer
maker had its own favorite trunk
connectors, so we had no choice
about which ones we could use.
Even worse, those connectors were
usually both expensive and difficult
toinstall. Sowe had to stock a
large variety of connectors and
toolsto build all of those cables.
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Personal Accounts of
FSL Users (Research
Engineers and Pilots)

This section contains personal accounts of
research engineers and pilots who pro-
grammed, used, or flew a number of the
different analog and hybrid simulations.
These PAs are in a somewhat chronologi-
cal order with the first group being the
engineersin the order that they were
involved with the analog sims throughout
those early years. The sameistrue for the
pilots PAs. The PAsarein somewhat
different styles, depending on how the
information was collected. For some of
the people, the PA isin the form of a
narrative or story. Several of the people
have sent me information via e-mail and
letters, and their PAs have been pieced
together into narratives. A couple of these
are from interviews, and the PAs arein
more of a question-and-answer form.
Again, | havetried to edit what they say
as little as possible and to keep their
information in their own styles.

Richard (Dick) D. Banner

Thefollowing isfrom several e-mails and
notes from Dick Banner:

TheVery First Analog Simulation

| don’'t remember the dates, but
[what | am about to relate occurred]
not long after we moved from the
main base to the new facility.”? De
Beeler, then Director of Research,
asked Al Kuhl and me to look at the
subject of vertical tail loadsin
rolling pullout maneuvers. He
apparently had been in contact with
someone at the Air Force Flight
Test Center and had arranged for Al
and meto look at its new analog

72 The move from the South Base facility took place in June 1954. The new facility marked the beginnings of the present facilities at

Dryden Flight Research Center.

equipment in hopes of using it to
simulate flight conditions. When Al
and | saw the equipment, it was just
being uncrated, and the Air Force
lieutenant who was assigned to
work with us didn’t seem to know
much about it. The lieutenant, Fred
Smetana, was very willing to let us
help unpack it and assemble the
parts. It was manufactured by
Goodyear and called GEDA
(Goodyear Electronic Differential
Anayzer).

The Douglas X-3 airplane, before
being turned over to us at the
NACA [High-Speed Flight Station],
had undergone the usua Air Force
acceptance testing, which included
rolling maneuvers. Flight data was
available for the aircraft motions
from these maneuvers. | went to
Douglas and got the time-history
data and the flight derivatives that
were available. Al and | “pro-
grammed” the GEDA analog
computer to simulate the flight
conditions, and we were struggling
with the high angle-of-attack
simulation when an F-100 crashed
somewhere between Lancaster and
Rosamond. We were asked if we
could simulate the F-100 on the
GEDA. Wedid, and aswe did, we
discovered that the lateral-direc-
tional period simulated with the
derivatives given us did not match
the flight data. Al took alook at the
way the in-flight directional stabil-
ity parameter was obtained and
decided that it was not correct. He
went on to derive a new set of
equations which would give us a
better method of obtaining the in-
flight directional stability param-
eter, allowing usto simulate the F-
100 flight conditions. [See the
appendices for a copy of thein-
house memo written by Banner and
Kuhl on this study.]
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To the best of my knowledge, we
were thefirst at NACA, Edwards,
to simulate aircraft motionson a
computer. The usefulness of
aircraft motion simulation was
becoming obvious to many of us at
thetime Al and | were working on
the GEDA, but | had no sense of
what it would become. Langley had
much more capability at the time,
and Joe Welil went there to work
with Ordway Gates on problems of
other aircraft similar to the F-100.
Al and | continued to support their
simulation studies, sending them
our GEDA results for the F-100.
The results were published in a
paper given at a conference at
Langley, with all four of us as
authors. After that, Al and | were
reassigned to other work, and Dick
Day was assigned to the GEDA.

I worked alittle with Ed Videan
(some kind of a committee) to
choose the first type of simulation
equipment we were to use at our
facility, REAC’3 or something like
that, using £100 volts DC. | even
attended classes at Ames [Aeronau-
tical Laboratory] with Ed Videan,
Dick Musick, and Dick Day on
programming the equipment. My
first simulation (not documented)
on the new equipment was asimple
heat transfer problem, which |
bungled at first. Your [Waltman's]
recollection of using the wrong
time constant on a heat transfer
problem probably came later than
this, but | don’t remember. | did no
more documented aircraft motion
simulations after the GEDA
experience, but | remember that
Chet Wolowicz worked on aircraft
motions simulations on the REAC
in those early days, and we con-
sulted occasionally. My recollec-
tion isthat Dick Day was working
mostly on getting the pilot into the
simulation at that time. | had at first
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thought that the REAC equipment
would be useful in the coming heat-
transfer and aerodynamic heating
studiesthat | had been assigned to,
but asit turned out, | worked
mostly with Ray Jackson on the
IBM digital computers, setting up
methods to predict aircraft skin
temperaturesin flight and backing
out heat-transfer data from the
measured skin temperatures.
Somewhere along the line, |
supplied the equations to program
the X-15 simulation to read out
skin temperature, but | don’t
remember the details.

Richard (Dick) E. Day

| started at the NACA High-Speed
Flight Research Station in 1951. |
left to go to Houston in February of
1962. | came back in 1975 to do
Shuttle work and retired at Dryden
in 1981.

Initially, when the X-2 came to the
desert for itsflight tests, Walt
Williams assigned me as the NACA
Project Engineer. At thistime, we
served in an engineering advisory
capacity to the Air Force prior to
that service' s turning the airplane
over to the HSFSfor flight re-
search. The Air Force had engi-
neers, but they were not sufficiently
acquainted with the research
aspects of flight test, so Joe Well
and | went down and programmed
(mechanized) the Goodyear Elec-
tronic Differential Analyzer
(GEDA) with the equations of
motion and the airplane’ s aerody-
namic and physical characteristics
to make the X-2 simulator. We used
an iron pipe with centering springs
for the control stick and control
position transducers (CPTs) to
provide control-surface-position
input to the analog. Rudder control

73 REAC (Reeves Electronic Analog Computer) was an earlier acronym for the EAl analog computers.



was not provided because the X-2
rudders were locked at supersonic
speeds. The display wasa CRT, and
| believe Ed Videan provided the
equations for that. They were pretty
simple, but at thetime, | didn’t
know how to do that. So we had a
wing as viewed from the rear on
the CRT. The wing would indicate
sideslip, angle of attack [AOA],
and roll, and that was our first
simulator. [ See photo E-1841.] The
simulations were al performed
using 5 DOF. Wedidn't have the
capability to calculate 6 DOF, so
we would set the aerodynamic
parametersto the various Mach
numbers and altitudes predicted by
performance calculations. Because
thiswas only a5 DOF lateral-
directional ssimulation, there were
no meters, such as a Mach meter or
atimeter. We used the GEDA for
many aerodynamic programs prior
to acquiring our own anal og
devices and going to Ames for
analog programming instructions.

Pete Everest made all the powered
flights except five. He incremen-
tally increased Mach number on
each flight until he reached Mach
2.4, and after burnout, he would get
aileron pulses while decelerating.
We made analog matches to the
flight data and plotted the flight
data along with the wind-tunnel
and theoretical calculations. We
then came up with a curve for the
Cn,, [yawing moment coefficient
with respect to sidedlip] vs. Mach
number [X-2 paper: TM X-137
(Citation No. 246), Fig. 7].”4 Using
these data, the simulator showed
that beyond Mach 2.4 the airplane
entered into uncontrollable diver-
gences when increasing angle of
attack beyond four or five degrees.
So when Pete made hisMach 2.8
flight, after burnout he kept the
angle of attack to almost zero—

maybe one degree—until he
slowed to Mach 2.2. He then
started turning (increasing angle of
attack), but Pete was not painted
into a corner as Mel Apt was going
to be on the final flight.

Oh, something that is pretty
important, these are all at one
Mach number—5 DOF at one
Mach number—because we didn’t
have the capability to do 6 DOF. So
we did [lven] Kincheloe's at
different altitudes up to the altitude
he finally got to, and alittle higher.
| think he had 19 pounds of dy-
namic pressure. [Mel] Apt wasthe
third and final X-2 pilot to be
trained on the simulator. Then we'd
go to Mach 2.6, 2.8, 3.0. I'm not
sure if wewent to 3.2; | think 3.0
was the highest we got. We showed
him if he increased AOA to about 5
degrees, he would start losing
directional stability. The tail would
be in the shadow of the wing. He'd
start this, and due to adverse
aileron, he’'d put in stick one way
and the plane would yaw the other
way. We'd say al you had to do
was push over. We showed Apt
this, and he did it many times.

Unfortunately, on the final flight,
the unexpected increase in perfor-
mance to Mach 3.2 positioned the
X-2 farther from the landing site
(Rogers Dry Lake) than planned,
placing the airplane at a possible
point of no return. Apt was now
literally painted into a corner. He
had to decide whether to decelerate
to Mach 2.4, as briefed, to make a
safe turn, thusincreasing the
distance even farther from the
landing site, or try to make the turn
immediately and risk the instabili-
ties that had been predicted and
“flown” on the simulator.

Weéll, the simulator was a new

74 Cn, is the yawing moment coefficient with respect to sideslip.
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device that had never been used
previoudly for training or flight
planning. Most pilots had, in fact,
expressed a certain amount of
distrust of the device. Whether
distrust of the smulator or afear of
not making it back to the landing
site affected Apt’ sdecision, he
opted for the turn. Hisradio
message was, “ OK, she's cut out.
I’mturning.” There was an omi-
nous silence of 20 seconds before
Apt uttered an amost unintelli-
gible, “Shegoes. . . ."

Y ou can see his aileron input here
[TMX-137, Fig 6]. He started a
right turn. Then he put the stick in
left and he still kept rolling to the
left. Then he put the stick in 10
degreesto the right. He kept
staying at a constant roll velocity,
until he hit here, and that is when
he got this AOA and beta’ and he
hit roll coupling. On hisfinal flight,
he was so far out because he went
so fast (Mach 3.2). He may have
been at what he thought was the
point of no return. He thought,
“Gosh, I'd better get back.” But he
knew, from the ssimulator, if he
made the turn and increased his
AOA, he'd get in trouble. So,
anyway, he chose to make the turn
and got in trouble. That’s the Apt
story.’®

The foregoing isafairly condensed
history of what happened with
NACA'’suse of the Edwards Air
Force Base GEDA prior to NACA’s
obtaining its own analog system. |
think it also indicates the impact of
the first analog simulator at
Edwards and the HSFS on the
conduct of flight-test and flight-
research programs.

Larry Taylor and | did some work

with his theory and my piloting and
analog work [see NASA TN D-
746-Flight Controllability Limits
and Related Human Transfer
Functions as Determined from
Smulator and Flight Tests. (Cita
tion No. 304)]. [Thisreport dis-
cusses the results of a simulator
study and associated flight and
centrifuge studies that were per-
formed to determine the levels of
static stability and damping neces-
sary to enable a pilot to control the
longitudinal and lateral-directional
dynamics of avehicle for short
periods. Novel piloting techniques
were found which enabled the
pilotsto control the vehicle at
conditions that were otherwise
uncontrollable]

We had a pretty good X-15 centri-
fuge program that lasted about two
months. That was all analog. [This
isin reference to a X-15 simulation
using the NADC centrifuge at
Johnsville, Pennsylvania.]

| made one statement, that the
GEDA down at the AF was the
very first flight test simulator;
however, | quaified it quite well by
saying [it was] used for pilot
training, obtaining aerodynamic
data, derivative extraction, and
flight planning. Other people had
analogs and they were doing design
work, and other such things, but |
don't think an analog had ever been
used as aflight-test tool to the
extent that the GEDA was. It was
thefirst of its kind, even with al
these qualifications. There were the
old training simulators—the Link
simulators—that were only training
simulators and not research simula-
tors. | guess research would go
with these others. It had fixed
derivatives, al servo-driven, and

75 Angle of sidedlip

76 Apt lost control of the X-2 due to roll-coupling and lost his life when the aircraft’ s nose section hit the desert floor.
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even 50 years ago therewas a
simulator that was the same thing—
all servo-driven displays and that sort
of thing.

One of thefirgt jobs| did on our
analog wasto run an F-104 3 DOF
climb program. Thelast time | used
the GEDA was after Apt’ sflight, to
get some datato put into the accident
report. It was after that—in 1956—
that we got the (analog) simulator. |
was using that smulator to try to
duplicate theflight. | did the pro-
gramming on it. Dick [Banner] did
hisown, and | guess Videan did
some. | always programmed my
own.

| did al my own mechanizing.

Here' swhat | did at FRC with our
new computer [herefersto TMX
137). Theinput wassilver ink.”” The
rest of them are the actual flight
records and the analog records.
That's a the end of that report. | used
it for that. | think we got it very
quickly—around the first of 1957.
All'l had wasthe Boeing B-17 side-
arm controller. We got it from Ralph
Sisde. It wasaformation gtick. |
don’t know if you know the details
of it, but the copilot had one and the
pilot had one, and therewas ared
button on top. When you wanted to
take over, you' d push the button and
gtart flying. It was agood thing, but |
never tried landing with it. There
weren’'t many otherswith it then. |
think the reason | got it was because
I’d had so many hoursflying in the
Canadian Air Force. | guessthey
figured they’'d let this old geezer use
it,and. . . .

Onenote | had, after we had the X-
15 simulator, with theiron bird
downgtairs; Bill Johnson of North
American Aviation cdled up and
asked—now that we had the X-15
simulation—if we would do afavor
for him. He wanted us to see what
we could do if wewereto attach a
so-and-so rocket to the X-15 and
launch it near the maximum height.
So | did that for him. | took different
heights and launch angles—and we
didn’t have any dynamic pressure; it
was pure space. It didn’t get to orbit,
whatever the rocket was. It wasa
North American missile of sorts.
John Perry was doing the simulator
work for me. Thisiswhen we were
gtill in the X-15 program. | had to
sneak that onein for Bill. He had
always been generous with histime
when the X-15 simulator was still at
the North American Aviation Site at
the Los Angeles International
Airport.

Donald Reisert

I found two reports on projects that
used analog computers to help
guide the flight programs: TM-137
[X-2, Citation No. 246] and ARS
No. 1674-61 [F-104A, Citation No.
297]. Both reports mention the use
of computers to provide simulation
of the aircraft.

X-2 Simulation

| don't have dates but | believe
about six or seven of the thirteen
powered flights of the X-2 were
made during 1956.78 Dick Day and

7T Thisterm “silver ink” isin reference to a method of implementing a nonlinear function using an X-Y plotter. This had theink pen
replaced with a sensor that follows a path drawn on a piece of plotting paper with silver ink. An electrical signal was transmitted
through the ink path by means of wires attached at each end of the path. The plotter arm was driven by the independent signal (in this
case, time) in the horizontal direction, and as the pen arm moved across the paper, the pen sensor followed the “silver ink” path. The
output of the pen arm was then the signal that represented the input parameter (in this case atime history of the pilot’ sinput) that was
used in the simulation model. Not very elegant, and it took some time to set up; but it worked.

78 The correct number of flightsin 1956 for the X-2 was 12.
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| started the computer program
about thistime. Thiswork was
performed on the Air Force com-
puter and was to help guide the
Mach-altitude flight-envelope
expansion. The X-2 wasin the
Research Airplane Program that
was paid for by the NACA, Air
Force, and the Navy.

The Air Force pilots were to fly
these flights to obtain the Mach
number and high-altitude records
before the NACA was allowed to
fly it. Bell Aircraft supplied people
to maintain the vehicle and help to
train some NACA mechanics and
rocket people. NACA instrumenta-
tion people performed the installa-
tion and maintenance of the
instruments to measure the flight
data.

The computer was only large
enough to perform the three-
degree-of-freedom equations for
the speed and altitude runs or some
five-degree-of-freedom equations
(for stability and control) with the
Mach number held constant. The
constants and coefficients of the
equations were installed by setting
rotational resistors that were all
connected together with plug-in
wires. When ready to run, it was a
mass of wires on top of a shelf
about waist high. Some values were
put in using pots (about 100) that
covered avertical panel above the
shelf.

The cockpit simulation was very
sparse. | think we calibrated
voltmeters with agrease pencil.
Dick Musick made atwo-axis
control stick using a broomstick

and two pots. There was a strip
chart that had six or eight pens to
record the data. A photograph was
taken of me at the controls demon-
strating the setup. | was growing a
beard for some contest and looked
pretty bad. For the later runs, Dick
Day brought in aB-17 formation
control stick to replace the broom-
stick and made things look better.

The early flights were made by Lt.
Coal. [Pete] Everest, and after one
visit to the simulator when we were
having some troubl e because we
didn’t believe data, he declared that
machine no good. (The problem
occurred when presenting the
stability data at the higher angles of
attack. The wings would not remain
level after starting the run, and the
aileron inputsto level the wings
made things worse until the roll
mode was lost after full aileron
input.) | remember one meeting
with the Air Force, probably after
some flights were made where
Col. Hanes™ strongly suggested
to Lt. Col. Everest that he go
back and fly the simulator again
as we tried to present the flight
conditions for each flight before
the envelope expansion to higher
Mach number. He did fly the
simulator again.

The flight program went slowly. |
think the X-2 was designed to go
to Mach 4; however, the wind-
tunnel data indicated a low
directional stability at the Mach
numbers below 4.0.

Our procedure was to use the
directional period® at the highest
flight Mach number to calculate

79 Col. Horace A. Hanes, Director of Flight Test and Development, AFFTC.

80 The period (length of time) between peaks in the oscillations that occurred after a disturbance (such as astick or rudder pulse by the
pilot) that caused the aircraft to oscillate about one or more of the aircraft’s axes. For the case mentioned, the pilot would put in a
small rudder pulse and the plane would oscillate about the vertical axis—the nose would move from side to side, and this motion
would then die out over a short period of time. Using the recording of this motion, the research engineers could determine the
appropriate aircraft derivatives for the corresponding conditions (i.e., Mach number, attitude, etc.).
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the coefficient Cn, (using the
Dick Banner-Al Kuhl equation);
use the flight data to modify the
computer inputs; fly the simula-
tion to the next safe, highest
Mach number; write aflight plan
to obtain flight data at this point;
then continue until the flight
envelope was fully expanded.

The X-2 did not have any stahility
augmentation, so after it went
supersonic, the beta (sidedlip) vane
would start to oscillate and the
period would lengthen as the Mach
number increased (indicating a
decrease in directional stability).
We did not ask for many specific
flight-data maneuvers and re-
guested periods of fixed controls,
especially at the higher speeds near
engine burnout, so we could
measure a clean period of beta
oscillation.

Lt. Col. Everest made about four
flights, the last two achieving Mach
2.7 and Mach 2.87 (shown as flight
B in TM X-137).81 He must have
believed some of what we said
about not going to high lift at high
speeds as flight B data show he
pushed over dlightly after engine
burnout, even though the aircraft
was speeding away from the
landing site and started to turn

about 35 seconds later near Mach 2.

We had a problem getting our
lateral-directional period for the
flights above Mach 2.4 to calculate
the Cn,,. The period was getting
longer, and we could not find even
ahalf cycle without some lateral
control inputs to invalidate the data.

As Lt. Col. Everest was preparing
for the last two flights, he was

also preparing for a new assign-
ment with relocation and had only
alimited amount time to fly the
X-2. This was during the summer
of 1956. At thistime, Capt. Iven
Kincheloe was assigned to
perform the high-altitude flight,
and Capt. Mel Apt was assigned
to finish the Mach-number
expansion. Another time con-
straint was that the aircraft was to
be delivered to the NACA on 7
October 1956.

Capts. Kincheloe and Apt came
by to fly the simulator often and
were very cooperative. | don't
remember how many flights Capt.
Kincheloe performed, but he did
have more than one and was
exposed to the X-2 gliding charac-
teristics before he made the high
atitude flight.82 On 7 September
1956, Capt. Kincheloe very suc-
cessfully performed the high-
altitude flight (flight A of TM X-
137). With the turn-around time
required, there was time for one
more flight before delivery of the
aircraft to the NACA.

Thelast Air Force flight wasto be
an introductory and high-speed
flight for Capt. Apt. The drop,23
engine start, and rotation for the
climb out were very important for
the success of the high-speed flight
(asit left more fuel for the high-
speed end of the flight). | remem-
ber being at the simulator with
Capt. Kincheloe guiding Capt. Apt
in the launch and climb-out as he
flew the three-degree-of-freedom
performance setup. Capt. Apt flew
avery efficient engine start and
climb-out in hisflight. | was on the
lakebed for thisflight and remem-

81 Everest actually made ten flights, the last one going to Mach 2.87.
82 Kinchel oe made four flights, with the fourth reaching 126,200 feet on 7 September 1956.

83 From a modified Boeing B-50 mothership.
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ber watching the flight after engine
start. Asthe X-2 passed over the
south lakebed, | was impressed
with the speed, as | had never seen
acontrail laid down that fast. After
burnout and the contrail stopped,
the chase planes could not find the
X-2, and there was no response to
radio cals. The Air Force had a
small tower, | believe on the east
side of the lakebed, with personnel
who had watched the flight with
high-powered glasses and wit-
nessed the rolling as the wings
flashed in the morning sun. The
people [in the tower] also were able
to see the capsule dropping (there
was a small stahilizing parachute
that inflated after the capsule
separated from the aircraft) and
reported its location.®* A helicopter
with amedic on board was sent to
the capsule.

The aircraft survived pretty much
intact as with the weight of the
nose capsule and pilot removed, the
center-of-gravity traveled aft and
allowed the aircraft to recover from
the inverted spin that was indicated
by the over-the-shoulder camera.
The aircraft glided and contacted
the ground at a shallow angle. It
landed to the east of the base. | got
aride out to the wreckage. The
aircraft was upright and the vertical
tail did not touch the ground (some
people felt the tail would break off
if high-Mach-number maneuvers
were performed).

The instrumentation was in the

nose capsule and the aircraft, and it
survived to let us plot atime
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history of the flight, as shownin
flight C of the report. After the
flight data was worked up, a six-
degree-of-freedom analog com-
puter simulation was performed at
the NACA HSFS. Also, The
Langley Laboratory performed
some more wind-tunnel tests on the
X-2 models to provide higher
Mach number Cn,, and Craiteron.®

Large overlays of the data were
made and the control inputs were
plotted to this large scale and then
covered with soft wire.86 These
wires (elevator and aileron only)
were then used as control inputs
starting at burnout. Small mouse-
likeitems ran over the wiresin real
time, making control inputsto the
six-degree-of-freedom simulation.
Dick Musick made the wire inputs
and Glenn Robinson and Herman
Rediess performed the computer
program.

F-104 Reaction Control
Analog Simulation

The F-104 program studied the use
of reaction controls at low dynamic
pressures. The F-104 was outfitted
with small rocket motors to control
the three axes as described in report
ARS-1674-61 [Citation No. 297].

Asthe aircraft was being modified,
athree-degree-of-freedom anal og
program was started to determine
the performance characteristics of
the F-104 at low dynamic pres-
sures. We also had to define a task
for the pilot to perform using the
reaction controls.

84 The X-2 featured a nose capsule in which the pilot could gject from the aircraft. Once it stabilized, he would then separate from it
and descend to the ground using a seat-pack parachute. Unfortunately, Apt never got out of the nose capsule before it hit the desert

85 Y awing moment coefficient with respect to sideslip and aileron deflection, respectively.
86 This refers to amethod of generating a nonlinear function that was very similar to the “silver ink” method described earlier. Inthis

case, the plotted trace was covered with a piece of soft wire that was bent to match the trace. Thiswire was glued to the paper, a
signal was transmitted through the wire, and the sensor on the arm would follow the wire as the pen arm moved across the paper.



We wanted to provide afamiliar
computer cockpit for the pilot, so |
measured the F-104 instrument
panel and gave Dick Musick a
cardboard cutout of the panel, and
he had one made in aluminum.
Dick aso made up an open box
about the cockpit size with a seat at
the proper distance from the panel.
A center stick for aerodynamic
controls and athree-axis reaction
stick on the left side of the instru-
ment panel were installed. Dick
also had the panel and the cockpit
painted aflat black, which did alot
to clean up the presentation. To
start the program, Dick installed
gauges to show angle of attack,
bank, and sidedlip as located on the
aircraft panel. Airspeed, altitude,
and g meter were also installed so
the zoom maneuver could be flown.
After theinitial performance data
were defined, the simulator was
changed to six degrees of freedom.
Joe Walker (the project pilot) flew
the ssimulation and commented that
it was better than our usual simula-
tions.

The F-104 instrument panel was
modified to include an X-15 three-
axis ball, and we were able to also
get one for the simulator, which
helped in keeping the simulator as a
valid tool. The three-axis ball was a
new design, and NASA wanted to
get some experience with it. [Photo
E-4287 shows the first cockpit

with the reaction-control stick but
before the three-axis ball was
installed. This photo was taken in
late 1958.]

Other NASA and Air Force pilots
flew the F-104, but | don’t remem-
ber if they flew the simulator. The
program didn’t last very long, as
the X-15 was coming along and
everyone was assigned to that
project. We never got to modify the
simulator or the aircraft to use the
reaction controls as rate dampers or

combine the aerodynamic controls
and reaction controls on the center
stick.

Comments on Don Reisert’s
F-104 Simulation

[I believe Don istalking about three
different F-104 reaction-control-simula-
tion mechanizations, with sometimein
between. There were two different
simulations that happened before | got
there. The first one was mechanized on
the AF GEDASs (see NACA RM
H58G18a, Citation No, 214). The second
simulation was done using the HSFS's
new EAIl 31R. In his PA, John Smith
mentions doing an F-104 simulation for
Wendell Stillwell, which Don worked on,
too. The cockpit Don describes was
already here when | got here. Also, the
analog computer that was here (an EAI
31R) did not have enough equipment to
do a6 DOF simulation. | suspect that for
his first mechanization, Don did his own
anal og programming, with possibly some
help from Videan or Day. The third
mechani zation was done after we had
bought more analogs. | remember doing
such a simulation about that time, which
must have been the one Don mentions. |
also remember the 8-ball being installed
in the black cockpit and getting to use it.
There were no true 6 DOF simulations
implemented from when | got there until
after we had bought our third analog.
There was at least one 5 DOF with atime
varying velocity parameter (i.e., velocity
was input as afunction of time, which |
refer to asa5 1/2 DOF simulation) being
used in the other equations. Again, the
lack of good records interferes with being
completely certain about these facts.

This5 1/2 DOF simulation could have
been the one Don is talking about. This
study had the pilots doing a zoom maneu-
ver until the F-104 got to its maximum
atitude and went into almost a zero-g
ballistic type arc—during which the pilots
did anumber of maneuvers using the
reaction controls (i.e., under near-zero
dynamic-pressure conditions). This
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particular simulation was done using the
31R and 131R anaogs.

The report Smulation Sudies of Jet
Reaction Controls for Use at High
Altitude (NACA RM H58G183) by
Wendell H. Stillwell and Hubert Drake
references another report entitled Study
of Exit Phase of Flight of a Very High
Altitude Hypersonic Airplane by Means of
a Pilot-Controlled Analog Computer
(NACA RM L57K21) by Windsor L.
Sherman, Stanley Faber, and James B
Whitten of the Langley Aeronautical
Laboratory. Thisreport has an appendix
written by Robert E. Andrews that
describes the analog mechanization in
complete detail. Thisis by far the best
such documentation | have been able to
find of any analog mechanization from
those early days. The study is also very
similar tothe5 1/2 DOF that | did. The
only real differences are the particular
airplane used and the cockpit mechaniza-
tion. The HSFS study used an F-104,
while the Langley study used a hypotheti-
cal hypersonic aircraft.

Since | have not been able to find a
similar document written by anyone here,
I have included many of the pages of that
specific appendix in the appendices to
this monograph. In his appendix, Robert
Andrews not only describes the details of
the analog mechanization but also talks
about certain equipment inaccuracies that
plagued all of uswho had to program
those computers. He also describes the
special testing and work-arounds that he
used to deal with these problems. This
mechanization happened during those
early days in the use of analog computers
for flight simulations and is a good
exampl e of the state-of-the-art of analog
programming at that time. The techniques
employed at Langley and Ames had an
early influence in the way similar smula-
tions were programmed at the HSFS in
the beginning.]

Robert (Bob) W. Kempel

Bob Kempel is an aeronautical research
engineer who spent alot of time working
with the simulation lab. He started at
NASA in 1960 and left to work for the
AFFTC in 1963 because he wasn't
alowed to program the analogs as much
as he wanted to. He returned to NASA in
1966 and worked on the Lifting Body
Program. There has already been alot
written about Bob and his involvement
with the Lifting Body Program, both in
papers by Bob, and in Dale Reed' s book
Wingless Flight. In April 1994, Bob,
along with Wen Painter and Milt Thomp-
son, published the NASA Reference
Publication 1332, entitled Developing
and Flight-Testing the HL-10 Lifting
Body: A Precursor to the Space Shuttle.
This publication is an excellent and
informative history of the HL-10 flight-
test program. Dale Reed, in his book, tells
about all the lifting bodies that were
flown at the FRC. Both of these publica
tions discuss the involvement of the FSL
simulations of the different lifting bodies.
The AFFTC aso implemented simulators
of the M2-F2 and X-24B. This division of
taskswas duein part to the FSL simula-
tion capabilities being so tied up with the
X-15 program. Like the X-15 Program,
the Lifting Body Program was another
example of the FRC-Air Force team
working together to accomplish the goals
requested of it.8’

Bob's activities at NASA include working
on the X-15 program during his early
years at the FRC. Following thisjob, he
was heavily involved with the Lifting
Body Program as the principal stability-
and-control, handling-qualities, and
flight-simulation engineer on the HL-10
and M2-F3 lifting bodies. He has also
been actively involved with the Highly
Maneuverable Aircraft Technology
(HIMAT) and Controlled Impact Demon-
stration (CID) programs, both of which

87 The Navy and North American Aviation were also part of the X-15 team. The lifting-body team also included Northrop and
Martin.
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involved RPV's, and the GPASflying
simulator.

Thelifting-body simulationsin the FSL
began as all-analog mechanization and
became hybrid in the late 1960s, first with
the use of the ICARUS program on the
SDS 930 and later on the SDS 9300. The
SDS 9300 was bought to improve the
simulation capabilities because the lifting-
body nonlinear derivatives were, in fact,
too nonlinear for anal og-computer
implementation. Fortunately for the FSL,
the HL-10 was down for such along
period of time between the first and
second flights that the extended SDS
9300 checkout and acceptance period (of
amost one year) did not affect the flight
program. The SDS 9300 had been ac-
cepted by the time the HL-10 Project
group had resolved the problem encoun-
tered on thefirst flight.

In one of the e-mails | got from Bob, he
recalls:

As | remember the situation, after
the HL-10'sfirst flight on 22
December 1966, we grounded the
vehicle. We went to the Langley
Research Center (LaRC) and told
the involved engineers there about
the aerodynamic problem. Once a
modification was proposed, or |
should say two possible vehicle
configuration changes were pro-
posed, they wouldn't choose either.
They insisted that we at the FRC do
that. | did al the plotting by hand
and picked one based on all my
comparisons, and then | remember
Larry Caw doing something with
al the data. | remember Larry and
John Smith coming to me, indicat-
ing that the data were too nonlinear
to mechanize on the analog. That
was when we approached John
McTigue [the Lifting Body Pro-
gram manager] to buy us adigital
computer to do the function genera-
tion. We did that. Then one day,
Lowell Greenfield came to us and
wanted to demo[nstrate] a mod to

usin the ssm mechanization. We
flew the sim, and it looked OK to
us. Then Greenfield told us that it
was all-digital. That isthefirst all-
digital ssm | remember working
with. | remember ICARUS, but |
don’t think we did [much] with that
inthesim. ICARUS, as | remember
,2used linearized (ssimplified)
aero[nautical] derivatives. | redly
can’'t remember, though. | never
used it very much. It was agood
idea, but | had the full nonlinear
HL-10 to work with and | worked
with that alot.

Both of these documents mentioned
above [Wingless Flight and Developing
and Flight Testing the HL-10] refer to the
ICARUS simulation program performing
the integration (with respect to time) of
all the calculated accelerations and
velocities on the digital computer. The
early version of ICARUS did no integra-
tion on the digital computer. A later
version of the ICARUS program used by
the HL-10 simulation did digital integra-
tion of only the longitudinal equations—
such as horizontal and vertical accelera-
tions and velocities. The natural frequen-
cies of the lateral-directional equations
were too high for digital integration on
either the SDS 930 or the SDS 9300. The
integration of these parameters was
always done on the analog computer. The
M2-F3 was the last simulation to use the
9300/ICARUS hybrid system. This was
followed by anew al-digital 6 DOF
Fortran program that used the XDS 9300
(formerly SDS 9300) and a new set of
large-angle equations for the three-
eighths-scale F-15/SRV (Spin Research
Vehicle) in the early1970s. The program
was later ported to the CYBER 73.

The following paragraphs are also from
Bob:

Acceleration due to Gravity
Then there was the story about
daily checks of analog computers
because they were known to
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possibly be different from day to
day. One day the dynamic checks
didn’t come out quite right. Differ-
ences between the standard dy-
namic check and that day’ s dy-
namic response were very subtle.
Don Bacon, the sim engineer,
insisted that everything was OK
and nothing had changed. Upon
further investigation, | remained
unconvinced. | determined that the
acceleration due to gravity (32.174
feet per second squared) was
wrong! Don said this was impos-
sible! Don looked at me and said,
“How could thisbe?’ | insisted that
the only thing | could determine
from the dynamic responses was
that the acceleration due to gravity
had to be wrong. Don went back
and did more checking and then
came to me kind of sheepishly and
admitted he had found the mistake.
It was indeed the acceleration due
to gravity that was wrong. He never
did tell me how it wasincorrectly
mechanized. Wejust never said
anything more about it. Looking
back, it was kind of humorous,
though.

The “Midnight Patcher”

Analog computer mechanizations
were very precarious. . . in that the
computer mechanization consisted
of amyriad of various-length wires
on afront patch panel, which
linked the various analog compo-
nents. To the uninitiated, this panel
looked like multicolored spaghetti.
A complex simulation patch panel
was typically areal mess. Once a
simulation was mechanized and
thoroughly checked, the wiresin
the patch panel were not to be
touched by anyone but the simula-
tion engineer. Analog mechaniza-
tions were required to be statically
and dynamically checked quite
frequently (like daily) due to the
problem of occasional component
failure. If a component failed, the
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simulation could be mildly or
grossly invalid, depending on the
criticality of that particular compo-
nent.

It was always suspected that we
had a“midnight patcher” dueto
some of the problems with patch
panels found by some simulation
engineers on their next shift, the
midnight patcher being areal or
mythical person who would either
pull or rearrange awire on a patch-
panel. These problems were
typically unusual and unexplained,
ones that could only be attributed to
the “midnight patcher”.

Electric Stick and the “Blue
Box”

Significant innovations were
pioneered in the FRC simulation
lab. The electric stick was one. The
development of this stick enabled
engineers to duplicate the stick
characteristics of many different
airplanes. These sticks had the
capability to vary stick breakout
force, force gradient, mass damp-
ing, range of deflection, etc. This
was a significant development and
many aerospace agencies across the
USA wereinterested in using this
technology in their labs.

The “blue box” (so called because
of its color) was a generic cockpit
enclosure that had interchangeable
instrument panels representing
different airplanes. Cockpits could
be reconfigured from one airplane
to another in about 30 minutes.
With more than one blue box, a
tight simulation schedule could be
maintained.

JetStar

| remember when Larry Caw was
assigned to the JetStar. He became a
very good red -time and og program-
mer. We were looking at different



control schemes for riding qualities,
as | remember it. | remember the
incident when we were airborne
and we were looking at different
feedback schemes. | had mecha
nized a beta (sideslip) feedback.
WEéll, asyou know, signs (sign
conventions) were sometimes
confusing. Fitz Fulton was the
pilot. The sign on beta was wrong,
and we ended up with a dynami-
cally unstable airplane because of
it. We turned on the system for Fitz
to evaluate, and the airplane
immediately began an oscillatory
divergence! Larry and | werein the
back hollering to Fitz to turn it off,
but Fitz was intrigued with the
thing so he wanted to watch it as it
diverged or maybe just teach usa
lesson. He finally punched the thing
off and Larry and | sighed in relief.
Larry changed the beta-input sign,
and we proceeded with the test.

The JetStar was afun airplane to
fly in, but | aways had afeeling of
impending doom or something else
going wrong. Herm Rediess was
my boss at the time and when he
wanted me to fly in the thing all the
time, | told him “thanks, but no
thanks.” | don’t think Herm ever
liked that. Don Gatlin can tell you
about the incident where they
almost tore the wings off. | think
Musick was aboard that flight too.

The following isfrom Don Gatlin in
regard to this particular flight:

| was not on that particular flight. |
was the project engineer and was
monitoring the flight from the radio
room in the pilots' office. | believe
Dick [Musick} was on board and a
KU [University of Kansas| grad
student whose name | don’t remem-
ber. [Actudly, it was Dick Musick
and Larry Caw.] Don Mallick was
the pilot, Stan Butchart in the right
seat. | don't believe we even
scheduled telemetry, so there was

no real time record of the event. As
I remember, we got acall that
“We've had a problem here. Get
someone up to look us over.” Betty
Callister and | sent Gary Krier upin
an F-104 to check them out. Stan
told me afterward that as the limit
cycle went on, he just looked out
the cockpit window to see where
they would crash as he believed the
wings would be torn off. As|
remember, there was no damage
although the airplane required a
thorough inspection before flying

again.

Dwain A. Deets

Waltman: I'd like to get your
comments on some of the simula-
tions that you might have been
involved with; talk about what they
did or didn’t do, their capabilities,
and any problem areas, or anything
that you thought might have been
lacking, or any of their good
features.

Desets: OK. Do you want me to start
with the F-8, or does it matter?

Watman: The GPAS.

Deets: OK. | can even go back
before the GPAS—you're starting
inwhich year?

Waltman: In 1955—that’ s when the
simulations started. Were you
involved with the X-15?

Deets: No, | was thinking about a
precursor to the GPAS—the F-100
airborne ssmulator, our first vari-
able stability airplane. Areyou
interested in airborne simulatorsin
your study, or are you restricting
your study to ground-based simula-
torsin support of research air-
planes.

Waltman: This publication is about
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simulators/simulations that used
analog (and hybrid) computers,
which includes the GPAS, but not
the F-100 airborne simulator. It also
includes some moving-base simula-
tions that we implemented at other
computer centers.

GPAS

Deets: The things that come to my
mind are where you had analog
computers, general-purpose analog
computersin your office, the
portables—like the TR-10 or TR-
48—those kinds of things, where
you could work with them in your
office and then take them down
next to the airplane and tie them in
somehow. But it wasn't anything
like the X-15 simulator—they
weren't that grand and capable and
inasim lab like that. The GPAS, dll
aong, when | wasinvolved withit,
used analog equipment. And aswe
progressed to the more capable
computers—like TR-48s that were
upgraded—we started getting more
user-friendly function generators.
And that became an important
thing. How easy isit to change
your breakpoints and function
generators? What kind of mecha-
nismisit? It became sort of a
mechanical issue—did the
jitteriness of the mechanics of the
function generators show up when
you turned the knob? It was those
kinds of issues that we stewed
abouit.

A lot of things | remember about
the GPAS (the JetStar) involved
getting to the point of having an
analog computer on board the
airplane. It served as amodel of the
airplane you were trying to smu-
late. We actually specified a good
share of that system. So, it was
kind of built to our specs. The
layout of the patch panel was aswe
requested, and things like that. So,
that certainly was part of the whole
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simulation.

Waltman: Did you ever fly in and
use it—go up in the airplane?

Deets: Oh, yeah. | definitely did. If
you want to consider the GPAS as
one of your simulation tools rather
than how did simulation support
GPAS, one of the stories occured as
we were checking out the system—
back at CALSPAN [Cornell
Aeronautical Labs]. Basically, we
were hooking up a ground-based
simulation outside the airplane to
actually try everything before the
first flight. We spent the whole
summer checking everything out so
that we had complete confidence
that we had done everything right
with the model and hooking up the
airplane. There were some points
where you couldn’t use the actual
hardware, like the sideslip vanes.

Y ou couldn’t actually flow air over
any of the vanes. So you bypassed
the vane itself and tested the sim
model of the vane as best you
could. We did alot of worrying
about the dynamics of the vane and
whether you needed to model it or
not. We stewed about that alot.

So, when we were finally ready to
fly, | was test engineer for the first
series of flights. The first time we
engaged the lateral control system
so that we were using feedback
from the sidedlip vane, among other
signals, we obtained an estimate of
the sidedlip rate [beta dot] using
analog circuitry. Its purpose as a
feedback was to provide damping
to the Dutch roll. As| turned up the
gain, after the system was engaged,
we started veering off as| was
turning it up. The more | turned it,
the more the airplane started to
wobble back and forth—more and
more unstable in the latera
directional axis. Thiswas not
supposed to be happening. My
reaction was: | am doing something



wrong. I’ d better crank it up some
more. | actually considered thisa
PIO, although | as the test engineer
was in effect the pilot. And | wasin
the back of the airplane doing this,
and the pilots were calling out,
“What’ s going on back there?’ So
they shut it down and called me
forward to have me explain what
had happened. (They were sup-
posed to be “hands off” to let the
system respond alone.)

Wl it turned out, through that
whole summer, we had been
working with reverse polarity in
our signal for the sideslip. The
person who calibrated it set it up
wrong. It wasn’t clear in hismind
which way was positive when the
vane moved for positive sidedlip,
and we didn’t have a carefully
reviewed calibration procedure
throughout a summer-long check-
out. So, everything we did was
based on that wrong sign. And we
never knew about it until we
actually turned the systemonin
flight.

Ken Szalai was the other person
flying about that time. Therewas a
series of flights as we were expand-
ing the flight envelope. One person,
as | remember, who was a Cornell
person responsible for overseeing
the flutter clearance—I can’t
remember his name, but he always
insisted on wearing the parachute
when he wasin the cabin. We had a
special [escape] chute that would
allow crew egress by dropping
down through the floor of the
cabin. It always unnerved me that
he thought he couldn’t take time to
put his parachute on if we had a
problem.

One of the other stories that comes
to mind is that one of our real
challenges was getting a strip-chart
recorder that (1) was rugged
enough for the aircraft environ-

ment, (2) had aread-out that we
could see soon enough—that didn’t
have too much delay between when
something happened and when we
could see something in the
records—and (3) could be seen
right away because of the type of
paper and pen. The pen was some
sort of heat thing, but what it wrote
wouldn’t necessarily bereally vivid
right away and we would have to
wait for the record to develop. So,
that was aways a challenge.

Another thing | remember was just
in the analog computers. Thisis
more in the ground checkout
around the airplane. Sometimes
when things weren't quite checking
out when they had been working
previoudy, the first step in trouble-
shooting was to take your hands
and push against the patch cords,
hoping that by doing that, suddenly
it would start working. And some-
timesit did start working. You had
some connections that were pretty
unreliable. That's the analog days.

F-8 DFBW (Digital Fly-By-
Wire)

I’ll now move to the F-8. Thisis
just simulation and support of
advocacy stuff. In the early days,
we used TR-10s or TR-48s. Ken
Szalai and | weretrying to sell the
idea of aCCV (Control Configured
Vehicle), and so we had the idea
that you could put a canard up
there somewhere near the nose of
the airplane and take the tail off.
We were going to demonstrate the
fact through computerized fly-by-
wire, although at the time we only
had analog flight control. We
weren’t bold enough to think about
digital. But we were bold enough
to think about taking that horizon-
tal stabilizer off. Our main argu-
ment was that the force of the rear
tail wasin adirection that was
down in order to trim things up,
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which meant that the wing had to
offset that or carry more lift and
therefore more drag because of the
lift. So, we thought that if we put
the canard up in the front, we could
actually be using the lifting sur-
faces of the canard for part of that
lift. We kind of analyzed that to the
point where that would be a better
airplane. Not so much in the
savings in weight, but just where
the lift was being applied.

So we hooked up the TR-10 with a
mode! of this, and we concocted a
side view of the airplane display
that showed where the canard
would have to be [located] to
stabilize the airplane. We had just a
stick figure of the fuselage and
where the canard would have to go.
So we did some very early concep-
tual research, | guess, using this
mechanism, to see what that canard
would be doing under any kind of
maneuvers. It never went any-
where, but it was instructive to us
and we were always looking for a
way of using some dynamic visual
representation to help sell the
wholeidea. We put it on a scope. It
was just Ken Szalai and me. If
there was someone from the sim
group, | can’'t remember who [it
was]. | know therewasinterest init.

That’ s applying simulation to the
world of advocacy. And then when
we actually got into the F-8 Digital
Hy-by-Wire [Project] itself, we
made use of alot of the Apollo
simulation capability that was back
at Draper Laboratory. And in my
own case, | became educated in a
big way on what was already being
donein the world of simulation, all
in support of the Apollo Program.
The engineers at the Draper Lab
were very methodical about the
way they would do things.They
were very systematic in testing a
software load. A lot of what they
did in the F-8 program was basi-
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cally brute force—the flight control
system was a fixed-point digital
computer. One of the primary
concerns was overflow. All param-
eters must be scaled relative to the
maximum value the parameter
could take on. But they had to
check what happened if something
overflowed in some register in
there. So, you had to do hundreds
and hundreds of casesto see what
broke down and how that impacted
the closed-loop system. So, much
of what we did wasn't piloted
simulation; it was batch simulation.
We ran so many cases, and then we
examined every case to see whether
what had happened was reasonable.
We didn't try to predict everything,
but rather we would just look at it
and seeif it al made sense. Did the
things seem to be happening that
ought to be happening?

So, that was a learning experience
on how to use simulation. And then
we came back here and basically
tried to do the same type of thing
but using alot more pilot-in-the-
loop as compared to the batch
stuff—and tying in more and more
hardware to the simulations. So
many of our simulations were a
build-up to get more and more of
the hardware—actual actuators and
hydraulics. So, that iswhat was
really happening with the F-8 iron
bird that was down in the lean-to.
Each one was kind of a step
progression towards more and more
completeness of our simulation to
the point where we were ready to
go out and fly. Some of the big
issues involved components that
were digitally embedded within
things that still had to be analog.
We were trying to understand any
effects that the digital [systems
had]—the sample rate, any latency.
Also, we had ssimulation up in the
mezzanine and the iron bird
downstairs and we had the commu-
nication lines between these, all



artifacts of the simulation that
wouldn't necessarily bein the real
flight world. We probably spent
more attention on all those simula-
tion artifacts than we did in the
elements that would bein thered
flight environment.

The step from analog to digital on
the flight-control side brought ina
lot of other issues. One of the
aspects of that istrying to bring the
whole management system [to-
gether]—it ismore of a cultural
thing than anything else. It in-
volved the different types of
people, whoever it was, such asthe
head of the safety office, people
with their own particular past
experience that they felt comfort-
able with—which [consisted of]
al-analog type systems, whether
they were computers or whether
they were hardware, mechanical
hardware that was analog in nature.
So [we had] to bring that set of
people along to being comfortable
about this box that they didn’t
understand. They only knew that it
had zeros and ones, and a one could
turn into a zero, and so they could
imagine the worst things that could
happen. So, that was a very impor-
tant thing. I’ m trying to think
whether the same concern was
shared by those types of people
towards the simulators that they
depended on as building confidence
towards what was going on with
the airplane. | don’t know if they
had the same worries about the
simulators.

GPAS Again

On the GPAS, we did studiesin the
effects of motion—where we had
the real-world motion to some
degree—if you want to say what-
ever the JetStar did in the way of
motion was the real-world motion.
Then we had it exactly. If we were
trying to simulate some other

airplane, we had some degrees of
freedom matched and we didn’t
have others. But still, we were
interested in trying to figure out
what were the effects of washout
filters and those things that would
have to be in a moving-base ground
simulator—a motion simul ator—
which would have to be taken into
account. We didn’t have any of the
motion simulators here at the FRC
because that was not highly impor-
tant to us. But when we got inter-
ested in the research aspects of it,
we did some of it in the airplane,
and some of it we' d go up to Ames
and use its moving-base simulators.
But that was a pretty small part of
what we did.

[The following comments are] on
the subject of the controllers—the
stick or the wheels—and how
important that isin having a good
overal simulation. | wasinvolved
with alot of research studies from
the standpoint of how the differ-
ences in feel affect the pilot—in
terms of the net results or evalua-
tion of the airplane. So, [we dealt
with] topics such as: should you
pick off the force that the pilot
appliesto the stick or the [control]
wheel as your input to the ssmula-
tor, or should it be the position of
the stick? How are these two
different? [What are] the dynamics
between the two of them? Should
you use mechanical devices such as
bungies, springs, and [similar]
devicesin order to give [asimula-
tor] theright feel, or should you
have servo actuators that are
moving the controller?. . . If you
have something that is program-
mable, . . . you are going to haveto
use some sort of actuator to move
the stick according to the pilot’s
input. That gives you the flexibility
to change it easily so that you can
go from one simulation of an
airplane to adifferent one. The
problem with mechanical systems
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isthat you can’'t make those kinds
of changes easily. So, much of the
debate over GPAS requirements
struggled with that issue because
we had to figure what to put in the
GPAS. A ot of what we were
struggling with was also a major
item of concern to the ground-
based simulators for other rea-
sons—issues such as whether you
needed a hydraulic actuator for the
servo controlling the stick; whether
el ectrical-mechanical was better or
worse, [or at least] adequate, [and]
how did that affect the dynamics of
the controller? I’ ll leave it at that.
That was amajor topic of interest
and, therefore, research.

Stanley P. Butchart

Stan joined the NACA HSFRSin May
1951 as aresearch pilot. Most of the
aircraft he flew did not have flight
simulators, since there were no such
simulators in those days. Some of the
simulators he did fly were the Iron
Cross®® [see photo E-2581], F-100, F-
104, GPAS, and the Boost Program.

Waltman: Let’s start with anything
you want to say about the Iron
Cross simulator.

Butchart: On the Iron Cross—from
the pilot’s point of view—the first
thing was getting the controlsin
the right direction. Roll was pretty
straightforward, twisting the wrist,
[as was] yaw. [ See photo E-2906
for a picture of the pilot’s control
stick.] When it came to pitch
control, the engineers had set it up
to go one way—I can’t remember
which way it was, now—Iike, for
the nose to go up, | think they had
it so that you went down [with] the
stick. It soon became obvious to us
that the normal way of thinking
was to get the nose up, you lifted—
rather than the logical way, asif
you had anormal stick for pitch
control .8 So, that sort of thing
didn’t take too long to straighten
out.

The development of the amount of
thrust that was required to control

it took alot longer. It seemed like it
took along time to determine the

Iron Cross with
Stan Butchart
(September 1957).
(NASA photo
E-2581)

88 The Iron Cross was amechanical device to simulate reaction controls designed for flight research on the X-1B airplane. Most of the
flight research actually occurred on an F-104, as discussed above, because of fatigue cracksin a propellant tank of the X-1B. Then,
further research occurred on the X-15.

89 |n typical aircraft with the usual control stick for pilot’sinputs, the pilot would pull back on the stick to get the nose of the aircraft
to go up. Thus, going down with the stick was the opposite of what the pilots were used to.
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right amount of thrust to get the
proper response. As with any
simulator, there was quite alearn-
ing technique—how to beep it, how
long to beep it. Fortunately they
had the crash barson it, so if you
hit them, you’'d start over again.

Waltman: Do you remember any
other smulations?

Butchart: | don't really recall what
we had. For the early simulations,
the biggest problem | had was with
the displays. They didn’t seem real.
It wasn't atrue-life thing. It was
hard to correlate between real life
and looking at a meter. The fellows
who rigged them up were the
pinball experts who could run them
better than we could when we got
inand tried to fly ‘em.

In the early days, too, there was no
motion or fed toit. And | think an
awful lot of the ability of a pilot
flying an airplane has to do with
hisfeel of the motion and of the
degree of motion and that sort of
thing. Until they got the advanced
part of it where you could get the
motion and the feel of it, it was just
apinball game. | didn’t get much
out of ‘em.

Waltman: That was one of the
things we looked at in the early
days—whether or not we should
have moving-base simulators. | did
some simulation at Ames, where
we used moving-base ssimulators.
But it just never happened at the
FRC.

Butchart: Probably a money thing?
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Side-arm Control-
ler (April 1957).
(NASA photo E-
2906)



Jack McKay and | participated in a
simulation at Ames on the centri-
fuge there. There you have al the
motions. It was awhole lot more
realistic. We would go up there on
Monday on the Gooney Bird and
stay there three or four days using
the centrifuge. We did thisfor a
number of weeks. | don’t remember
what the Ames engineers [were
after]—it was a general -purpose
thing they were doing. Y ou had the
ability to dial in all the param-
eters—to develop the best airplane
you could—by yawing moment
coefficient or whatever the deriva-
tiveswere. You could dial it in—up
or down—until they all matched
and you had the best airplane you
could fly. But we got up there one
morning and they weren't quite
ready. We crawled into the smula
tor and were looking at it, and all of
a sudden we noticed there was a
Mach meter that goes up over 3,
and an altimeter that goes up to
100,000 feet. And we wondered,
what are they looking at? Lockheed
was using the thing on weekends.
We had seen Lew Shock of

L ockheed there. They were devel-
oping early SR-71 [actually A-12,
inall probability] stuff—before
they flew—and they were using the
Ames simulator for that.

| always had the feeling that the
best thing you could do was to get
motion. The centrifuges seemed to
have an awful lot, because you
could get the G inputs, all of the
real-life feels to the thing.

| guess we could on and talk about
the program we did back at
Johnsville on the centrifuge. When
was that? The spring of '59. | was
the only one who had two chairs
made, one for my regular flying
suit and one for my T-100 pressure
suit. | could get up—it seemed
like—to 14 or 15 Gsin the pressure
suit—2 or 3 Gs above what you
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could do without it. We made those
chairs back at Langley. We went
back there and took our suits. It
was kind of interesting how they
made them. We would liein sand
and they would shoot some kind of
gasinto the sand to harden it. And
[they would] make the Styrofoam
seats from that. | have a photo from
back there that shows all of us
sitting in our seats, except for
[Neil] Armstrong; he was off
somewhere and not in the picture.

One of the things that struck me,
and | guess all the pilots about the
same, [wasthat] as| remember we
did asingle-stage, atwo-stage, and
afour-stage [launch]. The pilot's
job was to keep the needles cen-
tered [on an instrument that was
usually used for instrument land-
ings]. There were vertical and
horizontal needles and we had to
keep those centered, and they were
programmed with what your
trajectory should be. Y ou just kept
them centered and you went
through the whole thing. But
between stages it was very critical.
From my recollections, if it was
more than half a second, you'd lose
it. The whole program, as | recall,
was aimed at looking at whether or
not a pilot could be in the loop, fly
it, and launch it into orbit.

Waltman: The control stick was
built here—the three-axis controller
—it was one of the things we did
during the first two fixed-base
studies at the FRC.

Butchart: Was that made out here?
Wadtman: Yes.

Butchart: That may have been why
Joe [Walker] and | went up to MIT
and stopped at Johnsville on the
way back. We werelooking at a
three-axis controller that they were
developing at that time. It seemed



to work pretty well, considering
that you had 10 or 12 Gs on you
and you were able to sit there and
control the thing through your wrist
motion.

That time at Johnsville was an
interesting one. We had alot of fun,
going out to dinner and places. Aswe
talked about earlier, we went to the
Old Mill. I guess every Thursday
night we' d wind up out there for
dinner. De [Beder] was going to buy
usal dinner one night, and I've ill
got the check that he signed with a
fictitiousname so it wouldn’t go
through. | roomed with Neil
Armstrong back thereand hegot in
trouble when they lost his laundry
one time and we were busy buying
shirts and underdrawers and the
whole nine yards.

| can’t think of much more sincel
didn’'t use many of the simulators.
The first smulatorsthat | remem-
ber, in 1957, were so simple that |
couldn’t see from the pilot’ s point
of view where it was going.

Waltman: That’sthe way it wasin
those days. We spent alot of time
those first couple of years working
out the cockpits and problems with
the cockpits, and hydraulics and
instruments and devel oping new
instruments and such.

Butchart: Looking back, | remem-
ber that you were doing more work
on the instrumentation—was it red
and so [forth]?

Waltman: That was part of growing
up during that period. Once we got
started, we had one of the best
facilities in the country, and now it
probably isthe best.

Butchart: | think it is amazing what
they have now, where they can tie
the airplane right into the comput-
ersupstairs.

| flew the X-4 and the X-5 and the
Skystreak and Skyrocket [two
different version of the D-558]. |
didn’t have any simulation work
because there wasn't any in those
days. Then | did most of the work
on the B-47 when we had it instru-
mented at Langley and brought it
outin’53, | guessit was.

| did alot of work on the F-100—
theroll coupling stuff that | got into
kind of by accident. | was doing a
series of rollsfor—I don’t remem-
ber who the engineer was—but we
had straps attached to both sides of
the cockpit with a chain and a piece
of metal with holesdrilled init for
two degrees, four degrees, eight
degrees, etc., for aileron throw. We
would put apinin the stick and you
could pop it over—and it would be
exactly six degrees or eight degrees
or whatever you needed. One of the
funny incidents that happened one
day: [Iven] Kincheloe was chasing
me, and | was at 40,000 [feet] at
the speed | should have been for
30,000 feet (it was my mistake as
much as the engineer’s), and when

| popped it over, it uncoupled like
crazy. It went in such adirection
that you couldn’t sit and tell

anyone which way it went or what
happened. It was just over with.
Kincheloe was flying chase and he
laughed and he thought that was
the funniest thing he had ever seen.
He said, “Do that again.” And |
said, “No thank you.” When they
uncork, they really go ape. Gene
Matranga was running that pro-
gram. Early on, the F-100 had 30
degrees of plus and minus aileron
and about two inches of stick
throw. It was very sensitive. Two
inches and you got 30 degrees.
Later on, they doubled the stick
throw to four inches on each side
for full aileron. But his study was
to seeif we really needed the full
30 degrees of aileron. I’'m quite
certain they changed that later on,
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‘cause it was awhole lot more
aileron than you could live with. |
don’t remember if there were any
simulations about that.

William (Bill) Dana

Note: These comments from Bill Dana’'s
interview have been edited to eliminate
some discussion that seemed unrelated to
the main theme of the personal account.

The original interview—along with all the

others that are included as personal
accountsin this document—are available
in their original form and will be (with

any other pertinent information collected)

in the Dryden Historical Reference
Collection.

X-15 Simulators

Dana: | came here the first of
October of 1958. To put that in a
time perspective, it was about two
weeks before they rolled out the
first X-15 for a press conference at
El Segundo. And | remember Vice
President Nixon was there. | wasn't
at the press conference, but Vice
President Nixon was there. And it
was interesting that at that time |
was working on the X-15 simula-
tion that Dick Day had. | don’t
remember how many degrees of
freedom it was. It was probably
only three. It was probably pitch
axis only. Because Dick was
looking for the maximum Mach
number and maximum altitude he
could get out of the X-15 with the
interim engines [two XLR-11s
instead of the single XLR-99
designed for the X-15] init. That
was the program he was doing, and
| was his cockpit pilot.

And about the only thing | remem-
ber about the technology was that
Dick had to run a check case every
morning to make sure the analog
computer was putting out the same
output it had put out the day before.
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And as soon as we got that check
case doneto Dick’'s satisfaction,
then generally the simulator
worked all day reliably. | remember
one of the sim engineers, of course,
was you and one was John Smith.
And the third one | remember was
J.L. Samuels.

Then about 1961, as| remember,
we moved the X-15 simulator [iron
bird] up from El Segundo. Y ou
might remember exactly what year
that was. And then we became
really pretty sharp in our simula-
tion. We had the inertias of the
control surfaces simulated and real
hydraulics driving the actuators. So
we had actual hysteresisin there.
And it was avery good simulation.
| didn't fly the X-15 simulation
that came up from El Segundo
much until | got in the program
much later, in mid-1965. So from
about the time the simulator moved
up from El Segundo to when |
checked out, | did not fly the X-15
simulator very much. But it was
considered a high-fidelity simula-
tor at that time.

And | remember one anecdote
about it. The electronics for the X-
15 simulator were up in the room
presently occupied by the center
director’ s office and the executive
conference room. And there were
literally about 1,000 fusesin that
analog simulator. And every time
we' d have a summer electrical
storm, why it would blow every
one of those 1,000 fuses. And J.L.
[Samuels] would walk down the
back of that analog computer with
one bucket full of good fuses that
he was putting in and another
bucket he wasfilling up with
burned out fuses that had been shot
by the lightning system. And the
only technicians whose names | can
remember from those [days were]
Dick Musick and Bill Sebastian. |
guess we had Gerry Perry. And



then from ' 65 till the end of the X-
15 program in 1968, | worked on
the X-15 simulator on an amost
daily basis. Sometimes I’ d spend
50 hours simulating for one ten-
minute flight if | had the time
available due to weather or the
aircraft [being] out of commission.

There was something else | wanted
to say about the X-15 simulator.
Oh, it was interesting that one of
the X-15s had a research instru-
ment panel init. It had vertica
instruments, which were the rage in
those days, as contrasted to the
round dialsthat were in the number
one and number two X-15s. The
number three X-15 had this re-
search panel, which was very
significant research at that time.
And the X-15 was achallenging
airplane to do instrumentation
research in. [See photo E-11778 of
the X-15-3 instrument panel.]

But the interesting thing was that
we had to build two separate
instrument panels for the X-15
smulator. We had one with the
round dials, and we had another
one with the vertical tapesin it.
And these were heavy. They
probably weighed a couple of
hundred pounds. They were more
than one man could wrestle in and
out of the simulator. So we had a
little fork-lift—alittle cherry picker
that we lifted the round dial
instrument panel out of the simula-
tor with when we were going to fly
ship three. And we dropped the
vertical-tape instrument panel in
with that same cherry picker and
then “flew” our simulation. And
then when the next pilot came
along, why we put his instrument
panel in. And it wasalot of admin-
istration, but it worked very
efficiently.

And we flew the analog X-15
simulator all the way to the end of

the X-15 program in 1968, and
then | went into the lifting bodies—
first into the HL-10 and then into
the M2. And the engineer | worked
with most on the lifting bodies was
Jack Kolf. Hewasaflight planner
for both the HL-10 and the M2.
And the lifting-body simulator, in
contrast to the X-15 simulator, was
digital. And now of course, we
think of digital simulators as being
the Cadillacs of simulation. But it
wasn't always so. At the time we
made the transition from the X-15
to the lifting bodies, the analog
simulator was quite mature and
well-developed and the digital was
anew thing. And we had alot of
trouble—alot of reliability prob-
lems—with the digital simulator.
And | think that’s alittle vignette
that ought to be recorded because
now we think of digital computers
as being quite reliable and quite
capable. But it wasn't always so.

Waltman: We did have adigita
computer in the X-15-2. It was an
interesting period going from
analog to hybrid.

Dana Yes, it was. That'sright. |
had forgotten the hybrids. But you
were definitely right about ship
two. A portion of the X-15 number
two simulation was digital. And
they weren’t very reliable because
the digitals weren't very reliable
for awhile.

Other Simulations

And when the M2 program—the
M2-F3 program—ended in the fall
of 1973, | went on to the sub-scale
F-15 program. | was alternate pilot
on that to Einar Enevoldson. And |
flew some sub-scale F-15 simula-
tions.

WEell, | can’'t remember any other
programs before’ 75 that | flew
besides the rocket airplanes. There
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probably were others. | guess we
had a Vigilante [A-5 (1963)]
simulator. Don Hughes would have
been the principal investigator on
that. And | think we had a Vigilante
simulator up. But | don’t remember
much about it. And | don’t remem-
ber any of the other participantsin
it except Don Hughes, who was the
principal investigator

| think I’ve mentioned about all the
early playersthat | remember from
simulation. Dick Day, of course,
was kind of the father of analog
simulation. And | worked with him
on the X-15 early in the X-15
program. He's got just about total
recall. So you'll get alot of infor-
mation out of Dick. I’'m having a
little trouble dredging up players.
Y ou and Ed Videan and John Smith
were in simulation when | got here.
And | think you and John were
mainly working analog.

John [Perry] was probably herein
'59, if | remember correctly—'59
or '60. He was an early comer.

| remember one other little vignette
about the M2 simulation. We didn’'t
use this technique during the flight
program, but we investigated it on
the simulator after the flight
program was over. And that was
that rocket pilots always com-
plained that the mission went
faster—seemed to go by faster than
the simulation did. So Jack Kolf
had the idea, why not run the
simulator at faster than real time
and see if that reminds the pilot of
the actual flight. And we did that on
the M2-F3 simulator—ran the
simulator at faster than real time
and experimented with 1. 2and 1. 5
times the real time and finally
empirically came up with the idea
that about 1.4 timesreal timewas a
good representation of how the
mission appeared to the pilot in real
time. And so Jack did some redl
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ground-breaking work on the
simulator. And that would have
been about 1974.

Waltman: Yes. | got some stuff
from Bob Kempel just the other
day, and he said the same thing.
Thisfaster than real time seemed to

Dana: More accurately simulate
the boost portion of the flight.

Thomas C. McMurtry

Supercritical Wing Program

| came herein late 1967. Thefirst
program | really got involvedin,
that had any simulation associated
with it, was the F-8 Supercritical
Wing (SCW) program. Wilt Lock
was the controls engineer on that
airplane. We spent alot of timein
the simulator looking at gain
schedules, looking at the modifica-
tion to the control system. The
simulation activity was never one
that | got enchanted with [and |
never] spent alot of time looking at
the approaches to simulation.
Instrumental from my view was
putting together a usable simulator
that served two purposes. One was,
we had not flown a significantly
modified airplane. It wasn't a brand
new airplane, but one with the new
wing on it, a change in the configu-
ration. The basic airplane had an
arrangement where the fuselage
moved down and changed the
incidence angle for landing. And of
course we didn’t have that. But
there were alot of major changesto
the control system that had to be
done to make the airplane have the
flying qualities we wanted it to
have, and aso to see what kind of
performance we thought the
airplane would have. It served the
purpose of preparing for the
characteristics of the airplane from



a stability-and-control level and
[for] me as apilot. Wilt worked the
auto-gain scheduling and every-
thing. | obvioudly factored in my
thoughts about the qualitative
judgments of how the airplane
behaved.

The second thing that the simulator
provided was mission planning.
The benefits | got out of the simula-
tion—the engineering simulation
approach, where we had just basic
cockpits, basic controls—were
adequate. | felt for my entire career
here at NASA that that was all we
needed. We didn’t need a mockup
of the cockpit with all the frillsand
fancy furnishings that airplanes
have. The engineering simulation
approach has been completely
adequate, in my view, to provide
the benefits that a simulation can
provide to a piloted program.

Again, thefirst program | was
involved with that really used
simulation to a great extent was the
F-8 Supercritical Wing Program. |
also got in on the F-8 Digital Fly-
By-Wire Program—participated in
the simulation there—but that was
driven primarily by Gary Krier as
the project pilot. I’'m trying to
remember who led that simula-
tion—Wilt Lock wasinvolved in
that pretty extensively, also.

Then the other program was the
Lifting Body Program. | only flew
two flightsin the X-24B. | used to
go out and fly the F-104 and
practice simulated approaches with
that airplane. My experience with
the simulator was pretty limited.
The Air Force had the simulator. |
spent alot of time practicing with
Jack Kolf. By that time, the simula-
tion had really matured. They kept
enhancing the simulation based
upon the results of flights. The
simulation was a great preparation
for me to go out and fly a couple of

drop flights on the X-24B.

All of the simulations, from my
view, were beneficial in that they
provided the mission planning and
gain settings. They gave us a good
look at variances in the behavior of
the airplanes, especialy in stability
and control. The analog systems
did that well enough, | thought. We
could look at some variations as to
the good characteristics and
changes that made us start to be
sensitive or overly sengitive. |
thought we were able to do that
effectively with the smulations
that | was exposed to. Interestingly,
I made anote. The first flight of
the F-8 Supercritical Wing air-
plane, for example, that | got to
make. When | came back, | have to
tell you honestly that it was so
much fun and so exciting and such
athrill to fly that airplane the first
time, that | probably would have
said that the simulator was exactly
like the airplane or the airplane
was exactly like the smulator, |
should say. | think that oftentimes
it takes aflight or two before a
pilot is ableto feed back to the
simulation. Well, obvioudly, there
is quantitative data that you can
use to change the simulation. But
the qualitative data sometimesisn’'t
completely effective until the pilot
has had a chance to fly the airplane
acouple of times. ‘Cause that first
time you are so excited, so enthusi-
astic that you could make it al
work. Unless there was something
that wasreally major, it is pretty
hard to sort out the minor differ-
ence between the simulation and
flight.

I mentioned that the engineering
simulation approach has been an
adequate approach here at Dryden.
Another thing that | would add to
the engineering simulation ap-
proach is that, the way we do
business here, a pilot preparing to
fly something that is new and
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unique could go out to the airplane;
alot of procedures can be devel-
oped between the time that is spent
in the cockpit before the flight
takes place and [timein] the
simulator. So you don’t need afull-
up ssimulation to develop all the
procedures that are needed to
accomplish aresearch test-flight.

Moving-Base Simulators

Moving-base s mulators add some to
asmulation. | do believethat. It's
another characterigtic that is added to
your total perspective. To say,
though, that moving-base smulators
add adimension, big step, and a
great dimension to smulators, quite
honestly | don't fedl [that they do].
They do add something.

Visual Presentations

Thebiggest need in smulationisan
accurate visual presentation. That's
the feature of smulations, in my
view, that is most lacking even today.
I’ve not stayed with smulations and
looked at the most modern smula-
tions. | did go up to United Airlines
and flew its 747 simulator. They
have somefairly recent technology
there. It'sgood simulation, it's good
visual presentation, but it’s till not
real-world; it' sgot along way to go
to get to that point.
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So, moving-base simulators do add
to a better representation of a
vehicle' s characteristics—both
[with respect to] performance and
[to] stability and control. And then
the visual presentation adds
another dimension. But | still say
that the engineering approach taken
here with a minimum of visual
display and no moving base has
been adequate.

Aircraft Speed Is a Factor

Another thing that strikes me: the
speed of the vehicle is definitely a
factor here, too. Now, the ssimula-
tionsthat | have been associated
with, with minor exceptions, are
subsonic activities. I’ ve flown the
SR[-71] smulator alittle bit—for
several hours before | flew the
airplane for onetime. I've flown
the F-15 at supersonic speeds, and
some other vehicles. Obviously a
vehicle like the X-15 had different
cuesto the pilot that, | think, would
have [made] avisual representation
more beneficial to them. On the
simulations for the F-8 Super-
critical Wing and others, the
engineering approach was adequate
without areally good visual
presentation. The faster you go, |
think, the greater the need isto
have areally useful visual display,
at least when you get down in the
atmosphere and you are starting to
make approaches and landings.



Finale

Thisisour story. It was interesting and
challenging. It started in 1955 and went to
the mid-’ 70s. Analog/hybrid simulation
had run its course and, after about 20
years, was no longer the preferred
method. Analog computers were not able
to keep up with the advances being made
in the airplanes we were simulating.
Digital computers had grown up and were
the better type of computer to use. We had
to move on, and the present simulation
laboratory is doing that.

Thiswas the end of avery exciting period
in the history of the NASA Flight Re-
search Center. Those of us who were there
(and I’'m sure | speak for most of us) are
al very happy and proud of having been a
part of that history. In a sense, we were
the “barnstormers’ of flight simulations at
the FRC. Looking back on this period, |
will never regret the decision | made that

very first day when | was given the
opportunity to work in the simulation
laboratory. Simulation is an important
component of amost every flight project
that Dryden isinvolved in. The analog/
hybrid simulation systems of the NACA
HSFS and NASA FRC were an important
foundation in the development of today’s
capabilities. Dryden is aunique institu-
tion. So, too, isthe Dryden Simulation
Laboratory.

The X-15, the Lifting Body, LLRV,
GPAS, the F-8 DFBW, and other flight
programs owe a ot to the simulators that
we built. It is difficult to imagine any of
these programs having been as successful
asthey wereif simulators had not been
included.

For those of you who are a part of the
present-day simulation facility, you have a
strong and proud heritage—keep up the
good work. | say that both as a commen-
dation and as a challenge!
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Fon s _ i o Bawards, California
« S : o L . March 11, 1955

4

_MEMORANDUM for Engineering Division Chief

_SubJect: The determination of the directional stability parameter,
v Cnﬁ’ from flight data. : '

1, - During a recent analogue computer investigation of .the
F-100 ‘airplane, certain discrepancies in the results. were noted.
Although several particular flight motions were duplicated by
gssuming 5-degrees~of-freedom and using the best flight and wind
tunnel determined stability derivatives avallable. at that time,. .
when the system was subjected to a simulated rudder pulse the
period, as measured in  f§, was considerably different from the
. flight measured period of the actual airplane.

, 2. oince there was some doubt at that time about the level'f:*
of directicnal stability of the airplane it was decided to vary . -
.the directional stability paramster, -Cp 'y . over a sufficlent

range and observe the period of lateral motion resulting from an =
abrupt simulated rudder pulse at an angle of attack of 5 degrees
(level flight attitide for M = 0.72; h, = 32,000 feet). The
measured periods were thep substituted Ento the single-degree-of-
freedom equation which was- used to determine the value of Ch

from £light and the resulfs indicated large differences between f
~the values used and the values determined by the single~degree— L
of—freedom method (dashed and solid lines, fig, 1) ‘

3. At this point 1t was deemed necessary to re-evaluate the
_ method of determining the directional stability parameter, Cp ;

~from flight data. The 5-degree-of-fresdom, ‘body. axls system
equatlons: which -were used in setting up the-investigation were
considered.: A logical and systematic. approach was taken in an
effort to-arrive at an equatlon for determining - Cn|G which would

combine simplicity and _accuracy. It $eemsd neceasary to include
- the term. ap  in the.rp equation. The derivatlon is presented
in Appendix A. The 'simple formula below was derived to partially
‘Include tnis affect in the determination of OCp nge
! Ny

%-‘—z.

“JI
75 ( gsb * Ty Qﬁuisz

¥

For this case the. iXZ term was neglected since the airplane under
v-x ' .

_investigation had s very Iow incllination of the principal axis. S
For airplanes with- relatively largs principal axls inclinations,
it would be: necessary te include the IXZ “term.

Iy

Appendix 1. Memorandum for Engineering Division Chief, Richard D. Banner and Albert E. Kuhl, “ The determination
of the directional stability parameter C”b from flight data,” 11 March 1955.
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The above- equation Andicated the effects of the initial angle
of attack, the inertia parameter. IZ, and the effective dihedral

Ix

_parameter'.Ci ‘none- of which were’ consldered 1n the single degree—

ofifreedom equation for CnB which was previously thought valid
for airplanes with- small ‘princlpal axls inclination.;‘

u. An analogue computer was used to. establish experimental

.verifieation of the analysis end to ascertain the magnitude . of

the effebts of variations in the efféctive dihedral and the inlitial "
ngle of atteck. An angle-of-attack range of - from 2% to 79 was
investigated since mest flight data: would fall in- this range, and

a range. of CLB of from 0.015 to 0.2L per radian. The regults of

these studies are shown in figures 1 and 2 and are self expidratory.

5.. As a_further check on the validity of ‘our .assumptions iIn
reducing the S-degree-~ol-freedom system to the simple formula
for: Cp,. -as given herein for thils analysis, studies were made on

the analogue:‘computer- over the angle-of-attack range from 2°. to

“79 with fizst the complete S5~degree-of~freedom system and then

with the modified 3-degree-of-freedom system (holding angle of
attuck tonstant throughout the maneuver). The results verified
the assumptions, indicating essentially no differences in thre
period of the lateral oscillation of the S-negree-of-freedom
gystem and the 5 dearee of-freazdom system (boldinp a. COUJtdﬂt)-

6,  The periods of the lateral oscillations obtdined when  C
apd the 1nttial arngle of attack were varied indspendently, holdlno

C,,. constant, (flE. 2) were then substituted in the revised

equation for determining Cnﬁ.' The results are presented in

figure I and show: good agresmert. For comparison the: values ei
Cnﬁ &s determined by the single—degree of~-freedom method are also
shown.

7.. Since current intsrest 1s largely centered arcund the
lateral stabllity problems of present high speed airplanzs of
high wirg Josding and low'inCidence perhaos 8 re-gvaluation. of
their level of :directional stabllity would be in order, particularly
for the airplane urider consideration. 3ince it appears that-the
effective dihedral should also be . considered, even wlth alrplaness
naving small principsl axils inclination, 1t would apiear that wind-
tunnel studieg would be necessary. In any case analogue computer
studies seem imperative. e : : '

“§\§§3\\\\ {\\\\\\ ‘\' Q\LZ‘V? -
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8., It is felt that analogue studies a_milar to the above
should be made to verify the suggested method as a generalized
case, and-could be published in report form as a better method

for determining CnB about the body axis from flight.

é éﬂ-'\&m L
ichard b anner

Aeronautlical Research Scientist

GAlerd & Kb
_ Albert E. Kuhl
~ Aeronautical Research Sclentist
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| TRATNTNG CONSTDERATIONS DURING THE
X-15 DEVELORMENT . ‘ SR
- ‘ _ |
e Richard E. Day

P

Research Scientist, Flight Research Center
National Aeronsutics and Space Administration
'‘Presented to the Training Advisory Committee of the

~ Natlonal Security Industriel Association. -

. Los Angeles, California
November 17, 1959 ‘

s sarsans iy

Fé3-adrr

A

Appendix 2. Richard E. Day, “Training Considerations during the X-15 Development,” paper presented to the Training
Advisory Committee of the National Security Industrial Association, Los Angeles, California, 17 November 1959.
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TRAINING CONSIDERATIONS DURING THE X-l5 DEV'ELOPMENT
Presented to & Meeting of the NSJ'.A, Los Angeles, Calif,, November 17, 1959

bty Richard E. Dey

The FASA Flight Research Center, during its 13-year history, has hed the

,respons1bility of extending the envelope of’ manned flight to ever-increasing

epeed end altitude., In eerly programs it was necessary to live Wlth a minimum*
of frainiog aids 'in- planning and co_nducting flight projects. As time has
progressed, more and more training aids have become aveilable for uge, and it
can be safely said that without somelof these aids the X-15 program .would be
50 liazar'dous‘ as i‘.o be impractical, Anoeher reagon why training aids are |
presently of the utmost Importance i..s the finencial aspect. If the current
ratio of airplane cost to the number of expected flight's is considered, the cost

per flight is found to be extremely high. In addition, fiighte mey be relatiw'rely

infrequent'. Consequently, from the time cost considerations s it is essential

that the pilot be trained to peak proficiency in order to obtain the maximm '
ammmt of resesrch information in the minimum amount. of time,

’I‘his paper reviews briefly: ‘some of the ea.rly uses of pilot training a.id.s in

“research 1nvestigations. A pertinent f.light trajectory of ‘the X-15 research air-

plane will then.be summarized and the various training aids tha.f have been, and

-are 'beiné, used in preparing the pilo’o for flying this trejectory wili be in-

dicated.. . :

This paper ie _concerned prin@:ily with X-15 pilot. traininé_. i‘mplications
of fraining- %-15 support per_éonnel wili be one of the subjects of the following
PapeT. ' |

In developing training aids and methods for the X-15 program, the NASA hes

_ been fortunate in being able ~to draw upon a considerable.background of experience'

from previous research airplane i)rogt'ems.

H-15T
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Prior to the géneré.l e.ccedp‘l_:ance of the anmlog coﬁxputer ; essentlally no
gx'oun&-training devices vere employed by the NASA in guiding‘r'fligh'l; tesﬂng

of research sirplanes. Rather, gradusl in-ﬁight vuildup to design conditions -
was d_ependéd upon.  However , certain types of control probieins are not amenable
to this approaech sinéé they a.re. cherscterized by ébrupt and :violent. ins;fabilities.

’As eariy as 1953-54 the X-:'L and X;3 research aiz:'pla.nes and some of the century
series fighters were experiencing violent motions sbout all '_bhreé aa:eé during
rolling meneuvers. These motions resulted from what is known as inertial roll

“eoupling and are ana;ogouﬁ ;t;o the instebility of = slow-spinniﬁg top or gyroscope.
At sbout this same.time_ the eleétronic analog compuf.er wag coming irﬂ;o its own
as a device fof soiviﬁg hi_ghly complex, ndniinear , @ifferential equations with
‘an adequate degre.e' p.f.engineeri‘hg ‘accuracy. Since the mechanics of .inertial'
éoupiihg vés qﬁite complex, the use of an analog was cbtained to detémine the
-causes and possible solutions to these problems.

Figure 1 shows the arrangement used in this study. The pilot observes per-:

’ tinent display informatioﬁ that has been calculated by the computer, !{is. control
feactions +o this disp].ay are then sent ba.ck‘ to the computer for interpretation
into modified displey information. ‘Thus a closed-loop solution is avallable for
real-time operation. it ghould be mentioned thai this procedure has definite
advantages. over 'I:he. open-loop approach; by _mcludmg the humen operstor i.n the
loop, the effects of inadvertent and corrective coﬁtm‘l inputs can be evaluated.
In addition, actual hsi'dware such as stability-wgmentatiop systems mey be in-

- ¢luded in th'e‘ 10015. From this study a logical training procedure evolved for
flight-test gﬁida:_xce in cfitical stability aereas. Figure 2 118*:.5 the 1oé1cal steps
that were developed .dnring the roll-coupling progrem:

| First, prefiight simlator .studies were inade to determine tﬁe flight con-

ditions and roll rates that would produce dlvergent motions.
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Second, noneritical in-fiight msmeuveré were made to determine the sta-
bility and control derivatives ,' inasmich as & simnlatér is_only as good a.'sr the
accuracy of the parameters used. - _ | |

Third, step one is repeated, using the most relieble date.

Fourth, the velidity of these Pinal simulatiocns is then checked by meking
noncritical flight rolls. - | | .

‘ The 1ast step involves a gradusl buildup to the most eritical conditions. - '
This close coordina‘cion of -simulator training and fllght testing has been .
used in probing many critical flight-researdéh areas., The method hes general
applicability and is being used in X-15 flight-test guids.nce.

It. appeara pertment at this point to review briefly the qua.hfications :
and experience levels of the X-15 pilots. The eight pilota presently on the
X-15 rostei‘ représent North Americen Avietion, NASA, the Air Force, and the
Navy. ‘The average .pilot is 36 years old, has been flying for ‘15. years, and hes
'spent'ha.l.f that time in experimental test flying. Each has. a Bachelor's degree, |
and several hav_e advance degrees.' They ere ell volﬁ.nte:tily in the professi'oh,
so that creating motivation is no problem.  These pilots have lived with fhis
program since its inception. and heve made valua.'bie eontributions to .thé d.esiéﬁ,
based upon their experience in previous resesrch-airplane jprogx;a:ns.

Before discussing X-15 training dewfelopments, perhaps 1% would be best to
shoﬁ some . of the tasks ‘require‘d of the pilot. Figure 3 inustra_.tes a typical
design sltitude mission, with verious phases of thg flight indicated.

- The airplane is launched from the B-52 carrier ai:rplaﬁe near Wendover,
Utah. During the boost phase the pilot is exposed to as high as kg chest-to-
beck acceleration and, .consequ'ently, must resort to a side-loca.ted c&ﬁtroller.

After burnout the pilot. v111 experience several minutes of weightlessnesa. '

‘In this ballistic-flight regime the air is so thin that conventional eontrols
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are ineffective and reaction jets must be resorted to. 'l'he. next phese of flight, -
the reeutr;y, is perhaps the most critical from the standpoint _of stebility, con~
trol, heating, structural losds, and the pilot's acceleration ehviroﬁment.

After. recovery, the airplene is vectoréd t6 the dry leke at Edwards for a
lending. To date » the X-15 has been flown to only moderate altitudes with the
inberin engine, - '

The remainder of this paper will be devoted to a ﬂs@ssim of the training
development in the areas of boost » ballistic flight, entry, and landing.

To simuléte the various phases of the X-15 mission, an extremely elaborate
‘analog and smulator a.rra.ngement wes mechanized by North Americen Avietion to-
study in d.etail the overa.ll flight control prohlem from launch to landing.

Flgure L shows part of the vast analog-computer complex used in the X—lS prog'ram.
Coupled. to the ana.log is an exact duplicate of the complete eontrol—system hard-
. ware, inc_luding the pilot's displa.y and cockpit mockup. A photograph of this
general equipment is presented in Figure 5, and Figure 6 is & drawing showi.ng the
arrangement of th'e; cockpit. Note, in particulér, that there are three cont;*ol
gticks. A conventional center stick is provided for no:ﬁa.l ﬂ.ymg, and, mechan-
feelly linked with it on the right is & comsole stick for conmbrol under high ac-
celeration. The control stick on the left is provided for the rea.ctien-control
system. _

The initial simullator studies examined the control problem in the most
cr:_LticéJ. areas of the flight envelope, such as the tra\iéctory described previously.
D_ﬁ.ring the pilot-training progrem, optimm QOntrol techniques and boundaries for
reentry were established through a systematic st;xdy of pertinent wvarisbles .in~
cluding the effects of stability-augmentation malfunctions.

Although the relative 'diffiéultsr of various types of entries could be
fairly well estatlished, based on the static-similator progrem; it was known

that the pil'ot would be subjected to extreme accelerations for considerable periods
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of t:'une. Therefote , 1t was felt that sixmlation ) including acceleration, should
‘be accomplished to determine the validity of the static-simulator results.
Accordingly, a cooperative progra.m was conducted by NASA, NAA, end the Nevy,
utilizing the human centrifuge at Johnsville, Pa. For the first time the centri-
fuge was tied .into an enalog computer 80 that closed-loop real-time sinm.letions »
including accelerationa, would be possible. ‘A simplified sketch of the centri-
ﬁzge 18 shown in Fig\n‘e 7. To orient the scceleration irec.tor pi'operl;if, gondola
rotations sre superimposed on the normel rotation of the centfii’jige a.rm.. |

T4 should be mentioned that during the early'-centriruge teats, the original

' display arrengement presented a scanning probtlem under a.cceleraQtion. Modifica- ‘

tions were suggested by the pilots , and the mprovements were verified in the
centrifuge tests. :

The results of the centrifuge program general].y substantiated the sta.tic-
simule.tor results from the standpoint of pilot capa'bility and mdicated. that the
pilot could withsbtand prolonged.periods of high acceleration and ‘still perform
the task re@ired of him. The pilots indicated, upon interrogation, that the

most importe.nt benefit derived from this training program was that of establishlng

-confidence. Now they knew thet in the g field of the X-15 they would be a‘ble to

handle the airplane. One more u.nknown had been removed for the pilot.

One of the primaxry objectives of the flight program will be to establish
motion-simulation requirements for the X-15, which should be of great value in
determining the reguired sophistication of training devices foi- future vehleles.

One of the unique'fe’atui-es of -the' X-15 control systen is the side-located
aerodynamic conti‘olle_f. Inasmich as little previous experience hed. been attained
with a console controller of the X-15 type, an installation similar to the X-15
(Figure 8) was made in an F-107A airplane, The F-10T program ene,bled pilots to.

evaluate the in-flight characteristics of such & controller. Initial £light tests
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resulted iﬁ pilots favoring the center stick because of o’v'ercontroi due to
sensitivit&. of the side stick. However, after a nominel training perio&, the
pilots lear_z.ged to discipline themselves to smaller controi mpﬁts‘azﬂd. eirentually
favored the side stick in certain flight regimes. :
o The poﬁ_ion of_ the X-15 flight requiring reaction controls is ﬁ:&de under’
conditions of ze_fo g and cannot be simmlsted f;ar any apprecia‘bl.e length qu tﬁe
‘witﬁ ground-based simulators. | Consequenﬁly, the finel phase of“simulation.
training must be made in flight. Reactionaéontrol studies et the Flight Research
Center begen in 1955 wit{;h erude eguipment used in conjunctipn v_zith an analog com-
- puter. However, this lnvestigation established several requirements that have - .
been su‘bsté.ntiaﬁed byr many subsequent studies. _ |
The next development in this field was construction of what is known as tﬁe
"’IJ':'on Cross”. This simulator, shown in Figure 9, conslsts of two I-beams mounted
_on a universal joint at the center of grevity. To power the rockets, hydrogen-
peroxide fuel is metered thrdugh a valve and is act.iirated by a silver-'scréeﬁ
cafelyst. It should be mentioﬁed. thét the Iron Cross vaes devised primar_ily‘to
check opératio_nal cheracteristics of the rockets aﬁd control'-syétem hardyare end
~was found to be inferior to the B.ﬁalog a8 & tr-aining device. | )
The next logical sﬁep in the development of reaction cqntrois wés to 'insta.ll
them in an sirplane capable of achleving altitudes that would permit & significent
emount of time at low dynemic pressuré.- The Flight Résea.rch‘ Center has eqﬁipped
-en X-1 rocket resea.rch.airplane and an F-10bA with resction controls for this pur-
,pose.._ _ _
The last a.réa to be diséussed, that of tﬁe 1a.ﬁding,‘ alszo requires iraining,
gince the X-15 lending characheristics ﬁrg not confentional. The 'b'a.é.ie geometry\ .
of the airplene is such that considerably steeper ;and.ing approaches are encoun-
tered with the X-15 than with any previous researeh airplane. Figizre 10 il],ua-
trates a typical X-15 landing approach. For comperison, the conventicnal approach

path of an operationsl sircraft is also presented. The differences in glidé paths
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a_.nd g;round tracks are readily apperent. To train the pilots for the X-15
lending phase, éeverai .methods were r-:onsid.ered. First, an analog computei‘ was-
used with an oéci]_'l.oscope presentatioﬂ to indicaste approach att'itudé. This
gavé the pilots and engineers an understanding of the relative iméorta.nce of
the factdr§ affécting_ the"la:nding flere, Tut aefiniﬁely lacked the in-flight .
~ realism afforded by the rapid approach of the ground. A more sopl.:gi;_éticated
visual display technique is now beiﬁg developed at WASA for la.nding research on
advanced 'vehicles. The most useful training for the X-lS program was obtained
by employing a standsrd F-104A mirplene. By suitable scheduling of thrust -
and dra.g-p;‘oducing dev'ices, the mpproach path of an xfl5 could be very closely
similated, _. In ﬁractice 5 -the pllots were encouraged %o build up %o the steep
i:aths in rafiona.'l. .steps. Should long intez’#alé occur frecmenfly ‘petween X_-.‘LS
flights, the piloté will pi'actice these approaches izmnediately priér to a‘sched-
uled flight. ‘

In cbnclusion; the potential role played by verious training aids in the
development of the ;{—15_ program has been ghovm. Fﬁture flight date will afford
.the unique .opporﬁmity to Iassess the true value of these iraining aids for the

X-15 and to esteblish fraining requirements for future vehicles.

178




T aanB1q

-

179



g 93ty

mzoﬁ_mzou ...Eomtmo oL dn- QJSm szmqmw G
m..m..mom Jqu_._._mo -NON 40 xumxo .m.xw_.ﬁ b

| ~ NOLLYT3HY0D ._.Io_j_..._ SR
mOm mu_aD._.m zo_._.d.._DEmm.._u_omn_dzE_.m_

mm>_hq>_mmo TJOUINOD
oz< >._._..=m<._.m mo zo_._.qz_ﬁmm._.wo ._.ijn___ ‘N

| © ev3YV VOO
mz_zmmkma E mm_oEm zo_E._:s__m .:._u_._n_ mmn_‘ .__

s_dm_womn_ ._.Io_u_m 023&300:.._401 z_ mn_m._.m .._40_004_

180



§
J

ann

181




Figure 4
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Figure 7
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GENERAL REVIEW oF PILOTING PROBLEMS ENCOUNTERED

DURING SIMULATION AND FLIGHTS OF THE X- 15

_ e Mllton O Thompaon ; ‘u.
A e e NASA Flight Research Center.
s ' Edwards, Callf."

The advantages ‘of simulation have been expounded on for years by englneers
and pllots, We ¢annob presently‘lgﬂore or fall to-take advantage of . the: pre=-i
dwctlon'éapablllty of 31mnlat10n in the dev"opment of &’ neW‘alrcrafi or f &

,vehlcle.‘ ‘The "~ i Ho complete must- th imuiation be to . ant &t he
’many‘p0541ble pr ¥ : ]

conquuéﬁces of " 1mulatlon def1c1enc1es. .
limitations: 1mposcd by the om1351on of complex and costly fllght env1ronment i
condltlcns.w_ ; : ; :

The X-15 fllght,experlence covels 1 w1de rang .
from.h;gh longltualnal~accelerailou boovt prof
landings. This ‘offers us aunigue. opportunlty'to'commcnt<on 8 number of
pertlnent p01nts rega;dlng 51mulat10n and s1mulat o)l rcqu;rements.f ’

| BEécRIPTIGN'OF'SIMULATdRs7

_ ey

Flgure 1 shows the hardware msckup of ‘the. X—l5 cockplt and control

. system with SLmulated ‘control surfaces.- Actua) eleéctronic, control componerits

were used.as simulator hiardware. Some-of the analog computing equlpment and
the plotter and recorders used in the 51mulat10n are also shown ..

For the mechanlzatlon of the complete 51x-degree-uf_freedom equaflons
of motion, which represented the. X-15 aerodynsmics, arnalog computers were
“used. ‘Nenlinear aerodynamic variables were programed as a function-of Mach
nuriber and angle of attack.:- '

The simulator was constantly updated wmth fllght data and hardware 1o
insure sccurate performance: and controllability matching for subsequent
flight simulations. The wind~turnnel derivatives, in geéneral, proved to
be. fairly . sccurate and’ little updating was requlred +o improve the
simulation .of the actual vehicle, Such factors as motionjy acceleratlon,
and visual displays were omitted because of the added complexity,” cogt,

and nonavailability of the necessary eguipment. - Other types of 31mulat10ns,
such as the F=104 and the centrlfuge, were resorted to in an attempt to,
ant1c1pate problems: resuliing. from these om1551ons. But, we still had prob—
lems. This; of course, 1is one of the.reasons for actual-flight testlng-—to
determlne whether there are problenms you thC not ant1c1pated T

1 n F
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. EFFECTS OF IMPROFER SIMULATION

For any type of simulation, it is-logical to ‘gquestion how complete the . --
simulation should be in teérms of cockpit-duplicatibns,“systems-operatiOn,__f'
' and flight-environment effects.  The X-15 experience shows that, at leash.i.
© for pilot traihing, the cockpit.éimulatidn,must‘be*as.complete as possible..

 Cockpit

" Two examples of seemingly minor differences between the simulator. an
the airplane illustrate the importance of cockpit duplication.: . Consider,
for example, an-incident in which the polarity of the simulator. switeh th
‘energizes the trim button wi - different :from that in: eia ne.

in the airplane’with a’ ; L polarity switch; :
- was no longer useful.:Byithe time he made the necessary. COrTe:

 so fer off the desired flight profile that.for iresearch purpos
‘was of limited usefulness. G AT T e

%

‘On snother occasion, an instrument was different in the airplane tha
in the simu;ator,'jThe{pi;ot;ghegk@d“the_panél-for‘the;position_of:the;
needle rather than for the actual reading... This also resulted in the.
being off the desired’flight, plan. . Both of thége differences betwee
simulator and ‘airplené were readily apparent prior to flight; howeve S
conseguences were not fully recognized until after the actual flight was. .7 . -
made. o o . : : o : :

Systems - 7 e L

Failure to properly duplicate systems_operaﬁionfand theaiﬁ-flighﬁ{ﬂ:

consequencés are illustrated in the following,ekample;_‘The_hydraulictouipyﬁ

o

of" the pumps ‘used to. supply “the simulator contzol system did not match.that -

of the airplané. During an in-flight maneuver, the pitot experienced @ i uie i,
" complete loss of ‘artificial pitch and roll damping and an ungtable control: .
system because of control-system feedback characteristics (fig. 2). Ao %
investigation of .the ceuse of the system instability: indicatéd that the .
high gain capability of this adaptive system could nct only saturete the
control-surface rates, but the actuator servo rate ‘as well. ~The pitch

gain was at a maximtm. just prior to the maneuver.- When the maneuver .was
initisted by the pilot. with a relatively low-rate pitch and roll. commnand, .
the system responded with'a signal to.the actuator servo that exceeded

the rate capability. - System damping of the airplane response began with

the first motions and, since the gain was at 8 maximum, the demping

signals were also asking for more .gervo actiator rate than could be,
supplied. Damping of these motions was achieved with a reducticn in’ L
pitch gain, which the: system evéntually scheduled. . This instability could. ..

not be duplicated in the simulator until the hydraulic-system output was . -,

increased to match that of the airplane.

2
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Structural Env1ronment :

Another om1331on An dupllcatlon of the fllght—env1ronment effects almost .
caused the loss of an -alrplane.. Durlng reentry from. an early altltude bu1ldup;
" flight, a severe vibration at 13.cps was experienced by the X-15 for. ap' '
mately 1, mlnute. -After the pilot. lowered the stablllty—augmentatlon-syste G
gain, and with an increage in: dynamlc pressure, the shaking ‘stopped. The ©
pilot landed without further incident.. -An investigation into the. cause’ of e
“the 'vibration (fig. 3)-indicated that &t low dynamic pressure in the absen e ..

of aerodynamlc damping the structurally llghtly damped horlzontal-tall ‘;5 -
surfaces were excited at their natural frequency by pilot coritrol 1nputs, “The "
£ X-15 inertial reaction to this oscillation was sensed by the stability-- ;
~,augmentatlon—system gyros which. cloéed the: loop through the control system.'
° This problem could have been predicted on'the flxed—base similator if:.
osufficient con51derat10n had been glven to the. posalblllty ofits occurr
AAn flight.: The: solutlon 4 ‘

-'system

problem.= -

Acceleratlon, Motlon, and Vlsual Cues

Even 1f the ccckplt and control systems are’ dupllcated the om1s31on
of* other.cues, ‘such vas racceleration, motion, and v1sual, ‘can result in

. some 'serioius problems.. Some examples are .given-in the follow1ng sectlons

to 1llustrate the possible effects on a migsion.

Acceleratlon o Acceleratlon cues were con51dered an unnecessary luxury
in the X-15 simulator.. The original X-15 pilots were exposed to typical =
mic s m simulations on the U.S. Navy's centrifuge ab Johnsville, Pa., bq;

TR
not for training simulation purposes. These tests were primarily to deter-
mine the. detrimental .:ffects of acceleraﬁlon on controllablllty during:
typical speed and altltude missions.

Later: X~15 pllots had part1c1paied in varlous centrlfuge programs but
‘had not been subjected to X-r5 m1531on acceleratlons durlng the tralnlng
-perlod . : ;

The lack of acceleratlon capablllty in the X¥~15 simuwlator has not
resulted in any serlous problems during the flight program. There have
“been surprises, though, and some more subtle ~Ffects on pilot impressions
“as & result of thls Omission. . o Lo T '

FE A typlcal altltude migsion is shown in flgure L. Nbrmal az “and
lorigitudinal: - ay’ acceleration are shown in the lower plot. Prior to my
first flight, my practice simulation had been- done. in. a relaxed, head-
forward position. = The longltudlnal acceleratlon at englne light forced
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‘my head back into the headrest and prevented even helmet rotation. THe
1nstrument-scan procedure, due to-this head position and a sllght tunriele
vision effect, was gquite different than anticipated . and practiced. Thé ac-
celeration’ bulldup during engine  bilrn {bg max} is uncomfortable enough to . _
convince you to.shut the engine down as planned. ThlS 1s the flrst alrplane
I've flown that I've been happy to shut dOWn. ' '

Englne shutdown does not always relleve the 81tuatlon, though 31nc'
in most cases, ‘the deceleration’ immediately after” shutdown has you hanglng
. from the. restralnt harness, and 1n a strange p031t10n for controlllng.

Sonme of +the more subtle effects of lack of acceleratlon durlng 31mulat10n
are apparent tc even experienced X~-15 ﬂllots Tt is’ quite’ common to: experience
~vertigo durlng various flight phases. Initial rotation to. the desired ‘cli '
. angle requires from 20 seconds to, in gome casesf'ko seconds dependlng '
. desired- cllmb angle : Th_ average rota$1onal g1 2.0. It doesn,
© much time, ‘but i i The: ot 8 p )

because of -the ' ] The Tesu % the 1
- swesrs He is g01ng“stra1ght up and'on a number of ‘occasions ‘has’ push _
to’ look for +the horlzon “This has resulted in low peak altitudes & numbex
of times, partlcularly when the ¢ vernier. or pltch-attltude 1nd1cators
have been in. error or falled to operaie properly.» ‘ S -

The duraﬁlon of hlgh z (3 to 6) requlred to effeet a change in fllght G
_path at hypersonic:speeds is also Hard to get usged to.: A pullout from .7
350,000 feet with a negative 40°. flight-path sngle at M 5.4 requires i
an average 5g° for 20 seconds A lQ° headlng change at M = 5.3_ réquiresf T
3 for 20 ‘seconds. : R B : R e

On the lOWhg 51de, an initial climb angle of 25 at a ve1001ty_qf7

3000 fps requires Lo ‘séconds of - zero g flight to kill off the rate of cllmb
durlng whlch tlme you have.climbed an addltlonal hO 000 feet.

"At low dynamlc pressures (less than lOO psf), 90 bank angles for : e
prolonged periods may only result in 10° to 20 headlng changes ‘because of:
the lack of g capdblllty _ _ .

Most 31x-degree~of-freedom 31mu1a$10ns w1ll accurately predlct these
situations, but it is quite different when you actually undergo this, since o
you tend to relate g-time situations to previous experience.  Subsonic

. Tlight experience shows much greater flight-path changes resultlng from.
these same. combinatiocns and you: are-convinced in most high=velocity
51tuatlons that you have exceeded the requlred fllght—pamh change.

Visual.~ Visual cues were algo omitted in the X-15 s1mulator. As a .
result, several lmportant phases of flight. could not be realistically
evaluated. Approach flare, and landing have always been accomplished
by the pilot using. out-the-window information.- Using visual cues, the
pilot is continually adjusting his situation right up to touchdown, .

- since his capablllty to Judge dlstances, helghts, end closing rates ig
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1mprov1ng w1th prox1m1ty to the ground. The control rates, frequency of N hut
control input, and the emplitudes actually used during an X-15 ‘approach. and
landing exceeded thGse used -in any other mission phase.  These control
.. motions ‘had.not been fully apprec1ated durlng fixed-base or airborne- o
" similations. . Control-surface rate, cepability was’ subsequently increased to.? 2
insure. agalnst a p0551ble pllot-lnduced osc1llatlon durlng approach flare,'
and landlng. - : L g

A postflare floatlng problem, pecullar to the X;l5 w1th the adaptlve
‘control system, was not anticipated because.of ‘the inability to properly. ‘
simulate flare and landing. - This partlcular problem. is-a result. of the’ lack
of speed stablllty An a rate commandicontrol system. - Lack.of speed stablllty
- was apparent from: 51mnlatlon, ‘but - the effects on; approadh, flare, and landlng L

Maln—gear landlng 1oads Were. mnch hlgher than antlczpa_e . R
landing simulations might have indicated this. COndlthn.s These excess1ve
maln-gear doads -were.due to a natural pllot control response. As a resul
of gear geometiy, on maln-gear touchdown, the nose tended: to. pltch dovn
rapidly. ~The pilot and. the stability augmentetlon system responded Wlth
_increased nose-up- stablllzer. The  aerodynamic. 10ads produced by the 1arge
" horizontal-stabilizer deflectlons added to the. rebound Toads follow1ng noge-
gear contact could: exceed by 50 percent the initial’ main-gear, doads.: ATS ¢
push or nose-down control 1nput is .now used to allev1ate these aerodynamlc
loads.

Several other problems have béen encountered as’ a result of the lack

of proper: simulation of the flight phases in which “the pilot uses external
_vision.’ One pitfall-was- avoided, however, which.is normally encountered .=
in simulator evaluations of flare and landing. Flare and landlng k e
simulations not done .in. flight tend to indicate the desirability of a flare :
from maximum L/D as opbimum. - Even with a ‘visual display, this:is generally
the resuld obtalnea; The reason for this erroneous conclusicn is the .
inability to handle postflare float time. Helghts of 2 t0.3 feet are.’
hard to Judge even with: the best visual displays;” and. c1031ng rate w1th

the runway, or a tendency to balloon, is not readlly detectable.

. X=15 performance s;mnlatlons using an F-lO# aircraft durlng approach;
flare, and landing indicated the desirability of -extra airspeed during

- approach and flare. This ‘additionel speed. provided better control

capability throughout and gave the pilot ‘an extra g margln during flare %o -
adjust his rate of flare as his percepbion improved near the ground. -The
postflare time provided by the excess airspeed preflare was useful in
meking final adjustments prior to touchdown and for extending the gear after
flare completion.  There is 1o problem in handling postflare float time
-during en-actual landing.' X=15 float times of 15 to 20 seconds “are common
and, even at the high touchdown alrspeeds (190 knots), vertlcal velocltles -
less then W fps are common. - .

193




- A v1eual dlsplay is not adequate for landlng 51mulatlon unless 1t can
stimulate the pilot to respond with the same- control rates, fréquencies, rand
amplitudes as obtained in flight. "It is also not-realistic if it does not
prov1de a: pllot Wlth the capablllty to handle postflare floatlng.

Motlon. Angular motlon cues were also omltted in the X- 15 31mulator.u

- Iinear and’ angular accélerations.can affect the pilot's control capablllty“
to respond to'a particular flight condition. ' In certain instances:the -
motion cues:will. as51st “the pllot 1n controlllng the airplare. In ‘other :
situations, these same motion. cues may .cause the pllot to 1nduce, eustaln, i
or feed an’ alrplane osc1llat10n, : S S R R

A lateral—dlrectlonal problem encountered in ‘the XulB w1th the orxglnal :
tail design gave-us an opportunlty to evaluate the effect of motlon cues: o
pilot control capablllty.- ‘An F~100C variable-g : b
.further 1nvest1gate ‘this: condltlon dn-fligh 8 78z
o flgure 5vu-During the 1n1t1al portlon of th 1me‘hlstory; he
-..8 center. stick). attempted to hold the stick fixed. pla
caused the" pilot’ to 1nadvertently apply §inall ‘control 1nputs
the” amplitude 6 the oscillation. The" 0801llatlons damped, ik
hands off. When the pllot attempted to apply conventidrnal co >
conkrol; the amplltude again increased. The use of & side- stick in the
X-15 allev1eted ‘the’ problem’ of inadvertent control 1nputs "An: unconventlonal-”
control technlque, which' was developed on'the simulator and demonstrated _
in £light,” could: enable tHe pilot o control: and effectlvely damp thig type -
", ofrairplane motion:~The lack of motlon in the flxed-base s1mulator prevented )

a full appre01at10n of this partlcular problem.._'

CONCLUDING REMARKS :

Although relatlvely sophlstlcated flxed-base similation of the X-l5 kil
was ‘generally satisfactory for flight-mission etudles and fllght envelope—
controllability investigations, it was ungble to predict all of the fllght
problems experleneed, ‘particularly when dlfferences in aerodynamlcs, :
control system, or cockplt equipment existed between simulator and alrplane. '
A constant updating of the simulator is therefore required. Absence of -
aceeleratlon, motlon, or visual cues in the simulator has limited the .
adeguacy of pilot training for specific flight phaees and sometlmes '
resulted 1n surprises or 1n-fllght problems. :

The actual fllght environment’ must still be 1nveet1gated since the
effects of apprehension and. anxiety on the pllot cannot ‘yet be simulated..
It is simple to evaluate a flight. ‘condition on & simulator, rate it
- subjectively, and reset when you lose control. . Until a reset cepablllty is
prov1ded in the airplane, the guccess of a mission is still up to the pllot.'
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APPENDIX
THE ANALOG SIMULATOR PROGRAMING
By Robert E. Andrews .

INTRODUCTION

) This appendix presents the equations of motion which were simulated
and a description of the mock cockpit. Also presented is a discussion
of the difficulties encountered along with some of the checks perforumed -
tc verify the simulator results. A complete schematic diagram of the
anelog simuletion is shown in figure 12.

 REPRESENTATION OF THE ATRPLANE

The airplane was represented by the five-degree-of-freedom equations
with time-varying coefficients. The equations were written sbout the
Principal bedy axes and are as follows: ‘

s - Iz)qr+qub[clBB +c15h.(BR-BL) +clav5v+Ebv-(Clpp+czrr):’ (1)

I,q = (I~ Iy)pr +q,88 [Cmo“cma“*% Cag,, (55 +21) ‘o (Cmq“cm"‘éﬂ "
| ‘ (2)

I,r = (Ix — Iy)pq_ + qub[CnBB + C“BVBV + Cnbh.(BR - 5L) +

2 {eaer + cnpp)] - By | (5)
. ' . 5
B=-r+ap+ %-[@15 - V8 + %—(Cyﬁﬁ + CVBVBV):] (4)
L

Appendix 4. Robert E. Andrews, “The Analog Simulator Programming,” originally publishgd asan appendix to Wi ndsor
L. Sherman, Stanley Faber, and James B. Whitten, Study of Exit Phase of Flight of a Very High Altitude Hypersonic
Airplane by Means of a Pilot-Controlled Analog Computer (Washington, DC: NACA Research Memorandum L57K 21,
1958), pp. 19-25, 30, 40, 47-53.
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' T B
=3-7ph *%[5“5.' Vo '%—CLQ"J \ %)

The coefficilents of these equations, which are functions of the

. Mach number and hence the flight time, eare presented in table III. These
expressions were obtalned by fitting polynomials to. the data presented in
figures 2 ta L,

It was necéssary'tobcompute the direction cosines 15, mz, and " nz

50 that the gravity forces could be preperly included in the airplane
representation. The following equations were used

) S B
Iz = 150 +j; (mBr - njq)dt - _ (6)
t . :
g = g +L (n5p - lBr)dt ‘ {(7)
t .
n5 = n50 +f (qu - IH5P) dt : . (8)
0] : . .
where 13 = -sin 8, ms_ = sin @, cos 8., and ng, = cos $o cos 8.

PILOT'S DISPLAY AND METHOD OF CONTROL

The pilot's control station contained oscilloscopes to display the
roll angle, sldeslip angle, angle of attack, heading angle; and pitch=-
attitude angle. It also contained a conventionel center control stick
and ruddér pedals. Figure 5 is a photograph of the control station.

Two different display combinations were used during this investiga-
tlon. The same information was displayed in each but the location was
different. The iInférmation was displayed on & 5-inch dual-beam oscillo-
scope in the form of an inverted T which rotated zbout 1ts own axis and
also translated horizontally and vertlcally. Two rectangular oscillo-

scopes, each 3 by-l% inches were arranged'to show their displays through

a mirror. One was mounted in a vertical Positicn to the left of the main
.oscllloscope and the other was mounted horizontally ebove the maln scope.
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- " The first display combination, called the B-¢ display, presented
_engles of attack, sideslip, and roll on the center oscilloscope and the
pitch-attitude and heading angles on the left auxiliary and top auxillary
oscllloscopes, respectively. The - inverted T rotates through en angle
equal to the roll angle of the airplane, clockwlse for positive angles.
The angle of attack translates the T vertically, upward for positive
angles, while the angle of sldesllp translates the T horlzontelly, to the
left for positive sideslip. - The display on the left -auxillary oscillo-
scope presents s horizontal Iine which translates vertically with the
pitch-attitude angle; upward for positive angles. ~The top auxiliary
oscilloscope presents & vertlcal line which translates horlzontally with
‘the heading angle, to-the right for positive angles.

~ The second dlsplay combination, called the attitude display, pre-
-sents the roll angle, heading angle, and pitch-attitude angle on the main
oscilloscope with angle of attack and angle of sideslip presented on the
side and t0p auxiliary oscllloscaopes, respectively.,

~ The scales for angles of-attack and sideslip were spproximately
0.1 radian per inch for each display. The pltch-=attitude and headlng
'scales were approximately 0.4 redisn per inch for both displays.

The ‘angles presented in the displey glve the plioct the necessary

- information for orlentation with respect.-to space as well as with respect
to flight' path. The Euler angles ; 6, and v glve the bank angle,
pitch-attitude angle, and heading angle, respectively, with reference ‘to
space. - The Euler angle equations have been slmplifled by settlng sin ©
equal to zero and cos 8 equal to unity. These equations are

‘ . | _ _
¢_=¢0+f0 pas )
8 =8 +H/\ (g cos ¢ - r sin @)at " (10)
t ' ‘
Vo= v +\/F (r cos § + q sin @)at (11)
0 . .

where §, = ¥, =0 and 85 = 31.5%

The inverted T was geﬁer&ted by.using a dual<beam oscilloscope with
one besm generating the wing and the other beam the tall, For the wing
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_'a sine wave was amplitude-modulated by resolving it by the sine and
“cosine-of the roll angle ¢, adding the translsting voltage (o, B, 8,

or. ¥) to it, and connecting them to the horizontel and vertical plate

. -of -the first beam. The tail wes generated simlilerly except that a .
‘rectified sine wave was used. For the : B~ ¢ display the four inputs
to the bscilloscope were ' : :

. WV:% o? +LA“sin.mt oin @ e _' (12}

: W = =p = A sin wt cos @ _. __. | (13)
Ty =a - ? sin wt co; g | o (1k)
TH:=.:'-.B - ﬁ sin wt sin ¢ j o o : (15)

where Wy and Wy ‘ere ‘the signals applied to the vertical and horizontal
plates of the beam producing the wing andé Ty and Tp are signals applied

‘to.the tall beam. B sin wt is the rectified signal from A sin wt. The
details of this setup are shown in the schematic arrangement in’ figure 1z,

: ‘The pllot's controls were a conventlonal center position stick and-
rudder pedals to provide aerodynamic controls. Roll control wes obtelned
by the differentlal deflection of the horlzontal teill; thus, it was
necessary to combine pitch and roll commands in the horizontal-teil sur-
face deflections. This was done by computing separate deTlections for.
the right end. left sections of the horizontal tail by using the following °
equations-__

5R=:§L‘51* 8, - Kyp + Kaq : (16
BL_-—B +15 p+K2q : _ (17

 Heading control wes obtained by an-all-movable vertical surface,
and - the control deflection. is glven by

by = B3 + KT . _ (18)
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Artificial damping is supplied to the elrplane by feeding signals
- proportiondl to'the angular veloclty to the control surfaces. The :
terms Klp, Krq, and K5r are the damping terms for roll, pitch and

heading, re5pect1vely.

The control surfaces were limited in travel to +15O and ah5° for
the rolling teil end to £6° for the rudder. There were no rate limits
nor limits on the autopilot sutherity.. The physical'properties of the
control stick are given in table IT.. o

A burnout warning lamp was 1included in the pilot s display. This

- lamp wasrprovided to give the pilot a warnlng so that the trim changes
that occur st burncut could be anticipated. This lamp ceme on 3 seconds
before burnout and went out at engine thrust cutoff.

ANALOG PROGRAMING AND CHECKING

A complete schematlc diégram.of the analog simulation is shown in
figure 12.  Potentlometer settings for the diagram are given in table IV.
The total amount .of equipment used 1s &s follows:

Amplifiers {tobtBl) W v v 4 s W v b e v b b e e s e e e e . . 102
o Integrators . v o0 v aie wie sie e e @ e 0 s s e e woe e 1D
SUMMETS  « s o s & o o0 o6 4 4 e v aa e s e e e s s ee BT
Inverters i o v v e v o o s e o 4 a4 s e §e & w.w o aa o a s . 50
Potentlometers o « o o ¢ o o s 4 o s « s o o o o 5 s « w-a'» o » o« 109

S Multipliers (shafts) « & «7v 't v v v h o u v e e e e e e . 12
Potentlometers o « v o6 « 4w i v 4 v s v s e w ie e e e w. 33
Dual resolvers o « v v 4 v & o e s o o v s s s s s s 6w a e s 2

~Relay amplifiers . « « o v v ¢ v v v v e 0 i e o e e e e e e e L

. In order to check the analog setup, static and dynamic checks were '
- made, Several dlgital check cases were run also. None of the .check
ceses had any eontrol inputs other than artificlal damping.

) For the progr&m set up on the simulator, the dynamics of the problem
were found to be near the crltical region for the computer. 8ilnce the
computer was to cperate 1in conjuncticn wilth & pillot, a real time scale:
had to be accepted. In order to determine the effect of the dynamic error
introduced by the analog computing elements, especlally the servomultie

‘pliers, a digital check case without plloted controls was calculated.
Runs made with different time scales on the analog setup showed that
running the analog slow by:5:1 and 2, 5:1 consistently gave the same
results.. Runs at a l:1 time scale gave different results, without much

1203




el T r—— © NACA'RM L5TK2L

consistency.: By meticulous. cholce of variables to drive the servo-
multipliers, the 1:1 time-scale runs were made to-check consistently
" those made at slower time ‘sceles. In this particular setup to obtain
the‘products__mBy,_'mjp,- nzp, and  pr, the variables driving the servo-

mulfiplier were changed: mzr from the mz Bervo to the ¥ servo,
mzp . from the 3 to the 'p  servo, .nszp. from the nz to the p servo,
end pr - from the . p tc the. r SETV0. A_compafison.of the dlgital and

analog results for one‘typical check case is shown in figure 13. - In this
case the only disturbance 1s the engine thrust misglinement.

. ‘An inspection of figure 13 shows some difference. between the final
analog setup and. the digital caleulation.. In crder to find 1f this mag-
nitude of error-is within the sensitivity of the anelog equipment, two
check cases were made. For one case the initigl angles of atteck and
sideslip were equsl to 0.1 radian, and for the other case both angles

were ‘0.105 radian. It was found that this J-percent difference in input
‘would more then account for the differences in the digitel and ‘analog
“results of figure .13 and that final results simlilar to those of figure 13
. ecould be considered reasonzble. It was felt, however, that with the
avallability of more servomultipliers or if electronic multipliers had

been avellable, the dynamic error could have been reduced.

. ~ Another trouble Spot was the caleulation of the directien cosines.

_Here it was found thet-the statlc nulling error of the servomultipliers
was lmportant because of the output voltage possible for zerd input to the
servomultiplier when a large voltege was impressed across the multiplying.

_poﬁentidmeter. ‘This was found to be particularly critical in the nzp -
product in equation {7). Because of the dynemic¢s involved, this product

was ‘calculated on the p-multlplier but better stetic sccuracy -would _
“result 1f the product was obtalned from & servomultiplier driven by ng.

“Thus, it was necessary that this multiplyling potentiometer be set care-
‘fully on zero, The use of dlode-type miltipliers may be warranted because

| ‘of their good zero output for zero-input: characteristics and their good
frequency response. ' - ' ' -

The statlc stebllity derivatives which were functions of Mach number
could be’ expressed as functions of flight time (see table IIT and fig. L)
because of the programing of Mach numbers.  Terms such as CzBﬁ and CL@@
were then written as. the product of a polynomisl in t and o or PB. As
shown in figure 12, this permits the statlc stabllity derivatives to be
generated on servomultipliers driven by t and £2 which are slowly
changing variables compared with « and  B. :
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STARTING THE ANALOG

: .In the check case shown in figure 13 the motions start abruptly
because of the -engine thrust misallihement in pitch attitude and heading.
In the piloted runs which had thrust misalinement, the pilot was allowed
te fly at & constant Mach number until the miselinement could be trimmed
cut. - The flight-plan trajectory was then started. This procedure allowed
8 smooth controlled start on the trajectory with the only abrupt change in
trim occurring at burnout.
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AlC

A toD (and A/D)
ADI

ADP

AE

AFFTC
Alpha

AOA (apha)
AOS (beta)
ARC

Beta

Bootstrap

Breadboard

CAL (also CALSPAN)
CD

CDC

Chopper

Cu

Cn/aileron

Cn,

CPC

CPU

CRT

CucC

DAST

DtoA (and D/A)

DC

Glossary

Aircraft

Analog to Digital

Applied Dynamics Inc
Automatic Data Processing
American Express

Air Force Flight Test Center
See AOA

Angle of Attack

Angle of Sidedlip

Ames Research Center
Angle of sidedlip

A small program of only afew instructions that loaded itself into memory and then
followed this by loading alarger more comprehensive loader routine

To build preliminary logic circuitry
Cornell Aeronautical Laboratory
Compact Disc

Control Data Corporation

A deviceto keep an amplifier stabilized. The early tube-type amplifiers would drift
(deviate) because of the heat they generated.

Coefficient of thrust deflected downwards to provide additional lift
Y awing moment coefficient with respect to aileron deflection

The yawing moment coefficient with respect to sidedlip

Card Programmed Cal cul ator

Central Processing Unit

Cathode Ray Tube

Computer Usage Company

Drones for Aerodynamic and Structural Testing

Digital to Analog

Direct Current
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Deadband
Derivative matching
DFBW

DFG

DFRC

Dirty configuration

Discretes
DOD

DOF

DUHOS

Dynamic checks

EAI
Eightball (8-ball)
EMC

Engineering precision

FAA
FDL
Fortran
FRC
FSL
GE
GEDA
GPAS
GSA

Heath Kits

A type of delay or lag

A process of determining the nonlinear derivatives for a particular airplane

Digital Fly-By-Wire

Diode-Function Generator

Dryden Flight Research Center

A term used to describe an airplane that was not aerodynamically clean, which usually meant
that the landing gear was down, or the speed brakes were extended, or the flaps down, or for
some other reason something was causing areduction in the airplane’ s performance
Single-bit, on/off-type functions

Department of Defense

Degree of Freedom, a movement either up or down, sideways, front or back, or around
the pitch, roll or yaw axis

Dua Hybrid Operating System

Checks of an analog computer in which, usually, a known time history solution (with
known initial conditions and known inputs) was used to determine if a particular imple-
mentation was working correctly

Electronic Associates Inc.

The colloquial term for the attitude indicator used in the airplanes of the 1960s and 1970s
Energy Management Console

A level of exactness in which the degree of refinement of the measurement being made or
the calculation being performed is both adequate and sufficient to provide the accuracy
needed for the task at hand but nothing more

Federal Aviation Administration

Flight Dynamics Laboratory

Formula Translation software

Flight Research Center

FRC Simulation Facility

General Electric

Goodyear Electronic Differential Analyzer

General Purpose Airborne Simulator

General Services Administration

“Build-it-yourself” electronic kits sold by the Heath Company of Benton Harbor,
Michigan. The company quit selling these kitsin 1992.
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HIMAT
HP

HSF
HYDAC
Hysteresis
ICARUS
1/O

IAS

IBM

ILS

KU
LaRC
LLRV
LLTV
MH
NAA
NACA
NADC
NASA
PA

Parameter estimation

PIO

Pot padder
Pots
RAIF

REAC

Rep Op

Highly Maneuverable Aircraft Technology (RPV)

Hewlett Packard Company

High-Speed Flight Station

Hybrid Digital and Analog Computer

A type of delay or lag

Immediate Checkout Analog Research Unity Scaled

Input and/or Output

Institute of Aeronautical Sciences, Inc.

International Business Machines

Instrument Landing System

University of Kansas

Langley Research Center

Lunar Landing Research Vehicle

Lunar Landing Training Vehicle

Minneapolis Honeywell (now Honeywell, Inc.)

North American Aviation

National Advisory Committee for Aeronautics

Naval Air Development Center

National Aeronautics and Space Administration

Personal Accounts

An automated method for obtaining numerica vauesfor aircraft behavior by manipulaing multiple
differentid equations; thistechnique dlowed researchersto determine precisdy the differences
between val ues predicted from wind-tunnd data.and those actudly encounteredin flight.
Pilot Induced Oscillation

A special type of servo multiplier

Potentiometers

Research Aircraft Integration Facility

Reeve' s Electronic Analog Computer

A feature available on most analog computers that allowed the operator to reduce the

problem solution time by aratio of 100:1 with results displayed on a multi-channel
oscilloscope
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RFP Request For Proposal, which is a solicitation for bids on a contract

RTF Real-Time Fortran

RPV Remotely Piloted Vehicle

SClI Simulation Councils, Inc.

SCOPE CDC Cyber Operating System

SCW Supercritical Wing

SDS Scientific Data Systems

SETP Saciety of Experimental Test Pilots

SAS Stability Augmentation System

Static checks A method of determining if the implementation was correct (i.e., were all the components
correctly connected and were all the pots and function generators correctly pro-
grammed?)

Stick kicker A device that vibrated the pilot’s control stick to remind him or her that he or she was
getting into an undesirable situation.

STOL Short Take Off and Landing

TDY Temporary duty

™ Telemetry

UCLA University of Californiaat Los Angeles

usC University of Southern California

WWII World War |1

Y 2K Y ear 2000
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A-5, 159

Adkins, Elmer J,, 48

Air Force Flight Test Center (AFFTC), vi, 20, 28, 36, 136,
137, 145

Alford, Bill, 36

Algranti, Joseph, 126

Alpha, see angle of attack

Ames Research Center (Ames Aeronautical Laboratoryun-
der NACA), 8, 36, 38, 40-41, 51, 96-97, 108-109, 137,
152, 155

Amplifiers, 11
Drift, 41

Analog programmers, 30-31

Analog simulations, passim but esp. 1ill., 5-12, 30-31, 33,
39-40, 74-75, 98 n.

Anderson, Rider, 73-74

Andrews, Robert E., 145

Andrews, William, 43, 44

Angle of attack, defined, 29

Apollo Program, 35

Applied Dynamicsinc., 12, 67, 83

Apt, Milburn G. (Mdl), Capt., 138-139, 142-143

Armgtrong, Nell A., v, 36, 38ill., 43, 44, 100, 126, 155, 156

Army Missile Command, 120

Atomic Energy Commission Facility, Oak Ridge, Tn., 83

B-17 side-arm controller, 140, 141

Bacon, Donald C. (Don), 78, 83, 84, 89, 91, 93, 94, 114-124,
127, 135, 147

Ballard, Robert R., 105

Banner, Richard D (Dick), vi, viii, 6, 7, 8, 99, 136-137, 140

Barnicki, Roger, 44

Bedler, De Elroy, 7, 41-42, 136, 156

Bdl Aircraft, 141

Berry, Donald T., 28

Bikle, Paul, 46

Black boxes, 22-24, 25iill.

Black magic, 5, 13

Blue box, 147

Boeing 747, 161

Boost-vehicle simulation, 15ill., 34-45, 35-38ill., 108, 153

Bostain, John M., 104

Breadboard, defined, 66

Butchart, Stanley P. (Stan), 36, 43, 60, 64, 113, 128, 148,
153-157

C-47,42

Cdlibration Hangar, 127

Cdligter, Betty J, 148

Caw, Lawrence J. (Larry), 26, 27, 33, 44, 56, 60, 61, 63,
83-84, 91, 93, 112, 123-128, 146-148

Centrifuge, Navy, 13, 23, 36-37 ill., 100, 155, see also
Johnsville

Cockpit smulations, 10ill., 14-18ill., 49ill., 91.ill., 92ill.,
95ill., 96ill., 105ill., 105-106, 131, 133-134, 135

| ndex

Comcor Computer Company, 12
Computer “languages’ (software programs)
Assembler, 55, 71, 109
Fortran, 55, 75, 109
Libraries, 55
Loader, 71
Redl-time Fortran (RTF), 55, 81, 109, 121
SDS Assembly, 55, 81
Utilities, 55
Computers (human), v, 9 n.
Computers (anal og), see also Goodyear Electronic Differen-
tial Analyzer
AD-4, 67 ll., 83-84, 86, 90, 121
Comcor 175, 96
Cyclone, 39
EAI 31R, 9ill., 34, 99, 102, 109, 110, 125, 144
EAI 131R, 9ill., 34, 99, 102, 110
EAI 231-RV, 12, 27, 34, 67, 79, 95, 110, 125, 128
TR-5,61, 134
TR-10, 33, 61, 109, 125, 134, 149-151
TR-20, 33, 125
TR-48, 28, 33, 91, 112, 134, 149-150
TR-58, 33, 128
Typhoon, 39
Computers (digital)
CDC 73, 89-90
Cyber 72, 75
CYBER 73-28, 67-68ill., 80, 83, 86-87, 92-93, 120-123
SDS 920, 55, 69-70
SDS 930, 50, 52-55, 70-71, 74-77, 81-82, 97, 111, 118-
121, 127, 146
SDS 9300, 68, 74, 81-83, 89 n., 91, 94-97, 146
XDS 9300 (formerly SDS 9300), 89 n., 146
Computers (hybrid), 55-56, 65-90
AD-4,67ill., 83
HYDAC, 67
Computer Usage Company, 81
Control configured vehicle (CCV), 150
Control Data Corporation (CDC), 68
Control stick, 11, 130-131, 155
Controlled Impact Demonstration (CID), 145
Converter
Anaog-to-digital, 66 n., 67
Digital-to-analog, 66 n., 67
Cooper, Lonnie, 92, 116
Cornell Aeronautical Laboratory (CAL), 59-60, 128, 149
Coupling dynamics, 118
Credit cards, 41-42

D-558, 156

Daedalus, 122

Dalto visual simulator, 132-133

Dana, William H. (Bill), 3, 22, 50ill., 117, 128, 157-159
Danids, Wdlter, 36

Davis, Billy E., 52, 113
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Day, Richard E. (Dick), vi-viii, 6, 8, 24, 46, 54, 56, 99, 137-
140, 141, 144, 157, 159

Deets, Dwain A., 24, 60, 62, 112, 128, 148-153

Degree of Freedom (DOF), defined, 8; mentioned, passim,
esp. 68

Derivative matching, 26, 111 (including definitioninn.), 116

Digital data communications, 89

Digital integration, 118-120

Diode-Function Generator (DFG), 22, 33

Discretes, 74-75
defined, 74 n.

Distributive patching, 135

Drake, Hubert M., 7, 145

Draper Laboratory, 151

Drones for Aerodynamic and Structural Testing, (DAST), 97,
108

Dryden Flight Research Center (DFRC), v, passm

Dud Hybrid Operating System (DUHQOS), 80-82

Edwards Air Force Base, 4, 20, 36, 52, 139

Edwards, John, 90

Electric control stick, 130-131, 134, 147

Electronic Associates Inc. (EAI), 12, 55, 92, 99 and see
Computers

El Paso, Texas, 45

Enevoldson, Einar, 158

Engineering precision, defined, 119 n.

Engle, JoeH., 111

Error signals, 43-44

Everedt, Frank (Pete), Lt. Cal., 138, 141, 142

F-8 Digita Fly-By-Wire (DFBW) program, 32, 79, 85-86,
117, 131-132, 150-152, 160

F-8 Supercritical Wing (SCW), 159-161

F-15 Remotely Piloted Vehicle, 85, 146, 158

F-100, 6, 7, 13, 108, 136, 148, 153, 156

F-101, 13

F-102, 13

F-104, 13, 14, 26, 56, 143-145, 160
Reaction controls, 143-144
Stick kicker, 130

Faster-than-real-time simulation, 93, 118, 159

Film reader, 102ill.

Flight Dynamics Laboratory (FDL), 108

Flight Research Center (FRC, later Dryden), v, passm
Move from South Base, 136 n.

Flight Research Center Simulation Laboratory (FSL), vi, 2
ill., 108, passm

Ford Tri-motor, 97

FRC, see Flight Research Center

FSL, see Flight Research Center Simulation Laboratory

Fulton, Fitzhugh L., Jr., 94, 97, 128

Function generators, 11, 43, 48

Fuses, 22

Gates, Ordway B., J., 6, 8, 9, 137
Gatlin, Dondd H. (Don), 64, 148

Gemini Program, 35

Generd Electric (GE), 104

General Purpose Airborne Simulator, 59-64, 60-61 ill., 111,
112-114, 128-129, 146, 148-150, 152-153

G-forces, 43 and see centrifuge

Gibbons, John, 94

Gilyard, Glenn B., 28

Glider simulation, 129-130

Goodyear Electronic Differential Analyzer (GEDA), v, 6-9,
20, 99, 136-137, 138-139, 144

Greenfield, Lowell, 87, 91, 92, 115, 123, 129, 146

Gremlins, Gremlinity, 5, 21, 87,

Grounding, 51

Halasey, Robert L., 87

Hanes, Horace A., Cal., 141 n.

Harwell, Rebel, 104

Heat transfer, 109

Heath Company, 3, 8

Hedgley, David R., J. (Dave) 123

Highly Maneuverable Aircraft Technology (HIMAT) project,
97, 108, 145

High-Speed Flight Station (HSFS), v, 137, 143, 144

HL-10, 17ill., 83, 85, 91, 93, 115, 117, 128, 146

Hoey, Bob, 54, 91.ill.

Hold mode, 122

Holleman, Euclid (Ed), 1, 10, 40, 41, 43, 44

Hughes, Donald L., 159

Hybrid Digital and Analog Computer (HYDAC), 67

Hyper 111, 91, 115

IBM CPC (Card Programmed Calculator), 4

Icarus, 122

liff, Kenneth W., 27 n., 113, 116, 117, 121, 122

Immediate Checkout Analog Research Unity Scaled
(ICARUS), 68 n., 78-80, 91-92, 121-124, 146

Initial conditions (1C), 28, 115 n. (defined)

Innis, Bob, 36

Input/Output (1/0) routines, 55, 70, 72-74

Instruments, 103-105

Integrated Test Facility (ITF), 127 and see Research Aircraft
Integration Facility

Internationa BusinessMachines (IBM), 86-87, 101, 124, 137

Iron bird, 32, 46, 117, 151

Iron Cross, 153ill., 154ill.

Jackson, Hugh, 128

Jackson, Raymond H., 137

Jarvis, Cavin R., 126

JetStar (Lockheed C-140), 59-64, 60-61ill., 112, 117, 128,
147-148 see also General Purpose Airborne Simulator

Johnson, Richard G., 131

Johnson, William (Bill), 140

Johnsville, Pa,, 13, 23, 34-45, 100, 155, 156

Juarez, Mexico, 45

Kempel, Robert W. (Bob), 20-21, 58 ., 60, 63, 93, 117, 128,
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145-148, 159
Kerfott (synchro manufacturer), 104
Kier, David A., 94
Kinchelog, Iven, Capt., 142
Kluever, Jack, 126
Kolf, Jack, 54, 93, 118, 159
Kordes, Eldon, 57, 125
Kostrakopf, Serge, 31
Krier, Gary, 148, 160
Kuhl, Albert E. (Al), vi, 6, 7, 8, 99, 136, 142

Landing smulations, 117-118, seealso X-15

Langley Memoria Aeronautical Laboratory, v, 17, 143, 145

Langley Research Center, v, 7, 8, 36, 43, 51, 146

Lewis Aeronautical Laboratory (now Glenn Research
Center), 4

Lifting-body program, 85, 145-146, 160

smulations, 15ill., 17ill., 91-93, 115, 127-128

Little, Mary, 87, 123

Lock, Wilton P. (Wilt), 126, 159, 160

Lockheed, 115, 155

Loschke, Paul, 25ill.

Lunar Landing Research Vehicle (LLRV), vi, 33, 44, 92, 93,
112,117, 125ill.-127, 126 ill., 128, 162

Lunar Landing Training Vehicle (LLTV), 126

Lyons, Jerry, 104

M2-F1, 15ill., 93, 117

M2-F2, 91, 93, 115, 130, 145

M2-F3, 85, 91, 115, 145, 146, 158-159

Maine, Richard E., 27 n.

Mallick, Donald L., 64, 126 ill., 128, 148

Manned Space Flight Center (later Johnson Space Center),
126

Manning, Theron, 27

Matheny, Neil W., 27, 28

Matranga, Gene J., 126, 156

McKay, John B. (Jack), 47, 111, 125, 155

McKay, JamesM., 57, 63, 112, 125

McMurtry, Thomas C. (Tom), 159-161

McTigue, John, 146

Mercury Program, 35

Michigan Technologicd University, 3, 4

Midnight patcher, 20-21

Milliammeter, defined, 104 n.

Moving-base smulations, 32-33, 96ill., 161

Musick, Richard O. (Dick), 5, 8, 10, 13, 24, 32, 36, 40, 41,
42,43, 52, 60, 61ill., 64, 99, 100, 101-106, 101-102ll.,
107, 109, 128, 129, 130, 133, 134, 135, 137, 141, 143,
144, 148, 157

Myers, Albert F. (Al), 84-86, 89, 121,

NASA, vi, 13-162
National Advisory Committee for Aeronautics (NACA), vi,
1- 13,84,101, 139, 143
Navy, U.S,, 3, 34-45, 100, 145 n.
Nava Air Development Center (NADC), 34, 51, 139

Navy Aviation Medica Laboratory, 34
Norden display, 91.ill., 133
North American Aviétion, 46, 49, 140
Northrop, 131

Operate mode, 116 n., 122
Orbital rendezvous and docking, 107-108iill., 109-110
Ozalid copy process, 17-18

PA-30, 117

Painter, Weneth D., 117, 145

Paper tape, 73

Parameter identification, 27 n.

Paresev, 25ill.

Parish, Owen O., 112

Patch panels and cords, 19-20, 61, 135

Perry, Gerald D., 52, 113, 114, 122, 126, 135, 157
Perry, John J,, 27, 51, 52, 60, 64, 108, 109-114, 123, 140
Peterson, Bruce A., 117, 130

Peterson, Forrest (Pete), 36, 41, 56

Pinon Hills, 4

Plotters, 53-54

Pontiac Catalinatow vehicle, 93

Pot-Set, defined, 11 n.

Potentiometers, 9, 11, 16, 17, 99

Powers, Bruce G., 94

Putnam, Terrill, 94

Rampy, John M., 28
Reaction controls, 107, 143
Readiger, Al, 116 n.
Red-Time Simulation (RTSIM), 89
RTSIMII, 89
SIMII, 89
Ream, H. E., 126
Reeves Electronic Analog Computer, 137
Rediess, Herman A., 61.ill., 128
Redstone Arsend, Al., 84
Rediess, Herman A., 112-113, 143
Reisert, Donad (Don) 8, 17, 140-145
Remote Batch Terminal, 89
Remotely Piloted Research Vehicle (RPRV), 85, 131, 146
and see F-15
Cockpit simulation, 18ill.
Repetitive operations (Rep Op), 26-28, 116 n. (defined)
Research Aircraft Integration Facility (RAIF), ix, 3ill., 10,
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